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Voltage Indicators ..................................
VS Fuse Carriers .............................................
Walk Over Cable Protection ............................
Warning Devices (Beacons/Sirens) ................. 
Warning Tape ............................................... 
WiFi Time Switches .......................................
Wind Turbine Protection (Lightning & Surge) .......
Windows IR .................................................  
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239-240
239
240
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241-242
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240
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16-19
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179
179
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195-196
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91
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148-149
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241-242
137-138
135-136
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221
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212-216
195-196
99-100

250
171
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221

247-248
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164

137-138
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20-25
24

24
225
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227
249
219

251-254
225
119

182-183
117

228-230
219

133,197
180-184

232
212-216

221
90

234
30-32, 256-258

208
185-189

217
249-250

262
225
202
232
226

115-117
30-32

226
216

79-85
87-88
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207
208
258

235-236
170
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224
224
131

128-129
164
132
172

150-152
232
191
219
224
191

134,198
133,197

149
164
170
240

121-124
244-245
101-104

231
243 

244-245
93

134
219
217
131
255
233

N

P
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AC/DC MINIATURE 
CIRCUIT BREAKERS

INSTALLATION DEVICES

According to IEC/EN 60898-1and IEC/EN 60947-2 

• Rated short circuit breaking capacity 6 & 10 kA
• 1 up to 4 Pole versions
• Tripping characteristics B, C, D 
• Rated current up to 63 A
• Plus wide range of accessories available
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INSTALLATION DEVICES - AC MINIATURE CIRCUIT BREAKERS
MCB's B, C & D CURVE, 6kA EX9BNINSTALLATION DEVICES

   Code    Amp

100000 1A
100001 2A
100002 3A
100003 4A
100004 6A
100005 8A
100006 10A
100007 13A
100008 16A
100009 20A
100010 25A
100011 32A
100012 40A
100013 50A
100014 63A

   Code    Amp

100090 1A
100091 2A
100092 3A
100093 4A
100094 6A
100096 10A
100098 16A
100099 20A
100100 25A
100101 32A
100102 40A
100103 50A
100104 63A

   Code    Amp

100181 2A
100183 4A
100184 6A
100186 10A
100188 16A
100189 20A
100190 25A
100191 32A
100192 40A
100193 50A
100194 63A

   Code    Amp

100211 2A
100213 4A
100214 6A
100216 10A
100218 16A
100219 20A
100220 25A
100221 32A
100222 40A
100223 50A
100224 63A

   Code    Amp

100226 2A
100228 4A
100229 6A
100231 10A
100233 16A
100234 20A
100235 25A
100236 32A
100237 40A
100238 50A
100239 63A

   Code    Amp

100121 2A
100122 3A
100123 4A
100124 6A
100126 10A
100128 16A
100129 20A
100130 25A
100131 32A
100132 40A
100133 50A
100134 63A

   Code    Amp

100136 2A
100138 4A
100139 6A
100141 10A
100142 13A
100143 16A
100144 20A
100145 25A
100146 32A
100147 40A
100148 50A
100149 63A

   Code    Amp

100030 1A
100031 2A
100034 6A
100036 10A
100038 16A
100039 20A
100040 25A
100041 32A
100042 40A
100043 50A
100044 63A

   Code    Amp

100049 6A
100051 10
100053 16A
100054 20A
100055 25A
100056 32A
100057 40A
100058 50A
100059 63A

Ex9BN, 6 kA B Curve
MCB 1 Pole

Ex9BN, 6 kA C Curve MCB 1 Pole

Ex9BN, 6 kA D Curve MCB 1 Pole Ex9BN, 6 kA D Curve MCB 2 Pole Ex9BN, 6 kA D Curve MCB 3 Pole

Ex9BN, 6 kA C Curve MCB 2 Pole Ex9BN, 6 kA C Curve MCB 3 Pole

Ex9BN, 6 kA B Curve
MCB 2 Pole

Ex9BN, 6 kA B Curve
MCB 3 Pole

4 Pole B Curve available

4 Pole C Curve also available

4 Pole D Curve also available
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INSTALLATION DEVICES - AC MINIATURE CIRCUIT BREAKERS 
EX9BH, 10KA B, C & D CURVE

4 Pole B Curve also available 

4 Pole C Curve also available 

   Code    Amp

100273 4 A
100274 6 A
100276 10 A
100278 16 A
100279 20 A
100282 40 A
100283 50 A
100284 63 A

   Code    Amp

100360 1A
100361 2A
100364 6A
100366 10A
100368 16A
100369 20A
100370 25A
100371 32A
100372 40A
100373 50A
100374 63A

   Code   Amp    Pole

100458 16A 1
100464 63A 1
100491 32A 2
100501 10A 3
100504 20A 3
100505 25A 3
100507 40A 3
100509 63A 3
100536 32A 4

   Code    Amp

100301 2A
100304 6A
100306 10A
100309 20A
100311 32A
100312 40A
100313 50A
100314 63A

   Code    Amp

100391 2A
100393 4A
100394 6A
100396 10A
100398 16A
100399 20A
100401 32A
100402 40A
100403 50A
100404 63A

   Code    Amp

100321 10A
100323 16A
100324 20A
100325 25A
100326 32A
100327 40A
100329 63A

   Code    Amp

100406 2A
100408 4A
100409 6A
100411 10A
100413 16A
100414 20A
100415 25A
100416 32A
100417 40A
100418 50A
100419 63A

MINIATURE CIRCUIT BREAKERS EX9BH, 10 KA

MINIATURE CIRCUIT BREAKERS EX9BH, 10 KA   

MINIATURE CIRCUIT BREAKERS EX9BH, 10 KA   

B-Curve, 1 Pole 10kA

C-Curve, 1 Pole 10kA 

D-Curve, 1-4 pole 10kA 

B-Curve, 2 Pole 10kA  

C-Curve, 2 Pole 10kA 

B-Curve, 3 Pole 10kA 

C-Curve, 3 Pole 10kA 
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INSTALLATION DEVICES - AC MINIATURE CIRCUIT BREAKERS 
EX9B125 25KA B, C CURVE 

4 Pole B Curve also available 

4 Pole C Curve also available 

   Code    Amp

102684 16A
102685 20A
102686 25A
102687 32A
102688 40A
102689 50A
102690 63A
102691 80A
102692 100A

   Code    Amp

102694  16A
102695 20A
102696  25A
102697    32A
102698  40A
102699  50A
102700  63A
102701     80A
102702     100A

   Code    Amp

102744 16A
102745 20A
102746 25A
102747 32A
102748 40A
102749 50A
102750 63A
102751 80A
102752 100A

   Code    Amp

102754         16A
102755     20A
102756    25A
102757   32A
102758   40A
102759        50A
102760     63A
102761     80A
102762   100A

   Code    Amp

102774 16A
102775 20A
102776 25A
102777 32A
102778 40A
102779 50A
102780 63A
102781 80A
102782  100A

   Code    Amp

102784     16A
102785   20A
102786      25A
102787     32A
102788    40A
102789      50A
102790      63A
102791   80A
102792    100A

MINIATURE CIRCUIT BREAKERS EX9B125, 25KA

MINIATURE CIRCUIT BREAKERS EX9B125, 25KA

B-Curve, 1 Pole 25kA

C-Curve, 1 Pole 25kA

B-Curve, 2 Pole 25kA  

C-Curve, 2 Pole 25kA

B-Curve, 3 Pole 25kA

C-Curve, 3 Pole 25kA
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INSTALLATION DEVICES - MINIATURE CIRCUIT BREAKERS ACCESSORIES 
Full Range of Accessories Available

Auxiliary or 
signal contacts
AX, AL, AXL
Up to 3 units

Voltage or trip 
releases

SHT, UVT, OVT
Up to 2 units

MCB
Ex9B

1, 1+N, 2, 3, 3+N, 4 
Pole

RCD add-on block
Ex9LE

1+N, 2, 3, 3+N, 4 
Pole

• Auxiliary contacts AX3111, AX3122
• Alarm contact AL3111
• Auxiliary and alarm contact AXL31
• Shunt trip releases SHT31, SHT3111
• Undervoltage releases UVT31, UVT3101, 

UVT3110
• Overvoltage release OVT31
• RCD add-on blocks Ex9LE

Code Aux. Cont. AC Op. Volt DC Op. Volt. Type

100552 1 NC 220-240 - UVT3101 220-240V AC 

   Code   Description

110193 MCB Padlocking

   Code   Function   Contacts

100540 Auxiliary 1 CO
100541 Signal 1 CO
100542 Auxiliary 2 CO
100543 Auxiliary + 1 CO +

Signal 1 CO

SHUNT TRIP FOR Ex9B MCB's

UNDERVOLTAGE RELEASES

LOCKING DEVICE

AUXILIARY AND SIGNAL CONTACT UNITS 
     
    Code   Voltage

100547 110-415AC
100547 110-130DC 
100544 110-415AC
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INSTALLATION DEVICES - SLIM MCB's 
Ex9B40J, 6 kA 

• Slim Miniature Circuit Breakers according   
to IEC/EN 60898-1

• Rated short circuit breaking capacity 6 kA
• 1 up to 4 Pole versions
• Tripping characteristics B, C
• Rated current up to 40 A
• Rated operational voltage 230/400 V AC,
• Wide range of accessories

Slim miniature circuit breakers Ex9B40J are devices 
suitable for domestic as well as commercial 
applications. The 3/4 module width - 13.5mm width 
per pole instead of 18mm of regular devices, makes 
this series the best option for space demanding 
installations.

SLIM MCB's Ex9B40J, 6 kA

B-Curve, 1 Pole

B-Curve, 2 Pole

Code Type Amp Curve Poles

110722 Ex9B40J 1P B4 4 A B 1
110723 Ex9B40J 1P B6 6 A B 1
110724 Ex9B40J 1P B10 10 A B 1
110725 Ex9B40J 1P B16 16 A B 1
110726 Ex9B40J 1P B20 20 A B 1
110727 Ex9B40J 1P B25 25 A B 1
110728 Ex9B40J 1P B32 32 A B 1
110729 Ex9B40J 1P B40 40 A B 1

Code Type Amp Curve Poles

110733 Ex9B40J 2P B4 4 A B 2
110734 Ex9B40J 2P B6 6 A B 2
110735 Ex9B40J 2P B10 10 A B 2
110736 Ex9B40J 2P B16 16 A B 2
110737 Ex9B40J 2P B20 20 A B 2
110738 Ex9B40J 2P B25 25 A B 2
110739 Ex9B40J 2P B32 32 A B 2
110740 Ex9B40J 2P B40 40 A B 2
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INSTALLATION DEVICES - SLIM MCB's 
Ex9B40J, 6 kA 

B-Curve, 4 Pole

C-Curve, 1 Pole

C-Curve, 2 Pole

B-Curve, 3 Pole

Code Type Amp Curve Poles

110755 Ex9B40J 4P B4 4 A B 4
110756 Ex9B40J 4P B6 6 A B 4
110757 Ex9B40J 4P B10 10 A B 4
110758 Ex9B40J 4P B16 16 A B 4
110759 Ex9B40J 4P B20 20 A B 4
110760 Ex9B40J 4P B25 25 A B 4
110761 Ex9B40J 4P B32 32 A B 4
110762 Ex9B40J 4P B40 40 A B 4

Code Type Amp Curve Poles

110766 Ex9B40J 1P C4 4 A C 1
110767 Ex9B40J 1P C6 6 A C 1
110768 Ex9B40J 1P C10 10 A C 1
110769 Ex9B40J 1P C16 16 A C 1
110770 Ex9B40J 1P C20 20 A C 1
110771 Ex9B40J 1P C25 25 A C 1
110772 Ex9B40J 1P C32 32 A C 1
110773 Ex9B40J 1P C40 40 A C 1

Code Type Amp Curve Poles

110777 Ex9B40J 2P C4 4 A C 2
110778 Ex9B40J 2P C6 6 A C 2
110779 Ex9B40J 2P C10 10 A C 2
110780 Ex9B40J 2P C16 16 A C 2
110781 Ex9B40J 2P C20 20 A C 2
110782 Ex9B40J 2P C25 25 A C 2
110783 Ex9B40J 2P C32 32 A C 2
110784 Ex9B40J 2P C40 40 A C 2

Code Type Amp Curve Poles

110744 Ex9B40J 3P B4 4 A B 3
110745 Ex9B40J 3P B6 6 A B 3
110746 Ex9B40J 3P B10 10 A B 3
110747 Ex9B40J 3P B16 16 A B 3
110748 Ex9B40J 3P B20 20 A B 3
110749 Ex9B40J 3P B25 25 A B 3
110750 Ex9B40J 3P B32 32 A B 3
110751 Ex9B40J 3P B40 40 A B 3
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C-Curve, 3 Pole

Code Type Amp Curve Poles

110788 Ex9B40J 3P C4 4 A C 3
110789 Ex9B40J 3P C6 6 A C 3
110790 Ex9B40J 3P C10 10 A C 3
110791 Ex9B40J 3P C16 16 A C 3
110792 Ex9B40J 3P C20 20 A C 3
110793 Ex9B40J 3P C25 25 A C 3
110794 Ex9B40J 3P C32 32 A C 3
110795 Ex9B40J 3P C40 40 A C 3

C-Curve, 4 Pole

SLIM MCB BUSBAR

Code Type Amp Curve Poles

110799 Ex9B40J 3P C4 4 A C 4
110800 Ex9B40J 3P C6 6 A C 4
110801 Ex9B40J 3P C10 10 A C 4
110802 Ex9B40J 3P C16 16 A C 4
110803 Ex9B40J 3P C20 20 A C 4
110804 Ex9B40J 3P C25 25 A C 4
110805 Ex9B40J 3P C32 32 A C 4
110806 Ex9B40J 3P C40 40 A C 4

INSTALLATION DEVICES - SLIM MCB's 
Ex9B40J, 6 kA 

• Codes 111405/111406/111407/111408 
Suitable for 3/4MU MCB's line Ex9B40J 

• 10 mm2 for rated current up to 63 A 
• Step between connection points 13.5 mm 
• Pin type connection points 
• Delivered with end caps 
• For 12 MCB's in line

Code Description

111405 SLIM MCB BUSBAR Pin Type 1P 10mm² 12 circuits for Ex9B40J 13.5mm slim MCB's 220mm BBP 1L 10 M12 EU
111406 SLIM MCB BUSBAR Pin Type 3P 10mm²  12 circuits for Ex9B40J 13.5mm slim MCB's 220mm BBP 3L 10 M12 EU
111407 BUSBAR for One-module 1P+N RCBO PIN TYPE 2P 220MM 12 Circuits BBP 2LN 10 M12 EU
111408 4P N L1 N L2 N L3 BUSBAR for One-module 1P+N RCBO PIN TYPE 220MM 12 Circuits BBP 3L 10 M12 EU
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INSTALLATION DEVICES - DC MCB's UP TO 1000 V DC 
EX9BP - Suitable for Photovoltaic Applications

• DC Miniature Circuit Breakers
• Non-polarized, suitable for photovoltaic applications
• Tested according to IEC/EN 60947-2
• Rated short circuit breaking capacity Icu 6 kA
• Rated operating voltage of 250 V DC per pole
• Width 2 and 4 modules
• Tripping characteristics C, K
• Rated current up to 63A
• Wide range of accessories

DC miniature circuit breakers Ex9BP are designed for direct current applications. 
Thanks to their polarity independency they are suitable for photovoltaic applications.
It can be combined with a wide range of accessories including auxiliary and signal 
contacts, shunt trip release and undervoltage release. It is possible to create a
diverse combination of accessories. These combinations are only limited by total 
number, not by the type of accessories - all components fit together. It can be used
up to three units of auxiliary or alarm contacts plus up to two units for release units.

Ex9 BP 4P DC1000V C 32

Product
family Product Poles Rated

voltage
Tripping

curve
Rated

current

Ex9
Non-

polarized
DC MCB's

2, 4
DC500V
DC1000V C, K 10 - 63 A

Type Key
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INSTALLATION DEVICES - DC MCB's UP TO 1000 V DC 
EX9BP 6kA, 2 & 4 Pole C & K Curve (Suitable for Photovoltaic Applications)

Code Type Rated Current Width Char.

111559 Ex9BP 2P DC500V C10 10A               2MU C
111560 Ex9BP 2P DC500V C13 13A 2MU C
111561 Ex9BP 2P DC500V C16 16A 2MU C
111562 Ex9BP 2P DC500V C20 20A        2MU C
111563 Ex9BP 2P DC500V C25 25A 2MU C
111564 Ex9BP 2P DC500V C32 32A  2MU C
111565 Ex9BP 2P DC500V C40 40A               2MU C
111566 Ex9BP 2P DC500V C50 50A 2MU C
111567 Ex9BP 2P DC500V C63 63A    2MU C

Code Type Rated Current Width Char.

111568 Ex9BP 4P DC1000V C10 10A               4MU C
111569 Ex9BP 4P DC1000V C13 13A 4MU C
111570 Ex9BP 4P DC1000V C16 16A 4MU C
111571 Ex9BP 4P DC1000V C20 20A        4MU C
111572 Ex9BP 4P DC1000V C25 25A 4MU C
111573 Ex9BP 4P DC1000V C32 32A  4MU C
111574 Ex9BP 4P DC1000V C40 40A               4MU C
111575 Ex9BP 4P DC1000V C50 50A 4MU C
111576  Ex9BP 4P DC1000V C63 63A    4MU C

Code Type Rated Current Width Char.

111577  Ex9BP 2P DC500V K10 10A               2MU K
111578 Ex9BP 2P DC500V K13 13A 2MU K
111579 Ex9BP 2P DC500V K16 16A 2MU K
111580  Ex9BP 2P DC500V K20 20A        2MU K
111581 Ex9BP 2P DC500V K25 25A 2MU K
111582 Ex9BP 2P DC500V K32 32A  2MU K
111583 Ex9BP 2P DC500V K40 40A               2MU K
111584 Ex9BP 2P DC500V K50 50A 2MU K
111585 Ex9BP 2P DC500V K63 63A    2MU K

Code Type Rated Current Width Char.

111586   Ex9BP 4P DC1000V K10 10A               4MU K
111587 Ex9BP 4P DC1000V K13   13A 4MU K
111588 Ex9BP 4P DC1000V K16 16A 4MU K
111589 Ex9BP 4P DC1000V K20 20A        4MU K
111590 Ex9BP 4P DC1000V K25 25A 4MU K
111591 Ex9BP 4P DC1000V K32 32A  4MU K
111592 Ex9BP 4P DC1000V K40 40A               4MU K
111593  Ex9BP 4P DC1000V K50 50A 4MU K
111594 Ex9BP 4P DC1000V K63 63A    4MU K

C-Curve, 2 Pole, 500 V DC 6kA  

C-Curve, 4 Pole, 1000 V DC 6kA

K-Curve, 2 Pole, 500 V DC 6kA

K-Curve, 4 Pole, 1000 V DC 6kA  

EX9BP
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INSTALLATION DEVICES - DC MCB's UP TO 1000 V DC 
EX9BP-JX 10kA - General purpose Direct Current (DC) C & K Curve

Code Rated current  Width Char.

110067 1A 1MU C
110068 2A 1MU C
110069 3A 1MU C
110070 4A 1MU C
110071 6A 1MU C
110072 10A 1MU C
110073 16A 1MU C
110074 20A 1MU C
110075 25A 1MU C
110076 32A 1MU C
110077 40A 1MU C
110078 50A 1MU C
110079 63A 1MU C

Code Rated current  Width Char.

110093 1A 3MU C
110094 2A 3MU C
110095 3A 3MU C
110096 4A 3MU C
110097 6A 3MU C
110098 10A 3MU C
110099 16A 3MU C
110100 20A 3MU C
110101 25A 3MU C
110102 32A 3MU C
110103 40A 3MU C
110104 50A 3MU C
110105 63A 3MU C

Code Rated current  Width Char.

110119 1A 1MU K
110120 2A 1MU K
110121 3A 1MU K
110122 4A 1MU K
110123 6A 1MU K
110124 10A 1MU K
110125 16A 1MU K
110126 20A 1MU K
110127 25A 1MU K
110128 32A 1MU K
110129 40A 1MU K
110130 50A 1MU K
110131 63A 1MU K

Code Rated current  Width Char.

110080 1A 2MU C
110081 2A 2MU C
110082 3A 2MU C
110083 4A 2MU C
110084 6A 2MU C
110085 10A 2MU C
110086 16A 2MU C
110087 20A 2MU C
110088 25A 2MU C
110089 32A 2MU C
110090 40A 2MU C
110091 50A 2MU C
110092 63A 2MU C

Code Rated current  Width Char.

110106 1A 4MU C
110107 2A 4MU C
110108 3A 4MU C
110109 4A 4MU C
110110 6A 4MU C
110111 10A 4MU C
110112 16A 4MU C
110113 20A 4MU C
110114 25A 4MU C
110115 32A 4MU C
110116 40A 4MU C
110117 50A 4MU C
110118 63A 4MU C

Code Rated current  Width Char.

110132 1A 2MU K
110133 2A 2MU K
110134 3A 2MU K
110135 4A 2MU K
110136 6A 2MU K
110137 10A 2MU K
110138 16A 2MU K
110139 20A 2MU K
110140 25A 2MU K
110141 32A 2MU K
110142 40A 2MU K
110143 50A 2MU K
110144 63A 2MU K

C-Curve, 1 Pole, 250 V DC 10kA

C-Curve, 3 Pole, 750 V DC 10kA

K-Curve, 1 Pole, 250 V DC 10kA

C-Curve, 2 Pole, 500 V DC 10kA 

C-Curve, 4 Pole, 1000 V DC 10kA

K-Curve, 2 Pole, 500 V DC 10kA

EX9BP-JX -10KA
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EX9BP-JX -10KA

INSTALLATION DEVICES - DC MCB's UP TO 1000 V DC 
EX9BP-JX 10kA - General purpose Direct Current (DC) C & K Curve

Code Rated current  Width Char.

110145 1A 3MU K
110146 2A 3MU K
110147 3A 3MU K
110148 4A 3MU K
110149 6A 3MU K
110150 10A 3MU K
110151 16A 3MU K
110152 20A 3MU K
110153 25A 3MU K
110154 32A 3MU K
110155 40A 3MU K
110156 50A 3MU K
110157 63A 3MU K

Code Rated current  Width Char.

110158 1A 4MU K
110159 2A 4MU K
110160 3A 4MU K
110161 4A 4MU K
110162 6A 4MU K
110163 10A 4MU K
110164 16A 4MU K
110165 20A 4MU K
110166 25A 4MU K
110167 32A 4MU K
110168 40A 4MU K
110169 50A 4MU K
110170 63A 4MU K

K-Curve, 3 Pole, 750 V DC 10kA

K-Curve, 4 Pole, 1000 V DC 10kA
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RESIDUAL 
CURRENT DEVICES
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26

RCD type DESCRIPTION

AC RCD sensitive to alternating currents, commonly utilized.

A RCD sensitive to alternating currents (as well as AC type) and 
susceptible to the occurrence of pulsating direct currents (DC).

B smooth DC currents, with frequencies up to 1 kHz; used in 
EV chargers, photovoltaic applications, and as protection in 
residential and industrial applications.

F Special variant of type A RCD, for high frequencies up to 1 kHz; 
used in applications with inverters, motors.

G
reaction delay 
(non-sensitivity)

RCD Type AC+G and Type A+G; RCD with a time non-sensitivity 
range of 10 - 300 ms, preventing disconnection during 
transient overvoltages. 

S
reaction delay 
(non-sensitivity)

Type AC+S and Type A+S; RCD with a delay of 130 - 500 ms; 
Selectivity (non-sensitivity); Used as protection in combination 
with a Class C surge arrester.

HOW TO 
CHOOSE
RESIDUAL 
CURRENT
CIRCUIT 

BREAKER?

RCD CHARACTERISTICS

27

TYPE SYMBOL SENSITIVITY USAGE

AC
Alternating current 

of nominal 
frequency

A
Alternating current 
(AC) and pulsating 
direct current (DC) 

up to 6 mA

B All types of currents 
up to 1 kHz

F
Alternating and pul-
sating DC current up 
to 10 mA" in English

S

G

microwave oven kettle

AC dishwasher

dishwasher

hairdryer

lift PV
EV 

charger

washing 
machine AC

DIFFERENTIAL / LEAKAGE CURRENT COMPONENTS

RCD 
TYPE

AC 50Hz AC 50Hz Smooth DC AC>50Hz<kHz

AC ✓ X X X
A ✓ < 6 mA X
F ✓ ✓ < 10 mA ✓
B ✓ ✓ ✓ ✓

USAGE GUIDE

CURRENT SPECIFICATIONS
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RCD type DESCRIPTION

AC RCD sensitive to alternating currents, commonly utilized.

A RCD sensitive to alternating currents (as well as AC type) and 
susceptible to the occurrence of pulsating direct currents (DC).

B smooth DC currents, with frequencies up to 1 kHz; used in 
EV chargers, photovoltaic applications, and as protection in 
residential and industrial applications.

F Special variant of type A RCD, for high frequencies up to 1 kHz; 
used in applications with inverters, motors.

G
reaction delay 
(non-sensitivity)

RCD Type AC+G and Type A+G; RCD with a time non-sensitivity 
range of 10 - 300 ms, preventing disconnection during 
transient overvoltages. 

S
reaction delay 
(non-sensitivity)

Type AC+S and Type A+S; RCD with a delay of 130 - 500 ms; 
Selectivity (non-sensitivity); Used as protection in combination 
with a Class C surge arrester.

RCD CHARACTERISTICS
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INSTALLATION DEVICES - RCCB's 6kA Ex9L-N

RESIDUAL CURRENT CIRCUIT BREAKERS
• According to EN 61008-1
• Rated short circuit capacity Inc 6 kA
• 2 and 4 Pole versions
• Rated residual current 10, 30, 100, 300mA
• Rated current up to 63 A
• Rated operational voltage 230/400 V AC 
• Indication of electrical tripping
• Suitable for applications from -25° to 40 °C 

EX9L-N, 6kA - Type A, 2 & 4 Pole

Code Amp mA

108348 16 30
108349 25 30
108350 40 30
108351 63 30
108352 16 100
108353 25 100
108354 40 100
108355 63 100
108357 25 300
108358 40 300
108359 63 300

Code Amp mA

108361 25 30
108362 40 30
108363 63 30
108366 40 100
108367 63 100
108368 16 300
108369 25 300
108370 40 300
108371 63 300

2 Pole RCD's

4 Pole RCD's
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RCBO's Type A,B Curve 6KA RCBO's Type A,C Curve 6KA

INSTALLATION DEVICES - RCBO's Ex9BL-N, 6 kA
30mA, 100mA & 300mA

Code Amp Type mA

107635 6 1P+N   30
107636 10 1P+N   30
107637 13 1P+N   30
107638 16 1P+N   30
107639 20 1P+N   30
107640 25 1P+N   30
107641 32 1P+N   30
107642 40 1P+N   30
107670 16 2P 100
107671 20 2P 100
107672 25 2P 100
107673 32 2P 100
107674 40 2P 100
107770 10 2P 300
107702 16 2P 300
107703 20 2P 300
107704 25 2P 300
107705 32 2P 300
107706 40 2P 300
111536 10 3P+N 300
111538 16 3P+N 300
111539 20 3P+N 300
111540 25 3P+N 300
111541 32 3P+N 300
111542 40 3P+N 300

Code Amp Type mA

107643 6 1P+N   30
107644 10 1P+N   30
107646 16 1P+N   30
107647 20 1P+N   30
107648 25 1P+N   30
107649 32 1P+N   30
107650 40 1P+N   30
107678 16 2P 100
107679 20 2P 100
107680 25 2P 100
107681 32 2P 100
107682 40 2P 100
107708 10 2P 300
107710 16 2P 300
107711 20 2P 300
107712 25 2P 300
107713 32 2P 300
107714 40 2P 300
111552 10 3P+N 300
111554 16 3P+N 300
111555 20 3P+N 300
111556 25 3P+N 300
111557 32 3P+N 300
111558 40 3P+N 300
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• Slim Design (18mm) 
• 50% Space Saving 
• Five Year Warranty 
• 6 – 40 Amp 

INSTALLATION DEVICES - RCBO's SINGLE MODULE - SLIM DESIGN
EX9NLE-EL, B & C Curve 6kA    

Code Amp mA

111160 6A 30mA
111161 10A 30mA
111162 16A 30mA
111163 20A 30mA
111164 25A 30mA
111165 32A 30mA
111166 40A 30mA

Code Description

111407 BUSBAR for One-module 1P+N RCBO PIN TYPE 2P 220MM 12 Circuits BBP 2LN 10 M12 EU
111408 4P N L1 N L2 N L3 BUSBAR for One-module 1P+N RCBO PIN TYPE 220MM 12 Circuits BBP 3L 10 M12 EU

Code Amp mA

111167 6A 30mA
111168 10A 30mA
111169 16A 30mA
111170 20A 30mA
111171 25A 30mA
111172 32A 30mA
111173 40A 30mA

Type A, B Curve 

Busbar Pin Type 2P for Ex9NLE-EL 18mm

Type A, C Curve 
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INSTALLATION DEVICES 
- RCCB's EX9LB63 B TYPE 30, 100, 300 mA

B type, 2 Pole
• B type - sensitivity to residual AC, pulsating and smooth DC current, high frequency up to 1 kHz
• Without time delay
• Surge current-proof 3000 A
• 30 mA version suitable for protection of people in case of direct and indirect contact with live parts and exposed    

conductive parts during a fault, respectively

B type, 4 Pole

Code Type Rated current Rated residual current         Poles

110212 Ex9LB63 1P+N 25A 30mA 25 A 30 mA 2
110213 Ex9LB63 1P+N 40A 30mA 40 A 30 mA 2
110214 Ex9LB63 1P+N 63A 30mA 63 A 30 mA 2

110215 Ex9LB63 1P+N 25A 100mA 25 A 100 mA 2
110216 Ex9LB63 1P+N 40A 100mA 40 A 100 mA 2
110217 Ex9LB63 1P+N 63A 100mA 63 A 100 mA 2

110218 Ex9LB63 1P+N 25A 300mA 25 A 300 mA 2
110219 Ex9LB63 1P+N 40A 300mA 40 A 300 mA 2
110220 Ex9LB63 1P+N 63A 300mA 63 A 300 mA 2

Code Type Rated current Rated residual current         Poles

110221 Ex9LB63 3P+N 25A 30mA 25 A 30 mA 4
11022 Ex9LB63 3P+N 40A 30mA 40 A 30 mA 4
110223 Ex9LB63 3P+N 63A 30mA 63 A 30 mA 4

110224 Ex9LB63 3P+N 25A 100mA 25 A 100 mA 4
110225 Ex9LB63 3P+N 40A 100mA 40 A 100 mA 4
110226 Ex9LB63 3P+N 63A 100mA 63 A 100 mA 4

110227 Ex9LB63 3P+N 25A 300mA 25 A 300 mA 4
110228 Ex9LB63 3P+N 40A 300mA 40 A 300 mA 4
110229 Ex9LB63 3P+N 63A 300mA 63 A 300 mA 4
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INSTALLATION DEVICES - DIN RAIL CONTACTORS
EX9CH

• Installation contactors Ex9CH
• Meet requirements of IEC / EN 61095
• Rated current up to 25, 40, 63 A
• Control coil voltage 24, 230 or 240 V AC
• Rated frequency 50/60 Hz
• 2 or 4-contact versions
• Various contact combinations

Modular contactors Ex9CH are suitable for household and building modular 
distribution boards. They are mainly used in building automation processes for 
switching and controlling lightings, heating systems, ventilations, pumps, heating 
pumps and other applications.

Optical indicator on the front side indicates status of the contacts and voltage on 
control coil.

Ex9 CH 40 11 230V 50/60Hz

Product
family

Product Rated
current

NO+NC
main 

contacts

Rated
voltage

Rated
frequency

Ex9
CH:

Installation
contactors

25 A
40 A
63 A

20
11
02
40
22
31

24 V AC
230 V AC
240 V AC

50/60Hz

Type Key
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Code Amp Pole Mods Contacts Voltage

102412 25 4 2 1 N/O 230
102413 25 4 2 2 N/O 2 N/C 24
102414 25 4 2 2 N/O 2 N/C 230
102416 40 2 2 2 N/O 230
102420 40 4 3 4 N/O 230
102427 63 4 3 4 N/O 230
107017   25 2 1 1 N/C 230
107319  25 2 2 1 N/O 24
107320   25 2 1 1 N/O 230
107322   25 2 1 1 N/O 1 N/C 230
107324   40 4 3 2 N/O 2 N/C 230
111652* 25 2 1 2 NC 230
111656* 25 4 2 4 NC 230
111673*   40 2 2 2 NC 230
111677*   40 4 3 4 NC 230

INSTALLATION DEVICES - DIN RAIL CONTACTORS
EX9CH

DIN RAIL CONTACTORS

* Contactor with Manual Operation Option

* Manual Operation
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INSTALLATION DEVICES - ISOLATORS (LOCKABLE)
Ex9I125

• Modular Isolators with accessories
• Rated current up to 63 A
• Rated voltage 230/400 V AC
• Rated short-time withstand current Icw = 1 kA, 1 s
• Meet requirements of IEC / EN 60947-3
• 1 up to 4 Pole version
• Wide range of accessories

Isolators Ex9BI can be used as a main switch in a wide variety of applications. 
These switches are tested according to IEC/EN 60947-3 standards and also fulfill 
the requirements for the isolation functionality.

Utilization category AC-22A ensures possibility of switching mixed resistive and 
inductive loads with low overloads with cos Φ = 0.65. Subcategory A allows 
frequent operation.

Isolators of line Ex9BI are produced in modular design with width one module unit 
per pole. Can be connected via standard busbars of both fork as well as pin type of 
connection.

Ex9BI Isolators can be also combined with a wide range of accessories including 
auxiliary contacts, shunt trip releases, undervoltage and overvoltage releases. It is 
possible to create diversed combination of accessories.

Ex9 BI 1P 32A

Product
family

Product Poles Rated 
current

Ex9
BI isolator

with
accessories 

1, 2, 3, 4 16, 25, 32,
40, 63

Type Key
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INSTALLATION DEVICES - ISOLATORS (LOCKABLE)
Ex9I125 

1 POLE 2 POLE 3 POLE 4 POLE

Code Amp Poles

102304 16 A 1
102305 25 A 1
100862 32 A 1
100863 40 A 1
100864 63 A 1
100865 80 A 1
100866 100 A 1
100867 125 A 1

Code Amp Poles

102308 16 A 3
102309 25 A 3
100874 32 A 3
100875 40 A 3
100876 63 A 3
100877 80 A 3
100878 100 A 3
100879 125 A 3

Code Amp Poles

102306 16 A 2
102307 25 A 2
100868 32 A 2
100869 40 A 2
100870 63 A 2
100871 80 A 2
100872 100 A 2
100873 125 A 2

Code Amp Poles

102310 16 A 4
102311 25 A 4
100880 32 A 4
100881 40 A 4
100882 63 A 4
100883 80 A 4
100884 100 A 4
100885 125 A 4

1 Pole

3 Pole

2 Pole

4 Pole
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SURGE
PROTECTION
DEVICES
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INSTALLATION DEVICES - SURGE PROTECTION DEVICES 
Ex9UE1+2, 12.5 kA

• Surge Protection Devices
• Type 1+2 (Class I+II, T1+T2, B+C)
• Tested according to EN 61643-11
• Max. impulse current Iimp 12.5 kA (10/350 μs) per module and 50 kA for NPE module
• Maximum continuous operational voltage Uc from 275 V up to 440 V AC
• Versions with 1+0, 1+1, 2+0, 3+0, 3+1 and 4+0 connection
• Plug-in module design
• With and without remote indication contact
• Device status indicator

The Ex9UE1+2 12.5 line is a group of Class I+II Surge Protective Devices. They are intended as a protection against indirect and low 
intensity direct hits of lightning strikes. In standard three phase TN-C grid, they provide protection to LPL III, IV requirements given in EN 
62305 with total lightning current introduced into electrical installation of 37.5 kA and total lightning strike current 75 or 100 kA based on 
physical configuration and mutual position of grounding point of lightning rod, grounding point of the electrical installation and place
of SPD installation.

The design of Ex9UE1+2 12.5 is based on high energy Metal Oxide Varistors. Such design provides low response time and ensures 
characteristics for both classes I and II. The modular design with plug in inserts allows simple and quick replacement of function 
modules in case of MOV is beyond if its lifespan due to high intensity or often occurrence of overvoltage peaks.

TYPE KEY

EX9 UE 1+2 12.5 R 1P 275

Product
family Product Class Current Signalling

contact
Type of

connection
Max. oper.

voltage
Plug-in
module

Ex9
UE:

AC Surge
Protective
Devices

1+2: type 
1+2

class I+II
B+C

T1+T2

Iimp (10/350 μs)

12.5 kA (L-N)

50 kA (N-PE)

R: Yes
_: No

1P: 1+0
2P: 2+0
3P: 3+0
4P: 4+0

1PN: 1+1
3PN: 3+1
NPE: 0+1

275 V AC
_: NPE

_: Complete
device

M: Plug-in
module 

only



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie32 SECTION 1

INSTALLATION DEVICES - SURGE PROTECTION DEVICES 
Ex9UE1+2, 12.5 kA

Type 1+2 SPD's (Class I+II, T1+T2, B+C) complete devices, Iimp = 12.5 kA (10/350 μs)

• Maximum impulse current Iimp 12.5 kA (10/350 μs) per module and 50 kA (10/350 μs) for NPE (+1) module
• Nominal discharge current In 25 kA (8/20 μs) per module and 50 kA (8/20 μs) for NPE (+1) module
• Maximum discharge current Imax 50 kA (8/20 μs)
• Maximum continuous operational voltage Uc 275 V AC per module and 255 V AC for NPE (+1) module
• Due to Iimp 12.5 kA per module suitable for LPL III and LPL IV according to EN 62305 in standard 3-phase TN-C and TN-S installations 

Type 1+2 spare modules, Iimp = 12.5 kA (10/350 μs)

Code Operating Voltage Connection Signalling Contact Type

103332 275 V AC 1+0 No Ex9UE1+2 12.5 1P 275
103333 275 V AC 1+0 Yes Ex9UE1+2 12.5R 1P 275
103336 275 V AC 2+0 No Ex9UE1+2 12.5 2P 275
103337 275 V AC 2+0 Yes Ex9UE1+2 12.5R 2P 275
103341 275 V AC 3+1 Yes Ex9UE1+2 12.5R 3PN 275
103342 275 V AC 4+0 No Ex9UE1+2 12.5 4P 275
103343 275 V AC 4+0 Yes Ex9UE1+2 12.5R 4P 275
103347 275 V AC 1+0 No Ex9UE2 20 1P 275
103348 275 V AC 1+0 Yes Ex9UE2 20R 1P 275
103351 275 V AC 2+0 No Ex9UE2 20 2P 275
103352 275 V AC 2+0 Yes Ex9UE2 20R 2P 275
103357 275 V AC 4+0 No Ex9UE2 20 4P 275
103358 275 V AC 4+0 Yes Ex9UE2 20R 4P 275

Code Max. oper. voltage Uc Max. imp. current Iimp Type

103330 275 V AC 12.5 kA Ex9UE1+2 12.5 1P 275 M
103331 N-PE 50 kA Ex9UE1+2 NPE M

We stock an extensive range of SPD's 
to view additional brands go to section 12 

Facility Electrical Protection

Type 2 SPD spare modules, In = 20 kA (8/20 μs)

Code Max. oper. voltage Uc Nominal current In Type

103344 275 V AC 20 kA Ex9UE2 20 1P 275 M
103752 320 V AC 20 kA Ex9UE2 20 1P 320 M
103753 385 V AC 20 kA Ex9UE2 20 1P 385 M
103345 440 V AC 20 kA Ex9UE2 20 1P 440 M
103346 N-PE 40 kA Ex9UE2 40 NPE M
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MOULDED CASE
CIRCUIT
BREAKERS
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M AC TM

Ex9M AC TM
• Thermo-magnetic tripping unit for power distribution
• Frame sizes M1-M5
• Rated operating current up to 800 A
• 3 and 4 Pole versions
• Rated ultimate short circuit breaking capacity Icu=Ics up to 150 kA,
• Rated voltage 415 / 690 V AC

Version Ex9M1S up to 160 A, Icu = 36 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

111791 Ex9M1S TM 16 3P 16 A 11-16 A 160 A
111792 Ex9M1S TM 20 3P 20 A 14-20 A 200 A
111793 Ex9M1S TM 25 3P 25 A 17-25 A 250 A
111794 Ex9M1S TM 32 3P 32 A 22-32 A 320 A
111795 Ex9M1S TM 40 3P 40 A 28-40 A 400 A
111796 Ex9M1S TM 50 3P 50 A 35-50 A 500 A
111797 Ex9M1S TM 63 3P 63 A 44-63 A 630 A
111798 Ex9M1S TM 80 3P 80 A 56-80 A 800 A
111799 Ex9M1S TM 100 3P 100 A 70-100 A 1000 A
111800 Ex9M1S TM 125 3P 125 A 87-125 A 625 - 1250 A
111801 Ex9M1S TM 160 3P 160 A 112-160 A 800 - 1600 A

111802 Ex9M1S TM 16 4P4T 16 A 11-16 A 160 A
111803 Ex9M1S TM 20 4P4T 20 A 14-20 A 200 A
111804 Ex9M1S TM 25 4P4T 25 A 17-25 A 250 A
111805 Ex9M1S TM 32 4P4T 32 A 22-32 A 320 A
111806 Ex9M1S TM 40 4P4T 40 A 28-40 A 400 A
111807 Ex9M1S TM 50 4P4T 50 A 35-50 A 500 A
111808 Ex9M1S TM 63 4P4T 63 A 44-63 A 630 A
111809 Ex9M1S TM 80 4P4T 80 A 56-80 A 800 A
111810 Ex9M1S TM 100 4P4T 100 A 70-100 A 1000 A
111811 Ex9M1S TM 125 4P4T 125 A 87-125 A 625 - 1250 A
111812 Ex9M1S TM 160 4P4T 160 A 112-160 A 800 - 1600 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M AC TM

Version Ex9M1N up to 160 A, Icu = 50 kA

Version Ex9M1Q up to 160 A, Icu = 70 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

111813 Ex9M1N TM 16 3P 16 A 11-16 A 160 A
111814 Ex9M1N TM 20 3P 20 A 14-20 A 200 A
111815 Ex9M1N TM 25 3P 25 A 17-25 A 250 A
111816 Ex9M1N TM 32 3P 32 A 22-32 A 320 A
111817 Ex9M1N TM 40 3P 40 A 28-40 A 400 A
111818 Ex9M1N TM 50 3P 50 A 35-50 A 500 A
111819 Ex9M1N TM 63 3P 63 A 44-63 A 630 A
111820 Ex9M1N TM 80 3P 80 A 56-80 A 800 A
111821 Ex9M1N TM 100 3P 100 A 70-100 A 1000 A
111822 Ex9M1N TM 125 3P 125 A 87-125 A 625 - 1250 A
111823 Ex9M1N TM 160 3P 160 A 112-160 A 800 - 1600 A

111824 Ex9M1N TM 16 4P4T 16 A 11-16 A 160 A
111825 Ex9M1N TM 20 4P4T 20 A 14-20 A 200 A
111826 Ex9M1N TM 25 4P4T 25 A 17-25 A 250 A
111827 Ex9M1N TM 32 4P4T 32 A 22-32 A 320 A
111828 Ex9M1N TM 40 4P4T 40 A 28-40 A 400 A
111829 Ex9M1N TM 50 4P4T 50 A 35-50 A 500 A
111830 Ex9M1N TM 63 4P4T 63 A 44-63 A 630 A
111831 Ex9M1N TM 80 4P4T 80 A 56-80 A 800 A
111832 Ex9M1N TM 100 4P4T 100 A 70-100 A 1000 A
111833 Ex9M1N TM 125 4P4T 125 A 87-125 A 625 - 1250 A
111834 Ex9M1N TM 160 4P4T 160 A 112-160 A 800 - 1600 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111835 Ex9M1Q TM 16 3P 16 A 11-16 A 160 A
111836 Ex9M1Q TM 20 3P 20 A 14-20 A 200 A
111837 Ex9M1Q TM 25 3P 25 A 17-25 A 250 A
111838 Ex9M1Q TM 32 3P 32 A 22-32 A 320 A
111839 Ex9M1Q TM 40 3P 40 A 28-40 A 400 A
111840 Ex9M1Q TM 50 3P 50 A 35-50 A 500 A
111841 Ex9M1Q TM 63 3P 63 A 44-63 A 630 A
111842 Ex9M1Q TM 80 3P 80 A 56-80 A 800 A
111843 Ex9M1Q TM 100 3P 100 A 70-100 A 1000 A
111844 Ex9M1Q TM 125 3P 125 A 87-125 A 625 - 1250 A
111845 Ex9M1Q TM 160 3P 160 A 112-160 A 800 - 1600 A

111846 Ex9M1Q TM 16 4P4T 16 A 11-16 A 160 A
111847 Ex9M1Q TM 20 4P4T 20 A 14-20 A 200 A
111848 Ex9M1Q TM 25 4P4T 25 A 17-25 A 250 A
111849 Ex9M1Q TM 32 4P4T 32 A 22-32 A 320 A
111850 Ex9M1Q TM 40 4P4T 40 A 28-40 A 400 A
111851 Ex9M1Q TM 50 4P4T 50 A 35-50 A 500 A
111852 Ex9M1Q TM 63 4P4T 63 A 44-63 A 630 A
111853 Ex9M1Q TM 80 4P4T 80 A 56-80 A 800 A
111854 Ex9M1Q TM 100 4P4T 100 A 70-100 A 1000 A
111855 Ex9M1Q TM 125 4P4T 125 A 87-125 A 625 - 1250 A
111856 Ex9M1Q TM 160 4P4T 160 A 112-160 A 800 - 1600 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M AC TM

Version Ex9M1H up to 160 A, Icu = 100 kA

Version Ex9M1P up to 160 A, Icu = 150 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

111857 Ex9M1H TM 16 3P 16 A 11-16 A 160 A
111858 Ex9M1H TM 20 3P 20 A 14-20 A 200 A
111859 Ex9M1H TM 25 3P 25 A 17-25 A 250 A
111860 Ex9M1H TM 32 3P 32 A 22-32 A 320 A
111861 Ex9M1H TM 40 3P 40 A 28-40 A 400 A
111862 Ex9M1H TM 50 3P 50 A 35-50 A 500 A
111863 Ex9M1H TM 63 3P 63 A 44-63 A 630 A
111864 Ex9M1H TM 80 3P 80 A 56-80 A 800 A
111865 Ex9M1H TM 100 3P 100 A 70-100 A 1000 A
111866 Ex9M1H TM 125 3P 125 A 87-125 A 625 - 1250 A
111867 Ex9M1H TM 160 3P 160 A 112-160 A 800 - 1600 A

111868 Ex9M1H TM 16 4P4T 16 A 11-16 A 160 A
111869 Ex9M1H TM 20 4P4T 20 A 14-20 A 200 A
111870 Ex9M1H TM 25 4P4T 25 A 17-25 A 250 A
111871 Ex9M1H TM 32 4P4T 32 A 22-32 A 320 A
111872 Ex9M1H TM 40 4P4T 40 A 28-40 A 400 A
111873 Ex9M1H TM 50 4P4T 50 A 35-50 A 500 A
111874 Ex9M1H TM 63 4P4T 63 A 44-63 A 630 A
111875 Ex9M1H TM 80 4P4T 80 A 56-80 A 800 A
111876 Ex9M1H TM 100 4P4T 100 A 70-100 A 1000 A
111877 Ex9M1H TM 125 4P4T 125 A 87-125 A 625 - 1250 A
111878 Ex9M1H TM 160 4P4T 160 A 112-160 A 800 - 1600 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111879 Ex9M1P TM 16 3P 16 A 11-16 A 160 A
111880 Ex9M1P TM 20 3P 20 A 14-20 A 200 A
111881 Ex9M1P TM 25 3P 25 A 17-25 A 250 A
111882 Ex9M1P TM 32 3P 32 A 22-32 A 320 A
111883 Ex9M1P TM 40 3P 40 A 28-40 A 400 A
111884 Ex9M1P TM 50 3P 50 A 35-50 A 500 A
111885 Ex9M1P TM 63 3P 63 A 44-63 A 630 A
111886 Ex9M1P TM 80 3P 80 A 56-80 A 800 A
111887 Ex9M1P TM 100 3P 100 A 70-100 A 1000 A
111888 Ex9M1P TM 125 3P 125 A 87-125 A 625 - 1250 A
111889 Ex9M1P TM 160 3P 160 A 112-160 A 800 - 1600 A

111890 Ex9M1P TM 16 4P4T 16 A 11-16 A 160 A
111891 Ex9M1P TM 20 4P4T 20 A 14-20 A 200 A
111892 Ex9M1P TM 25 4P4T 25 A 17-25 A 250 A
111893 Ex9M1P TM 32 4P4T 32 A 22-32 A 320 A
111894 Ex9M1P TM 40 4P4T 40 A 28-40 A 400 A
111895 Ex9M1P TM 50 4P4T 50 A 35-50 A 500 A
111896 Ex9M1P TM 63 4P4T 63 A 44-63 A 630 A
111897 Ex9M1P TM 80 4P4T 80 A 56-80 A 800 A
111898 Ex9M1P TM 100 4P4T 100 A 70-100 A 1000 A
111899 Ex9M1P TM 125 4P4T 125 A 87-125 A 625 - 1250 A
111900 Ex9M1P TM 160 4P4T 160 A 112-160 A 800 - 1600 A



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie 37SECTION 1

INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M AC TM

Version Ex9M2S up to 250 A, Icu = 36 kA

Version Ex9M2N up to 250 A, Icu = 50 kA

Version Ex9M2Q up to 250 A, Icu = 75 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

111901 Ex9M2S TM 125 3P 125 A 87-125 A 875-1500 A
111902 Ex9M2S TM 160 3P 160 A 112-160 A 800-1600 A
111903 Ex9M2S TM 180 3P 180 A 126-180 A 900-1800 A
111904 Ex9M2S TM 200 3P 200 A 140-200 A 1000-2000 A
111905 Ex9M2S TM 225 3P 225 A 158-225 A 1125-2250 A
111906 Ex9M2S TM 250 3P 250 A 175-250 A 1250-2500 A

111907 Ex9M2S TM 125 4P4T 125 A 87-125 A 875-1500 A
111908 Ex9M2S TM 160 4P4T 160 A 112-160 A 800-1600 A
111909 Ex9M2S TM 180 4P4T 180 A 126-180 A 900-1800 A
111910 Ex9M2S TM 200 4P4T 200 A 140-200 A 1000-2000 A
111911 Ex9M2S TM 225 4P4T 225 A 158-225 A 1125-2250 A
111812 Ex9M2S TM 250 4P4T 250 A 175-250 A 1250-2500 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111913 Ex9M2N TM 125 3P 125 A 87-125 A 875-1500 A
111914 Ex9M2N TM 160 3P 160 A 112-160 A 800-1600 A
111915 Ex9M2N TM 180 3P 180 A 126-180 A 900-1800 A
111916 Ex9M2N TM 200 3P 200 A 140-200 A 1000-2000 A
111917 Ex9M2N TM 225 3P 225 A 158-225 A 1125-2250 A
111918 Ex9M2N TM 250 3P 250 A 175-250 A 1250-2500 A

111919 Ex9M2N TM 125 4P4T 125 A 87-125 A 875-1500 A
111920 Ex9M2N TM 160 4P4T 160 A 112-160 A 800-1600 A
111921 Ex9M2N TM 180 4P4T 180 A 126-180 A 900-1800 A
111922 Ex9M2N TM 200 4P4T 200 A 140-200 A 1000-2000 A
111923 Ex9M2N TM 225 4P4T 225 A 158-225 A 1125-2250 A
111924 Ex9M2N TM 250 4P4T 250 A 175-250 A 1250-2500 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111925 Ex9M2Q TM 125 3P 125 A 87-125 A 875-1500 A
111926 Ex9M2Q TM 160 3P 160 A 112-160 A 800-1600 A
111927 Ex9M2Q TM 180 3P 180 A 126-180 A 900-1800 A
111928 Ex9M2Q TM 200 3P 200 A 140-200 A 1000-2000 A
111929 Ex9M2Q TM 225 3P 225 A 158-225 A 1125-2250 A
111930 Ex9M2Q TM 250 3P 250 A 175-250 A 1250-2500 A

111931 Ex9M2Q TM 125 4P4T 125 A 87-125 A 875-1500 A
111932 Ex9M2Q TM 160 4P4T 160 A 112-160 A 800-1600 A
111933 Ex9M2Q TM 180 4P4T 180 A 126-180 A 900-1800 A
111934 Ex9M2Q TM 200 4P4T 200 A 140-200 A 1000-2000 A
111935 Ex9M2Q TM 225 4P4T 225 A 158-225 A 1125-2250 A
111936 Ex9M2Q TM 250 4P4T 250 A 175-250 A 1250-2500 A



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie38 SECTION 1

INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M AC TM

Version Ex9M2H up to 250 A, Icu = 100 kA

Version Ex9M2P up to 250 A, Icu = 150 kA

Version Ex9M3S up to 500 A, Icu = 36 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

111937 Ex9M2H TM 125 3P 125 A 87-125 A 875-1500 A
111938 Ex9M2H TM 160 3P 160 A 112-160 A 800-1600 A
111939 Ex9M2H TM 180 3P 180 A 126-180 A 900-1800 A
111940 Ex9M2H TM 200 3P 200 A 140-200 A 1000-2000 A
111941 Ex9M2H TM 225 3P 225 A 158-225 A 1125-2250 A
111942 Ex9M2H TM 250 3P 250 A 175-250 A 1250-2500 A

111943 Ex9M2H TM 125 4P4T 125 A 87-125 A 875-1500 A
111944 Ex9M2H TM 160 4P4T 160 A 112-160 A 800-1600 A
111945 Ex9M2H TM 180 4P4T 180 A 126-180 A 900-1800 A
111946 Ex9M2H TM 200 4P4T 200 A 140-200 A 1000-2000 A
111947 Ex9M2H TM 225 4P4T 225 A 158-225 A 1125-2250 A
111948 Ex9M2H TM 250 4P4T 250 A 175-250 A 1250-2500 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111949 Ex9M2P TM 125 3P 125 A 87-125 A 875-1500 A
111950 Ex9M2P TM 160 3P 160 A 112-160 A 800-1600 A
111951 Ex9M2P TM 180 3P 180 A 126-180 A 900-1800 A
111952 Ex9M2P TM 200 3P 200 A 140-200 A 1000-2000 A
111953 Ex9M2P TM 225 3P 225 A 158-225 A 1125-2250 A
111954 Ex9M2P TM 250 3P 250 A 175-250 A 1250-2500 A

111955 Ex9M2P TM 125 4P4T 125 A 87-125 A 875-1500 A
111956 Ex9M2P TM 160 4P4T 160 A 112-160 A 800-1600 A
111957 Ex9M2P TM 180 4P4T 180 A 126-180 A 900-1800 A
111958 Ex9M2P TM 200 4P4T 200 A 140-200 A 1000-2000 A
111959 Ex9M2P TM 225 4P4T 225 A 158-225 A 1125-2250 A
111960 Ex9M2P TM 250 4P4T 250 A 175-250 A 1250-2500 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111961 Ex9M3S TM 250 3P 250 A 175-250 A 1250-2500 A
111962 Ex9M3S TM 315 3P 315 A 220-315 A 1575-3150 A
111963 Ex9M3S TM 350 3P 350 A 245-350 A 1750-3500 A
111964 Ex9M3S TM 400 3P 400 A 280-400 A 2000-4000 A
111965 Ex9M3S TM 500 3P 500 A 350-500 A 2500-5000 A

111966 Ex9M3S TM 250 4P4T 250 A 175-250 A 1250-2500 A
111967 Ex9M3S TM 315 4P4T 315 A 220-315 A 1575-3150 A
111968 Ex9M3S TM 350 4P4T 350 A 245-350 A 1750-3500 A
111969 Ex9M3S TM 400 4P4T 400 A 280-400 A 2000-4000 A
111970 Ex9M3S TM 500 4P4T 500 A 350-500 A 2500-5000 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M AC TM

Version Ex9M3N up to 500 A, Icu = 50 kA

Version Ex9M3Q up to 500 A, Icu = 75 kA

Version Ex9M3H up to 500 A, Icu = 100 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

111971 Ex9M3N TM 250 3P 250 A 175-250 A 1250-2500 A
111972 Ex9M3N TM 315 3P 315 A 220-315 A 1575-3150 A
111973 Ex9M3N TM 350 3P 350 A 245-350 A 1750-3500 A
111974 Ex9M3N TM 400 3P 400 A 280-400 A 2000-4000 A
111975 Ex9M3N TM 500 3P 500 A 350-500 A 2500-5000 A

111976 Ex9M3N TM 250 4P4T 250 A 175-250 A 1250-2500 A
111977 Ex9M3N TM 315 4P4T 315 A 220-315 A 1575-3150 A
111978 Ex9M3N TM 350 4P4T 350 A 245-350 A 1750-3500 A
111979 Ex9M3N TM 400 4P4T 400 A 280-400 A 2000-4000 A
111980 Ex9M3N TM 500 4P4T 500 A 350-500 A 2500-5000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111981 Ex9M3Q TM 250 3P 250 A 175-250 A 1250-2500 A
111982 Ex9M3Q TM 315 3P 315 A 220-315 A 1575-3150 A
111983 Ex9M3Q TM 350 3P 350 A 245-350 A 1750-3500 A
111984 Ex9M3Q TM 400 3P 400 A 280-400 A 2000-4000 A
111985 Ex9M3Q TM 500 3P 500 A 350-500 A 2500-5000 A

111986 Ex9M3Q TM 250 4P4T 250 A 175-250 A 1250-2500 A
111987 Ex9M3Q TM 315 4P4T 315 A 220-315 A 1575-3150 A
111988 Ex9M3Q TM 350 4P4T 350 A 245-350 A 1750-3500 A
111989 Ex9M3Q TM 400 4P4T 400 A 280-400 A 2000-4000 A
111990 Ex9M3Q TM 500 4P4T 500 A 350-500 A 2500-5000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111991 Ex9M3H TM 250 3P 250 A 175-250 A 1250-2500 A
111992 Ex9M3H TM 315 3P 315 A 220-315 A 1575-3150 A
111993 Ex9M3H TM 350 3P 350 A 245-350 A 1750-3500 A
111994 Ex9M3H TM 400 3P 400 A 280-400 A 2000-4000 A
111995 Ex9M3H TM 500 3P 500 A 350-500 A 2500-5000 A

111996 Ex9M3H TM 250 4P4T 250 A 175-250 A 1250-2500 A
111997 Ex9M3H TM 315 4P4T 315 A 220-315 A 1575-3150 A
111998 Ex9M3H TM 350 4P4T 350 A 245-350 A 1750-3500 A
111999 Ex9M3H TM 400 4P4T 400 A 280-400 A 2000-4000 A
112000 Ex9M3H TM 500 4P4T 500 A 350-500 A 2500-5000 A

Version Ex9M3P up to 500 A, Icu = 150 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

112001 Ex9M3P TM 250 3P 250 A 175-250 A 1250-2500 A
112002 Ex9M3P TM 315 3P 315 A 220-315 A 1575-3150 A
112003 Ex9M3P TM 350 3P 350 A 245-350 A 1750-3500 A
112004 Ex9M3P TM 400 3P 400 A 280-400 A 2000-4000 A
112005 Ex9M3P TM 500 3P 500 A 350-500 A 2500-5000 A

112006 Ex9M3P TM 250 4P4T 250 A 175-250 A 1250-2500 A
112007 Ex9M3P TM 315 4P4T 315 A 220-315 A 1575-3150 A
112008 Ex9M3P TM 350 4P4T 350 A 245-350 A 1750-3500 A
112009 Ex9M3P TM 400 4P4T 400 A 280-400 A 2000-4000 A
112010 Ex9M3P TM 500 4P4T 500 A 350-500 A 2500-5000 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M AC TM

Version Ex9M4S up to 630 A, Icu = 36 kA

Version Ex9M4P up to 630 A, Icu = 150 kA

Version Ex9M4N up to 630 A, Icu = 50 kA

Version Ex9M4Q up to 630 A, Icu = 75 kA

Version Ex9M4H up to 630 A, Icu = 100 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

112011 Ex9M4S TM 400 3P 400 A 280-400 A 2000-4000 A
112012 Ex9M4S TM 500 3P 500 A 350-500 A 2500-5000 A
112013 Ex9M4S TM 630 3P 630 A 441-630 A 3150-6300 A

112014 Ex9M4S TM 400 4P4T 400 A 280-400 A 2000-4000 A
112015 Ex9M4S TM 500 4P4T 500 A 350-500 A 2500-5000 A
112016 Ex9M4S TM 630 4P4T 630 A 441-630 A 3150-6300 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

112035 Ex9M4P TM 400 3P 400 A 280-400 A 2000-4000 A
112036 Ex9M4P TM 500 3P 500 A 350-500 A 2500-5000 A
112037 Ex9M4P TM 630 3P 630 A 441-630 A 3150-6300 A

112038 Ex9M4P TM 400 4P4T 400 A 280-400 A 2000-4000 A
112039 Ex9M4P TM 500 4P4T 500 A 350-500 A 2500-5000 A
112040 Ex9M4P TM 630 4P4T 630 A 441-630 A 3150-6300 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

112017 Ex9M4N TM 400 3P 400 A 280-400 A 2000-4000 A
112018 Ex9M4N TM 500 3P 500 A 350-500 A 2500-5000 A
112019 Ex9M4N TM 630 3P 630 A 441-630 A 3150-6300 A

112020 Ex9M4N TM 400 4P4T 400 A 280-400 A 2000-4000 A
112021 Ex9M4N TM 500 4P4T 500 A 350-500 A 2500-5000 A
112022 Ex9M4N TM 630 4P4T 630 A 441-630 A 3150-6300 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

112023 Ex9M4Q TM 400 3P 400 A 280-400 A 2000-4000 A
112024 Ex9M4Q TM 500 3P 500 A 350-500 A 2500-5000 A
112025 Ex9M4Q TM 630 3P 630 A 441-630 A 3150-6300 A

112026 Ex9M4Q TM 400 4P4T 400 A 280-400 A 2000-4000 A
112027 Ex9M4Q TM 500 4P4T 500 A 350-500 A 2500-5000 A
112028 Ex9M4Q TM 630 4P4T 630 A 441-630 A 3150-6300 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

112029 Ex9M4H TM 400 3P 400 A 280-400 A 2000-4000 A
112030 Ex9M4H TM 500 3P 500 A 350-500 A 2500-5000 A
112031 Ex9M4H TM 630 3P 630 A 441-630 A 3150-6300 A

112032 Ex9M4H TM 400 4P4T 400 A 280-400 A 2000-4000 A
112033 Ex9M4H TM 500 4P4T 500 A 350-500 A 2500-5000 A
112034 Ex9M4H TM 630 4P4T 630 A 441-630 A 3150-6300 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M AC TM

Version Ex9M5S up to 800 A, Icu = 36 kA

Version Ex9M5N up to 800 A, Icu = 50 kA

Version Ex9M5Q up to 800 A, Icu = 75 kA

Version Ex9M5H up to 800 A, Icu = 100 kA

Version Ex9M5P up to 800 A, Icu = 150 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

112041 Ex9M5S TM 630 3P 630 A 441-630 A 3150-6300 A
112042 Ex9M5S TM 700 3P 700 A 490-700 A 3500-7000 A
112043 Ex9M5S TM 800 3P 800 A 560-800 A 4000-8000 A

112044 Ex9M5S TM 630 4P4T 630 A 441-630 A 3150-6300 A
112045 Ex9M5S TM 700 4P4T 700 A 490-700 A 3500-7000 A
112046 Ex9M5S TM 800 4P4T 800 A 560-800 A 4000-8000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

112047 Ex9M5N TM 630 3P 630 A 441-630 A 3150-6300 A
112048 Ex9M5N TM 700 3P 700 A 490-700 A 3500-7000 A
112049 Ex9M5N TM 800 3P 800 A 560-800 A 4000-8000 A

112050 Ex9M5N TM 630 4P4T 630 A 441-630 A 3150-6300 A
112051 Ex9M5N TM 700 4P4T 700 A 490-700 A 3500-7000 A
112052 Ex9M5N TM 800 4P4T 800 A 560-800 A 4000-8000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

112053 Ex9M5Q TM 630 3P 630 A 441-630 A 3150-6300 A
112054 Ex9M5Q TM 700 3P 700 A 490-700 A 3500-7000 A
112055 Ex9M5Q TM 800 3P 800 A 560-800 A 4000-8000 A

112056 Ex9M5Q TM 630 4P4T 630 A 441-630 A 3150-6300 A
112057 Ex9M5Q TM 700 4P4T 700 A 490-700 A 3500-7000 A
112058 Ex9M5Q TM 800 4P4T 800 A 560-800 A 4000-8000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

112059 Ex9M5H TM 630 3P 630 A 441-630 A 3150-6300 A
112060 Ex9M5H TM 700 3P 700 A 490-700 A 3500-7000 A
112061 Ex9M5H TM 800 3P 800 A 560-800 A 4000-8000 A

112062 Ex9M5H TM 630 4P4T 630 A 441-630 A 3150-6300 A
112063 Ex9M5H TM 700 4P4T 700 A 490-700 A 3500-7000 A
112064 Ex9M5H TM 800 4P4T 800 A 560-800 A 4000-8000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

112065 Ex9M5P TM 630 3P 630 A 441-630 A 3150-6300 A
112066 Ex9M5P TM 700 3P 700 A 490-700 A 3500-7000 A
112067 Ex9M5P TM 800 3P 800 A 560-800 A 4000-8000 A

112068 Ex9M5P TM 630 4P4T 630 A 441-630 A 3150-6300 A
112069 Ex9M5P TM 700 4P4T 700 A 490-700 A 3500-7000 A
112070 Ex9M5P TM 800 4P4T 800 A 560-800 A 4000-8000 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M SU20L

Version Ex9M2S up to 250 A, Icu = 36 kA

Version Ex9M2N up to 250 A, Icu = 50 kA

Version Ex9M2Q up to 250 A, Icu = 70 kA

Ex9M SU20L
• DIP switches parameter setting version
• SU20L Basic smart unit
• Frame sizes M2-M6
• Rated operating current up to 1600 A
• 3 and 4 Pole versions
• Rated ultimate short circuit breaking capacity Icu=Ics up to 150 kA,
• Rated voltage 415/690 V AC
• High tripping accuracy, reliable operation, less sensibility to ambient temperature

Code Type Rated current In Overcurrent release Ir Instant release Ii

111177 Ex9M2S 32 3P 32 A 13—32 A 64—384 A
111178 Ex9M2S SU20L 63 3P 63 A 25—63 A 126—756 A
111179 Ex9M2S SU20L 100 3P 100 A 40—100 A 200—1200 A
111180 Ex9M2S SU20L 160 3P 160 A 64—160 A 320—1920 A
111181 Ex9M2S SU20L 250 3P 250 A 100—250 A 500—3000 A

111182 Ex9M2S SU20L 32 4P4T 32 A 13—32 A 64—384 A
111183 Ex9M2S SU20L 63 4P4T 63 A 25—63 A 126—756 A
111184 Ex9M2S SU20L 100 4P4T 100 A 40—100 A 200—1200 A
111185 Ex9M2S SU20L 160 4P4T 160 A 64—160 A 320—1920 A
111186 Ex9M2S SU20L 250 4P4T 250 A 100—250 A 500—3000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111187 Ex9M2N SU20L 32 3P 32 A 13—32 A 64—384 A
111188 Ex9M2N SU20L 63 3P 63 A 25—63 A 126—756 A
111189 Ex9M2N SU20L 100 3P 100 A 40—100 A 200—1200 A
111190 Ex9M2N SU20L 160 3P 160 A 64—160 A 320—1920 A
111191 Ex9M2N SU20L 250 3P 250 A 100—250 A 500—3000 A

111192 Ex9M2N SU20L 32 4P4T 32 A 13—32 A 64—384 A
111193 Ex9M2N SU20L 63 4P4T 63 A 25—63 A 126—756 A
111194 Ex9M2N SU20L 100 4P4T 100 A 40—100 A 200—1200 A
111195 Ex9M2N SU20L 160 4P4T 160 A 64—160 A 320—1920 A
111196 Ex9M2N SU20L 250 4P4T 250 A 100—250 A 500—3000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111197 Ex9M2Q SU20L 32 3P 32 A 13—32 A 64—384 A
111198 Ex9M2Q SU20L 63 3P 63 A 25—63 A 126—756 A
111199 Ex9M2Q SU20L 100 3P 100 A 40—100 A 200—1200 A
111200 Ex9M2Q SU20L 160 3P 160 A 64—160 A 320—1920 A
111201 Ex9M2Q SU20L 250 3P 250 A 100—250 A 500—3000 A

111202 Ex9M2Q SU20L 32 4P4T 32 A 13—32 A 64—384 A
111203 Ex9M2Q SU20L 63 4P4T 63 A 25—63 A 126—756 A
111204 Ex9M2Q SU20L 100 4P4T 100 A 40—100 A 200—1200 A
111205 Ex9M2Q SU20L 160 4P4T 160 A 64—160 A 320—1920 A
111206 Ex9M2Q SU20L 250 4P4T 250 A 100—250 A 500—3000 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M SU20L

Version Ex9M2H up to 250 A, Icu = 100 kA

Version Ex9M2P up to 250 A, Icu = 150 kA

Version Ex9M3S up to 630 A, Icu = 36 kA

Version Ex9M3N up to 630 A, Icu = 50 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

111207 Ex9M2H SU20L 32 3P 32 A 13—32 A 64—384 A
111208 Ex9M2H SU20L 63 3P 63 A 25—63 A 126—756 A
111209 Ex9M2H SU20L 100 3P 100 A 40—100 A 200—1200 A
111210 Ex9M2H SU20L 160 3P 160 A 64—160 A 320—1920 A
111211 Ex9M2H SU20L 250 3P 250 A 100—250 A 500—3000 A

111212 Ex9M2H SU20L 32 4P4T 32 A 13—32 A 64—384 A
111213 Ex9M2H SU20L 63 4P4T 63 A 25—63 A 126—756 A
111214 Ex9M2H SU20L 100 4P4T 100 A 40—100 A 200—1200 A
111215 Ex9M2H SU20L 160 4P4T 160 A 64—160 A 320—1920 A
111216 Ex9M2H SU20L 250 4P4T 250 A 100—250 A 500—3000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111217 Ex9M2P SU20L 32 3P 32 A 13—32 A 64—384 A
111218 Ex9M2P SU20L 63 3P 63 A 25—63 A 126—756 A
111219 Ex9M2P SU20L 100 3P 100 A 40—100 A 200—1200 A
111220 Ex9M2P SU20L 160 3P 160 A 64—160 A 320—1920 A
111221 Ex9M2P SU20L 250 3P 250 A 100—250 A 500—3000 A

111222 Ex9M2P SU20L 32 4P4T 32 A 13—32 A 64—384 A
111223 Ex9M2P SU20L 63 4P4T 63 A 25—63 A 126—756 A
111224 Ex9M2P SU20L 100 4P4T 100 A 40—100 A 200—1200 A
111225 Ex9M2P SU20L 160 4P4T 160 A 64—160 A 320—1920 A
111226 Ex9M2P SU20L 250 4P4T 250 A 100—250 A 500—3000 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111227 Ex9M3S SU20L 250 3P 250 A 100—250 A 500—3000 A
111228 Ex9M3S SU20L 400 3P 400 A 160—400 A 800—4800 A
111229 Ex9M3S SU20L 630 3P 630 A 252—630 A 1260—7560 A

111230 Ex9M3S SU20L 250 4P4T 250 A 100—250 A 500—3000 A
111231 Ex9M3S SU20L 400 4P4T 400 A 160—400 A 800—4800 A
111232 Ex9M3S SU20L 630 4P4T 630 A 252—630 A 1260—7560 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111233 Ex9M3N SU20L 250 3P 250 A 100—250 A 500—3000 A
111234 Ex9M3N SU20L 400 3P 400 A 160—400 A 800—4800 A
111235 Ex9M3N SU20L 630 3P 630 A 252—630 A 1260—7560 A

111236 Ex9M3N SU20L 250 4P4T 250 A 250 A 500—3000 A
111237 Ex9M3N SU20L 400 4P4T 400 A 400 A 800—4800 A
111238 Ex9M3N SU20L 630 4P4T 630 A 630 A 1260—7560 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M SU20L

Version Ex9M3Q up to 630 A, Icu = 50 kA

Version Ex9M3H up to 630 A, Icu = 100 kA

Version Ex9M3P up to 630 A, Icu = 150 kA

Version Ex9M4S 630 A, Icu = 36 kA

Version Ex9M4N 630 A, Icu = 50 kA

Version Ex9M4Q 630 A, Icu = 70 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

111239 Ex9M3Q SU20L 250 3P 250 A 100—250 A 500—3000 A
111240 Ex9M3Q SU20L 400 3P 400 A 160—400 A 800—4800 A
111241 Ex9M3Q SU20L 630 3P 630 A 252—630 A 1260—7560 A

111242 Ex9M3Q SU20L 250 4P4T 250 A 100—250 A 500—3000 A
111243 Ex9M3Q SU20L 400 4P4T 400 A 160—400 A 800—4800 A
111244 Ex9M3Q SU20L 630 4P4T 630 A 252—630 A 1260—7560 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111245 Ex9M3H SU20L 250 3P 250 A 100—250 A 500—3000 A
111246 Ex9M3H SU20L 400 3P 400 A 160—400 A 800—4800 A
111247 Ex9M3H SU20L 630 3P 630 A 252—630 A 1260—7560 A

111248 Ex9M3H SU20L 250 4P4T 250 A 100—250 A 500—3000 A
111249 Ex9M3H SU20L 400 4P4T 400 A 160—400 A 800—4800 A
111250 Ex9M3H SU20L 630 4P4T 630 A 252—630 A 1260—7560 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111251 Ex9M3P SU20L 250 3P 250 A 100—250 A 500—3000 A
111252 Ex9M3P SU20L 400 3P 400 A 160—400 A 800—4800 A
111253 Ex9M3P SU20L 630 3P 630 A 252—630 A 1260—7560 A

111254 Ex9M3P SU20L 250 4P4T 250 A 100—250 A 500—3000 A
111255 Ex9M3P SU20L 400 4P4T 400 A 160—400 A 800—4800 A
111256 Ex9M3P SU20L 630 4P4T 630 A 252—630 A 1260—7560 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111257 Ex9M4S SU20L 630 3P 630 A 252—630 A 1260—7560 A

111258 Ex9M4S SU20L 630 4P4T 630 A 252—630 A 1260—7560 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111259 Ex9M4N SU20L 630 3P 630 A 252—630 A 1260—7560 A

111260 Ex9M4N SU20L 630 4P4T 630 A 252—630 A 1260—7560 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111261 Ex9M4Q SU20L 630 3P 630 A 252—630 A 1260—7560 A

111262 Ex9M4Q SU20L 630 4P4T 630 A 252—630 A 1260—7560 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M SU20L

Version Ex9M4H 630 A, Icu = 100 kA

Version Ex9M4P 630 A, Icu = 150 kA

Version Ex9M5S 800 A, Icu = 36 kA

Version Ex9M5N 800 A, Icu = 50 kA

Version Ex9M5Q 800 A, Icu = 70 kA

Version Ex9M5H 800 A, Icu = 100 kA

Version Ex9M5P 800 A, Icu = 150 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

111263 Ex9M4H SU20L 630 3P 630 A 252—630 A 1260—7560 A

111264 Ex9M4H SU20L 630 4P4T 630 A 252—630 A 1260—7560 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111265 Ex9M4P SU20L 630 3P 630 A 252—630 A 1260—7560 A

111266 Ex9M4P SU20L 630 4P4T 630 A 252—630 A 1260—7560 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111267 Ex9M5S SU20L 800 3P 800 A 320—800 A 1600—9600 A

111268 Ex9M5S SU20L 800 4P4T 800 A 320—800 A 1600—9600 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111269 Ex9M5N SU20L 800 3P 800 A 320—800 A 1600—9600 A

111270 Ex9M5N SU20L 800 4P4T 800 A 320—800 A 1600—9600 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111271 Ex9M5Q SU20L 800 3P 800 A 320—800 A 1600—9600 A

111272 Ex9M5Q SU20L 800 4P4T 800 A 320—800 A 1600—9600 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111273 Ex9M5H SU20L 800 3P 800 A 320—800 A 1600—9600 A

111274 Ex9M5H SU20L 800 4P4T 800 A 320—800 A 1600—9600 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

111275 Ex9M5P SU20L 800 3P 800 A 320—800 A 1600—9600 A

111276 Ex9M5P SU20L 800 4P4T 800 A 320—800 A 1600—9600 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M SU20L

Version Ex9M6N up to 1600 A, Icu = 50 kA

Version Ex9M6Q up to 1600 A, Icu = 70 kA

Version Ex9M6H up to 1600 A, Icu = 100 kA

Version Ex9M6N MOD AC230V up to 1600 A, Icu = 50 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

110340 Ex9M6N SU20L 800 3P 800 A 320—800 A 1600—9600 A
110341 Ex9M6N SU20L 1000 3P 1000 A 400—1000 A 2000—12000 A
110342 Ex9M6N SU20L 1250 3P 1250 A 500—1250 A 2500—15000 A
110343 Ex9M6N SU20L 1600 3P 1600 A 640—1600 A 3200—19200 A

110344 Ex9M6N SU20L 800 4P 800 A 320—800 A 1600—9600 A
110345 Ex9M6N SU20L 1000 4P 1000 A 400—1000 A 2000—12000 A
110346 Ex9M6N SU20L 1250 4P 1250 A 500—1250 A 2500—15000 A
110347 Ex9M6N SU20L 1600 4P 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110348 Ex9M6Q SU20L 800 3P 800 A 320—800 A 1600—9600 A
110349 Ex9M6Q SU20L 1000 3P 1000 A 400—1000 A 2000—12000 A
110350 Ex9M6Q SU20L 1250 3P 1250 A 500—1250 A 2500—15000 A
110351 Ex9M6Q SU20L 1600 3P 1600 A 640—1600 A 3200—19200 A

110352 Ex9M6Q SU20L 800 4P 800 A 320—800 A 1600—9600 A
110353 Ex9M6Q SU20L 1000 4P 1000 A 400—1000 A 2000—12000 A
110354 Ex9M6Q SU20L 1250 4P 1250 A 500—1250 A 2500—15000 A
110355 Ex9M6Q SU20L 1600 4P 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110356 Ex9M6H SU20L 800 3P 800 A 320—800 A 1600—9600 A
110357 Ex9M6H SU20L 1000 3P 1000 A 400—1000 A 2000—12000 A
110358 Ex9M6H SU20L 1250 3P 1250 A 500—1250 A 2500—15000 A
110359 Ex9M6H SU20L 1600 3P 1600 A 640—1600 A 3200—19200 A

110360 Ex9M6H SU20L 800 4P 800 A 320—800 A 1600—9600 A
110361 Ex9M6H SU20L 1000 4P 1000 A 400—1000 A 2000—12000 A
110362 Ex9M6H SU20L 1250 4P 1250 A 500—1250 A 2500—15000 A
110363 Ex9M6H SU20L 1600 4P 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110364 Ex9M6N SU20L 800 3P MOD AC230 800 A 320—800 A 1600—9600 A
110365 Ex9M6N SU20L 1000 3P MOD AC230 1000 A 400—1000 A 2000—12000 A
110366 Ex9M6N SU20L 1250 3P MOD AC230 1250 A 500—1250 A 2500—15000 A
110367 Ex9M6N SU20L 1600 3P MOD AC230 1600 A 640—1600 A 3200—19200 A

110368 Ex9M6N SU20L 800 4P MOD AC230 800 A 320—800 A 1600—9600 A
110369 Ex9M6N SU20L 1000 4P MOD AC230 1000 A 400—1000 A 2000—12000 A
110370 Ex9M6N SU20L 1250 4P MOD AC230 1250 A 500—1250 A 2500—15000 A
110371 Ex9M6N SU20L 1600 4P MOD AC230 1600 A 640—1600 A 3200—19200 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M SU20L

Version Ex9M6N MOD AC400V up to 1600 A, Icu = 50 kA

Version Ex9M6N MOD AC400V up to 1600 A, Icu = 50 kA

Version Ex9M6N MOD DC220V up to 1600 A, Icu = 50 kA

Version Ex9M6Q MOD AC230V up to 1600 A, Icu = 70 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

110372 Ex9M6N SU20L 800 3P MOD AC400 800 A 320—800 A 1600—9600 A
110373 Ex9M6N SU20L 1000 3P MOD AC400 1000 A 400—1000 A 2000—12000 A
110374 Ex9M6N SU20L 1250 3P MOD AC400 1250 A 500—1250 A 2500—15000 A
110375 Ex9M6N SU20L 1600 3P MOD AC400 1600 A 640—1600 A 3200—19200 A

110376 Ex9M6N SU20L 800 3P MOD AC400 800 A 320—800 A 1600—9600 A
110377 Ex9M6N SU20L 1000 4P MOD AC400 1000 A 400—1000 A 2000—12000 A
110378 Ex9M6N SU20L 1250 4P MOD AC400 1250 A 500—1250 A 2500—15000 A
110379 Ex9M6N SU20L 1600 4P MOD AC400 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110380 Ex9M6N SU20L 800 3P MOD DC110 800 A 320—800 A 1600—9600 A
110381 Ex9M6N SU20L 1000 3P MOD DC110 1000 A 400—1000 A 2000—12000 A
110382 Ex9M6N SU20L 1250 3P MOD DC110 1250 A 500—1250 A 2500—15000 A
110383 Ex9M6N SU20L 1600 3P MOD DC110 1600 A 640—1600 A 3200—19200 A

110384 Ex9M6N SU20L 800 4P MOD DC110 800 A 320—800 A 1600—9600 A
110385 Ex9M6N SU20L 1000 4P MOD DC110 1000 A 400—1000 A 2000—12000 A
110386 Ex9M6N SU20L 1250 4P MOD DC110 1250 A 500—1250 A 2500—15000 A
110387 Ex9M6N SU20L 1600 4P MOD DC110 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110388 Ex9M6N SU20L 800 3P MOD DC220 800 A 320—800 A 1600—9600 A
110389 Ex9M6N SU20L 1000 3P MOD DC220 1000 A 400—1000 A 2000—12000 A
110390 Ex9M6N SU20L 1250 3P MOD DC220 1250 A 500—1250 A 2500—15000 A
110391 Ex9M6N SU20L 1600 3P MOD DC220 1600 A 640—1600 A 3200—19200 A

110392 Ex9M6N SU20L 800 4P MOD DC220 800 A 320—800 A 1600—9600 A
110393 Ex9M6N SU20L 1000 4P MOD DC220 1000 A 400—1000 A 2000—12000 A
110394 Ex9M6N SU20L 1250 4P MOD DC220 1250 A 500—1250 A 2500—15000 A
110395 Ex9M6N SU20L 1600 4P MOD DC220 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110396 Ex9M6Q SU20L 800 3P MOD AC230 800 A 320—800 A 1600—9600 A
110397 Ex9M6Q SU20L 1000 3P MOD AC230 1000 A 400—1000 A 2000—12000 A
110398 Ex9M6Q SU20L 1250 3P MOD AC230 1250 A 500—1250 A 2500—15000 A
110399 Ex9M6Q SU20L 1600 3P MOD DC220 1600 A 640—1600 A 3200—19200 A

110400 Ex9M6Q SU20L 800 4P MOD DC220 800 A 320—800 A 1600—9600 A
110401 Ex9M6Q SU20L 1000 4P MOD DC220 1000 A 400—1000 A 2000—12000 A
110402 Ex9M6Q SU20L 1250 4P MOD DC220 1250 A 500—1250 A 2500—15000 A
110403 Ex9M6Q SU20L 1600 4P MOD DC220 1600 A 640—1600 A 3200—19200 A



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie48 SECTION 1

INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M SU20L

Version Ex9M6Q MOD AC400V up to 1600 A, Icu = 70 kA

Version Ex9M6Q MOD DC110V up to 1600 A, Icu = 70 kA

Version Ex9M6Q MOD DC110V up to 1600 A, Icu = 70 kA

Version Ex9M6H MOD AC230V up to 1600 A, Icu = 100 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

110404 Ex9M6Q SU20L 800 3P MOD AC400 800 A 320—800 A 1600—9600 A
110405 Ex9M6Q SU20L 1000 3P MOD AC400 1000 A 400—1000 A 2000—12000 A
110406 Ex9M6Q SU20L 1250 3P MOD AC400 1250 A 500—1250 A 2500—15000 A
110407 Ex9M6Q SU20L 1600 3P MOD AC400 1600 A 640—1600 A 3200—19200 A

110408 Ex9M6Q SU20L 800 4P MOD AC400 800 A 320—800 A 1600—9600 A
110409 Ex9M6Q SU20L 1000 4P MOD AC400 1000 A 400—1000 A 2000—12000 A
110410 Ex9M6Q SU20L 1250 4P MOD AC400 1250 A 500—1250 A 2500—15000 A
110411 Ex9M6Q SU20L 1600 4P MOD AC400 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110412 Ex9M6Q SU20L 800 3P MOD DC110 800 A 320—800 A 1600—9600 A
110413 Ex9M6Q SU20L 1000 3P MOD DC110 1000 A 400—1000 A 2000—12000 A
110414 Ex9M6Q SU20L 1250 3P MOD DC110 1250 A 500—1250 A 2500—15000 A
110415 Ex9M6Q SU20L 1600 3P MOD DC110 1600 A 640—1600 A 3200—19200 A

110416 Ex9M6Q SU20L 800 4P MOD DC110 800 A 320—800 A 1600—9600 A
110417 Ex9M6Q SU20L 1000 4P MOD DC110 1000 A 400—1000 A 2000—12000 A
110418 Ex9M6Q SU20L 1250 4P MOD DC110 1250 A 500—1250 A 2500—15000 A
110419 Ex9M6Q SU20L 1600 4P MOD DC110 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110420 Ex9M6Q SU20L 800 3P MOD DC220 800 A 320—800 A 1600—9600 A
110421 Ex9M6Q SU20L 1000 3P MOD DC220 1000 A 400—1000 A 2000—12000 A
110422 Ex9M6Q SU20L 1250 3P MOD DC220 1250 A 500—1250 A 2500—15000 A
110423 Ex9M6Q SU20L 1600 3P MOD DC220 1600 A 640—1600 A 3200—19200 A

110424 Ex9M6Q SU20L 800 4P MOD DC220 800 A 320—800 A 1600—9600 A
110425 Ex9M6Q SU20L 1000 4P MOD DC220 1000 A 400—1000 A 2000—12000 A
110426 Ex9M6Q SU20L 1250 4P MOD DC220 1250 A 500—1250 A 2500—15000 A
110427 Ex9M6Q SU20L 1600 4P MOD DC220 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110428 Ex9M6H SU20L 800 3P MOD AC230 800 A 320—800 A 1600—9600 A
110429 Ex9M6H SU20L 1000 3P MOD AC230 1000 A 400—1000 A 2000—12000 A
110430 Ex9M6H SU20L 1250 3P MOD AC230 1250 A 500—1250 A 2500—15000 A
110431 Ex9M6H SU20L 1600 3P MOD AC230 1600 A 640—1600 A 3200—19200 A

110432 Ex9M6H SU20L 800 4P MOD AC230 800 A 320—800 A 1600—9600 A
110433 Ex9M6H SU20L 1000 4P MOD AC230 1000 A 400—1000 A 2000—12000 A
110434 Ex9M6H SU20L 1250 4P MOD AC230 1250 A 500—1250 A 2500—15000 A
110435 Ex9M6H SU20L 1600 4P MOD AC230 1600 A 640—1600 A 3200—19200 A
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INSTALLATION DEVICES - MOULDED CASE CIRCUIT BREAKERS 
Ex9M SU20L

Version Ex9M6H MOD AC400V up to 1600 A, Icu = 100 kA

Version Ex9M6H MOD DC220V up to 1600 A, Icu = 100 kA

Code Type Rated current In Overcurrent release Ir Instant release Ii

110436 Ex9M6H SU20L 800 3P MOD AC400 800 A 320—800 A 1600—9600 A
110437 Ex9M6H SU20L 1000 3P MOD AC400 1000 A 400—1000 A 2000—12000 A
110438 Ex9M6H SU20L 1250 3P MOD AC400 1250 A 500—1250 A 2500—15000 A
110439 Ex9M6H SU20L 1600 3P MOD AC400 1600 A 640—1600 A 3200—19200 A

110440 Ex9M6H SU20L 800 4P MOD AC400 800 A 320—800 A 1600—9600 A
110441 Ex9M6H SU20L 1000 4P MOD AC400 1000 A 400—1000 A 2000—12000 A
110442 Ex9M6H SU20L 1250 4P MOD AC400 1250 A 500—1250 A 2500—15000 A
110443 Ex9M6H SU20L 1600 4P MOD AC400 1600 A 640—1600 A 3200—19200 A

Code Type Rated current In Overcurrent release Ir Instant release Ii

110452 Ex9M6H SU20L 800 3P MOD DC220 800 A 320—800 A 1600—9600 A
110453 Ex9M6H SU20L 1000 3P MOD DC220 1000 A 400—1000 A 2000—12000 A
110454 Ex9M6H SU20L 1250 3P MOD DC220 1250 A 500—1250 A 2500—15000 A
110455 Ex9M6H SU20L 1600 3P MOD DC220 1600 A 640—1600 A 3200—19200 A

110456 Ex9M6H SU20L 800 4P MOD DC220 800 A 320—800 A 1600—9600 A
110457 Ex9M6H SU20L 1000 4P MOD DC220 1000 A 400—1000 A 2000—12000 A
110458 Ex9M6H SU20L 1250 4P MOD DC220 1250 A 500—1250 A 2500—15000 A
110459 Ex9M6H SU20L 1600 4P MOD DC220 1600 A 640—1600 A 3200—19200 A
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INSTALLATION DEVICES - ACCESSORIES FOR MCCB's 
Ex9M 

• Accessories for Ex9M line devices
• Auxiliary contacts synchronous with main contacts
• Signal contacts active on electrical tripping of the circuit breaker  

(tripping signal contacts)
• Shunt trip and undervoltage releases
• Remote operators
• Rotary handles
• Connection terminals and covers
• Mounting depth spacers and adaptors

ACCESSORIES FOR MCCB's

Accessories suitable for Moulded Case Circuit Breakers Ex9M. It is possible to supplement or modify functions of a basic circuit breaker 
by the installation of suitable accessories.

Circuit breakers can be equipped with auxiliary contacts AX21M (up to 2 units even for M1 frame size) and one unit of signal contact 
AL21M. AX21M and AL21M are mounted into different positions, a use of one type of the contact does not limit a number of the second 
type. AX21M and AL21M can be used regardless the frame size of the circuit breaker.

One unit of undervoltage release UVT2i or one unit of shunt trip release SHT2i can be installed in the breaker. Different versions for 
different frame sizes allow to optimize power consumption of these units.

The circuit breakers can also be equipped with different accessories for operation of the toggle. There are available direct rotary handle, 
rotary handle with extended shaft e.g. for door coupling and a motor operator.

Mounting of the device onto plate can be done directly with the screws which are included in the scope of delivery. Or in case of M1 and 
M2 devices there is possibility to use adaptors DRA for mounting onto DIN-rail 35 mm. If it is requested to place devices of different 
frame size side by side, it is possible to use for compensation of differences in height mounting depth spacers WG which assure the 
same position of front panel towards front plate.

For connection of conductors there are available various types of box and tunnel terminals MC.
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INSTALLATION DEVICES - ACCESSORIES FOR MCCB's 
Ex9M 

• Contact units for auxiliary and signal contact functions are suitable for all frame sizes
• Auxiliary contacts synchronous with main contacts of the circuit breaker
• Signal contacts active on electrical tripping of the circuit breaker (tripping signal contacts)
• It is possible to use 1 unit AL21L plus up to four units of AX21M in one MCCB's (depends on frame size)

• It is possible to use one unit of shunt trip release SHT2i or one unit of undervoltage release UVT2i

AUXILIARY AND SIGNAL CONTACT UNITS

SHUNT TRIP RELEASES

Code Function Frame size Contacts Type

112071 Auxiliary all 1 CO AX21M
112072 Signal all 1 CO AL21M

Code Aux. cont. Frame size Operating Voltage Type

101397 - M1 48V AC SHT21 AC48V
101398 - M1 110V AC SHT21 AC110V
101399 - M1 220-240V AC SHT21 AC220-240V
101400 - M1 380-415V AC SHT21 AC380-415V
101401 - M1 24V DC SHT21 DC24V
101402 - M1 48V DC SHT21 DC48V
101403 - M1 110-120V DC SHT21 DC110V
101405 - M1 220V DC SHT21 DC220V

101416 - M2, M3 48V AC SHT22 AC48V
101417 - M2, M3 110V AC SHT22 AC110V
101418 - M2, M3 220-240V AC SHT22 AC220-240V
101419 - M2, M3 380-415V AC SHT22 AC380-415V
101420 - M2, M3 24V DC SHT22 DC24V
101421 - M2, M3 48V DC SHT22 DC48V
101422 - M2, M3 110-120V DC SHT22 DC110V
101424 - M2, M3 220V DC SHT22 DC220V

103723 - M4, M5 110V AC SHT24 AC110V
103724 - M4, M5 220-240V AC SHT24 AC220-240V
103725 - M4, M5 380-415V AC SHT24 AC380-415V
103729 - M4, M5 24V DC SHT24 DC24V
103730 - M4, M5 48V DC SHT24 DC48V
103727 - M4, M5 110-120V DC SHT24 DC110V
103728 - M4, M5 220V DC SHT24 DC220V
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INSTALLATION DEVICES - ACCESSORIES FOR MCCB's 
Ex9M 

• It is possible to use one unit of undervoltage release UVT2i or one unit of shunt trip release SHT2i

• Motor drives for electrical and remote control of MCCB's
• Available up to M5 frame size

UNDERVOLTAGE RELEASES

REMOTE OPERATORS

Code Aux. cont. Frame size Operating Voltage Type

101406 - M1 220-240V AC UVT21 220-240V AC
101407 - M1 380-415V AC UVT21 380-415V AC
101407B - M1 380-415V AC UVT21 24V DC

101425 - M2, M3 220-240V AC UVT22 220-240V AC
101426 - M2, M3 380-415V AC UVT22 380-415V AC

103733 - M4, M5 110V AC UVT24 AC110V
103734 - M4, M5 220-240V AC UVT24 AC220-240V
103735 - M4, M5 380-415V AC UVT24 AC380-415V
103736 - M4, M5 110-120V DC UVT24 DC110-120V
103737 - M4, M5 220V DC UVT24 DC220V
103738 - M4, M5 24V DC UVT24 DC24V
103739 - M4, M5 48V DC UVT24 DC48V

Code Frame size Operating Voltage Type

101411 M1 230 V AC MOD21 AC230V
101412 M1 110 V AC MOD21 AC110V
101413 M1 220 V DC MOD21 DC220V
101414 M1 110 V DC MOD21 DC110V
101415 M1 24 V DC MOD21 DC24V

101430 M2 230 V AC MOD22 AC230V
101431 M2 110 V AC MOD22 AC110V
101432 M2 220 V DC MOD22 DC220V
101433 M2 110 V DC MOD22 DC110V
101434 M2 24 V DC MOD22 DC24V

101484 M3 230 V AC MOD23 AC230V
101485 M3 110 V AC MOD23 AC110V
101486 M3 220 V DC MOD23 DC220V
101487 M3 110 V DC MOD23 DC110V
101488 M3 24 V DC MOD23 DC24V

103743 M4, M5 230 V AC MOD24 AC230V
103744 M4, M5 110 V AC MOD24 AC110V
103745 M4, M5 220 V DC MOD24 DC220V
103746 M4, M5 110 V DC MOD24 DC110V
103747 M4, M5 24 V DC MOD24 DC24V
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INSTALLATION DEVICES - ACCESSORIES FOR MCCB's 
Ex9M 

• Rotary handle for direct mounting onto breaker
• Scope of delivery: mechanism block, rotary handle
• Indication of connected breaker status ON-OFF-TRIP
• Degree of protection IP40, IK07
• Can be locked in ON and OFF position with up to three padlocks (not in a scope of delivery)

• Phase barriers to avoid short circuit due to ionised gas during tripping off of the breaker when unisolated 
busbars are used for its connection

• In the scope of delivery of MCCB's, separately orderable as a spare part
• Set consists of appropriate number of barriers suitable for both sides MCCB

• Rotary handle with extension shaft (extension shaft can be shortened)
• Possibility of longer extension shaft 500 mm (only the shaft as separated item)
• Scope of delivery: mechanism block, extension shaft, rotary handle
• Indication of connected breaker status ON-OFF-TRIP
• Degree of protection IP54, IK08
• Can be locked in ON and OFF position with up to three padlocks (not in a scope of delivery)

DIRECT ROTARY HANDLES

PHASE BARRIERS

EXTENDED ROTARY HANDLES

Code Frame size Colour Type

101410 M1 Grey RHD21
101429 M2 Grey RHD22
101483 M3 Grey RHD23
103742 M4, M5 Grey RHD24

Code Frame size Poles Type

101441 M1 3P PB21 3P
101444 M2 3P PB22 3P
101491 M3 3P PB23 3P
103751 M4, M5 3P PB24 3P

104852 M1 4P PB21 4P
104853 M2 4P PB22 4P
104854 M3 4P PB23 4P
104856 M4, M5 4P PB24 4P

Code Frame size Length Colour Type

101409 M1 300 mm Grey ERH21
101428 M2 300 mm Grey ERH22
101482 M3 300 mm Grey ERH23
103741 M4, M5 300 mm Grey ERH24

110189 All (only the shaft) 500 mm - ERH2x ES 500mm
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INSTALLATION DEVICES - ACCESSORIES FOR MCCB's 
Ex9M 

• Connection terminals for MCCB's of all frame sizes
• Box and tunnel terminal versions
• For connecting with Al or Cu wires (box terminals only for Cu wires)
• Packed separately (for 3P connection, it is necessary to order 3pcs of terminal)
• Box terminals newly in the scope of delivery of AC devices M1, M2

CONNECTION TERMINALS

Code Frame size Version Terminals Max. terminal capacity Type

103705 M1 box 1 4-95 mm2 MC21
103709 M2 box 1 10-120 mm2 MC22
103715 M3 box 1 120-240 mm2 MC23
103717 M3 box 1 120-240 mm2 MC23 UL

Code Frame size Version Terminals Screw Size

107873 M1 screw 1 M6
107874 M2 screw 1 M8

Code Frame size Version Terminals Max. terminal capacity Type

103707 M1 tunnel 1 16-95 mm2 MC21 W

103869 M2 tunnel 1 35-240 mm2 MC22 W
103711 M2 tunnel 2 35-120 mm2 MC22 W2
103713 M2 tunnel 6 10-35 mm2 MC22 W6

103719 M3 tunnel 2 120-240 mm2 MC23 W2
103871 M3 tunnel 2 120-240 mm2 MC23 W2 UL
103721 M3 tunnel 4 35-95 mm2 MC23 W4

106314 M4, M5 tunnel 2 120-240 mm2 MC24 W2

BOX TERMINALS

TUNNEL TERMINALS

SCREW TERMINALS

• Terminal covers to increase touch protection of terminals

TERMINAL COVERS, SHORT

Code Frame size Poles Type

101439 M1 3P TCV21 3P
101442 M2 3P TCV22 3P
101489 M3 3P TCV23 3P
103748 M4, M5 3P TCV24 3P

102372 M1 4P TCV21 4P
102374 M2 4P TCV22 4P
102376 M3 4P TCV23 4P
103750 M4, M5 4P TCV24 4P
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INSTALLATION DEVICES - ACCESSORIES FOR MCCB's 
Ex9M 

• Terminal covers to increase touch protection of terminals

• Adaptors for mounting of MCCB's onto DIN-rail 35 mm
• Suitable for all variants of MCCB's and MCCB Switch Disconnectors of given frame size

• Set of mounting depth spacers for compensation of differences in height between frame sizes
• Assures the same position of front panel towards front plate
• Two variants with height 10 and 13 mm
• For compensation of heights please use these configuration:
 M1 -> M2 = 1x WG10
 M1 -> M3 = 1x WG10 + 2x WG13
 M1 -> M4, M5 = 1x WG10 + 3x WG13
 M2 -> M3 = 2x WG13
 M2 -> M4, M5 = 3x WG13
 M3 -> M4, M5 = 1x WG13 

TERMINAL COVERS, LONG

DIN-RAIL ADAPTORS

MOUNTING DEPTH SPACERS

Code Frame size Poles Type

101440 M1 3P TCE21 3P
101443 M2 3P TCE22 3P
101490 M3 3P TCE23 3P
103749 M4, M5 3P TCE24 3P

102373 M1 4P TCE21 4P
102375 M2 4P TCE22 4P
102377 M3 4P TCE23 4P
104855 M4, M5 4P TCE24 4P

Code Frame size Poles Type

106319 M1 3P, 4P DRA21
106320 M2 3P, 4P DRA22

Code Frame size Height Type

106321 M1 10 mm WG 10
106362 M2, M3, M4, M5 13 mm WG 13
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INSTALLATION DEVICES - ACCESSORIES FOR ELECTRONIC MCCB's 
Ex9M6 

• Accessories for Ex9M6 line devices
• Auxiliary contacts synchronous with main contacts
• Signal contacts active on electrical tripping of the circuit breaker  

(tripping signal contacts)
• Shunt trip and undervoltage releases
• Rotary handle
• Extended handle
• Connection terminals

ACCESSORIES FOR ELECTRONIC MCCB's

Accessories suitable for Moulded Case Circuit Breakers Ex9M6. It is 
possible to supplement or modify functions of a basic circuit breaker 
by the installation of suitable accessories.

Circuit breakers can be equipped with two auxiliary contacts AX21 and 
one unit of signal contact AL21. The device can be controlled by the 
shunt trip release SHT and the undervoltage release UVT. The closing 
release XF is only suitable for the MOD version.

The circuit breakers can also be equipped with an extended handle for 
easier operation of the toggle and an extended rotatory handle for 
different applications e.g. for door coupling.

Mounting of the device onto plate can be done directly.

• Adaptors for mounting of MCCB's onto DIN-rail 35 mm
• Suitable for all variants of MCCB's and MCCB Switch Disconnectors of given frame size

• It is possible to use one unit of shunt trip release SHT26

• It is possible to use one unit of undervoltage release UVT26

AUXILIARY AND SIGNAL CONTACT UNITS

SHUNT TRIP RELEASES

UNDERVOLTAGE RELEASES

Code Suitable MCCB Contacts Type

101395 all 1 CO AX21
101396 all (except SD) 1 CO AL21

Code Suitable MCCB Operating Voltage Type

110460 all M6 size 24V DC SHT26 DC24V
110461 all M6 size 48V DC SHT26 DC48V
110462 all M6 size 110V DC SHT26 DC110V
110463 all M6 size 220V DC SHT26 DC220V
110464 all M6 size 48V AC SHT26 AC48V
110465 all M6 size 110V AC SHT26 AC110V
110466 all M6 size 220 - 240V AC SHT26 AC220-240V
110467 all M6 size 380 - 415V AC SHT26 AC380-415V

Code Suitable MCCB Operating Voltage Type

110468 all M6 size 220 - 240 V AC UVT26 AC220-240V
110469 all M6 size 380 - 415 V AC UVT26 AC380-415V
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INSTALLATION DEVICES - ACCESSORIES FOR MCCB's 
Ex9M6 

• Rotary handle with extension shaft
• Scope of delivery: mechanism block, extension shaft, rotary handle
• Indication of connected breaker status ON-OFF-TRIP
• Can be locked in ON and OFF position

• Front connection plate for frame size M6
• Set is for connection from one side

• For easier operation of the toggle

EXTENDED ROTARY HANDLE

FRONT CONNECTION PLATE

EXTENDED HANDLE

Code Suitable MCCB Shaft Length Handle Colour Type

110718 Ex9M6/SD 150 mm Black ERH26

Code Suitable MCCB Poles Rated current Type

110694 all M6 size 3P 800-1250 JP26 3P 800-1250

110695 all M6 size 3P 1600 JP26 3P 1600
110696 all M6 size 4P 800-1250 JP26 4P 800-1250
110697 all M6 size 4P 1600 JP26 4P 1600

Code Suitable MCCB Colour Type

110698 Ex9M6/SD Grey LHD26
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)
Ex9A16 F/DO

Fixed version, Icu = 55 kA at 415 V AC

Withdrawable version, Icu = 55 kA at 415 V AC

Ex9A16 F/DO
• Air circuit breakers, frame size A16
• Rated current up to 1600 A
• Rated operating voltage 690 V AC
• Breaking capacity Icu 55 and 65 kA
• Rated impulse voltage withstand Uimp 12 kV
• Fixed and withdrawable versions
• Utilization category B acc. to EN 60947-2
• Arbitrary selection of tripping unit SU
• Compact and modular design
• Wide range of accessories

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114586 Ex9A16N 3P 1000 SU30A AC230 EU 1000 A 400-1000 A 3P 2000-15000 A
114587 Ex9A16N 3P 1000 F SU40A AC230 EU 1000 A 400-1000 A 3P 2000-15000 A
114588 Ex9A16N 3P 1000 F SU40H AC230 EU 1000 A 400-1000 A 3P 2000-15000 A

114589 Ex9A16N 3P 1250 F SU30A AC230 EU 1250 A 500-1250 A 2500-18750 A

114590 Ex9A16N 3P 1600 F SU30A AC230 EU 1600 A 640-1600 A 3P 3200-24000 A
114591 Ex9A16N 3P 1600 F SU40A AC230 EU 1600 A 640-1600 A 3P 3200-24000 A
114592 Ex9A16N 3P 1600 F SU40H AC230 EU 1600 A 640-1600 A 3P 3200-24000 A

114598 Ex9A16N 4P 1000 F SU30A AC230 EU 1000 A 400-1000 A 4P 2000-15000 A

114599 Ex9A16N 4P 1250 F SU30A AC230 EU 1250 A 500-1250 A 4P 2500-18750 A

114600 Ex9A16N 4P 1600 F SU30A AC230 EU 1600 A 640-1600 A 4P 3200-24000 A
114601 Ex9A16N 4P 1600 F SU40A AC230 EU 1600 A 640-1600 A 4P 3200-24000 A
114602 Ex9A16N 4P 1600 F SU40H AC230 EU 1600 A 640-1600 A 4P 3200-24000 A

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114579 Ex9A16N 3P 1000 D/O SU30A AC230 EU 1000 A 400-1000 A 3P 2000-15000 A
114580 Ex9A16N 3P 1000 D/O SU40A AC230 EU 1000 A 400-1000 A 3P 2000-15000 A
114581 Ex9A16N 3P 1000 D/O SU40H AC230 EU 1000 A 400-1000 A 3P 2000-15000 A

114582 Ex9A16N 3P 1250 D/O SU30A AC230 EU 1250 A 500-1250 A 2500-18750 A

114583 Ex9A16N 3P 1600 D/O SU30A AC230 EU 1600 A 640-1600 A 3P 3200-24000 A
114584 Ex9A16N 3P 1600 D/O SU40A AC230 EU 1600 A 640-1600 A 3P 3200-24000 A
114585 Ex9A16N 3P 1600 D/O SU40H AC230 EU 1600 A 640-1600 A 3P 3200-24000 A

114593 Ex9A16N 4P 1000 D/O SU30A AC230 EU 1000 A 400-1000 A 4P 2000-15000 A

114594 Ex9A16N 4P 1250 D/O SU30A AC230 EU 1250 A 500-1250 A 4P 2500-18750 A

114595 Ex9A16N 4P 1600 D/O SU30A AC230 EU 1600 A 640-1600 A 4P 3200-24000 A
114596 Ex9A16N 4P 1600 D/O SU40A AC230 EU 1600 A 640-1600 A 4P 3200-24000 A
114597 Ex9A16N 4P 1600 D/O SU40H AC230 EU 1600 A 640-1600 A 4P 3200-24000 A
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Ex9A16 F/DO
• Air circuit breakers, frame size A16
• Rated current up to 1600 A
• Rated operating voltage 690 V AC
• Breaking capacity Icu 55 and 65 kA
• Rated impulse voltage withstand Uimp 12 kV
• Fixed and withdrawable versions
• Utilization category B acc. to EN 60947-2
• Arbitrary selection of tripping unit SU
• Compact and modular design
• Wide range of accessories

INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)
Ex9A25 F/DO

Fixed version, Icu = 65 kA at 415 V AC

Withdrawable version, Icu = 65 kA at 415 V AC

Ex9A25 F/DO
• Air circuit breakers, frame size A25
• Rated current up to 2500 A
• Rated operating voltage 690 V AC
• Breaking capacity Icu 65 and 85 kA
• Fixed and withdrawable versions
• Utilization category B acc. to EN 60947-2
• Arbitrary selection of tripping unit SU
• Compact and modular design
• Wide range of accessories

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114609 Ex9A25Q 3P 2000 F SU30A AC230 EU 2000 A 800-2000 A 3P 4000-30000 A
114610 Ex9A25Q 3P 2000 F SU40A AC230 EU 2000 A 800-2000 A 3P 4000-30000 A
114611 Ex9A25Q 3P 2000 F SU40H AC230 EU 2000 A 800-2000 A 3P 4000-30000 A

114612 Ex9A25Q 3P 2500 F SU30A AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A
114613 Ex9A25Q 3P 2500 F SU40A AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A
114614 Ex9A25Q 3P 2500 F SU40H AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A

114621 Ex9A25Q 4P 2000 F SU30A AC230 EU 2000 A 800-2000 A 4P 4000-30000 A
114622 Ex9A25Q 4P 2000 F SU40A AC230 EU 2000 A 800-2000 A 4P 4000-30000 A
114623 Ex9A25Q 4P 2000 F SU40H AC230 EU 2000 A 800-2000 A 4P 4000-30000 A

114624 Ex9A25Q 4P 2500 F SU30A AC230 EU 2500 A 1000-2500 A 4P 5000-37500 A
114625 Ex9A25Q 4P 2500 F SU40A AC230 EU 2500 A 1000-2500 A 4P 5000-37500 A
114626 Ex9A25Q 4P 2500 F SU40H AC230 EU 2500 A 1000-2500 A 4P 5000-37500 A

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114603 Ex9A25Q 3P 2000 D/O SU30A AC230 EU 2000 A 800-2000 A 3P 4000-30000 A
114604 Ex9A25Q 3P 2000 D/O SU40A AC230 EU 2000 A 800-2000 A 3P 4000-30000 A
114605 Ex9A25Q 3P 2000 D/O SU40H AC230 EU 2000 A 800-2000 A 3P 4000-30000 A

114606 Ex9A25Q 3P 2500 D/O SU30A AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A
114607 Ex9A25Q 3P 2500 D/O SU40A AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A
114608 Ex9A25Q 3P 2500 D/O SU40H AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A

114615 Ex9A25Q 4P 2000 D/O SU30A AC230 EU 2000 A 800-2000 A 4P 4000-30000 A
114616 Ex9A25Q 4P 2000 D/O SU40A AC230 EU 2000 A 800-2000 A 4P 4000-30000 A
114617 Ex9A25Q 4P 2000 D/O SU40H AC230 EU 2000 A 800-2000 A 4P 4000-30000 A

114618 Ex9A25Q 4P 2500 D/O SU30A AC230 EU 2500 A 1000-2500 A 4P 5000-37500 A
114619 Ex9A25Q 4P 2500 D/O SU40A AC230 EU 2500 A 1000-2500 A 4P 5000-37500 A
114620 Ex9A25Q 4P 2500 D/O SU40H AC230 EU 2500 A 1000-2500 A 4P 5000-37500 A
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)
Ex9A32 F/DO

Fixed version, Icu = 65 kA at 415 V AC

Withdrawable version, Icu = 65 kA at 415 V AC

Ex9A32 F/DO
• Air circuit breakers, frame size A32
• Rated current up to 3200 A
• Rated operating voltage 690 V AC
• Breaking capacity Icu 65, 85 and 100 kA
• Fixed and withdrawable versions
• Utilization category B acc. to EN 60947-2
• Free choice of tripping unit SU
• Arbitrary selection of tripping unit SU
• Compact and modular design
• Wide range of accessories

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114633 Ex9A32Q 3P 2500 F SU30A AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A
114634 Ex9A32Q 3P 2500 F SU40A AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A
114635 Ex9A32Q 3P 2500 F SU40H AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A

114636 Ex9A32Q 3P 3200 F SU30A AC230 EU 3200 A 1280-3200 A 3P 6400-48000 A
114637 Ex9A32Q 3P 3200 F SU40A AC230 EU 3200 A 1280-3200 A 3P 6400-48000 A
114638 Ex9A32Q 3P 3200 F SU40H AC230 EU 3200 A 1280-3200 A 3P 6400-48000 A

114642 Ex9A32Q 4P 3200 F SU30A AC230 EU 3200 A 1280-3200 A 4P 6400-48000 A
114643 Ex9A32Q 4P 3200 F SU40A AC230 EU 3200 A 1280-3200 A 4P 6400-48000 A
114644 Ex9A32Q 4P 3200 F SU40H AC230 EU 3200 A 1280-3200 A 4P 6400-48000 A

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114627 Ex9A32Q 3P 2500 D/O SU30A AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A
114628 Ex9A32Q 3P 2500 D/O SU40A AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A
114629 Ex9A32Q 3P 2500 D/O SU40H AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A

114630 Ex9A32Q 3P 3200 D/O SU30A AC230 EU 3200 A 1280-3200 A 3P 6400-48000 A
114631 Ex9A32Q 3P 3200 D/O SU40A AC230 EU 3200 A 1280-3200 A 3P 6400-48000 A
114632 Ex9A32Q 3P 3200 D/O SU40H AC230 EU 3200 A 1280-3200 A 3P 6400-48000 A

114639 Ex9A32Q 4P 3200 D/O SU30A AC230 EU 3200 A 1280-3200 A 4P 6400-48000 A
114640 Ex9A32Q 4P 3200 D/O SU40A AC230 EU 3200 A 1280-3200 A 4P 6400-48000 A
114641 Ex9A32Q 4P 3200 D/O SU40H AC230 EU 3200 A 1280-3200 A 4P 6400-48000 A
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Ex9A32 F/DO
• Air circuit breakers, frame size A32
• Rated current up to 3200 A
• Rated operating voltage 690 V AC
• Breaking capacity Icu 65, 85 and 100 kA
• Fixed and withdrawable versions
• Utilization category B acc. to EN 60947-2
• Free choice of tripping unit SU
• Arbitrary selection of tripping unit SU
• Compact and modular design
• Wide range of accessories

Fixed version, Icu = 65 kA at 415 V AC

Withdrawable version, Icu = 65 kA at 415 V AC

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114645 Ex9A40Q 3P 4000 D/O SU30A AC230 EU 4000 A 1600-4000 A 3P 8000-60000 A
114646 Ex9A40Q 3P 4000 D/O SU40A AC230 EU 4000 A 1600-4000 A 3P 8000-60000 A
114647 Ex9A40Q 3P 4000 D/O SU40H AC230 EU 4000 A 1600-4000 A 3P 8000-60000 A

114651 Ex9A40Q 4P 4000 D/O SU30A AC230 EU 4000 A 1600-4000 A 4P 8000-60000 A

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114648 Ex9A40Q 3P 4000 F SU30A AC230 EU 4000 A 1600-4000 A 3P 8000-60000 A
114649 Ex9A40Q 3P 4000 F SU40A AC230 EU 4000 A 1600-4000 A 3P 8000-60000 A
114650 Ex9A40Q 3P 4000 F SU40H AC230 EU 4000 A 1600-4000 A 3P 8000-60000 A

114652 Ex9A40Q 4P 4000 F SU30A AC230 EU 4000 A 1600-4000 A 4P 8000-60000 A

INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)
Ex9A40 F/DO

Ex9A40 F/DO
• Air circuit breakers, frame size A40
• Rated current up to 4000 A
• Rated operating voltage 690 V AC
• Breaking capacity Icu 65, 85 and 100 kA
• Fixed and withdrawable versions
• Utilization category B acc. to EN 60947-2
• Free choice of tripping unit SU
• Arbitrary selection of tripping unit SU
• Compact and modular design
• Wide range of accessories
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)
Ex9A25-HU

Fixed version, Icu = 65 kA at 800 V AC

Withdrawable version, Icu = 65 kA at 800 V AC

Ex9A25-HU
• Air circuit breakers, frame size A25
• Rated current up to 2500 A
• Rated operating voltage 800/1000/1150 V AC
• Breaking capacity Icu 65 kA
• Fixed and withdrawable versions
• Utilization category B acc. to EN 60947-2
• Compact and modular design
• Wide range of accessories

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114658 Ex9A25HU 3P 1000 F SU40H AC230 EU 1000 A 400-1000 A 3P 2000-15000 A
114659 Ex9A25HU 3P 1250 F SU40H AC230 EU 1250 A 500-1250 A 3P 2500-18750 A
114660 Ex9A25HU 3P 1600 F SU40H AC230 EU 1600 A 640-1600 A 3P 3200-24000 A
114661 Ex9A25HU 3P 2000 F SU40H AC230 EU 2000 A 800-2000 A 3P 4000-30000 A
114662 Ex9A25HU 3P 2500 F SU40H AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A

114668 Ex9A25HU 4P 1000 F SU40H AC230 EU 1000 A 400-1000 A 4P 2000-15000 A
114669 Ex9A25HU 4P 1250 F SU40H AC230 EU 1250 A 500-1250 A 4P 2500-18750 A
114670 Ex9A25HU 4P 1600 F SU40H AC230 EU 1600 A 640-1600 A 4P 3200-24000 A
114671 Ex9A25HU 4P 2000 F SU40H AC230 EU 2000 A 800-2000 A 4P 4000-30000 A
114672 Ex9A25HU 4P 2500 F SU40H AC230 EU 2500 A 1000-2500 A 4P 5000-37500 A

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114653 Ex9A25HU 3P 1000 D/O SU40H AC230 EU 1000 A 400-1000 A 3P 2000-15000 A
114654 Ex9A25HU 3P 1250 D/O SU40H AC230 EU 1250 A 500-1250 A 3P 2500-18750 A
114655 Ex9A25HU 3P 1600 D/O SU40H AC230 EU 1600 A 640-1600 A 3P 3200-24000 A
114656 Ex9A25HU 3P 2000 D/O SU40H AC230 EU 2000 A 800-2000 A 3P 4000-30000 A
114657 Ex9A25HU 3P 2500 D/O SU40H AC230 EU 2500 A 1000-2500 A 3P 5000-37500 A

114663 Ex9A25HU 4P 1000 D/O SU40H AC230 EU 1000 A 400-1000 A 4P 2000-15000 A
114664 Ex9A25HU 4P 1250 D/O SU40H AC230 EU 1250 A 500-1250 A 4P 2500-18750 A
114665 Ex9A25HU 4P 1600 D/O SU40H AC230 EU 1600 A 640-1600 A 4P 3200-24000 A
114666 Ex9A25HU 4P 2000 D/O SU40H AC230 EU 2000 A 800-2000 A 4P 4000-30000 A
114667 Ex9A25HU 4P 2500 D/O SU40H AC230 EU 2500 A 1000-2500 A 4P 5000-37500 A
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Ex9A25-HU
• Air circuit breakers, frame size A25
• Rated current up to 2500 A
• Rated operating voltage 800/1000/1150 V AC
• Breaking capacity Icu 65 kA
• Fixed and withdrawable versions
• Utilization category B acc. to EN 60947-2
• Compact and modular design
• Wide range of accessories

INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)
Ex9A40-HU

Ex9A40-HU
• Air circuit breakers, frame size A40
• Rated current up to 4000 A
• Rated operating voltage 800/1000/1150 V AC
• Breaking capacity Icu of 75 kA
• Fixed and withdrawable versions
• Utilization category B acc. to EN 60947-2
• Compact and modular design
• Wide range of accessories

Fixed version, Icu = 65 kA at 800 V AC

Withdrawable version, Icu = 65 kA at 800 V AC

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114675 Ex9A40HU 3P 3200 F SU40H AC230 EU 3200 A 1280-3200 A 3P 6400-48000 A
114676 Ex9A40HU 3P 4000 F SU40H AC230 EU 4000 A 1600-4000 A 3P 8000-60000 A

114668 Ex9A40HU 4P 3200 F SU40H AC230 EU 3200 A 1280-3200 A 4P 6400-48000 A
114669 Ex9A40HU 4P 4000 F SU40H AC230 EU 4000 A 1600-4000 A 4P 8000-60000 A

Code Type Rated current In Overcurrent release Ir Poles Instant release Ii

114673 Ex9A40HU 3P 3200 D/O SU40H AC230 EU 3200 A 1280-3200 A 3P 6400-48000 A
114674 Ex9A40HU 3P 4000 D/O SU40H AC230 EU 4000 A 1600-4000 A 3P 8000-60000 A

114677 Ex9A40HU 4P 3200 D/O SU40H AC230 EU 3200 A 1280-3200 A 4P 6400-48000 A
114678 Ex9A40HU 4P 4000 D/O SU40H AC230 EU 4000 A 1600-4000 A 4P 8000-60000 A
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)  
ACCESSORIES FOR EX9A AND EX9ASD

• Internal and functional accessories for the air circuit breaker and switch 
disconnector

• Installation accessories intended to ease up the electrical / mechanical 
connection of the breaker to the system

• Extension of functionalities for tripping units

The accessories of the ACB series Ex9A and switch disconnector series Ex9ASD are products that improve the characteristics, 
functionalities and the installation flexibility of the breakers to make them suitable for any kind of application. 
The accessories are divided into the following categories:

• Internal / functional accessories: Accessories that are intended to increment the functionality of the circuit breaker. They add  
additional control features to the breaker, for example: SHT, UVT, MD, AX etc.

• Installation accessories: Accessories intended to ease or improve the suitability of the breaker to any electrical installation, this  
category is grouping the following accessories among others: RCP main terminals, TEX Extension terminals with screaders, ACP 
front terminals, PHS/DP phase barriers, PIA mechanical interlocks etc.

• Software accessories: Accessories preloaded into the smart unit to provide additional protecting and analyzing features to the smart 
unit. They are for example: WEC earth wire current transformer, LEC leakage differential transformer, ZSI Zone selective interlock, 
COM Modbus, DI/DO programmable digital inputs and outputs etc.

1

Accessories for Ex9A and Ex9ASD

 ■ Internal and functional accessories for the 
air circuit breaker and switch disconnector

 ■ Installation accessories intended to ease up 
the electrical / mechanical connection of the 
breaker to the system

 ■ Extension of functionalities for tripping 
units

+

Ordering 
type

_: 
separately

+:
premounted

UVTR

Type of accessory

Type of the acces-
sory. 

Example: 
UVTR: Undervoltage 

release regulable

11

Frame size

Frame size compatibility
Example: 

11: Ex9A16 accessory 
type

D1-5s

Additional 
information

Other characteristics 
of the accessory. 

Example: 
D1-5s: Adjustable 

range of time delay

AC220-240

Accessory 
parameter

Main parameter of 
the accessory.

Example: 
AC220-240: nomi-

nal voltage

Certification marks

The accessories of the ACB series Ex9A and switch disconnector series Ex9ASD are products that improve 
the characteristics, functionalities and the installation flexibility of the breakers to make them suitable for any 
kind of application. The accessories are divided into the following categories: 

• Internal / functional accessories: Accessories that are intended to increment the functionality of the circuit 
breaker. They add additional control features to the breaker, for example: SHT, UVT, MD, AX etc.

• Installation accessories: Accessories intended to ease or improve the suitability of the breaker to any 
electrical installation, this category is grouping the following accessories among others: RCP main ter-
minals, TEX Extension terminals with screaders, ACP front terminals, PHS/DPS phase barriers, PIA 
mechanical interlocks etc.

• Software accessories: Accessories preloaded into the smart unit to provide additional protecting and 
analyzing features to the smart unit. They are for example: WEC earth wire current transformer, LEC 
leakage differential transformer, ZSI Zone selective interlock, COM Modbus, DI/DO programmable digital 
inputs and outputs etc. 

Type Key

TYPE KEY

+ UVTR 11 AC220-240 D1-5s 

Ordering
type

Type of 
accessory Frame size Accessory

parameter
Additional

information

_:
separately

+:
premounted

Type of the 
accessory.

Example: UVTR: 
Undervoltage

release regulable

Frame size 
compatibility

Example:
11: Ex9A16

accessory type

Main parameter 
of the accessory.

Example
AC220-240: 

nominal voltage

Other 
characteristics

of the accessory.
Example:

D1-5s: Adjustable
range of time 

delay
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)   
ACCESSORIES FOR EX9A AND EX9ASD

• Signal contact preassembled on the SU only
• Undervoltage releases UVT1i
• Closing releases XF1i
• Shunt trip releases SHT1i
• Auxiliary contact AX1i
• Motor drive MD1i

INTERNAL ACCESSORIES EX9A AIR CIRCUIT BREAKERS AND SWITCH DISCONNECTORS

5

Internal accessories Ex9A air circuit breakers and switch disconnectors

Accessories for Ex9A and Ex9ASD

Signal contact preassembled on the SU only

Undervoltage releases UVT1i

Closing releases XF1i

Shunt trip releases SHT1i

Auxiliary contact AX1i

Motor drive MD1i

Please observe the accessory compatibility table located on the pages 2 and 3 to learn about the distribution 
of the accessories among the different frame sizes

1

2
43

5

6

Closing release
XF1i

Shunt trip release
SHT1i

Undervoltage 
release
UVT1i

Signal contact
preassembled

1 42 3

Auxiliary contacts
AX1i

5

Motor drive
MD1i

6
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's) 
ACCESSORIES FOR EX9A AND EX9ASD

INTERNAL ACCESSORIES EX9A AIR CIRCUIT BREAKERS AND SWITCH DISCONNECTORS

• Position indicators +EF1i
• Phase barriers PHS / DPS1i
• Spare door frames DDP / CDP1i
• Horizontal spare terminals RCP1i
• Vertical spare terminals RCPV1i
• Connection terminals with spreaders TEX11
• Mechanical interlock IPA1i

6

External accessories Ex9A air circuit breakers and switch disconnectors
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's) 
FUNCTIONAL ACCESSORIES FOR EX9A AND EX9ASD

• Auxiliary contacts
• Signal contacts
• Shunt trip releases
• Undervoltage releases
• Closing releases
• Motor operators
• Position indicators
• ON / OFF buttonlock
• OFF position safety lock

The accessories listed in this section have the purpose of increasing the protective and control functionalities of the basic setup of the 
air circuit breakers or the air switch disconnectors.

Mostly of these accessories can be ordered in both separately or premounted type. Only the accessories +EF, +VBP and +KLK must be 
ordered as a premounted accessory, since the implementation of such accessories requires mechanical adaptation of the circuit 
breakers to install them.

For further information please contact our technical department.
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Functional accessories for Ex9A and Ex9ASD

 ■ Auxiliary contacts

 ■ Signal contacts

 ■ Shunt trip releases

 ■ Undervoltage releases

 ■ Closing releases

 ■ Motor operators

 ■ Position indicators

 ■ ON / OFF buttonlock

 ■ OFF position safety lock

Certification marks

The accessories listed in this section have the purpose of increase the protective and control functionalities 
of the basic setup of the air circuit breakers or the air switch disconnectors. 

Mostly of these accessories can be ordered in both separately or premounted type. Only the accessories 
+EF, +VBP and +KLK must be ordered as a premounted accessory, since the implementation of such acces-
sories requires mechanical adaptation of the circuit breakers to install them. 

For further information please contact our technical department.

• Remotely close (remote ON coil) the breaker after the spring has stored energy
• Versions for separately mounting as well as premounted

CLOSING RELEASES

Code Version For Frame size Operating Voltage Type

112425 Premounted A16 380-415 V AC +XF 11 AC380-415V
112424 Premounted A16 220-240 V AC/DC +XF 11 AC220-240/DC220V
112426 Premounted A16 110 V AC/DC +XF 11 AC/DC110V
113788 Premounted A16 48-60 V DC +XF 11 DC48-60V
112427 Premounted A16 24 V DC +XF 11 DC24V
112433 Premounted A25/32/40 380-415 V AC +XF 12 AC380-415V
112432 Premounted A25/32/40 220-240 V AC/DC +XF 12 AC220-240/DC220V
112434 Premounted A25/32/40 110 V AC/DC +XF 12 AC/DC110V

112429 Separately orderable A16 380-415 V AC XF 11 AC380-415V
112428 Separately orderable A16 220-240 V AC/DC XF 11 AC220-240/DC220V
112430 Separately orderable A16 110 V AC/DC XF 11 AC/DC110V
113291 Separately orderable A16 48-60 V DC XF 11 DC48-60V
112431 Separately orderable A16 24 V DC XF 11 DC24V
112436 Separately orderable A25/32/40 380-415 V AC XF 12 AC380-415V
112435 Separately orderable A25/32/40 220-240 V AC/DC XF 12 AC220-240/DC220V
112437 Separately orderable A25/32/40 110 V AC/DC XF 12 AC/DC110V
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Premounted A16 380-415 V AC 112425 +XF 11 AC380-415V 1
Premounted A16 220-240 V AC/DC 112424 +XF 11 AC220-240/DC220V 1
Premounted A16 110 V AC/DC 112426 +XF 11 AC/DC110V 1
Premounted A16 48-60 V DC 113788 +XF 11 DC48-60V 1
Premounted A16 24 V DC 112427 +XF 11 DC24V 1
Premounted A25/32/40 380-415 V AC 112433 +XF 12 AC380-415V 1
Premounted A25/32/40 220-240 V AC/DC 112432 +XF 12 AC220-240/DC220V 1
Premounted A25/32/40 110 V AC/DC 112434 +XF 12 AC/DC110V 1

Separately orderable A16 380-415 V AC 112429 XF 11 AC380-415V 1
Separately orderable A16 220-240 V AC/DC 112428 XF 11 AC220-240/DC220V 1
Separately orderable A16 110 V AC/DC 112430 XF 11 AC/DC110V 1
Separately orderable A16 48-60 V DC 113291 XF 11 DC48-60V 1
Separately orderable A16 24 V DC 112431 XF 11 DC24V 1
Separately orderable A25/32/40 380-415 V AC 112436 XF 12 AC380-415V 1
Separately orderable A25/32/40 220-240 V AC/DC 112435 XF 12 AC220-240/DC220V 1
Separately orderable A25/32/40 110 V AC/DC 112437 XF 12 AC/DC110V 1

Version For frame Operating Article Type  Packing 
 size voltage  No.

Closing releases

WEC

LEC

NEC

• Remotely close (remote ON coil) the breaker after the spring has stored energy
• Versions for separately mounting as well as premounted

Premounted A16 380-415 V AC 112405 +SHT 11 AC380-415V 1
Premounted A16 220-240 V AC/DC 112404 +SHT 11 AC220-240/DC220V 1
Premounted A16 110 V AC/DC 112406 +SHT 11 AC/DC110V 1
Premounted A16 48-60 V DC 113789 +SHT 11 DC48-60V 1
Premounted A16 24 V DC 112407 +SHT 11 DC24V 1
Premounted A25/32/40 380-415 V AC 112419 +SHT 12 AC380-415V  1
Premounted A25/32/40 220-240 V AC/DC 112418 +SHT 12 AC220-240/DC220V 1
Premounted A25/32/40 110 V AC/DC 112420 +SHT 12 AC/DC110V 1

Separately orderable A16 380-415 V AC 112412 SHT 11 AC380-415V 1
Separately orderable A16 220-240 V AC/DC 112411 SHT 11 AC220-240/DC220V 1
Separately orderable A16 110 V AC/DC 112413 SHT 11 AC/DC110V 1
Separately orderable A16 48-60 V DC 113290 SHT 11 DC48-60V 1
Separately orderable A16 24 V DC 112414 SHT 11 DC24V 1
Separately orderable A25/32/40 380-415 V AC 112422 SHT 12 AC380-415V 1
Separately orderable A25/32/40 220-240 V AC/DC 112421 SHT 12 AC220-240/DC220V 1
Separately orderable A25/32/40 110 V AC/DC 112423 SHT 12 AC/DC110V 1

Version  For frame Operating Article Type  Packing 
  size voltage  No.

Shunt trip releases

• Remotely opens (remote OFF coil) the breaker after supplying of control impulse  
• Versions for separately mounting as well as premounted
• Separately orderable version can be used as first or second shunt trip release

WEC

LEC

NEC

Functional accessories for Ex9A and Ex9ASD

Premounted A16 380-415 V AC 112409 +SHT 11 AC380-415V D 1
Premounted A16 220-240 V AC/DC 112408 +SHT 11 AC220-240/DC220V D 1
Premounted A16 110 V DC 112410 +SHT 11 AC/DC110V D 1

Separately orderable A16 380-415 V AC 112416 SHT 11 AC380-415V D 1
Separately orderable A16 220-240 V AC/DC 112415 SHT 11 AC220-240/DC220V D 1
Separately orderable A16 110 V AC/DC 112417 SHT 11 AC/DC110V D 1

Version  For frame Operating Article Type  Packing 
  size voltage  No.

Second shunt trip releases

• Remotely opens (remote OFF coil) the breaker after supplying of control impulse  
• Allows to have two independent shunt trip signals, with arbitrary combination of control voltages
• Second shunt release has the same functionality as the first one. It defines mounting position only.
• The second SHT replaces the UVT

WEC

LEC

NEC
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)   
 FUNCTIONAL ACCESSORIES FOR EX9A AND EX9ASD

• Remotely opens (remote OFF coil) the breaker after supplying of control impulse
• Versions for separately mounting as well as premounted
• Separately orderable version can be used as first or second shunt trip release

• Remotely opens (remote OFF coil) the breaker after supplying of control impulse
• Allows to have two independent shunt trip signals, with arbitrary combination of control voltages
• Second shunt release has the same functionality as the first one. It defines mounting position only.
• The second SHT replaces the UVT

SHUNT TRIP RELEASES

SECOND SHUNT TRIP RELEASES

Code Version For Frame size Operating Voltage Type

112405 Premounted A16 380-415 V AC +SHT 11 AC380-415V
112404 Premounted A16 220-240 V AC/DC +SHT 11 AC220-240/DC220V
112406 Premounted A16 110 V AC/DC +SHT 11 AC/DC110V
113789 Premounted A16 48-60 V DC +SHT 11 DC48-60V
112407 Premounted A16 24 V DC +SHT 11 DC24V
112419 Premounted A25/32/40 380-415 V AC +SHT 12 AC380-415V
112418 Premounted A25/32/40 220-240 V AC/DC +SHT 12 AC220-240/DC220V
112420 Premounted A25/32/40 110 V AC/DC +SHT 12 AC/DC110V

112412 Separately orderable A16 380-415 V AC SHT 11 AC380-415V
112411 Separately orderable A16 220-240 V AC/DC SHT 11 AC220-240/DC220V
112413 Separately orderable A16 110 V AC/DC SHT 11 AC/DC110V
113290 Separately orderable A16 48-60 V DC SHT 11 DC48-60V
112414 Separately orderable A16 24 V DC SHT 11 DC24V
112422 Separately orderable A25/32/40 380-415 V AC SHT 12 AC380-415V
112421 Separately orderable A25/32/40 220-240 V AC/DC SHT 12 AC220-240/DC220V
112423 Separately orderable A25/32/40 110 V AC/DC SHT 12 AC/DC110V

Code Version For Frame size Operating Voltage Type

112409 Premounted A16 380-415 V AC +SHT 11 AC380-415V D
112408 Premounted A16 220-240 V AC/DC +SHT 11 AC220-240/DC220V D
112410 Premounted A16 110 V AC/DC +SHT 11 AC/DC110V D

112416 Separately orderable A16 380-415 V AC SHT 11 AC380-415V D
112415 Separately orderable A16 220-240 V AC/DC SHT 11 AC220-240/DC220V D
112417 Separately orderable A16 110 V AC/DC SHT 11 AC/DC110V D
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Premounted A16 380-415 V AC 112425 +XF 11 AC380-415V 1
Premounted A16 220-240 V AC/DC 112424 +XF 11 AC220-240/DC220V 1
Premounted A16 110 V AC/DC 112426 +XF 11 AC/DC110V 1
Premounted A16 48-60 V DC 113788 +XF 11 DC48-60V 1
Premounted A16 24 V DC 112427 +XF 11 DC24V 1
Premounted A25/32/40 380-415 V AC 112433 +XF 12 AC380-415V 1
Premounted A25/32/40 220-240 V AC/DC 112432 +XF 12 AC220-240/DC220V 1
Premounted A25/32/40 110 V AC/DC 112434 +XF 12 AC/DC110V 1

Separately orderable A16 380-415 V AC 112429 XF 11 AC380-415V 1
Separately orderable A16 220-240 V AC/DC 112428 XF 11 AC220-240/DC220V 1
Separately orderable A16 110 V AC/DC 112430 XF 11 AC/DC110V 1
Separately orderable A16 48-60 V DC 113291 XF 11 DC48-60V 1
Separately orderable A16 24 V DC 112431 XF 11 DC24V 1
Separately orderable A25/32/40 380-415 V AC 112436 XF 12 AC380-415V 1
Separately orderable A25/32/40 220-240 V AC/DC 112435 XF 12 AC220-240/DC220V 1
Separately orderable A25/32/40 110 V AC/DC 112437 XF 12 AC/DC110V 1

Version For frame Operating Article Type  Packing 
 size voltage  No.

Closing releases

WEC

LEC

NEC

• Remotely close (remote ON coil) the breaker after the spring has stored energy
• Versions for separately mounting as well as premounted

Premounted A16 380-415 V AC 112405 +SHT 11 AC380-415V 1
Premounted A16 220-240 V AC/DC 112404 +SHT 11 AC220-240/DC220V 1
Premounted A16 110 V AC/DC 112406 +SHT 11 AC/DC110V 1
Premounted A16 48-60 V DC 113789 +SHT 11 DC48-60V 1
Premounted A16 24 V DC 112407 +SHT 11 DC24V 1
Premounted A25/32/40 380-415 V AC 112419 +SHT 12 AC380-415V  1
Premounted A25/32/40 220-240 V AC/DC 112418 +SHT 12 AC220-240/DC220V 1
Premounted A25/32/40 110 V AC/DC 112420 +SHT 12 AC/DC110V 1

Separately orderable A16 380-415 V AC 112412 SHT 11 AC380-415V 1
Separately orderable A16 220-240 V AC/DC 112411 SHT 11 AC220-240/DC220V 1
Separately orderable A16 110 V AC/DC 112413 SHT 11 AC/DC110V 1
Separately orderable A16 48-60 V DC 113290 SHT 11 DC48-60V 1
Separately orderable A16 24 V DC 112414 SHT 11 DC24V 1
Separately orderable A25/32/40 380-415 V AC 112422 SHT 12 AC380-415V 1
Separately orderable A25/32/40 220-240 V AC/DC 112421 SHT 12 AC220-240/DC220V 1
Separately orderable A25/32/40 110 V AC/DC 112423 SHT 12 AC/DC110V 1

Version  For frame Operating Article Type  Packing 
  size voltage  No.

Shunt trip releases

• Remotely opens (remote OFF coil) the breaker after supplying of control impulse  
• Versions for separately mounting as well as premounted
• Separately orderable version can be used as first or second shunt trip release

WEC

LEC

NEC

Functional accessories for Ex9A and Ex9ASD

Premounted A16 380-415 V AC 112409 +SHT 11 AC380-415V D 1
Premounted A16 220-240 V AC/DC 112408 +SHT 11 AC220-240/DC220V D 1
Premounted A16 110 V DC 112410 +SHT 11 AC/DC110V D 1

Separately orderable A16 380-415 V AC 112416 SHT 11 AC380-415V D 1
Separately orderable A16 220-240 V AC/DC 112415 SHT 11 AC220-240/DC220V D 1
Separately orderable A16 110 V AC/DC 112417 SHT 11 AC/DC110V D 1

Version  For frame Operating Article Type  Packing 
  size voltage  No.

Second shunt trip releases

• Remotely opens (remote OFF coil) the breaker after supplying of control impulse  
• Allows to have two independent shunt trip signals, with arbitrary combination of control voltages
• Second shunt release has the same functionality as the first one. It defines mounting position only.
• The second SHT replaces the UVT

WEC

LEC

NEC
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Premounted A16 380-415 V AC 112425 +XF 11 AC380-415V 1
Premounted A16 220-240 V AC/DC 112424 +XF 11 AC220-240/DC220V 1
Premounted A16 110 V AC/DC 112426 +XF 11 AC/DC110V 1
Premounted A16 48-60 V DC 113788 +XF 11 DC48-60V 1
Premounted A16 24 V DC 112427 +XF 11 DC24V 1
Premounted A25/32/40 380-415 V AC 112433 +XF 12 AC380-415V 1
Premounted A25/32/40 220-240 V AC/DC 112432 +XF 12 AC220-240/DC220V 1
Premounted A25/32/40 110 V AC/DC 112434 +XF 12 AC/DC110V 1

Separately orderable A16 380-415 V AC 112429 XF 11 AC380-415V 1
Separately orderable A16 220-240 V AC/DC 112428 XF 11 AC220-240/DC220V 1
Separately orderable A16 110 V AC/DC 112430 XF 11 AC/DC110V 1
Separately orderable A16 48-60 V DC 113291 XF 11 DC48-60V 1
Separately orderable A16 24 V DC 112431 XF 11 DC24V 1
Separately orderable A25/32/40 380-415 V AC 112436 XF 12 AC380-415V 1
Separately orderable A25/32/40 220-240 V AC/DC 112435 XF 12 AC220-240/DC220V 1
Separately orderable A25/32/40 110 V AC/DC 112437 XF 12 AC/DC110V 1

Version For frame Operating Article Type  Packing 
 size voltage  No.

Closing releases

WEC

LEC

NEC

• Remotely close (remote ON coil) the breaker after the spring has stored energy
• Versions for separately mounting as well as premounted

Premounted A16 380-415 V AC 112405 +SHT 11 AC380-415V 1
Premounted A16 220-240 V AC/DC 112404 +SHT 11 AC220-240/DC220V 1
Premounted A16 110 V AC/DC 112406 +SHT 11 AC/DC110V 1
Premounted A16 48-60 V DC 113789 +SHT 11 DC48-60V 1
Premounted A16 24 V DC 112407 +SHT 11 DC24V 1
Premounted A25/32/40 380-415 V AC 112419 +SHT 12 AC380-415V  1
Premounted A25/32/40 220-240 V AC/DC 112418 +SHT 12 AC220-240/DC220V 1
Premounted A25/32/40 110 V AC/DC 112420 +SHT 12 AC/DC110V 1

Separately orderable A16 380-415 V AC 112412 SHT 11 AC380-415V 1
Separately orderable A16 220-240 V AC/DC 112411 SHT 11 AC220-240/DC220V 1
Separately orderable A16 110 V AC/DC 112413 SHT 11 AC/DC110V 1
Separately orderable A16 48-60 V DC 113290 SHT 11 DC48-60V 1
Separately orderable A16 24 V DC 112414 SHT 11 DC24V 1
Separately orderable A25/32/40 380-415 V AC 112422 SHT 12 AC380-415V 1
Separately orderable A25/32/40 220-240 V AC/DC 112421 SHT 12 AC220-240/DC220V 1
Separately orderable A25/32/40 110 V AC/DC 112423 SHT 12 AC/DC110V 1

Version  For frame Operating Article Type  Packing 
  size voltage  No.

Shunt trip releases

• Remotely opens (remote OFF coil) the breaker after supplying of control impulse  
• Versions for separately mounting as well as premounted
• Separately orderable version can be used as first or second shunt trip release

WEC

LEC

NEC

Functional accessories for Ex9A and Ex9ASD

Premounted A16 380-415 V AC 112409 +SHT 11 AC380-415V D 1
Premounted A16 220-240 V AC/DC 112408 +SHT 11 AC220-240/DC220V D 1
Premounted A16 110 V DC 112410 +SHT 11 AC/DC110V D 1

Separately orderable A16 380-415 V AC 112416 SHT 11 AC380-415V D 1
Separately orderable A16 220-240 V AC/DC 112415 SHT 11 AC220-240/DC220V D 1
Separately orderable A16 110 V AC/DC 112417 SHT 11 AC/DC110V D 1

Version  For frame Operating Article Type  Packing 
  size voltage  No.

Second shunt trip releases

• Remotely opens (remote OFF coil) the breaker after supplying of control impulse  
• Allows to have two independent shunt trip signals, with arbitrary combination of control voltages
• Second shunt release has the same functionality as the first one. It defines mounting position only.
• The second SHT replaces the UVT

WEC

LEC

NEC
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• Opens the breaker (remote OFF coil) when the voltage drops or power is off to prevent the load from damage    
caused by undervoltage

• Instantaneous and delayed types
• The delayed releases are used to eliminate circuit-breaker unwanted tripping during short time voltage drops
• Versions for separately mounting as well as premounted

• Used for monitoring the ON/OFF status of circuit breaker
• Connection wires to auxiliary terminals in the scope of delivery
• Versions with 4 CO and 6 CO
• Versions for separately mounting as well as premounted
• Can be used also for time limiting of control signal for AX, XF and SHT

• In the scope of delivery of a breaker, function of all type tripping unit SU
• 1 CO contact
• Connected to secondary terminals #3, 4, 5

UNDERVOLTAGE RELEASES

AUXILIARY CONTACTS

ALARM CONTACTS

Code Version Delay For Frame size Operating Voltage Type

112439 Premounted undelayed A16 380-415 V AC +UVT 11 AC380-415V UD
112438 Premounted undelayed A16 220-240 V AC/DC +UVT 11 AC220-240V UD
113787 Premounted undelayed A16 48-60 V DC +UVT 11 DC48-60 UD
113783 Premounted undelayed A16 24 V DC +UVT 11 DC24 UD
112441 Premounted 1-5s delay A16 380-415 V AC +UVTR 11 AC380-415V D1-5s
112440 Premounted 1-5s delay A16 220-240 V AC/DC +UVTR 11 AC220-240V D1-5s
112447 Premounted undelayed A25/32/40 380-415 V AC +UVT 12 AC380-415V UD
112446 Premounted undelayed A25/32/40 220-240 V AC/DC +UVT 12 AC220-240V UD
112449 Premounted 1-5s delay A25/32/40 380-415 V AC +UVTR 12 AC380-415V D1-5s
112448 Premounted 1-5s delay A25/32/40 220-240 V AC/DC +UVTR 12 AC220-240V D1-5s

112443 Separately orderable undelayed A16 380-415 V AC UVT 11 AC380-415V UD
112442 Separately orderable undelayed A16 220-240 V AC/DC UVT 11 AC220-240V UD
113292 Separately orderable undelayed A16 48-60 V DC UVT 11 DC48-60 UD
113784 Separately orderable undelayed A16 24 V DC UVT 11 DC24 UD
112445 Separately orderable 1-5s delay A16 380-415 V AC UVTR 11 AC380-415V D1-5s
112444 Separately orderable 1-5s delay A16 220-240 V AC/DC UVTR 11 AC220-240V D1-5s
112451 Separately orderable undelayed A25/32/40 380-415 V AC UVT 12 AC380-415V UD
112450 Separately orderable undelayed A25/32/40 220-240 V AC/DC UVT 12 AC220-240V UD
112453 Separately orderable 1-5s delay A25/32/40 380-415 V AC UVTR 12 AC380-415V D1-5s
112452 Separately orderable 1-5s delay A25/32/40 220-240 V AC/DC UVTR 12 AC220-240V D1-5s

Code Version For Frame size Contacts Type

112396 Premounted A16 4 CO +AX 11 44
112397 Premounted A16 6 CO +AX 11 66
112400 Premounted A25/32/40 4 CO +AX 12 44
112401 Premounted A25/32/40 6 CO +AX 12 66

112398 Separately orderable A16 4 CO AX 11 44
112399 Separately orderable A16 6 CO AX 11 66
112402 Separately orderable A25/32/40 4 CO AX 12 44
112403 Separately orderable A25/32/40 6 CO AX 12 66

9

Premounted undelayed A16 380-415 V AC 112439 +UVT 11 AC380-415V UD 1
Premounted undelayed A16 220-240 V AC/DC 112438 +UVT 11 AC220-240V UD 1
Premounted undelayed A16 48-60 V DC 113787 +UVT 11 DC48-60 UD 1
Premounted undelayed A16 24 V DC 113783 +UVT 11 DC24 UD 1
Premounted 1-5s delay  A16 380-415 V AC 112441 +UVTR 11 AC380-415V D1-5s 1
Premounted 1-5s delay  A16 220-240 V AC/DC 112440 +UVTR 11 AC220-240V D1-5s 1
Premounted undelayed  A25/32/40 380-415 V AC 112447 +UVT 12 AC380-415V UD 1
Premounted undelayed  A25/32/40 220-240 V AC/DC 112446 +UVT 12 AC220-240V UD 1
Premounted 1-5s delay  A25/32/40 380-415 V AC 112449 +UVTR 12 AC380-415V D1-5s 1
Premounted 1-5s delay  A25/32/40 220-240 V AC/DC 112448 +UVTR 12 AC220-240V D1-5s 1

Separately orderable undelayed A16 380-415 V AC 112443 UVT 11 AC380-415V UD 1
Separately orderable undelayed A16 220-240 V AC/DC 112442 UVT 11 AC220-240V UD 1
Separately orderable undelayed A16 48-60 V DC 113292 UVT 11 DC48-60 UD 1
Separately orderable undelayed A16 24 V DC 113784 UVT 11 DC24 UD 1
Separately orderable 1-5s delay  A16 380-415 V AC 112445 UVTR 11 AC380-415V D1-5s 1
Separately orderable 1-5s delay  A16 220-240 V AC/DC 112444 UVTR 11 AC220-240V D1-5s 1
Separately orderable undelayed  A25/32/40 380-415 V AC 112451 UVT 12 AC380-415V UD 1
Separately orderable undelayed  A25/32/40 220-240 V AC/DC 112450 UVT 12 AC220-240V UD 1
Separately orderable 1-5s delay  A25/32/40 380-415 V AC 112453 UVTR 12 AC380-415V D1-5s 1
Separately orderable 1-5s delay  A25/32/40 220-240 V AC/DC 112452 UVTR 12 AC220-240V D1-5s 1

Version Delay For frame Operating Article Type Packing 
  size voltage No.

Undervoltage releases

• Opens the breaker (remote OFF coil) when the voltage drops or power is off to prevent the load from damage caused by under-
voltage

• Instantaneous and delayed types
• The delayed releases are used to eliminate circuit-breaker unwanted tripping during short time voltage drops
• Versions for separately mounting as well as premounted

WEC

LEC

NEC

Premounted A16 4 CO 112396 +AX 11 44 1 set
Premounted A16 6 CO 112397 +AX 11 66 1 set
Premounted A25/32/40 4 CO 112400 +AX 12 44 1 set
Premounted A25/32/40 6 CO 112401 +AX 12 66 1 set

Separately orderable A16 4 CO 112398 AX 11 44 1 set
Separately orderable A16 6 CO 112399 AX 11 66 1 set
Separately orderable A25/32/40 4 CO 112402 AX 12 44 1 set
Separately orderable A25/32/40 6 CO 112403 AX 12 66 1 set

Version For frame Contacts Article Type  Packing 
 size   No.

Auxiliary contacts

• Used for monitoring the ON/OFF status of circuit breaker
• Connection wires to auxiliary terminals in the scope of delivery
• Versions with 4 CO and 6 CO
• Versions for separately mounting as well as premounted
• Can be used also for time limiting of control signal for AX, XF and SHT

WEC

LEC

NEC

Alarm contacts

• In the scope of delivery of a breaker, function of all type tripping unit SU
• 1 CO contact
• Connected to secondary terminals #3, 4, 5

Functional accessories for Ex9A and Ex9ASD
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Premounted undelayed A16 380-415 V AC 112439 +UVT 11 AC380-415V UD 1
Premounted undelayed A16 220-240 V AC/DC 112438 +UVT 11 AC220-240V UD 1
Premounted undelayed A16 48-60 V DC 113787 +UVT 11 DC48-60 UD 1
Premounted undelayed A16 24 V DC 113783 +UVT 11 DC24 UD 1
Premounted 1-5s delay  A16 380-415 V AC 112441 +UVTR 11 AC380-415V D1-5s 1
Premounted 1-5s delay  A16 220-240 V AC/DC 112440 +UVTR 11 AC220-240V D1-5s 1
Premounted undelayed  A25/32/40 380-415 V AC 112447 +UVT 12 AC380-415V UD 1
Premounted undelayed  A25/32/40 220-240 V AC/DC 112446 +UVT 12 AC220-240V UD 1
Premounted 1-5s delay  A25/32/40 380-415 V AC 112449 +UVTR 12 AC380-415V D1-5s 1
Premounted 1-5s delay  A25/32/40 220-240 V AC/DC 112448 +UVTR 12 AC220-240V D1-5s 1

Separately orderable undelayed A16 380-415 V AC 112443 UVT 11 AC380-415V UD 1
Separately orderable undelayed A16 220-240 V AC/DC 112442 UVT 11 AC220-240V UD 1
Separately orderable undelayed A16 48-60 V DC 113292 UVT 11 DC48-60 UD 1
Separately orderable undelayed A16 24 V DC 113784 UVT 11 DC24 UD 1
Separately orderable 1-5s delay  A16 380-415 V AC 112445 UVTR 11 AC380-415V D1-5s 1
Separately orderable 1-5s delay  A16 220-240 V AC/DC 112444 UVTR 11 AC220-240V D1-5s 1
Separately orderable undelayed  A25/32/40 380-415 V AC 112451 UVT 12 AC380-415V UD 1
Separately orderable undelayed  A25/32/40 220-240 V AC/DC 112450 UVT 12 AC220-240V UD 1
Separately orderable 1-5s delay  A25/32/40 380-415 V AC 112453 UVTR 12 AC380-415V D1-5s 1
Separately orderable 1-5s delay  A25/32/40 220-240 V AC/DC 112452 UVTR 12 AC220-240V D1-5s 1

Version Delay For frame Operating Article Type Packing 
  size voltage No.

Undervoltage releases

• Opens the breaker (remote OFF coil) when the voltage drops or power is off to prevent the load from damage caused by under-
voltage

• Instantaneous and delayed types
• The delayed releases are used to eliminate circuit-breaker unwanted tripping during short time voltage drops
• Versions for separately mounting as well as premounted

WEC

LEC

NEC

Premounted A16 4 CO 112396 +AX 11 44 1 set
Premounted A16 6 CO 112397 +AX 11 66 1 set
Premounted A25/32/40 4 CO 112400 +AX 12 44 1 set
Premounted A25/32/40 6 CO 112401 +AX 12 66 1 set

Separately orderable A16 4 CO 112398 AX 11 44 1 set
Separately orderable A16 6 CO 112399 AX 11 66 1 set
Separately orderable A25/32/40 4 CO 112402 AX 12 44 1 set
Separately orderable A25/32/40 6 CO 112403 AX 12 66 1 set

Version For frame Contacts Article Type  Packing 
 size   No.

Auxiliary contacts

• Used for monitoring the ON/OFF status of circuit breaker
• Connection wires to auxiliary terminals in the scope of delivery
• Versions with 4 CO and 6 CO
• Versions for separately mounting as well as premounted
• Can be used also for time limiting of control signal for AX, XF and SHT

WEC

LEC

NEC

Alarm contacts

• In the scope of delivery of a breaker, function of all type tripping unit SU
• 1 CO contact
• Connected to secondary terminals #3, 4, 5

Functional accessories for Ex9A and Ex9ASD
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)  
FUNCTIONAL ACCESSORIES FOR EX9A AND EX9ASD

• The electric motor charges the spring mechanism automatically if necessary
• Versions for separately mounting as well as premounted
• Mechanical charging handle can be used when maintaining or without power supply
• Equipped with a limit switch contact which signals that spring is charged

• Indicate position of the breaker - connected, test, disconnected
• For withdrawable type devices only
• 3 CO contacts, one contact for each ACB position
• Connected to secondary terminals #58, 59, 60 (Connected), #61, 62, 63 (Test), #64, 65, 66 (Disconnected)
• Premounted version only - in the scope of delivery there are additional secondary terminals #58-66

MOTOR OPERATORS

POSITION INDICATORS

Code Version For Frame size Operating voltage Type

112455 Premounted A16 380-415 V AC +MD 11 AC380-415V
112454 Premounted A16 230 V AC/220 V DC +MD 11 AC230/DC220
112456 Premounted A16 110 V AC/DC +MD 11 AC/DC110V
113605 Premounted A16 48 V DC +MD 11 DC48V
113785 Premounted A16 24 V DC +MD 11 DC24V
112461 Premounted A25 380-415 V AC +MD 12 AC380-415V
112460 Premounted A25 230 V AC/220 V DC +MD 12 AC230/DC220V
112462 Premounted A25 110 V DC +MD 12 DC110V
112467 Premounted A32/40 380-415 V AC +MD 13 AC380-415V
112466 Premounted A32/40 230 V AC/220 V DC +MD 13 AC230/DC220V
112468 Premounted A32/40 110 V AC/DC +MD 13 AC/DC110V

112458 Separately orderable A16 380-415 V AC MD 11 AC380-415V
112457 Separately orderable A16 230 V AC/220 V DC MD 11 AC230/DC220
112459 Separately orderable A16 110 V AC/DC MD 11 AC/DC110V
113606 Separately orderable A16 48 V DC MD 11 DC48V
113786 Separately orderable A16 24 V DC MD 11 DC24V
112464 Separately orderable A25 380-415 V AC MD 12 AC380-415V
112463 Separately orderable A25 230 V AC/220 V DC MD 12 AC230/DC220V
112465 Separately orderable A25 110 V DC MD 12 DC110V
112470 Separately orderable A32/40 380-415 V AC MD 13 AC380-415V
112469 Separately orderable A32/40 230 V AC/220 V DC MD 13 AC230/DC220V
112471 Separately orderable A32/40 110 V AC/DC MD 13 AC/DC110V

Code Version For Frame size Type

112507 Premounted A16 +EF 11
112508 Premounted A25/32/40 +EF 12
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Premounted A16 380-415 V AC 112455 +MD 11 AC380-415V 1
Premounted A16 230 V AC/220 V DC 112454 +MD 11 AC230/DC220 1
Premounted A16 110 V AC/DC 112456 +MD 11 AC/DC110V 1
Premounted A16 48 V DC 113605 +MD 11 DC48V 1
Premounted A16 24 V DC 113785 +MD 11 DC24V 1
Premounted A25 380-415 V AC 112461 +MD 12 AC380-415V 1
Premounted A25 230 V AC/220 V DC 112460 +MD 12 AC230/DC220V 1
Premounted A25 110 V DC 112462 +MD 12 DC110V 1
Premounted A32/40 380-415 V AC 112467 +MD 13 AC380-415V 1
Premounted A32/40 230 V AC/220 V DC 112466 +MD 13 AC230/DC220V 1
Premounted A32/40 110 V AC/DC 112468 +MD 13 AC/DC110V 1

Separately orderable A16 380-415 V AC 112458 MD 11 AC380-415V 1
Separately orderable A16 230 V AC/220 V DC 112457 MD 11 AC230/DC220 1
Separately orderable A16 110 V AC/DC 112459 MD 11 AC/DC110V 1
Separately orderable A16 48 V DC 113606 MD 11 DC48V 1
Separately orderable A16 24 V DC 113786 MD 11 DC24V 1
Separately orderable A25 380-415 V AC 112464 MD 12 AC380-415V 1
Separately orderable A25 230 V AC/220 V DC 112463 MD 12 AC230/DC220V 1
Separately orderable A25 110 V DC 112465 MD 12 DC110V 1
Separately orderable A32/40 380-415 V AC 112470 MD 13 AC380-415V 1
Separately orderable A32/40 230 V AC/220 V DC 112469 MD 13 AC230/DC220V 1
Separately orderable A32/40 110 V AC/DC 112471 MD 13 AC/DC110V 1

Version For frame Operating Article Type Packing 
 size voltage  No.

Motor operators

• The electric motor charges the spring mechanism automatically if necessary
• Versions for separately mounting as well as premounted
• Mechanical charging handle can be used when maintaining or without power supply
• Equipped with a limit switch contact which signals that spring is charged

Premounted A16   112507 +EF 11  1
Premounted A25/32/40  112508 +EF 12  1

Version For frame  Article Type   Packing 
size    No.

Position indicators

• Indicate position of the breaker - connected, test, disconnected
• For withdrawable type devices only
• 3 CO contacts, one contact for each ACB position
• Connected to secondary terminals #58, 59, 60 (Connected), #61, 62, 63 (Test), #64, 65, 66 (Disconnected)
• Premounted version only - in the scope of delivery there are additional secondary terminals #58-66

Functional accessories for Ex9A and Ex9ASD
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Premounted A16 380-415 V AC 112455 +MD 11 AC380-415V 1
Premounted A16 230 V AC/220 V DC 112454 +MD 11 AC230/DC220 1
Premounted A16 110 V AC/DC 112456 +MD 11 AC/DC110V 1
Premounted A16 48 V DC 113605 +MD 11 DC48V 1
Premounted A16 24 V DC 113785 +MD 11 DC24V 1
Premounted A25 380-415 V AC 112461 +MD 12 AC380-415V 1
Premounted A25 230 V AC/220 V DC 112460 +MD 12 AC230/DC220V 1
Premounted A25 110 V DC 112462 +MD 12 DC110V 1
Premounted A32/40 380-415 V AC 112467 +MD 13 AC380-415V 1
Premounted A32/40 230 V AC/220 V DC 112466 +MD 13 AC230/DC220V 1
Premounted A32/40 110 V AC/DC 112468 +MD 13 AC/DC110V 1

Separately orderable A16 380-415 V AC 112458 MD 11 AC380-415V 1
Separately orderable A16 230 V AC/220 V DC 112457 MD 11 AC230/DC220 1
Separately orderable A16 110 V AC/DC 112459 MD 11 AC/DC110V 1
Separately orderable A16 48 V DC 113606 MD 11 DC48V 1
Separately orderable A16 24 V DC 113786 MD 11 DC24V 1
Separately orderable A25 380-415 V AC 112464 MD 12 AC380-415V 1
Separately orderable A25 230 V AC/220 V DC 112463 MD 12 AC230/DC220V 1
Separately orderable A25 110 V DC 112465 MD 12 DC110V 1
Separately orderable A32/40 380-415 V AC 112470 MD 13 AC380-415V 1
Separately orderable A32/40 230 V AC/220 V DC 112469 MD 13 AC230/DC220V 1
Separately orderable A32/40 110 V AC/DC 112471 MD 13 AC/DC110V 1

Version For frame Operating Article Type Packing 
 size voltage  No.

Motor operators

• The electric motor charges the spring mechanism automatically if necessary
• Versions for separately mounting as well as premounted
• Mechanical charging handle can be used when maintaining or without power supply
• Equipped with a limit switch contact which signals that spring is charged

Premounted A16   112507 +EF 11  1
Premounted A25/32/40  112508 +EF 12  1

Version For frame  Article Type   Packing 
size    No.

Position indicators

• Indicate position of the breaker - connected, test, disconnected
• For withdrawable type devices only
• 3 CO contacts, one contact for each ACB position
• Connected to secondary terminals #58, 59, 60 (Connected), #61, 62, 63 (Test), #64, 65, 66 (Disconnected)
• Premounted version only - in the scope of delivery there are additional secondary terminals #58-66

Functional accessories for Ex9A and Ex9ASD
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)  
FUNCTIONAL ACCESSORIES FOR EX9A AND EX9ASD

• The cover prevents access to control push button of the breaker
• Premounted version only
• Scope of delivery: Lockable cover (lock with key is not a part of delivery)

• Block a breaker in OFF position to ensure the breaker cannot be closed
• Premounted version only
• One circuit breaker is provided with one lock and one key
• Two circuit breakers are provided with two locks and one key (necessary to mark in order)
• Three circuit breakers are provided with three locks and two keys (necessary to mark in order)

PUSH BUTTON LOCK DEVICES

OFF POSITION KEYLOCKS

Code Version For Frame size Type

112509 Premounted A16 +VBP 11
112510 Premounted A25/32/40 +VBP 12

Code Number of ACBs to share the same key For Frame size Type

112472 1 A16 +KLK 11 1L1K
112473 2 A16 +KLK 11 2L1K
112474 3 A16 +KLK 11 3L2K
112475 1 A25/32/40 +KLK 12 1L1K
112476 2 A25/32/40 +KLK 12 2L1K
112477 3 A25/32/40 +KLK 12 3L2K
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Version   For frame  Article Type  Packing 
  size  No.

Pushbutton lock devices

Premounted A16  112509 +VBP 11 1
Premounted  A25/32/40  112510 +VBP 12 1

• The cover prevents access to control push button of the breaker
• Premounted version only
• Scope of delivery: Lockable cover (lock with key is not a part of delivery)

WEC

LEC

NEC

1 A16  112472 +KLK 11 1L1K 1 set
2 A16  112473 +KLK 11 2L1K 1 set
3 A16  112474 +KLK 11 3L2K 1 set
1 A25/32/40  112475 +KLK 12 1L1K 1 set
2 A25/32/40  112476 +KLK 12 2L1K 1 set
3 A25/32/40  112477 +KLK 12 3L2K 1 set

Number of ACBs For frame  Article Type Packing 
to share the same key size  No.

OFF position keylocks

• Block a breaker in OFF position to ensure the breaker cannot be closed
• Premounted version only
• One circuit breaker is provided with one lock and one key 

Two circuit breakers are provided with two locks and one key (necessary to mark in order) 
Three circuit breakers are provided with three locks and two keys (necessary to mark in order)

WEC

LEC

NEC

Functional accessories for Ex9A and Ex9ASD
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Version   For frame  Article Type  Packing 
  size  No.

Pushbutton lock devices

Premounted A16  112509 +VBP 11 1
Premounted  A25/32/40  112510 +VBP 12 1

• The cover prevents access to control push button of the breaker
• Premounted version only
• Scope of delivery: Lockable cover (lock with key is not a part of delivery)

WEC

LEC

NEC

1 A16  112472 +KLK 11 1L1K 1 set
2 A16  112473 +KLK 11 2L1K 1 set
3 A16  112474 +KLK 11 3L2K 1 set
1 A25/32/40  112475 +KLK 12 1L1K 1 set
2 A25/32/40  112476 +KLK 12 2L1K 1 set
3 A25/32/40  112477 +KLK 12 3L2K 1 set

Number of ACBs For frame  Article Type Packing 
to share the same key size  No.

OFF position keylocks

• Block a breaker in OFF position to ensure the breaker cannot be closed
• Premounted version only
• One circuit breaker is provided with one lock and one key 

Two circuit breakers are provided with two locks and one key (necessary to mark in order) 
Three circuit breakers are provided with three locks and two keys (necessary to mark in order)

WEC

LEC

NEC

Functional accessories for Ex9A and Ex9ASD

The accessories listed in this section has the purpose of easing the 
installation process and improving the interconnectivity of the air 
circuit breaker or air switch disconnectors with the installation 
conductors. It is important to notice that the terminals of the 
breakers with bigger nominal currents (2900 — 4000 A) are not 
symmetrical, and for these same circuit breakers the vertical and 
horizontal type of terminals are different. For further information of 
the interconnection characteristics, type of terminals and other 
accessories please observe the air circuit breakers manual or 
communicate with our technical department for additional support.
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Installation accessories for Ex9A and Ex9ASD

 ■ Premounted terminals orientation

 ■ Spare connection terminals (Horizontal)

 ■ Spare connection terminals (Vertical)

 ■ Connection terminals with spreaders

 ■ Phase barriers

 ■ Spare door frame

 ■ Mechanical interlocks

Certification marks

The accessories listed in this section has the purpose of easing the installation process and improving the 
interconnectivity of the air circuit breaker or air switch disconnectors with the installation conductors.

It is important to notice that the terminals of the breakers with bigger nominal currents (2900 — 4000 A) are 
not symmetrical, and for these same circuit breakers the vertical and horizontal type of terminals are different. 

For further information of the interconnection characteristics, type of terminals and other accessories please 
observe the air circuit breakers manual or communicate with our technical department for additional support.  

• Premounted terminals orientation
• Spare connection terminals (Horizontal)
• Spare connection terminals (Vertical)
• Connection terminals with spreaders
• Phase barriers
• Spare door frame
• Mechanical interlocks

INSTALLATION DEVICES 
- INSTALLATION ACCESSORIES FOR EX9A AND EX9ASD
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)  
INSTALLATION ACCESSORIES FOR EX9A AND EX9ASD

MAIN TERMINALS DISTRIBUTION BY FRAME SIZE, CURRENT AND TYPE (EX9A16 AND EX9A25)
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Installation accessories for Ex9A and Ex9ASD

A16/25/32/40  113796 +VCP  1

For frame  Article No. Type   Packing

Vertically premounted main terminals
• Defines vertical orientation of pre-mounted main terminals (as default in horizontal position)

• Fields with the same color indicates that the same type of terminal is used.
• Merged fields use the same type of terminals.
• The information of the table is valid for both 3P and 4P versions
• The default orientation of the terminals is horizontal position, please preorder the item +VCP toguether with the ACB to receive 

the vertical type of terminals instead.

Type In

Fixed Withdrawable
Horizontal (default) Vertical (+VCP) Horizontal (default) Vertical (+VCP)

Ex
9A

16

16
00

 A

Ex
9A

25

20
00

 A
25

00
 A

Main terminals distribution by frame size, current and type (Ex9A16 and Ex9A25)

• Fields with the same color indicates that the same type of terminal is used
• Merged fields use the same type of terminals
• The information of the table is valid for both 3P and 4P versions
• The default orientation of the terminals is horizontal position, please preorder the item +VCP together with the ACB to receive  

the vertical type of terminals instead.

• Defines vertical orientation of pre-mounted main terminals (as default in horizontal position)

VERTICALLY PREMOUNTED MAIN TERMINALS

Code For Frame Type

113796 A16/25/32/40 +VCP
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INSTALLATION DEVICES - AIR CIRCUIT BREAKERS (ACB's)  
ACCESSORIES FOR EX9A AND EX9ASD

MAIN TERMINALS DISTRIBUTION BY FRAME SIZE, CURRENT AND TYPE (EX9A32 AND EX9A40)
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Installation accessories for Ex9A and Ex9ASD

A16/25/32/40  113796 +VCP  1

For frame  Article No. Type   Packing

Vertically premounted main terminals
• Defines vertical orientation of pre-mounted main terminals (as default in horizontal position)

• Fields with the same color indicates that the same type of terminal is used.
• Merged fields use the same type of terminals.
• The information of the table is valid for both 3P and 4P versions
• The default orientation of the terminals is horizontal position, please preorder the item +VCP toguether with the ACB to receive 

the vertical type of terminals instead.

Type In

Fixed Withdrawable
Horizontal (default) Vertical (+VCP) Horizontal (default) Vertical (+VCP)

Ex
9A

32

25
00

 A
32

00
 A

Ex
9A

40

32
00

 A
40

00
 A

Main terminals distribution by frame size, current and type (Ex9A32 and Ex9A40)

• Fields with the same color indicates that the same type of terminal is used
• Merged fields use the same type of terminals
• The information of the table is valid for both 3P and 4P versions
• The default orientation of the terminals is horizontal position, please preorder the item +VCP together with the ACB to receive the 

vertical type of terminals instead.

• Defines vertical orientation of pre-mounted main terminals (as default in horizontal position)

VERTICALLY PREMOUNTED MAIN TERMINALS

Code For Frame Type

113796 A16/25/32/40 +VCP
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• Contactors according to IEC / EN 60947-4-1
• Four frame sizes with rated current
• up to 100 A at 400 V AC-3
• 3 Pole versions
• Coil control voltage 24 — 415 V AC
• Rated conditional short circuit current Iq = 50 kA
• Suitable mainly for industrial applications, can be used also for  

domestic ones
• Mounting onto device rail (DIN) 35 or 75 mm (frame sizes 65 and 100) 

or onto panel

Ex9C contactors are intended for various applications including heavy  
industrial ones. Splitting into four frame sizes brings optimization of  
electrical parameters and mechanical dimensions. All these frame sizes 
share accessory auxiliary contacts. Overload relays Ex9R differ with the 
frame sizes in order to fit respective contactor of given rated current.

Frame size 18 contains contactors with rated currents AC-3 9, 12 and 18 A 
at 400 V. Size 38 consists of rated currents 25, 32, 38 A. Version 65 is 
split into currents 40, 50 and 65 A. Finally frame size 100 is covered 
with rated currents 80 and 100 A.

Ex9 C 09 11 3P  230V

Product
family

Frame size 18
Rated currents 

9, 12, 18 A

Frame size 38
Rated currents 

25, 32, 38 A

Frame size 65
Rated currents 

40, 50, 65 A

Frame size 100
Rated currents

80, 100 A

Product
Rated 

current 
AC-3 400 V

Built-in 
auxiliary 
contacts

Poles
(main 

contacts)

Coil 
control 
voltage

Ex9 C

9, 12, 18, 
25, 32, 38, 
40, 50, 65,
80, 100 A

11: 
1NO+1NC

22: 
2NO+2NC

3P 24 - 415 V 
AC

Type Key

INSTALLATION DEVICES - CONTACTORS
EX9C UP TO 100 A
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INSTALLATION DEVICES - CONTACTORS
EX9C UP TO 100 A

Ex9CS CONTACTORS
Bringing excellent electric parameters in the form of a very compact device. These contactors can be used for both industrial as well as 
domestic applications. Thermal current and AC-1 load 20 A at 690 V AC allows switching of resistive loads with maximum currents for 
domestic applications. Thanks to compact dimensions, Ex9CS contactors are the ideal solution for space limited installations. 
Contactors are offered as 3 and 4 Pole versions and as a 4 Pole version with main contacts configuration 2 normally open and 2 normally 
closed (4P/22).

• Standard version of contactor      
• Mounting onto device (DIN) rail 35 mm or onto panel       
• Front-mounted auxiliary contacts AX42.. as well as side-mounted ones AX43 can be used     
• Can be combined with overload relays Ex9R38 

CONTACTORS Ex9C, Frame Size 185/300 
• Mounting onto panel with screws       
• Front-mounted auxiliary contacts AX42.. as well as side-mounted ones AX44.. can be used     
• AC and DC control voltage      
• Minimized power consumption of coil       
• DC coil technology - no humming noise      
• Can be combined with overload relays Ex9R185

Code Rating Voltage Frame Poles Aux Contact

101105 9 A 220V AC 18 3 1 NO + 1NC 
101107 9 A 110V AC 18 3 1 NO + 1NC 
101111 9 A 24V AC 18 3 1 NO + 1NC 
101129 12 A 220V AC 18 3 1 NO + 1NC 
101131 12 A 110V AC 18 3 1 NO + 1NC 
101135 12 A 24V AC 18 3 1 NO + 1NC 
101153 18 A 220V AC 18 3 1 NO + 1NC 
101155 18 A 110V AC 18 3 1 NO + 1NC 
101159 18 A 24V AC 18 3 1 NO + 1NC 
101177 25 A 220V AC 38 3 1 NO + 1NC 
101179 25 A 110V AC 38 3 1 NO + 1NC 
101183 25 A 24V AC 38 3 1 NO + 1NC 
101201 32 A 220V AC 38 3 1 NO + 1NC 
101203 32 A 110V AC 38 3 1 NO + 1NC 
101207 32 A 24V AC 38 3 1 NO + 1NC 
101249 40 A 220V AC 65 3 1 NO + 1NC 
101251 40 A 110V AC 65 3 1 NO + 1NC 
101255 40A 24V AC 65 3 1 NO + 1NC 

Code Rating Voltage Frame Poles Aux Contact

106220 115 A 220V AC/DC 185 3 Pole 2NO+2NC 
106222 115 A 110V AC/DC 185 3 Pole 2NO+2NC
106217 115 A 24V AC/DC 185 3 Pole 2NO+2NC 
106232 150 A 220V AC/DC 185 3 Pole 2NO+2NC
106234 150 A 110V AC/DC 185 3 Pole 2NO+2NC 
106229 150 A 24V AC/DC 185 3 Pole 2NO+2NC
106244 185 A 220V AC/DC 185 3 Pole 2NO+2NC 
106246 185A 110V AC/DC 185 3 Pole 2NO+2NC
106241 185 A 24V AC/DC 185 3 Pole 2NO+2NC 
106256 225 A 220V AC/DC 300 3 Pole 2NO+2NC 
106258 225 A 110V AC/DC 300 3 Pole 2NO+2NC
106253 225 A 24V AC/DC 300 3 Pole 2NO+2NC 

EX9C Frame Size, 18,38,65

EX9C Frame Size, 18,38,65
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Code Suitable for Contacts Type

101284 Ex9C, Ex9CR 2 NC AX4202 
101285 Ex9C, Ex9CR 1 NO + 1 NC AX4211
101286 Ex9C, Ex9CR 2 NO AX4220
101287 Ex9C, Ex9CR 4 NC AX4204
101288 Ex9C, Ex9CR 1 NO + 3 NC AX4213
101289 Ex9C, Ex9CR 2 NO + 2 NC AX4222
101290 Ex9C, Ex9CR 3 NO + 1 NC AX4231
101291 Ex9C, Ex9CR 4 NO AX4240

Code Current Range Frame Size Poles  Aux Contacts

101371 2.5 - 4 A 18 (09, 12, 18), 38 (25, 32, 38) 3 1 NO + 1 NC 
101372 4 - 6 A 18 (09, 12, 18), 38 (25, 32, 38) 3 1 NO + 1 NC
101373 5.5 - 8 A 18 (09, 12, 18), 38 (25, 32, 38) 3 1 NO + 1 NC
101374 7 - 10 A 18 (09, 12, 18), 38 (25, 32, 38) 3 1 NO + 1 NC
101375 9 - 13 A 18 (09, 12, 18), 38 (25, 32, 38) 3 1 NO + 1 NC
101376 12 - 18 A 18 (09, 12, 18), 38 (25, 32, 38) 3 1 NO + 1 NC
101377 16 - 24 A 18 (09, 12, 18), 38 (25, 32, 38) 3 1 NO + 1 NC
101378 23 - 32 A 18 (09, 12, 18), 38 (25, 32, 38) 3 1 NO + 1 NC
101379 30 - 38 A 18 (09, 12, 18), 38 (25, 32, 38) 3 1 NO + 1 NC

Code Suitable for Contacts

101292
Ex9CS,Ex9Ci
Ex9CR,Ex9CRi

1 NO + 1 NC 

INSTALLATION DEVICES - ACCESSORIES FOR CONTACTORS
EX9C 

AUXILIARY CONTACTS FOR MINIATURE CONTACTORS, FRONT-MOUNTED 
• Auxiliary contacts for contactors line Ex9C, Ex9CR up to 500 A
• For subsequent mounting
• Front-mounted version 
• 1 unit or TDD4 unit can be used with a contactor
• Do not limit the possibility of installing overload thermal relays Ex9R       

 

OVERLOAD THERMAL RELAYS Ex9R FRAME SIZE 38
• Overload thermal relays
• For direct mounting onto Contactors Ex9C18(i) and Ex9C38(i) (with included spacer)
• Stand-alone device for mounting onto device (DIN) rail 35 mm by means of combination with adaptor AD52
• Automatic and manual reset function
• Tripping class 10A            

  

SIDE MOUNTED AUXILIARY CONTACTS
• Auxiliary contacts for contactors line Ex9C, Ex9Ci, Ex9CR and Ex9CRi     
• For subsequent mounting     
• Side-mounted version     
• 1 unit can be used with a contactor at the left, another unit at the right     
• Do not limit a possibility to install overload relays Ex9R38, Ex9R100 
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INSTALLATION DEVICES - ACCESSORIES FOR CONTACTORS
EX9C 

Code Current Range Frame Size Poles  Aux Contacts

101380 23-32A 65(40,50,65) 100(80,100) 3 1 NO + 1NC 
101381 30-40A 65(40,50,65) 100(80,100) 3 1 NO + 1NC 
101382 37-50A 65(40,50,65) 100(80,100) 3 1 NO + 1NC 
101383 48-65A 65(40,50,65) 100(80,100) 3 1 NO + 1NC 
101384 55-70A 65(40,50,65) 100(80,100) 3 1 NO + 1NC 
101385 63-80A 65(40,50,65) 100(80,100) 3 1 NO + 1NC 
101386 80-100A 65(40,50,65) 100(80,100) 3 1 NO + 1NC 

Code Current Range Frame Size Poles Aux Contacts

106326 80 - 115 A 185 (115, 165, 185) 3P 1 NO + 1 NC 
106327 110 - 150 A 185 (115, 165, 185) 3P 1 NO + 1 NC
106328 140 - 185 A 185 (115, 165, 185) 3P 1 NO + 1 NC

Code Current Range Frame Size Poles Aux Contacts

106329 160 - 225 A 300 (225, 265, 300) 500 (400, 500) 3P 1 NO + 1 NC 
106330 210 - 300 A 300 (225, 265, 300) 500 (400, 500) 3P 1 NO + 1 NC
106331 280 - 400 A 300 (225, 265, 300) 500 (400, 500) 3P 1 NO + 1 NC
106332 380 - 500 A 300 (225, 265, 300) 500 (400, 500) 3P 1 NO + 1 NC

OVERLOAD RELAYS EX9R FRAME SIZE 100     
• Overload thermal relays         
• For direct mounting onto Contactors Ex9C65 to Ex9C100 (with included spacer)
• Stand-alone device for mounting onto device (DIN) rail 35 mm by means of combination with adaptor AD53
• Automatic and manual reset function         
• Tripping class 10A

FRAME SIZE 185
• Overload thermal relays
• For direct mounting onto Ex9C115-185 contactors
• Stand-alone device for mounting onto panel by means of combination with adaptor AD54
• Automatic and manual reset function
• Tripping class 10A

FRAME SIZE 500
• Overload thermal relays
• For direct mounting onto Ex9C225-500 contactors
• Stand-alone device for mounting onto panel by means of combination with adaptor AD55
• Automatic and manual reset function
• Tripping class 10A
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Applications 

CTU (CENTRAL TEST UNIT) 
TESTING OF EMERGENCY LIGHTING CIRCUITS 
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Product No. 733-10-000 
Timing Scale T1 Time 30 Min. T1 Time 3 Hrs. 
Supply Voltage 240 VAC 50/60Hz Other voltages available on request 
Current Consumption 4mA Max. Timing Temp. Coefficient + or – 0.005% °C 
Operating Temp. -10 to +60°C Scale Accuracy + or -10% 

  Reset/ Test Manual Touch Switch 
Switch Capacity 1 Amp. Printed Circuit Board UL 94V0 
Inrush Current 10 Amps for 10mSec Repeat Accuracy + or – 1% 
Switching Holding Voltage 400V Indicators LED’s to indicate phases 
Duty Cycles 100% Design Standard VDE 0110C 
Input Screw Clamp Terminals Output Screw Clamp Terminals 

 
FOR FURTHER INFORMATION CONTACT US BY EMAIL SALES@RFE.IE OR CALL 01 4659010 

RFE, UNIT 19 OAK ROAD BUSINESS PARK, WESTERN INDUSTRIAL ESTATE, DUBLIN 12 
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Output Switch 
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    CTU (CENTRAL TEST UNIT) 
PANEL MOUNTED TIMER (733 SERIES) 

 

 

INSTALLATION DEVICES - CTU 
(CENTRAL TEST UNIT OF EMERGENCY LIGHTING) - DIN RAIL MOUNTED 

CTU (CENTRAL TEST UNIT) PANEL MOUNTED TIMER (733 SERIES) 
Application: Testing of Emergency Lighting       
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Product No. 733-10-000

Timing Scale
Supply Voltage

Timing Temp. Coefficient

Printed Circuit Board

Current Consumption
Scale Accuracy

Repeat Accuracy

Design Standard

Operating Temp.
Reset / Test

Indicators

Output

Switch Capacity
Inrush Current
Switching Holding Voltage
Duty Cycles
Input

T1 Time 30 Min.
240 VAC 50/60Hz
4mA Max. + or – 0.005% °C
-10 to +60°C + or -10%

Manual Touch Switch
1 Amp. UL 94V0
10 Amps for 10mSec + or – 1%
400V LED’s to indicate phases
100% VDE 0110C
Screw Clamp Terminals Screw Clamp Terminals

Other voltages available on request
3 Hrs.T1 Time

Every effort has been taken to ensure the accuracy of this 
specification. However in order to maintain our 
technological lead we are continuously improving our 
products which could, without notice result in 
amendments or omissions to this specification. 
We cannot accept responsibility for damage, injury, loss 
or expenses resulting therein.

Status LED's

Output Switch

Manual Test
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SWITCHGEAR - LOAD BREAK SWITCH LBS

LBS-DH3200/B (CO)

 Ability to connect auxiliary contacts

Terminal covers provide protection against accidental 
contact and phase separation of the switch, while 

perforated holes allow temperature monitoring of the 
contacts without removing the covers

 The use of glass fibre reinforced polyester provides 
high mechanical and temperature resistance of the 

LBS load disconnector enclosure 

Possibility to lock the handle with a padlock
Load disconnectors up to 630A are 
supplied with screws for connection

Position indicator for 
circuit breaker power 

contacts

Position of the handle indicates 
the status of the contact group



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie80 SECTION  2

SWITCHGEAR - LOAD BREAK SWITCH LBS

• LBS is manually operated 3 pole or 4 pole load break switch in range 160- 3200A.      
• It makes and breaks under load conditions and provides safety isolation.      
• LBS is designed for 415 VAC and DC low voltage electrical circuits. LBS switches have been designed,     

qualified and tested according to the criteria defined by standard IEC 60947-3.       
  

SWITCHGEAR - LOAD BREAK SWITCHES LBS 

ACCESSORIES

Code Type Amp Pole No.

004661450 LBS 160 3P 160 3
004661451 LBS 250 3P 250 3
004661452 LBS 400 3P 400 3
004661453 LBS 630 3P 630 3
004661454 LBS 800 3P 800 3
004661455 LBS 1000 3P 1000 3
004661456 LBS 1250 3P 1250 3
004661457 LBS 1600 3P 1600 3
004661458 LBS 2000 3P 2000 3
004661459 LBS 2500 3P 2500 3
004661460 LBS 3200 3P 3200 3
004661461 LBS 160 4P 160 4
004661462 LBS 250 4P 250 4
004661463 LBS 400 4P 400 4
004661464 LBS 630 4P 630 4
004661465 LBS 800 4P 800 4
004661466 LBS 1250 4P 1250 4
004661467 LBS 1600 4P 1600 4
004661468 LBS 2500 4P 2500 4
004661469 LBS 3200 4P 3200 4

Code Type Description For use with

004661480 LBS-DH160/B Direct handle for direct operation, black LBS 160A
004661481 LBS-DH630/B Direct handle for direct operation, black LBS 250-630A
004661482 LBS-DH3200/B (CO) Direct handle for direct operation, black LBS 800-3200A
004661483 LBS-EH630/G...400/G FLBS Door interlocked handle IP65 (shaft not included). Grey front LBS 160-630A
004661484 LBS-EH1600/G Door interlocked handle IP65 (shaft not included). Grey front LBS 800-1600A
004661485 LBS-EH3200/BL Door interlocked handle IP65 (shaft not included). Blue front LBS 2000-3200A
004661486 LBS-EH630/YR Door interlocked handle, red front LBS 160-630A
004661487 LBS-EH1600/YR Door interlocked handle, red front LBS 800-1600A
004661488 LBS-EH3200/YR Door interlocked handle, red front LBS 2000-3200A
004661489 LBS-GC (CLBS-EH125/01) Guiding cone LBS-EH630-3200
004661490 LBS-S200/630 (CO).../400 FLBS Shaft, 200mm, 10x10mm LBS-EH630A
004661491 LBS-S200/1600 (CO) Shaft, 200mm, 15x12mm LBS-EH1600A 3
004661492 LBS-S200/3200 (CO) Shaft, 200mm, 15x15mm LBS-EH3200A
004661493 LBS-S320/630 (CO).../400 FLBS Shaft, 200mm, 10x10mm LBS-EH630A
004661494 LBS-S320/1600 (CO) Shaft, 200mm, 15x12mm LBS-EH1600A
004661495 LBS-S320/3200 (CO) Shaft, 200mm, 15x15mm LBS-EH3200A
004661496 LBS-S500/630 (CO).../400 FLBS Shaft, 200mm, 10x10mm LBS-EH630A
004661497 LBS-S400/1600(CO) Shaft, 200mm, 15x12mm LBS-EH1600A
004661498 LBS-S450/3200(CO) Shaft, 200mm, 15x15mm LBS-EH3200A
004661499 LBS-PS11 Auxiliar contact (CO) LBS 160-3200A
004661500 LBS-TS160 3P (CO) Terminal shrouds, 3P LBS 160A 3P
004661501 LBS-TS250 3P (CO) Terminal shrouds, 3P LBS 250A 3P
004661502 LBS-TS630 3P (CO) Terminal shrouds, 3P LBS 400-630A 3P
004661503 LBS-TS1250 3P Terminal shrouds, 3P LBS 800-1250A 3P
004661504 LBS-TS1600 3P Terminal shrouds, 3P LBS 1600A 3P
004661505 LBS-TS3200 3P Terminal shrouds, 3P LBS 2000-3200A 3P
004661506 LBS-TS4P/160 (CO) Terminal shrouds, 4P LBS 160A 4P
004661507 LBS-TS4P/250 (CO) Terminal shrouds, 4P LBS 250A 4P
004661508 LBS-TS4P/630 (CO) Terminal shrouds, 4P LBS 400-630A 4P
004661509 LBS-TS4P/1250 Terminal shrouds, 4P LBS 800-1250A 4P
004661510 LBS-TS4P/1600 Terminal shrouds, 4P LBS 1600A 4P
004661511 LBS-TS4P/3200 Terminal shrouds, 4P LBS 2000-3200A 4P
004661918 LBS-2PS11 2nd auxiliary contact (CO) LBS 160-3200A

* LBS body (no handle included)
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SWITCHGEAR - COMPACT LOAD BREAK SWITCH CLBS

 Possibility of direct, 
remote front and side 

control

Special type of mounting on 
the TH 35 busbar (no tools 
required)

Compact load break 
switch CLBS 100-125A 

have sealing option 
terminal covers

Possibility of self-assembly of 1-0-2 load disconnectors using 
two CLBS load disconnectors and CLBS-CK conversion kit.

 Handle position in load-
break switches indicates the 
status of the contact group

Load disconnectors/switches have the option of 
installing optional accessories, such as

Terminal covers provide protection against accidental 
contact and phase separation of the switch, while 

perforation allows temperature monitoring of the contacts 
without removing the covers

Protective earth 
module PE

Padlocking the handle

Additional pole, 
4th pole Auxiliary contact Neutral pole N



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie82 SECTION  2

Code Type Description For use with 

004661429 CLBS-TS40 1P Terminal shroud 1P 16-40A CLBS 16-40A
004661430 CLBS-TS80 1P Terminal shroud 1P 63-80A CLBS 63-80A
004661431 CLBS-TS125 1P Terminal shroud 1P 100-125A CLBS 100-125A
004661432 CLBS-4P/16 Additional pole, 4th pole CLBS-4P CLBS 16A 3P
004661433 CLBS-4P/25 Additional pole, 4th pole CLBS-4P CLBS 25A 3P
004661434 CLBS-4P/40 Additional pole, 4th pole CLBS-4P CLBS 40A 3P
004661435 CLBS-4P/63 Additional pole, 4th pole CLBS-4P CLBS 63A 3P
004661436 CLBS-4P/80 Additional pole, 4th pole CLBS-4P CLBS 80A 3P
004661437 CLBS-4P/100 Additional pole, 4th pole CLBS-4P CLBS 100 A 3P
004661438 CLBS-4P/125 Additional pole, 4th pole CLBS-4P CLBS 125 A 3P
004661439 CLBS-CK80 Change over kit (direct handle included) 1-0-2 2хCLBS 16-80A 3P
004661440 CLBS-CK125 Change over kit (direct handle included) 1-0-3 2хCLBS 100-125A 3P
004661441 CLBS-EH80/G CO Door interlocked front handle, grey front 1-0-2 CLBS-CK80
004661442 CLBS-EH125/G CO Door interlocked front handle, grey front 1-0-2 CLBS-CK125
004661443 CLBS-N/40 Solid neutral pole CLBS-N CLBS 16-40A 3P
004661444 CLBS-N/80 Solid neutral pole CLBS-N CLBS 63-80A 3P
004661445 CLBS-N/125 Solid neutral pole CLBS-N CLBS 100-125A 3P
004661446 CLBS-PE/40 Protective earth pole CLBS-PE CLBS 16-40A 3P
004661447 CLBS-PE/80 Protective earth pole CLBS-PE CLBS 63-80A 3P
004661448 CLBS-PE/125 Protective earth pole CLBS-PE CLBS 100-125A 3P
004661489 LBS-GC (CLBS-EH125/01) Guiding cone CLB-EH125/01
004661522 CLBS-CKI+II80 Change over kit, black handle 1-1+2-2 2хCLBS 16-80A 3P
004661523 CLBS-CKI+II125 Change over kit, black handle 1-1+2-2 2хCLBS 100-125A 3P
004661886 CLBSV-S200 Shaft, 200mm CLBS-EH125/G CO
004661887 CLBSV-S320 Shaft, 320mm CLBS-EH125/G CO

SWITCHGEAR - COMPACT LOAD BREAK SWITCH CLBS

• CLBS are manually operated and modular multipolar load break switches in range 16A-125A.   
• They make and break under load conditions and provide safety isolation for any low voltage circuit, particularly for machine  

control circuits.       
• Through the use of accessories, CLBS can be transformed into multipolar load break or 3/4 pole changeover switches.   
• CLBS change over switches provide on load changeover switching between two sources or two low voltage power circuits, as well as 

their safety isolation.      
• CLBS switches have been designed, qualified and tested according to the criteria defined by standard IEC 60947-3.   

            

SWITCHGEAR - COMPACT LOAD BREAK SWITCHES CLBS  

ACCESSORIES

Code Type Amp Pole No.

004661400 CLBS 16 3P 16 3
004661401 CLBS 25 3P 25 3
004661402 CLBS 40 3P 40 3
004661403 CLBS 63 3P 63 3
004661404 CLBS 80 3P 80 3
004661405 CLBS 100 3P 100 3
004661406 CLBS 125 3P 125 3
004661910 CLBSCD 63 3P 63 3
004661911 CLBSCD 100 3P 100 3

* CLBS body (no handle included)
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SWITCHGEAR - FUSE LOAD BREAK SWITCHES FLBS  

FLBS is manually operated 3 pole fuse combination switch in range 125 to 630A. It makes and breaks on load and provides safety  
isolation and protection against overcurrent for any low voltage electrical circuit. FLBS have been designed, qualified and tested  
according to the criteria defined by standards: IEC(EN) 60947-3, IEC 60269-1, IEC 60269-2.      
         

• Complete isolation of the fuse with double breaking per pole (top and bottom of fuse).
• Positive break indication.
• IP2X protection with terminal shrouds front panel.
• High breaking capacity. Protection against overloads and short circuits thanks to high breaking capacity fuses (100 kA rms).
• TEST position for testing control circuits without power using auxiliary contacts. In TEST position, the enclosure door can be opened.

• Motor load break.
• Protection of industrial cabinet.

FUSE LOAD BREAK SWITCH FLBS

ADVANTAGES

APPLICATIONS

Fuse Load Break Switch FLBS

Fuse Load Break Switch FLBS

Fuse Load Break Switch FLBS

Description
FBLS is manually operated 3 pole fuse combination switch in range 125 to 630A. 
It makes and breaks on load and provides safety isolation and protection against 
overcurrent for any low voltage electrical circuit. FLBS have been designed, quali-
fied and tested according to the criteria defined by standards: IEC(EN) 60947-3, 
IEC 60269-1, IEC 60269-2

Advantages
 �  Complete isolation of the fuse with double breaking per pole (top and bottom 

of fuse).
 � Positive break indication.
 � IP2X protection with terminal shrouds front panel.
 �  High breaking capacity. Protection against overloads and shortcircuits thanks to 

high breaking capacity fuses (100 kA rms).
 �  TEST position for testing control circuits without power using auxiliary contacts. 

In TEST position, the enclosure door can be opened.

Applications
 �  Motor load break.
 � Protection of industrial cabinet.
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Code Type Description For use with 

004661483 FLBS-EH630/G...400/G FLBS Door interlocked handle IP65, grey front FLBS 125 - 400A 3P
004661489 LBS-GC (CLBS-EH125/01) Guiding cone FLBS-EH630
004661490 FLBS-S200/630 (C0)...400 FLBS Shaft, 200mm, 10x10mm FLBS 125 - 400A 3P
004661493 FLBS-S320/630 (C0)...400 FLBS Shaft, 320mm, 10x10mm FLBS 125 - 400A 3P
004661496 FLBS-S500/630 (C0)...400 FLBS Shaft, 500mm, 10x10mm FLBS 125 - 400A 3P
004661820 FLBS-S200/630 Shaft, 200mm, 12x12mm FLBS 630A 3P
004661821 FLBS-S320/630 Shaft, 320mm, 12x12mm FLBS 630A 3P
004661822 FLBS-S500/630 Shaft, 500mm, 12x12mm FLBS 630A 3P
004661823 FLBS-EH630/G Door interlocked handle IP65, grey front FLBS 630A 3P
004661824 FLBS-DH400/B Direct handle for in front direct operation, black FLBS 125-400A 3P
004661825 FLBS-DH630/B Direct handle for in front direct operation, black FLBS 630A 3P
004661826 FLBS-PS10 Auxiliar contact, NO FLBS 125-630A
004661827 FLBS-PS01 Auxiliar contact, NC FLBS 125-630A
004661828 FLBS-TS160 3P 3 pole terminal shroud FLBS 125-160A 3P
004661829 FLBS-TS250 3 3 pole terminal shroud FLBS 250 3P
004661830 FLBS-TS630 3P 3 pole terminal shroud FLBS 630A 3P
004661831 FLBS-SH/400 Shaft holder shaft > 320mm
004661832 FLBS-TS400 3P 3 pole terminal shroud FLBS 400A 3P

SWITCHGEAR - FUSE LOAD BREAK SWITCHES FLBS  

• FLBS is manually operated 3 pole fuse combination switch in range 125 to 630A.      
• It makes and breaks on load and provides safety isolation and protection against overcurrent for any low voltage electrical circuit. 
• FLBS have been designed, qualified and tested according to the criteria defined by standards:     

IEC(EN) 60947-3, IEC 60269-1, IEC 60269-2           
         

SWITCHGEAR - FUSE LOAD BREAK SWITCHES FLBS  

ACCESSORIES

Code Type Amp Pole No. Fuse Size

004661800 FLBS 125 3P 125 3 NV/NH 00/00С
004661801 FLBS 160 3P 160 3 NV/NH 00/00С
004661802 FLBS 250 3P 250 3 NV/NH 1
004661803 FLBS 400 3P 400 3 NV/NH 2
004661804 FLBS 630 3P 630 3 NV/NH 3

* FLBS body (no handle included) 

Fuse Load Break Switch FLBS

Fuse Load Break Switch FLBS

Fuse Load Break Switch FLBS

Description
FBLS is manually operated 3 pole fuse combination switch in range 125 to 630A. 
It makes and breaks on load and provides safety isolation and protection against 
overcurrent for any low voltage electrical circuit. FLBS have been designed, quali-
fied and tested according to the criteria defined by standards: IEC(EN) 60947-3, 
IEC 60269-1, IEC 60269-2

Advantages
 �  Complete isolation of the fuse with double breaking per pole (top and bottom 

of fuse).
 � Positive break indication.
 � IP2X protection with terminal shrouds front panel.
 �  High breaking capacity. Protection against overloads and shortcircuits thanks to 

high breaking capacity fuses (100 kA rms).
 �  TEST position for testing control circuits without power using auxiliary contacts. 

In TEST position, the enclosure door can be opened.

Applications
 �  Motor load break.
 � Protection of industrial cabinet.
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GENERAL CHARACTERISTICS - High breaking capacity (AC 22 A - AC 23 A) and break contacts on each pole. Electrical and mechanical 
endurance resistant to damp and heat, IP20 degree of protection (with accessory) modular execution, basic mounting on 35 mm DIN rail 
and by screws to mounting plate, suitable for modular window 45 mm.

SD SWITCH DISCONNECTORS-DIN RAIL MOUNTED

Code Description Utilization Category at 400V A/C

19301 25 AMP 3P Isolator (SD1) 25 / AC23
19302 32 AMP 3P Isolator (SD1) 32 / AC23
19304 63 AMP 3P Isolator (SD1) 63 / AC22
19206 80 AMP 3P Isolator (SD2) 80 / AC23
19207 100 AMP 3P Isolator (SD2) 100 / AC23
19208 125 AMP 3P Isolator (SD2) 125 / AC22
19701 125 AMP 3P Isolator (SD3) 125 /AC23
19702 160 AMP 3P Isolator (SD3) 160 /AC23
19703 200 AMP 3P Isolator (SD3) 200 /AC22

Code Description

192063 80 AMP Din Rail Mounted 3 Pole SD2 W 104mm
192373 100 AMP Din Rail Mounted 4 Pole SD2 W 104mm
193043 63 AMP Din Rail Mounted 3 Pole SD1 W 73mm
197013 125 AMP Din Rail Mounted Switch 3 Pole SD3 W 131mm
197323 160 AMP Din Rail Mounted 4 Pole CO SD3 W 131mm

Code Description

19320 Switched 4th Pole for SD1 Isolator
19420 Solid Neutral for SD2
19451 Solid Neutral for SD3 125-200A
19429 Aux contact 1no 1nc SD1,2,3 screw
19425 Shroud for SD2 3pole
19453 Shroud for SD3 3pole
19534-200P Spare 200mm Steel shaft
19534-300P Spare 300mm Steel shaft
19460 Interlocked Door Handle Isolator SD1 SD2
19466 Interlocked Door Handle Isolator SD3
19462 Interlocked Door Handle Changeover SD2
19459 Interlocked Door Handle Changeover SD3

SWITCHGEAR - SD SWITCH DISCONNECTORS & ACCESSORIES

ACCESSORIES

CHANGE OVER SWITCHES 
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SWITCHGEAR - ISOLATORS & SWITCH FUSES (NH)

ISOLATORS -3 POLE ISOLATORS (INCLUDES HANDLE 200MM SHAFT AND SHROUDS)

3 POLE SWITCH FUSE NH (INCLUDES HANDLE ,200MM SHAFT AND SHROUDS)

Code Rating

12001 160 Amp
12003 250 Amp
13002 400 AMP

Code Rating

12043 160 Amp NH00
13042 250 Amp NH1
14023 400 Amp NH2 

Wide Range of Accessories Available
For more information talk to a member of our sales team 

today at +353 1 465 9010 or email: sales@rfe.ie
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 2 POLE CHANGEOVER SWITCHES IN APO

Code Description

CE C 400 CO 400A 4P C/O Switch in 800 x 600 x 300 Metal Enclosure (N43 C 106)

CE TE 160 ISO 160A 3P+N Isolator in Metal Enclosure MHS 400 H x 300 W x 200 D (TE N43)
12001 Switch , 110566 ENC + Terminal

CE TE 160 SF 160A 3P+N Switchfuse in Metal Enclosure MHS 400 H x 300 W x 200 D (TE N43)
12043 Switch, 110566 Enclosure, + Terminal

CEN 080MCCB 80A 3P MCCB in 400 x 400 x 200 Metal Enclosure (N43)

CEN 100MCCB 43 100A 3P MCCB in 400 x 300 x 200 Metal Enclosure (N43) 
111799 x 1, 110566 x 1, 101440 x 2, ETB 95/1Grey x 1

CEN 125MCCB 125A 3P MCCB in 400 x 400 x 200 Metal Enclosure (N43) 
CEN 160MCCB 43 160A 3P MCCB in 400 x 300 x 200 Metal Enclosure (N43)
CEN 160MCCB 64 160A 3P MCCB in 600 x 400 x 300 Metal Enclosure (N43)
CEN 200MCCB 200A 3P MCCB in 600 x 400 x 300 Metal Enclosure (N43)
CEN 250MCCB 250A 3P MCCB in 600 x 400 x 300 Metal Enclosure (N43)
CEN 400MCCB 400A 3P MCCB in 600 x 400 x 300 Metal Enclosure (door interlocked handle fitted)(N43)
CEN 400MCCB 400A 3P MCCB in 600 x 400 x 300 Metal Enclosure (direct handle fitted)(N43)
CEN 630MCCB 630A 3P MCCB in 800 x 600 x 300 Metal Enclosure (N43)

Code Description

063/CO/2P 63amp in APO Enclosure (185x150x130) With Transparent Cover 100amp
100/CO/2P in APO31 Enclosure (300x185x175)

SWITCHGEAR - IN ENCLOSURES
• Isolators • Switchfuses • Changeover Switches in Enclosures IP55

We offer a full design and specification to suit your requirements.
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4 POLE CHANGEOVER SWITCHES

SWITCHGEAR IN ENCLOSURES
 

Code Amp

CKS125A4P 125A
CKS160A4P 160A
CKS250A4P 250 A
CKS400A4P 400A
CKS630A4P 630A
CKS800A4P 800A
Ext 100180 Extension Shaft

Code Description

25 ETI 100 ISO 100A 3P+N Isolator in VMS32 C/W Flanges  
25 ETI 125 ISO 125A 3P+N Isolator in VMS32 C/W Flanges  
25 ETI 160 ISO 33 160A 3P+N Isolator in VMS33 C/W Flanges     
25 ETI 160 ISO 43 160A 3P+N Isolator in VMS43 C/W Flanges     
25 ETI 250 ISO 250A 3P+N Isolator in VMS43 C/W Flanges    
25 ETI 250 ISO 63 250A 3P+N Isolator in VMS63 C/W Flanges   
25 GE 630 ISO 630A 3P+N Isolator in VMS63   
25 L 100 ISO 100A 3P+N Isolator in VMS32  
25 L 160 ISO 33 160A 3P+N Isolator in VMS33  
25 L 160 ISO 43 160A 3P+N Isolator in VMS43    
25 TE 160 ISO 160A 3P+N Isolator in VMS 33 Enclosure C/W Flanges (TE VMS) 12001 Switch in VMS 33
25 TE 160 ISO 43 160A 3P+N Isolator in VMS 43 Enclosure C/W Flanges (TE VMS) 12001 Switch in VMS 43
25 TE 200 ISO 200A SD3 3P+N Isolator in VMS 33 Enclosure C/W Flanges (TE VM) 19703 Switch in VMS 33
25 TE 250 ISO 43 250A 3P+N Isolator in VMS43 C/W Flanges  
25 TE 250 ISO 63 250A 3P+N Isolator in VMS63 C/W Flanges  
25 TE 250 ISO 64 250A 3P+N Isolator in VMS64 C/W Flanges  
25 TE 400 ISO 400A 3P+N Isolator in VMS 63 ENC (Includes Flanges)    
25 TE 400 ISO VMS64 400A 3P+N Isolator in VMS 64 ENC (Includes Flanges)       
25 ETI 400 SF 400A 3P+N ETI Switchfuse in VMS 63 C/W Flanges   
25 GE 400 SF 400A 3P+N Switchfuse in VMS 63  
25 L 160 SF 160A 3P+N Switchfuse in VMS 43     
25 L 160A SF 160A 3P+N Switchfuse in VMS 33   
25 L 250A SF 250A 3P+N Switchfuse in VMS63 with def & LOVATO S/F 
25 TE 160A SF 33 160A 3P+N Switchfuse in VMS 33 Enclosure C/W Flanges   
25 TE 160A SF 43 160A 3P+N Switchfuse in VMS 43 Enclosure C/W Flanges  
25 TE 250 SF 250A 3P+N Switchfuse in VMS 63 ENC (Includes Flanges)   
39 ETI 125 SF 125A Switchfuse in 400 x 300 x 175 Transparent Door Famatel ENC  
39 TE 160 SF 160A 3P +N TE Switchfuse in Famatel 600 x 400 x 200 ENC   
39 TE 160 SF 500X400 160A 3P +N TE Switchfuse in Famatel 500 x 400 x 200 ENC  
54 TE 160 SF 5423 160A 3P +N TE Switchfuse in ARIA 500 x 400 x 230 ENC  
CE ETI 400A SF 400A Switchfuse in 800 x 600 x 300 Metal ENCL    
CE ETI 630A SF 630A Switchfuse in 800 x 600 x 300 Metal ENC NH3    
CE GE 400A SF 400A Switchfuse in 800 x 600 x 300 Metal ENC  
CE L 160A SF 160A LOVATO Switchfuse in 500 x 400 x 200 Metal ENC
CE L 250A SF 250A Switchfuse in 75/250 metal box      
CE TE 160 SF 160A 3P+N Switchfuse in Metal Enclosure MHS 400 H x 300 W x 200 D  
CE TE 250 SF 250A 3P+N Switchfuse in Metal Enc 600 x 400 x 300    
CE TE 400 SF 400A 3P+N Switchfuse in Metal Enc 800 x 600 x 300    
39 ETI 100 ISO 100A 3P +N Load Break Switch in 280 x 210 x 130 Transparent Door Famatel ENC  
39 ETI 125 ISO 125A 3P+N Load Break Switch in 280 x 210 x 130 Transparent Door Famatel ENC   
39 ETI 160 ISO 160A 3P+N Load Break Switch in 400 x 300 x 175 Transparent Door Famatel ENC   
39 ETI 250 ISO 250A 3P+N Load Break Switch in 700 x 500 x 175 Famatel ENC   

SWITCHGEAR - IN VMS ENCLOSURES
• Switchfuses • Isolators • Changeover Switches in VMS Enclosures IP65

We offer a wide range of Switchgear in Enclosures, customized to 
address specific design requirements.
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FAMATEL ISOLATORS

FIREMANS SWITCH (Normally open in off Position)

Code Description

25517 FAMATEL 20AMP 3P+N IP65 Isolator (Solid Neutral)   
25522 FAMATEL 25AMP 3P+N IP65 Isolator (Solid Neutral)   
25526 FAMATEL 32AMP 3P+N IP65 Isolator (Solid Neutral)   
25529 FAMATEL 40AMP 3P+N IP65 Isolator (Solid Neutral)   

Code Description

KSF325TPN Enclosed Switch Disconnector
MCB-01    Additional contact normally closed for fireman switch    
MCB-10    Additional normally open contact for fireman switch  

SWITCHGEAR 
• Wall Mounted IP 65 Isolators • Firemans Switch • Farm Meter Box

Farm Meter Box (See Section 3 Enclosures)
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Type AMP
NH00 2 up to 20 AMP Fuse NH00
NH00 25 up to 63 AMP Fuse NH00
NH00 80 up to 100 AMP Fuse NH00
NH00 125 up to 160 AMP Fuse NH00
NH0 10 up to 160 AMP Fuse NH0
NH1 6 up to 100 AMP Fuse NH1
NH1 125 up to 250 AMP Fuse
NH2 63 up to 250 AMP Fuse
NH2 300 up to 400 AMP NH2 Fuse
NH3 315 up to 355 AMP Fuse NH3
NH3 400 AMP Fuse NH3
NH3 500 up to 630 AMP Fuse NH3
NH4 800 AMP Fuse NH4
NH4 1000 AMP Fuse NH4
NH4 1250 AMP Fuse NH4

Type AMP
NH00/A 2 up to 10 AMP (AM) Motor Rated Fuse
NH00/A 16 up to 63 AMP (AM) Motor Rated Fuse
NH00/A 80 AMP (AM) Motor Rated Fuse
NH00/A 125 AMP (AM) Motor Rated Fuse NH00
NH00/A 160 AMP (AM) Motor Rated Fuse NH00
NH1/A 35 up to 250 AMP (AM) Motor Rated Fuse NH1
NH2/A 250 up to 400 AMP (AM) Motor Rated Fuse NH2
NH3/A 400 AMP (AM) Motor Rated Fuse NH3
NH3/A 500 AMP (AM) Motor Rated Fuse NH3
NH3/A 630 AMP (AM) Motor Rated Fuse NH3

Type Type
NH00/1P/FB 1 Pole Fuse Base NH00 
NH00/1PFB 1 Pole Fuse Base NH00
NH1/1P/FB 1 Pole Fuse Base NH1
NH2/1P/FB 1 Pole Fuse Base NH2
NH3/1P/FB 1 Pole Fuse Base NH3
NH4/1P/FB 1 Pole Fuse Base NH4
NH00/3P/FB 3 Pole Fuse Base NH00
NH00/3PFBC 3 P  F/ Base Clamp NH00
NH1/3P/FB 3 Pole Fuse Base NH1
NH2/3P/FB 3 Pole Fuse Base NH2
NH/FUSE/EX Fuse Extractor NH

Type AMP
NH00/R 16 up to 100 AMP Recticure Fuse NH00 
NH00/R 125 up to 160 AMP Recticure Fuse NH00 
NH1/R 100 up to 125 AMP Fuse NH1         
NH1/R 160 up to 250 AMP Recticure Fuse NH1
NH2/R 250 up to 315 AMP Recticure Fuse NH2  
NH2/R 400 AMP Recticure Fuse NH2  
NH3/R 400 up to 500 AMP Recticure Fuse NH3 
NH3/R 630 AMP Recticure Fuse NH3  

Type Description
389001 Solid Link NH00
389003 Solid Link NH1
389004 Solid Link NH2
389005 Solid Link NH3
389015 Solid Link NH4

SWITCHGEAR - FUSES 
• General Purpose “GL” NH FUSES & BASES

Fuse Extractor

GENERAL PURPOSE  “GL”

MOTOR PROTECTION “AM”

MOTOR PROTECTION “AM”

SUPERFLINK SEMI CONDUCTOR PROTECTION

SUPERFLINK SEMI CONDUCTOR PROTECTION
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NEOZED SWITCHFUSES

SWITCHGEAR - FUSES - NEOZED SWITCHFUSE

Code Pole

STV D02-1 1 Pole 63A
STV D02-2 2 Pole 63A
STV D02-3 3 Pole 63A
2243020 Adaptor for D01/D02 up to 16A

VDE 0638/09.81, EN 60947/12.92, DIN VDE 0113, DIN VDE 0110

1P, 1P+N, 2P, 3P, 3P+N

230/400V a.c. 110V(2P)d.c.

50kA

400 V

8000 V

AC 22(63A), AC23(35), DC 22(63A)

-5C to/bis + 40C

90%

IP 00 according to DIN 40 050

IP 20 when mounted in distribution board

Up to 35mm² (multiwire conductor) with screw + -

In ON or OFF

NEOZED SWITCHFUSES TECHNICAL DATA 
Standards:    

Number of poles

Rate Voltage

Rated Breaking Capacity

Rated Insulation Voltage

Rated Impulse Resistance Voltage

Category of use to DIN VDE 0638

Category of use to DIN E 60 947-3

Temperature of environment

Air Humidity

Degree of Protection

     

Connection Clamps

Possibility of sealing

Code Type AMP Colour

0810 D01 2A Pink
0811 D01 4A Brown
0812 D01 6A Green
0813 D01 10A Red
0814 D01 16A Grey
0815 D02 20A Blue
0816 D02 25A Yellow
0817 D02 35A Black
0818 D02 50A White
0819 D02 63A Copper
0820 D03 80A Silver
0821 D03 100A Red

FUSES 380V - 250V
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SIZE 0. 10 x 38 500V~
 * Nominal Current Size 0: Ø=10.3mm L=38mm

SIZE 1. 14 x 51 400/600V~ 
 * Nominal Current Size 1: Ø=14.3mm L=51mm

Code (A)*

780101 1
780102 2
780104 4
780106 6
780108 8
780110 10
780112 12
780116 16
780120 20
780125 25
780132 32

Code (A)*

781102 2
781104 4
781106 6
781110 10
781110A Motor Rated 10
781116 16
781120 20
781120A Motor Rated 20
781125 25
781125A Motor Rated 25
781132 32
781140 40
781150 50

SWITCHGEAR - FUSES
• Fuses • Cylindrical Fuse Link “gl” / “gc”
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SIZE 2. 22 x 58 400/660V~ 
 * Nominal Current Size 2: Ø=22.2mm L=58mm

Code (A)* P

782110 10 10
782116 16 10
782120 20 10
782125 25 10
782132 32 10
782140 40 10
782150 50 10
782163 63 10
782180 80 10
782190 100 10

Code Modules Design

VLC 101p 1 Single Pole
VLC 102p 2 Double Pole
VLC 103p 3 Triple Pole

Code Modules Design

VLC 141p 1.5 Single Pole
VLC 142p 3 Double Pole
VLC 143p 4.5 Triple Pole

Code Modules Design

VLC 221p 1.5 Single Pole
VLC 222p 3 Double Pole
VLC 223p 4.5 Triple Pole

SWITCHGEAR - FUSES
• Fuses • Cylindrical Fuse Link “gl” / “gc”

VLC FUSE BASE FOR CYLINDRICAL FUSE LINKS 10.3X38MM

VLC FUSE BASE FOR CYLINDRICAL FUSE LINKS 14.3X51MM

VLC FUSE BASE FOR CYLINDRICAL FUSE LINKS 22X58MM *
 * When using VLC 22 Series for ESB fusing purpose no special insert is required.
 * VLS221p-223p only rated up to 100 Amp.
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APO 1

APO 11

APO 12

APO 31

Code Description Dimensions (HxWxD)

10005/100 Enclosure 185 x 150 x 130
10005/099 Base 185 x 150 x 85
10001/105 Opaque cover 185 x 150 x 45
40780/077 Clear cover 185 x 150 x 45
40680/070 Mounting plate 140 x 105
10001/016 Depth ext. frame 185 x 150 x 35

Code Description Dimensions (HxWxD)

10115/100 Enclosure 600 x 370 x 175
10115/099 Base 600 x 370 x 130
10111/105 Opaque Cover 600 x 370 x 45
48520/084 Clear Cover 600 x 370 x 80
10111/035 Clear Hinged Cover 600 x 370 x 115
48520/070 Mounting Plate 528 x 324
10111/016 Depth ext. Frame 600 x 370 x 60

Code Description Dimensions (HxWxD)

10125/100 Enclosure 600 x 600 x 175
10125/099 Base 600 x 600 x 130
10121/105 Opaque Cover 600 x 600 x 45
46600/084 Clear Cover 600 x 600 x 80
10121/070 Mounting Plate 555 x 555
10121/016 Depth ext. Frame 600 x 600 x 60

Code Description Dimensions (HxWxD)

10035/100 Enclosure 300 x 185 x 175
10035/099 Base 300 x 185 x 130
10031/105 Opaque Cover 300 x 185 x 45
40540/086 Clear Cover 300 x 185 x 45
10031/035 Clear Hinged Cover 300 x 185 x 45
40650/070 Mounting Plate 228 x 139
10031/016 Depth ext. Frame 300 x 185 x 35

ENCLOSURES - APO
• GRP (Glassfibre Reinforced Polyester) • IP67

Range of nine medium sized, modular, multipurpose boxes for indoor and outdoor applications.

Features
• Automation and control applications in oil and steel industry, petrochemical plants, breweries.
• Applications in utilities such as public lighting, traffic control, signalisation.
• For installation in aggressive environments such as shipyards, offshore oil production 
  platforms, mining sites.

All boxes are made of hot moulded, glassfibre reinforced polyester, offering a high 
protection degree of IP67 with a mechanical impact strength of IK10. APO-boxes can be 
readily worked with conventional tools such as drills, cutting mills, saws, punches, etc.

APO ENCLOSURES
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APO 41

APO 61

APO 71

APO 81

APO 51

Code Description Dimensions (HxWxD)

10045/100 Enclosure 300 x 300 x 175
10045/099 Base 300 x 300 x 130
10041/105 Opaque cover 300 x 300 x 45
47000/093 Clear cover 300 x 300 x 45
10041/035 Clear Hinged Cover 300 x 300 x 45
47010/070 Mounting plate 254 x 228
10041/016 Depth ext. frame 300 x 300 x 35

Code Description Dimensions (HxWxD)

10065/100 Enclosure 600 x 300 x 175
10065/099 Base 600 x 300 x 130
10061/105 Opaque cover 600 x 300 x 45 
48000/084 Clear cover 600 x 300 x 80 
10061/035 Clear Hinged Cover 600 x 300 x 45 
48050/070 Mounting plate 528 x 254
10061/016 Dept. Ext Frame 600 x 300 x 60

Code Description Dimensions (HxWxD)

10075/100 Enclosure 370 x 300 x 175
10075/099 Base 370 x 300 x 130
10071/105 Opaque cover 370 x 300 x 45
40560/092 Clear cover 370 x 300 x 45
10071/035 Clear Hinged Cover 370 x 300 x 45
40600/070 Mounting plate 298 x 254
10071/016 Depth ext. Frame 370 x 300 x 35

Code Description Dimensions (HxWxD)

10085/100 Enclosure 555 x 300 x 175
10085/099 Base 555 x 300 x 130
10081/105 Opaque cover 555 x 300 x 45
40771/084 Clear cover 555 x 300 x 80
40520/074 Mounting plate 484 x 254
10081/016 Depth ext. frame 555 x 300 x 60

Code Description Dimensions (HxWxD)

10055/100 Enclosure 485 x 300 x 175
10055/099 Base 485 x 300 x 130
10051/105 Opaque cover 485 x 300 x 45
10051/084 Clear cover 485 x 300 x 80
10051/035 Clear Hinged Cover 485 x 300 x 45
10051/070 Mounting plate 413 x 254

ENCLOSURES - APO
• GRP (Glassfibre Reinforced Polyester) • IP67



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie96 SECTION  3

ACCESSORIES

Code Product Description

10000/070 Padlocking Set Max Ø of Padlock 8mm
10000/215 Safety Locks 2 Keys V 2432E 
10000/005A Hinges All boxes without depth extension frame 
10000/089C Hinges APO 31 & 12 with depth extension frame 
41523/000 Triangular Sealing Screws Set of 2 
10000/221 Mounting Brackets Mounting Brackets (4) 
41519/160 Nylon Hinged Screws Nylon Hinged Screws 
79100/010 Ventilator Ventilator (Set of 2)

ENCLOSURES - APO - ACCESSORIES
• Accessories for APO Enclosures

The unique modular concept of APO boxes enables mounting of different
standard functions in coupled boxes.
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ARIA 43

ARIA 32

ARIA 54

ARIA 64

Code Description

54032/110 Enclosure 300 x 200 x 170
54032/140 Metal M/Plate 250 x 150
54032/142 Pertinax M/Plate 250 x 150
54032/162 Mounting Frame 2 Row/12 Mod
54032/150 Cover Plate Plain
54032/152 Cover Plate *(with openings for Din Rail Equipment)

Code Description

54043/110 Enclosure 400 x 300 x 170
54243/110 Glazed Door Enclosure
54043/140 Metal M/Plate 350 x 250
54043/142 Pertinax M/Plate 350 x 250
54043/162 Mounting Frame 2 Rows/24 Mod
54043/150 Cover Plate Plain
54043/152 Cover Plate *(with openings for Din Rail Equipment)

Code Description

54054/130 Enclosure 500 x 400 x 230
54254/130 Glazed Door Enclosure
54054/140 Metal M/Plate 450 x 350
54054/142 Pertinax M/Plate 450 x 350
54054/163 Mounting Frame 3 Rows/54 Mod
54054/150 Cover Plate Plain
54054/153 Cover Plate *(with openings for Din Rail Equipment)

Code Description

54064/130 Enclosure 600 x 400 x 230
54264/130 Glazed Door Enclosure
54064/140 Metal M/Plate 550 x 350
54064/142 Pertinax M/Plate 550 x 350
54064/163 Mounting Frame 3 Rows/54 Mod
54064/150 Cover Plate Plain
54064/153 Cover Plate *(with openings for Din Rail Equipment)

ENCLOSURES - ARIA 
• GRP Glassfibre Reinforced Polyester Enclosures IP66 RAL 7032

Range of seven universal multipurpose cabinets for both indoor and outdoor applications. 

Ideal for high performance applications in:

• Heavy industry (pulp & paper mills, mining sites, wood & lumber production, steel mills
• Petroleum refineries, chemical and petrochemical plants.
• Temporary connection (for construction yards, camping sites, harbours for pleasure crafts, 
  market places, fairs.
• Food and Drink Industry.
• Waste water treatment, public lighting, traffic control, and signalisation.

ARIA - UNIVERSAL POLYESTER CABINETS
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ARIA 75

ARIA 86

ARIA 108

ACCESSORIES

Code Description

54075/130 Enclosure 700 x 500 x 270
54275/130 Glazed Door Enclosure
54075/140 Metal M/Plate 650 x 450
54075/142 Pertinax M/Plate 650 x 450
54075/164 Mounting Frame 4 Rows/88 Mod
54075/150 Cover Plate Plain
54075/154 Cover Plate *(with openings for Din Rail Equipment)

Code Description

54086/130 Enclosure 800 x 600 x 300
54286/130 Glazed Door Enclosure
54086/140 Metal M/Plate 750 x 550
54086/142 Pertinax M/Plate 750 x 550
54086/164 Mounting Frame 4 Rows/112 Mod
54086/150 Cover Plate Plain
54086/154 Cover Plate *(with openings for Din Rail Equipment)

 Code Description

54108/130 Enclosure 1000 x 800 x 300
54308/130 Glazed Door Enclosure
54108/140 Metal M/Plate 950 x 750
54108/142 Pertinax M/Plate 950 x 750
54108/165 Mounting Frame 5 Rows/200 Mod
54108/150 Cover Plate Plain
54108/155 Cover Plate *(with openings for Din Rail Equipment)

ENCLOSURES - ARIA 
• GRP Glassfibre Reinforced Polyester Enclosures IP66 RAL 7032

Code Product Description

54000/107 Enclosures Set of 4 Fixing Lugs
54000/175 Enclosures Supports for Cover Plates. Terminal Block - Earth T. Green
29200/035 Enclosures 6 x 10mm - 2 x 16mm. Terminal Block - Neutral T. Blue 
29200/040 Enclosures 6x10mm - 2x16mm
54000/161 Enclosures Ventilation Grids (Set)
54000/141 Lock & Handles 8mm Triangular
54000/143 Lock & Handles Double Bit
54000/140 Lock & Handles 8mm Square
54000/142 Lock & Handles 11mm Triangular
54000/125 Lock & Handles Neutral Handle
54000/126 Lock & Handles Handle With Lock & Keys 2432E
70000/408 Lock & Handles Padlockable Handle
811451 Sealable Screws Sealable Screws
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ENCLOSURES - POLYSAFE 
• Glassfibre Reinforced Polyester • IP65 Single Door • Two Door IP54

Please note: Prices for Glazed Door Enclosures, Depth Extension Frames, Rainhood & Bases 
can be supplied on Application.

For configurations see diagrams

Range of fourteen multipurpose, factory assembled cabinets in one depth 320 mm, for indoor and outdoor applications.

All cabinets are made of self-extinguishing, hot moulded, glassfibre reinforced polyester, offering a high protection 
degree IP65 & IP54 with a mechanical impact strength of IK10 (IP55-IK07 for cabinets with glazed door).

Commercial
• Leisure (market places, camping sites, harbours for pleasure crafts, amusement parks)
• Fuel stations
• Car washes
• Launderettes and laundries
• Service enclosures for construction yards

Utilities
• Waste water treatment
• Waste management
• Telecommunications
• Traffic signalisation
• Traffic control
• Public transport
• Energy distribution (electricity, gas, water)
• Cable television (CATV)
• Public lighting
• Railways

Industrial
• Shipyards
• Mining
• Automotive
• Paper and pulp
• Food and beverage
• Petrochemicals
• Transformers
• System monitoring

POLYSAFE - MULTIPURPOSE POLYESTER CABINETS
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Code Description Type

579220/000 Enclosure 500 x 500 x 320 PS220 IP65
079014/122 Mounting Plate Pertinax 5mm PS220 IP65
579330/000 Enclosure 750 x 750 x 320 PS330 IP65 
079014/133 Mounting Plate Pertinax 5mm PS330 IP65
579340/000 Enclosure 750 x 1000 x 320 PS340 IP65 
079014/143 Mounting Plate Pertinax 5mm PS340 IP65
579420/000 Enclosure 1000 x 500 x 320 PS420 IP65 
079014/142 Mounting Plate Pertinax 5mm PS420 IP65 
579440/000 Enclosure 1000 x 1000 x 320 PS440 IP65 
079014/144 Mounting Plate Pertinax 5mm PS440 IP65
579452/000 Enclosure 1000 x 1250 x 320 PS452 IP54 
079014/145 Mounting Plate Pertinax 5mm PS452 IP54 
579352/000 Enclosure 750 x 1250 x 320 PS352 IP65 
079014/153 Mounting Plate Pertinax 5mm PS352 IP65
579430/000 Enclosure 1000 x 750 x 320 PS430 IP65
079014/143 Mounting Plate Pertinax 5mm PS430 IP65
579442/000 Enclosure 1000 x 1000 x 320 PS442 IP54
079014/144 Mounting Plate Pertinax 5mm PS442 IP54
579530/000 Enclosure 1250 x 750 x 320 PS530 IP65 
079014/153 Mounting Plate Pertinax 5mm PS530 IP65
579542/000 Enclosure 1250 x 1000 x 320 PS542 IP54 
079014/145 Mounting Plate Pertinax 5mm PS542 IP54
579546/000 Enclosure 1250 x 1000 x 320 PS546 IP54 
079014/145 Mounting Plate Pertinax 5mm PS546 IP54

Code Product Description

70000/525 Lock & Key Lock & Key
70000/529 For Triangle Key, 8mm For Triangle Key, 8mm
70000/530 For Triangle Key, 11mm For Triangle Key, 11mm
70000/523 With Double Bit Yale Key, 3mm With Double Bit Yale Key, 3mm
70200/000 Coupling Kit Cabinet Width 500mm
70300/000 Coupling Kit Cabinet Width 750mm
70400/000 Coupling Kit Cabinet Width 1000mm
70500/000 Coupling Kit Cabinet Width 1250mm
79100/100 Door Stop/Canopy Stop Left
79100/110 Door Stop/Canopy Stop Right
70000/408 Handle Padlockable Handle (max 10mm)

PVC ENCLOSURES

ACCESSORIES  

ENCLOSURES - POLYSAFE 
• Glassfibre Reinforced Polyester • IP65 Single Door • Two Door IP65

Please note: Prices for Glazed Door Enclosures, Depth Extension Frames, Rainhood & Bases 
can be supplied on Application.
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ENCLOSURES - VMS 
• VMS Modular Enclosure System • The Ultimate Modular IP65 Enclosure System 
• Plus Accessories    

VMS - MODULAR ENCLOSURES SYSTEM

• Industry
• Public utilities
• Motor control centres
• Electronic instrumentation
• Low voltage distribution boards

The boxes are made of glassfibre reinforced 
polycarbonate. Covers are made of either
transparent or opaque polycarbonate. 
VMS boxes provide a high protection degree 
of IP65 and mechanical impact strength of IK08
for the bases and end-plates and IK10 for 
the covers.

Range of five modular boxes based on a 100mm module. 
Rapid assembly of any configuration of units without the need for tools. For indoor applications.

• The range consists of five boxes based on a 100 mm module.
• The innovative coupling concept allows easy, rapid assembly of any combination of units without the need for tools.
• The open bases offer excellent accessibility and wiring space for installation, mounting and cable connection, even after coupling.
• The side panel openings can be closed by either blind or combi end plates.
• Once mounted, end plates fit perfectly flush with the side panels of the base.
• Each large box is a multiple of a smaller one. Its fixing points in increments of 25 mm in bottom plate and top end are also a 
  multiple of those of a small box.
• The base and end plates are made of light grey (RAL 7035) glassfibre reinforced polycarbonate. The cover is made of either 
  transparent or opaque light grey (RAL 7035) polycarbonate.
• A multiple of accessories like mounting plates, cover plates, depth extension frame, makes the VMS a complete system for 
  electrical distribution and control applications.
• VMS boxes are halogen-free.
• VMS boxes provide optimum security to both operations and equipment because they feature total insulation and protection    
  degree IP65 according to EN/IEC 60529.
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ENCLOSURES - VMS
• VMS Modular Enclosure System 
• The Ultimate Modular IP65 Enclosure System

1

12

13

9

8

5

3

11

21
4

14
6

7

2

17

10

2019
24

1618

18
25

25 15

23

22

1 Base
2 Transparent cover
3 Opaque cover
4 Hinged cover
5 Depth extension frame
6 Mounting plate in metal
7 Mounting plate in pertinax
8 Blind cover plate
9 Blind end-plate
10 Combi end-plate

11 Cable end-plate
12 Cable stress release
13 Bridge
14 Partition plate
15 Busbar support
16 DIN profile
17 Mounting rail 12 x 2 mm
18 Coupling dowels
19 Coupling clamp
20 Universal support

21 Stress relieving cable clamp
22 Fixing bracket
23 Air vent
24 Coupling set 2 x 220mm
25 Locking key
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Code Model Dimensions (HxWxD)

25132/001 VMS 32 320 x 220 x 130
25133/001 VMS 33 320 x 320 x 130
25143/001 VMS 43 440 x 320 x 130
25163/001 VMS 63 640 x 320 x 130
25164/001 VMS 64 640 x 440 x 130

Code Model Dimensions (HxWxD)

25132/010 VMS 32 320 x 220 x 50
25133/010 VMS 33 320 x 320 x 50
25143/010 VMS 43 440 x 320 x 50
25163/010 VMS 63 640 x 320 x 50
25164/010 VMS 64 640 x 440 x 50

Code Model Dimensions (HxWxD)

25132/015 VMS 32 320 x 220 x 50
25133/015 VMS 33 320 x 320 x 50
25143/015 VMS 43 440 x 320 x 50
25163/015 VMS 63 640 x 320 x 50
25164/015 VMS 64 640 x 440 x 50

Code Model Dimensions (HxWxD)

25132/045 VMS 32 320 x 220 x 75
25133/045 VMS 33 320 x 320 x 75
25143/045 VMS 43 440 x 320 x 75
25163/045 VMS 63 640 x 320 x 75
25164/045 VMS 64 640 x 440 x 75

Code Model Dimensions (HxWxD)

25132/050 VMS 32 260 x 160
25133/050 VMS 33 260 x 260
25143/050 VMS 43 380 x 260
25163/050 VMS 63 580 x 260
25164/050 VMS 64 580 x 380

Code Model Dimensions (HxWxD)

25132/052 VMS 32 260 x 160
25133/052 VMS 33 260 x 260
25143/052 VMS 43 380 x 260
25163/052 VMS 63 580 x 260
25164/052 VMS 64 580 x 380

Code Model Dimensions (HxWxD)

25133/035 VMS 33 320 x 320 x 50
25143/035 VMS 43 440 x 320 x 50

BASE

TRANSPARENT COVER

OPAQUE COVER

DEPTH EXTENSION FRAME

MOUNTING PLATE METAL

MOUNTING PLATE PERTINAX

HINGED COVER

ENCLOSURES - VMS
• VMS Modular Enclosure System • The Ultimate Modular IP65 Enclosure System
• Plus Accessories
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Code Model Dimensions

25132/054 VMS 32 301 x 201
25133/054 VMS 33 301 x 301
25143/054 VMS 43 421 x 301
25163/054 VMS 63 621 x 301
25164/054 VMS 64 621 x 421

Code Description

25102/000 Flanges - Side Size = 220mm 
25103/000 Flanges - Side Size = 320mm
25104/000 Flanges - Side Size = 440mm
25100/004 Universal Support, Fits Mounting Plates, Over Plates, Copper & Mounting Rail
25100/050 Set of Hinges (2)
25100/002 Coupling Key
25100/009 Hinge Screw(2)
25102/019 Din Profile
25100/019 Fixing Brackets (4)

Code Model Dimensions (HxWxD) MCB Board

25230/100 VMS 32** 320 x 220 x 180 14 MOD
25330/100 VMS 33 320 x 320 x 180 14 MOD
25430/100 VMS 43 440 x 320 x 180 28 MOD
25630/100 VMS 63** 640 x 320 x 180 42 MOD

BLIND COVER PLATE

ACCESSORIES

EMPTY MCB BOARDS
 **VMS 32 + VMS 63 Does Not Have a Hinged Door. 

ENCLOSURES - VMS 
• VMS Modular Enclosure System • Plus Accessories • Empty MCB Boards
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PVC ENCLOSURES

PVC ENCLOSURES

IP55 WATERTIGHT ENCLOSURES

CHASSIS SYSTEM/DIN RAIL INSTALLATION KIT

FARM METER BOX

Code Opaque Size (HxWxD) Code Transparent

39123 280 x 210 x 130 39123T
39134 400 x 300 x 165 39134T
39145 500 x 400 x 175 39145T
39146 600 x 400 x 200 39146T
39157 700 x 500 x 245 39157T
39168 800 x 600 x 265 39168T
39169 1000 x 754 x 322 -
39120 (Key Lock) -

Code Size (HxWxD) Description

3536 (Flush) 440x286x78 (36MOD)Plastic
Lock 39120 Key Lock

Code Description

3028 FAMATEL ENCLOSURE 94 x 94 x 50 IP55
3055 MOUNTING PLATE FOR 3075
3063 FAMATEL ENCLOSURE 100 x 100 x 45 IP55
3071 FAMATEL 112x112x 64 Sealed Box IP55
3074 FAMATEL ENCLOSURE 220 x 170 x 85 IP55
3075 FAMATEL ENCLOSURE 310x240x125 IP55

Code Description

39145-CH Chassis I-39145 3 x 18 mod for 39145
39157-CH Chassis I-39157 4 x 22 mod for 39157
39146-CH Chassis I-39146 4 X 16 mod for 39146
39134-CH Chassis I-39134 2 x 11 mod for 39123
39123-CH Chassis I-39123 1 x 7 mod for 39123
39168-CH Chassis I-39168 5 x 20 mod for 39168

Code Size (HxWxD) Description

54064/130 615 x 415 x 230 Farm Meter Enclosure Aria 64 IP66 (GRP)
39146 600 x 400 x 200 Farm Meter Enclosure Famatel IP65 (PVC) 

ENCLOSURES - FAMATEL - MAGNA IP65
• PVC IP65 Enclosures • Modular Enclosure IP40 Flush 
• Mounted Metal & Plastic • Plus Farm Meter Box
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Code Description (HxWxD)

3002 80 x 80 x 36mm 
3063 100 x 100 x 45mm
3074 220 x 170 x 85mm
3075 310 x 240x 125mm
3055 (*Item 3075) Metal Plate

ENCLOSURES - MINI JUNCTION BOXES
• Mini Junction Sealed/Boxes In Polycarbonate

SEALED BOXES IP55

CAJA MINI JUNCTION BOXES
Manufactured in shock-proof thermoplastic material, with ultraviolet ray 
protection and is halogen-free. These boxes with an IP55 degree of protection 
ensures optimum airtightness in any type of installation. The new cone design 
allows you to secure the degree of airtightness allowing direct entry of the cable 
without the use of a rigid tube installation.
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ACQUA COMBI IP65 MODULAR INDUSTRIAL BOXES FOR IP SOCKETS 
• Vertically and horizontally linked 
• Pre-die-cut enclosure 8 modules
• ABS frame and base
• Transparent window on PC Includes inner plugs for IP

Code Description

3928 ACQUA COMBI 1 SOCKET 6 MODULES IP65 305 x 125 x 107mm
3960 ACQUA COMBI 3 SOCKETS 6 MODULES IP65 490 x 125 x 107mm
3961 ACQUA COMBI 4 SOCKETS 8 MODULES IP65 506 x 230 x 150mm
3962 ACQUA COMBI 6 SOCKETS 16 MODULES IP65 506 x 330 x 150mm
3978 ACQUA COMBI 6 SOCKETS 32 MODULES IP65 685 x 330 x 155mm

ENCLOSURES - ACQUA COMBI IP65 MODULAR
INDUSTRIAL BOXES FOR IP SOCKETS 

Custom build distribution systems to 
suit your requirements

Wired enclosure 
6 modules IP54 - Acqua COMBI

Ref. 3960 + 3 sockets 
16A/32A IP54

For plugs & Sockets 
Please see next page
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SOCKETS FOR ACQUA COMBI BOXES

Code Description

24373
24371
24341
24335
24333
24273
24270
24235
24233
24230
24170
24132
24130
23373
23371
23331
23273
23270
23233
23230
23170
13952

ENCLOSURES - SOCKETS FOR ACQUA COMBI BOXES

(HB) 32A 5P 400V IP67 FLUSH SOCKET   75X75   
(HB) 16A 5P 400V IP67 FLUSH SOCKET   75X75   
32A 3P  400V IP67 FLUSH SOCKET    80X95 
63A 5P   400V IP67 FLUSH SOCKET    85X100 
32A 5P   400V IP67 FLUSH SOCKET    80X95 
(HB) 32A 3P    230V IP67 FLUSH SOCKET   75X75   
(HB) 16A 3P    230V IP67 FLUSH SOCKET   75X75   
63A 3P   230V IP67 FLUSH SOCKET    85X100 
32A 3P   230V IP67 FLUSH SOCKET    80X95
16A 3P   230V IP67 FLUSH SOCKET    75X85
(HB) 16A 3P    110V IP67 FLUSH SOCKET   75X75   
32A 3P   110V IP67 FLUSH SOCKET    80X95
16A 3P   110V IP67 FLUSH SOCKET    75X85
(HB) 32A 5P    400V IP54 FLUSH SOCKET   75X75   
(HB) 16A 5P    400V IP54 FLUSH SOCKET   75X75   
16A 5P   400V  IP44 FLUSH SOCKET    75x85
(HB) 32A 3P    230V  IP54 FLUSH SOCKET   75X75   
(HB) 16A 3P    230V IP54 FLUSH SOCKET   75X75   
32A 3P   250V IP44 FLUSH SOCKET   75X85
16A 3P   250V IP44 FLUSH SOCKET   75X85
(HB) 16A 3P    110V IP54 FLUSH SOCKET   75X75   
UK/BS standard 13A 2P+E socket outlet FAMATEL
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INDUSTRY APPLICATION
The evolution of the industry means that new solutions are applied to increase agility and facilitate the operating systems of 
production lines. The combo boxes can be configured in different ways with standard IP54, IP44 and/or
IP65 plugs to connect large industrial machines.

COMBO BOXES, INNOVATION FOR THE INDUSTRY 
Made of technopolymer, the Combo Boxes allow the configuration of plug connection systems with great agility and safety. There 
are several pre-configured models and infinite combinations that can be made according to your needs, with outlets or configured 
with a compressed air system.

The Suspension/Hanging Box with Multiple Connections offers a high level of agility in assembly lines and industrial 
automation systems. Its vertical movement ensures more mobility with multiple connections for equipment.

INSTALLATION EQUIPMENT - CAJA SUSPENSION COMBO 
4 HANGING BOX • Flush Mounted Sockets For Hanging Box

Take your connections anywhere

Go to Section 8 
for more information 
on the hanging box 
and sockets
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Type Dimensions (HxWxD) Code

Midi Pillar (2mm/3mm) 900mm x 250mm x 150mm MIDIMK2
Triangular Key

Type Dimensions (HxWxD) Code

Rencab - LV CT Metering Enclosure  2260mm x 1100mm x 320mm RENCAB

Type Dimensions (HxWxD) Code

Mini Pillar 1020mm x 375mm x 210mm MIN375 
Triangular Key

Type Dimensions (HxWxD) Code

RFE Split Door Cabinet 1600mm x 525mm x 225mm RFE 2DOOR
8mm Triangular Key

Type Dimensions (HxWxD) Code

RFE Telecom Cabinet 1600mm x 525mm x 225mm RFETELEMK2
8mm Triangular Key

RFE MIDI PILLAR MK2 | Public Lighting - Single Phase (Unmetered)
 Enclosure comes complete with Lock, Vents, Mounting Plate (Mounting Area 465 x 230)

RENCAB - LV CT Metering Enclosure

RFE SPLIT DOOR CABINET | Three Phase/Single Phase Metered c/w Customer Section
 Mounting Area for Top/Bottom chamber: 520 x 500

RFE Telecom Cabinet - Three Phase / Single Phase Metered
 Enclosure comes complete with Lock, Mounting Plate (Mounting Area 730 x 500)600mm Min to bottom of Meter 

Min Ope Size 900(h)mm x 465(w)mm x 225(d)mm

ENCLOSURES - GALVANISED STEEL TELECOM CABINETS
• RFE Midi/Mini/Telecom Cabinets • RENCAB • Galvanised Sheet Steel

Approved to ESB Specification

RFE MINI PILLAR | Public Lighting - Three Phase (Unmetered)
  Enclosure comes complete with Lock, Mounting Plate (Mounting Area 520 x 350)
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 ENCLOSURES - MHS IP66 METAL

• Surface mounted metal enclosures with mounting plate and solid door
• High degree of protection IP66 for single door, IP55 for double door
• Top and bottom gland plate
• Scope of delivery: enclosure, solid door, mounting plate, gland plates, wall brackets and mounting material

Code Height Width Depth

110562 300 mm 200 mm 150 mm
110563 300 mm 300 mm 150 mm
110564 300 mm 300 mm 200 mm
110566 400 mm 300 mm 200 mm
110567 400 mm 400 mm 200 mm
110568 500 mm 400 mm 150 mm
110569 500 mm 400 mm 200 mm
110570 600 mm 400 mm 200 mm
110571 600 mm 400 mm 300 mm
110572 600 mm 500 mm 200 mm
110573 600 mm 600 mm 200 mm
110574 600 mm 600 mm 300 mm
110576 700 mm 500 mm 200 mm
110577 700 mm 500 mm 300 mm
110578 800 mm 600 mm 200 mm
110579 800 mm 600 mm 300 mm
110580 1000 mm 600 mm 300 mm
110581 1000 mm 800 mm 300 mm
110582 1000 mm 1000 mm 300 mm
110583 1200 mm 600 mm 300 mm
110584 1200 mm 800 mm 300 mm

IP66 METAL ENCLOSURES MHS

Wide range of accessories available
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 ENCLOSURES - MHS CHASSIS SYSTEM WITH EASY-ASSEMBLY

Code Description

110570 Metal enclosure MHS 600 H x 400 W x 200mm D with mounting plate & wall brackets IP66

Code Description

110576 Metal enclosure MHS 700 H x 500 W x 200mm D with mounting plate & wall brackets IP66

Code Description

110578 Metal enclosure MHS 800 H x 600 W x 200mm D with mounting plate & wall brackets IP66

Code Description

110606 Mounting frame for MHS enclosures H=600mm, set (content 2 pcs) MHS 60
110625 Screw type cover plates, 18 modules, H=120mm 
110626 Screw type cover plates, 18 modules, H=160mm
OP D/R Din Rail 7.5mm Perforated (included)

Code Description

110607 Mounting Frame for MHS enclosures H=700mm, set (content 2 pcs)
110628 Screw type cover plates, 24 modules, H=160mm for MHS enclosures W=400mm 
OP D/R Din Rail 7.5mm Perforated (Included)

Code Description

110608 Mounting Frame for MHS enclosures H=800, set (content 2 pcs)
110630 Screw type cover plates, 29 modules, H=160mm for MHS enclosures W=600mm 
110629 Screw type cover plates, 29 modules, H=120mm, for MHS enclosures W=600mm
OP D/R Din Rail 7.5mm Perforated (Included)

CHASSIS 6X4 4 ROW 72MOD CHASSIS KIT FOR MHS 600 H x 400W x 200mm D ENCLOSURE

CHASSIS 7X5 4 ROW 96MOD CHASSIS KIT

CHASSIS 8X6 5 ROW 145MOD CHASSIS KIT
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 ENCLOSURES - ALUMINIUM - FOR ELECTRONIC AND IT INDUSTRY
• Industrial Enclosures - Electronic & IT Industry

BOPLA has a huge selection of electronics enclosures – the choice is yours
BOPLA has been designing plastic and metal electronic enclosures for more than four decades. The main features of these are a 
high degree of flexibility and the best possible adaptation to individual electronic equipment. The numerous series in our product 
range offer optimal protection for different fields of application. The reliable design of the enclosures guarantees secure packing 
of your sensitive electronic equipment at all times – and our highly competent team can always process the electronics  
enclosures. In addition, there are no limits to the fitting of a membrane keypad, terminals, cable glands, etc.

Advantages of our electronics enclosures:
• Protection class up to IP65
• Choice of different basic sizes
• Available in black, white, graphite grey, light grey and agate grey
• With or without air vents
• Concealed screwing systems

#02

Quick-Finder:
www.bopla.de/02

#62

Quick-Finder:
www.bopla.de/62

V-065

IK07 V-0

5V

6868

Colour:
 Light grey, similar to RAL 7035

Special colours on request

Protection class:
IP65 / NEMA 3

Material:
Enclosure: ABS or PC (UV stabilized)  
Seal: CR

Characteristics:  
- 2 lid variants: smooth or recessed 
  with membrane keypad area
- Plug-in slots for PCBs
- Separate bosses for clamping 
  rectangular PCBs

Colour:
 Light grey, similar to RAL 7035

 V 215: Black, similar to RAL 9005

Special colours on request

Protection class:
Depending on the model up to 
IP66 / NEMA 3; 
IK07 (PC variants)

Material:
ABS, PC (UV-stabilised) and selected sizes 
in PC UL 94 V0 (additional UL 94 V0 
versions on request). With slightly reduced 
outdoor suitability, the highest flammability 
rating of UL 94 5V is also achieved.
Seal: CR
V215: Vestamid

Euromas
ABS I PC I F05

Euromas II

Example of use:

Example of use:
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#02

Quick-Finder:
www.bopla.de/02

#62

Quick-Finder:
www.bopla.de/62

V-065

IK07 V-0

5V

6868

Colour:
 Light grey, similar to RAL 7035

Special colours on request

Protection class:
IP65 / NEMA 3

Material:
Enclosure: ABS or PC (UV stabilized)  
Seal: CR

Characteristics:  
- 2 lid variants: smooth or recessed 
  with membrane keypad area
- Plug-in slots for PCBs
- Separate bosses for clamping 
  rectangular PCBs

Colour:
 Light grey, similar to RAL 7035

 V 215: Black, similar to RAL 9005

Special colours on request

Protection class:
Depending on the model up to 
IP66 / NEMA 3; 
IK07 (PC variants)

Material:
ABS, PC (UV-stabilised) and selected sizes 
in PC UL 94 V0 (additional UL 94 V0 
versions on request). With slightly reduced 
outdoor suitability, the highest flammability 
rating of UL 94 5V is also achieved.
Seal: CR
V215: Vestamid

Euromas
ABS I PC I F05

Euromas II

Example of use:

Example of use:
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ENCLOSURES - ALUMINIUM - FOR ELECTRONIC AND IT INDUSTRY
• Industrial Enclosures - Electronic & IT Industry

#38

Quick-Finder:
www.bopla.de/38

#07

Quick-Finder:
www.bopla.de/07

V-065

65

Colour:
 Light grey, similar to RAL 7035

Special colours on request

Protection class:
IP66/68 / NEMA 3;
Depending on the model up to 
NEMA 4X;
IK07

Material:
Enclosure: ABS or PC (UV stabilized)  
Seal: CR

Characteristics:  
- 2 material variants: ABS or PC
- Numerous designs with moulded-on 
  wall bracket
- Lid with membrane keypad area in
  two variants: grey or crystal-clear
- Captive lid screws

Colour:
 Silver grey, similar to RAL 7001

Special colours on request

Protection class:
IP65 / NEMA 3

Material:
Enclosure: PA 6-GB 30 
Seal: CR

Characteristics: 
- Versions with or without cable glands
- Quick-release fastener variants
- Transparent lid on request
- Terminals and mounting on request

Example of use:

Example of use:

Euromas
Polymas

Euromas X

28

#38

Quick-Finder:
www.bopla.de/38

#07

Quick-Finder:
www.bopla.de/07

V-065

65

Colour:
 Light grey, similar to RAL 7035

Special colours on request

Protection class:
IP66/68 / NEMA 3;
Depending on the model up to 
NEMA 4X;
IK07

Material:
Enclosure: ABS or PC (UV stabilized)  
Seal: CR

Characteristics:  
- 2 material variants: ABS or PC
- Numerous designs with moulded-on 
  wall bracket
- Lid with membrane keypad area in
  two variants: grey or crystal-clear
- Captive lid screws

Colour:
 Silver grey, similar to RAL 7001

Special colours on request

Protection class:
IP65 / NEMA 3

Material:
Enclosure: PA 6-GB 30 
Seal: CR

Characteristics: 
- Versions with or without cable glands
- Quick-release fastener variants
- Transparent lid on request
- Terminals and mounting on request

Example of use:

Example of use:

Euromas
Polymas

Euromas X

28
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Code Amp Rows Modules Dimensions

39100 80A 1 18 270x355x150 
39200 80A 2 36 450x355x150 
39300 100A 3 54 600x355x150 
39400 100A 4 72 750x355x150 
39200-P 80A 2 36 450x355x150
39300-P 100A 3 54 600x355x150 

CONSUMER UNITS - IP RATED
• Surface, Flush & Metal

FIX-O-RAIL 150 SURFACE MOUNTING IP40
The Fix-o-Rail 150 consumer unit with plastic door is an efficient and reliable solution for your electrical needs. 
Designed for both commercial and residential installations, this robust and reliable consumer unit with innovative 
design provides various practical features for quick and easy installations.

1

 ■ Surface-mounted consumer units PNS

 ■ Degree of protection IP40

 ■ 8 up to 54 modules

 ■ 1 up to 4 rows

 ■ Transparent or white door

Consumer units PNS are intended mainly for domestic applications. Their design is suitable for surface 
mounting. Scope of delivery consists of enclosure, door, device DIN rails, N + PE terminals, front cover with 
device cutout, cover for empty place and mounting material.

P

Product 
family

P: Plastic 
enclosure

N

Degree of 
protection

N: IP40

8

Number of 
modules

8 — 54

T

Door

T: Transparent

W: White

Type Key

Certifi cation marks

S

Version

S: Surface
mounted

Surface-mounted IP40 Consumer Units PNS

Consumer units PNS are intended mainly for domestic applications. Their design is suitable for 
surface mounting. Scope of delivery consists of enclosure, door, device DIN rails, N + PE  
terminals, front cover with device cutout, cover for empty place and mounting material.

• Surface-mounted consumer units PNS
• Degree of protection IP40
• 4 up to 72 modules
• 1 up to 4 rows
• Transparent or white door

SURFACE-MOUNTED CONSUMER UNITS PNS IP40

CONSUMER UNITS PNS WITH TRANSPARENT DOOR

CONSUMER UNITS PNS WITH WHITE DOOR

Code Type No. of rows              N+PE Terminals Total Modules

110815 PNS 4T 1 4+4 4
101497 PNS 8T 1 8+8 8
101498 PNS 12T 1 10+10 12
101499 PNS 18T 1 13+13 18
113298 PNS 1x24T 1 13+13 24
101500 PNS 24T 2 13+13 24
113289 PNS 2x18T 2 15+15 36
101501 PNS 2x18T 2 15+15 36
101502 PNS 36T 3 15+15 36
101503 PNS 48T    4 20+20 48
106196 PNS 3x18T  3 26+26 54
110816 PNS 4x18T  4 30+30 72

Code Type No. of rows              N+PE Terminals Total Modules

110817                  PNS 4W                                                        1 4+4                                  4
101504                  PNS 8W                                                        1 8+8                                   8
101505                  PNS 12W                                                      1 10+10                               12
101506                  PNS 18W                                                      1 13+13                               18
113299                  PNS 1x24W                                                  1 13+13                               24
101507                  PNS 24W                                                      2 13+13                               24
113430 PNS 2x18W 2 15+15 36
101508                  PNS 2x18W                                                  2 15+15                               36
101509                  PNS 36W                                                      3 15+15                               36
101510                  PNS 48W                                                      4 20+20                           48
106197                  PNS 3x18W                                                  3 26+26                                54
113272                  PNS 4x18W                                                  4 30+30                                72
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PMF CONSUMER UNITS IP40
• Flush-mounted consumer units with sheet-steel door PMF 
• Tested according to EN 60670 and EN 62208
• Rated current up to 63 A Degree of protection IP40
• 12 modules per a row, can be extended to 14
• 1 up to 5 rows
• White (RAL 9016) colour of the door 
• Easy mounting into hollow walls 
• Mounting depth 87 mm only
• Wall box with a relief for mechanical fixing of cables

SURFACE MOUNTED CONSUMER UNITS PHS IP65 
• PHS Rated oper. voltage 400V AC, 1500 V DC 
• Degree of protection IP65
• 4 up to 48 modules
• 1 up to 4 rows
• Transparent door

CONSUMER UNITS - IP RATED
• Surface, Flush & Metal

CONSUMER UNITS PMF WITH WHITE METAL DOOR IP40

Code Type No. of rows              N+PE Terminals Total Modules

107101 PMF 12                                                          1 10+10                           12 (+2)
107102 PMF 24                                                         2 13+13                           24 (+4)
107103 PMF 36                                                         3 15+15                           36 (+6)
107104 PMF 48                                                         4 20+20                        48 (+8)
107262 PMF 60                                                         5 30+30                           60 (+10)

Code Type No. of rows              Total Modules N+PE Terminals

101492 PHS 4T                                                          1 4 4+4
113262 PHS 6T                                                          1 6 6+6
101493 PHS 8T                                                          1 8 8+8
101494 PHS 12T                                                        1 12 10+10
113263 PHS 18T                                                        1 18 13+13
101495 PHS 24T                                                       2 24 13+13
101496 PHS 36T                                                       3 36 15+15
110814 PHS 48T                                                       4 48 20+20
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CONSUMER UNITS - IP RATED
• Surface, Flush & Metal

METAL FLAT ENCLOSURES EMF IP30
• Metal (sheet-steel) flat enclosures EMF Complies to EN 62208
• Variants for surface and flush mounting
• Versions with 24 and 33 modules per a row
• 2 up to 6 rows
• Degree of protection IP30
• Protection against mechanical impact IK07
• White colour
• Mounting depth lower than 118 mm, suitable also for narrow walls

Code Type No. of rows              N+PE Terminals Total Modules

109809 EMFF2 48W                                                 2 24 48
109810 EMFF2 72W                                                 3 24 72
109811 EMFF2 96W                                                 4 24 96
109812 EMFF2 120W                                               5 24 120
109813 EMFF2 144W                                               6 24 144

109819 EMFF2 66W                                                 2 33 66
109820 EMFF2 99W                                                 3 33 99
109821 EMFF2 132W                                               4 33 132
109822 EMFF2 165W 5 33 165
109823 EMFF2 198W                                               6 33 198

Code Type No. of rows              N+PE Terminals Total Modules

109814 EMFS2 48W                                                 2 24 48
109815 EMFS3 72W                                                 3 24 72
109816 EMFS4 96W                                                 4 24 96
109817 EMFS5 120W                                               5 24 120
109818  EMFS6 144W                                               6 24 144

109824 EMFS2 66W                                                 2 33 66
109825 EMFS3 99W                                                 3 33 99
109825 EMFS4 132W                                               4 33 132
109826  EMFS5 165W                                               5 33 165
109827  EMFS6 198W                                               6 33 198

FLUSH MOUNTED VERSIONS, SHEET-STEEL DOOR

SURFACE MOUNTED VERSIONS, SHEET-STEEL DOOR

Wide range of accessories available

Horizontal terminal holder Earth & Neutral Busbar
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CONSUMER UNITS - RFE EQUIPPED BOARDS
•  Flush/Surface-Metal/PVC

We offer a full design and specification 
to suit your requirements. For more 
information speak to a member of our
Sales Team at

Telephone: +353 1 465 9010 
Email: sales@rfe.ie

RFE EQUIPPED CONSUMER UNITS (Flush/Surface-Metal/PVC)    
• Available 1,2 or 3 Row From 12 Mod up to 54 Mod   
• More sizes available upon request    
• Bespoke Design & Build Solutions IS:10101 COMPLIANT    
• The Latest Requirements for Electrical Installations    

Code Description

777112 1ROW 12MOD equipped consumer unit white door noark 
777118 1ROW 18MOD equipped consumer unit white door noark 
777224 2ROW 24MOD equipped consumer unit white door noark
777236 2ROW 36MOD equipped consumer unit white door noark
777336 3ROW 36MOD equipped consumer unit white door noark
777354 3ROW 54MOD equipped consumer unit white door noark 
888118 1ROW 18MOD equipped consumer unit white door noark  I.S.10101 
999118 1ROW 18MOD equipped consumer unit c/w surge protection devices white door noark  I.S.10101
888224 2ROW 24MOD equipped consumer unit white door noark I.S.10101
999224 2ROW 24MOD equipped consumer unit c/w surge protection devices white door noark I.S.10101
888236 2ROW 36MOD equipped consumer unit white door noark I.S.10101
888236 NW 2ROW 36MOD pns2e equipped consumer unit white door noark I.S.10101
999236 2ROW 36MOD equipped consumer unit c/w surge protection devices white door noark I.S.10101
999236 NW 2ROW 36MOD pns2e equipped consumer unit white door noark I.S.10101 With surge device
888354 3ROW 54MOD equipped consumer unit I.S.10101
999354 3ROW 54MOD equipped consumer unit c/w surge protection devices white door noark  I.S.10101 
888224-FLUSH MET Flush 2ROW 24MOD equipped consumer with metal door  I.S.10101
777224-FLUSH MET Flush 2ROW 24MOD equipped consumer unit with metal door
888336-FLUSH MET Flush 3ROW 36MOD equipped consumer unit with metal door noark I.S.10101
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Code Description

+353 Distribution Encl (2x8) 16md D125 SM
+357 Distribution Encl (2x12) 24md D125 SM
+360 Distribution Encl (3x12) 36md D125 SM
+37206 Distribution Encl (5x12) 60md D125 SM
+42532 Distribution Encl PRO (4x20) 80md D200 SM
+42552 Distribution Encl PRO (4x24) 96md D200 SM
+42562 Distribution Encl PRO (5x20) 100md D200 SM
+42572 Distribution Encl PRO (5x24) 120md D200 SM

Code Description

00206 Triangular Plastic Cam Lock + Key
0021204 Curved Cam Lock + Triangular Key
002132 Metallic Cam Lock Identical Keys
0022012 Mechanical Reinforcement Kit 250x375x125
0022021 Mechanical Reinforcement Kit 325x375x125
0022023 Mechanical Reinforcement Kit 325x500x125
0022630 Kit To Fix Surface Mounted (SM) Enclosures
0029434 Bracket F/Moulded Case + Term Block W475
0029435 Bracket F/Moulded Case + Term Block W550

CONSUMER UNITS - DISTRIBUTION BOARDS FOR DOMESTIC, 
COMMERCIAL + LIGHT INDUSTRIAL APPLICATIONS

DISTRIBUTION BOARDS
    
• Modules Capacity 16 to 168 
• Depths 90mm, 125mm and 200mm
• Heights 375mm; 500mm; 750mm; 875mm and 1000mm
• Class II Insulation
• Protection Degrees IP54 / IK07
• Wall Application: Flush and Surface Mounted
• Materials Plastic enclosure
• Aluminium frame and door
• Surface Mounted (SM) enclosures with 750, 875 and 

1000mm height manufactured with a metal cover,  
increasing its protection degree - IK09  

SAFETY MAX & SAFETY MAXPRO

ACCESSORIES

    
• Modules Capacity 80 up to 120
• Depths 125mm and 200mm
• Heights 875mm and 1000mm
• Class II Insulation
• Protection Degrees IP54 / IK09
• Wall Application Flush and Surface Mounted
• Materials Plastic enclosure        
• Aluminium frame and door 
• Metallic mounting plate 
• It allows the installation of modular equipment up to 250A
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Model Type Dimensions

39018 Famatel 18 MOD 1 ROW IP65 CU 289 x 432 x 160 mm
39036 Famatel 36 MOD 2 ROW IP65 CU 464 x 432 x 160 mm
39054 Famatel 54 MOD 3 ROW IP65 CU 639 x 432 x 160 mm
39072 Famatel 72 MOD 4 ROW IP65 CU 879 x 432 x 160 mm

CONSUMER UNITS - ACQUA PLUS IP65

ACQUA PLUS IP65 
The new range of IP65 Acqua Plus surface enclosures consists of four models from 18 to 72 modules with the option of install-
ing a sealable ICP. They stand out for their quick and easy installation in any environment

39018 39036 39054 39072

• Range from 18 up to 72 modules
• Ample space for cabling
• Detachable module holder and front panel for quick and easy installation
• Option of installing sealed power control switch
• Knock-out bi-material membrane that allows easy installation of metric tubes, cables, glands, etc., 
  ensuring an IP65 degree of protection
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Ventilation

Filter Fans - High performance, fast mounting 
and easy maintenance
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Ventilation

Terminal 
top/bottom 
inversion

Reverse Air Flow

STANDARD AIR FLOW DIRECTION REVERSE AIR FLOW DIRECTIONFIRST STEP SECOND STEP

PUSH

CLICK

180°

FAN QUICK LOCK (FQL)

Watt-a-Calculator is a selection software that matches the
best model to the specific customer application. For more 
information please contact a member of our sales team. 

COOLING PERFORMANCE DIAGRAM FILTER FAN SELECTION 
WITH WATT-A-CALCULATORCooling performance diagram
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WIRING TERMINAL ON THE TOP  
OF THE FAN
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ON THE BOTTOM OF THE FAN

180°

EASY MAINTENANCE  (FMR)

FRONT GRILL OPENING FILTER MAT REPLACEMENT

Remove 
Replace 

FRONT GRILL CLOSING
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Ventilation/Filter Fans & Grills

** UL Approved Filter Fans available upon request **

Model Ventilation Power Supply H x W x D

ATV1100 Filter fan 26 m3/h 230V-50/60Hz 114 x 14 x73mm
ATV1101 Filter fan 26 m3/h 115V-50/60Hz 114 x 14 x 73mm
ATV1112 Filter fan 26 m3/h 12VDC 114 x 114 x 60mm
ATV1124 Filter fan 26 m3/h 24VDC 114 x 114 x 60mm
ATV2200 Filter fan 58 m3/h 230V-50/60Hz 150 x 150 x 86mm
ATV2201 Filter fan 58 m3/h 115V-50/60Hz 150 x 150 x 86mm
ATV2224 Filter fan 58 m3/h 24VDC 150 x 150 x 86mm
ATV2248 Filter fan 58 m3/h 48VDC 150 x 150 x 86mm
ATV3200 Filter fan 115 m3/h 230V-50/60Hz 204 x204 x 104mm
ATV3201 Filter fan 115 m3/h 115V-50/60Hz 204 x204 x 104mm
ATV3224 Filter fan 115 m3/h 24VDC 204 x204 x 104mm
ATV3248 Filter fan 115 m3/h 48VDC 204 x204 x 104mm
ATV4200 Filter fan 125 m3/h 230V-50/60Hz 250 x 250 x 107mm
ATV4201 Filter fan 125 m3/h 115V-50/60Hz 250 x 250 x 107mm
ATV4224 Filter fan 125 m3/h 24VDC 250 x 250 x 107mm
ATV4248 Filter fan 125 m3/h 48VDC 250 x 250 x 107mm
ATV4300 Filter fan 255 m3/h 230V-50/60Hz 250 x 250 x 128mm
ATV4301 Filter fan 255 m3/h 115V-50/60Hz 250 x 250 x 128mm
ATV4324 Filter fan 255 m3/h 24VDC 250 x 250 x 128mm
ATV4348 Filter fan 255 m3/h 48VDC 250 x 250 x 128mm
ATV4400 Filter fan 410 m3/h 230V-50/60Hz 250 x 250 x 136mm
ATV4401 Filter fan 410 m3/h 115V-50/60Hz 250 x 250 x 136mm
ATV4440 Filter fan 410 m3/h 400V-3ph-50/60Hz 250 x 250 x 136mm
ATV5400 Filter fan 550 m3/h 230V-50/60Hz 325 x 325 x 140mm
ATV5401 Filter fan 550 m3/h 115V-50/60Hz 325 x 325 x 140mm
ATV5440 Filter fan 550 m3/h 400V-3ph-50/60Hz 325 x 325 x 140mm
ATV5500 Filter fan 700 m3/h 230V-50/60Hz 325 x 325 x 154mm
ATV5501 Filter fan 700 m3/h 115V-50/60Hz 325 x 325 x 154mm

Model Ventilation H x W x D

ATV1000 Grill with filter mat 114 x 114 x 27mm
ATV2000 Grill with filter mat 150 x150 x 37mm
ATV3000 Grill with filter mat 204 x 204 x 37mm
ATV4000 Grill with filter mat 250 x 250 x 38mm
ATV5000 Grill with filter mat 320 x 320 x 42mm

GRILL & FANS

FILTER UNITS
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Ventilation/Filter Fans & Grills

Model Ventilation Power Supply

ALFATORRB Roof exhaust without fan V0 ABS  -
ALFATORR0600B Roof exhaust with fan 600 m3/h 230V-50/60Hz
ALFATORR0610B Roof exhaust with fan 600 m3/h 115V-50/60Hz
ALFATORR0860B Roof exhaust with fan 860 m3/h 230V-50/60Hz
ALFATORR0861B Roof exhaust with fan 860 m3/h 115V-50/60Hz
ALFATORR1000B Roof exhaust with fan 1000 m3/h 230V-50/60Hz
ALFATORR1010B Roof exhaust with fan 1000 m3/h 115V-50/60Hz
ALFATORRMETB Roof exhaust without fan in painted steel  -
ALFATORR1450B Roof exhaust with fan 1500 m3/h, steel frame 230V-50/60Hz
ALFATORR1451B Roof exhaust with fan 1500 m3/h steel frame 115V-50/60Hz

Model Ventilation Power Supply

RACK0222 2-fans tray 230 V 50-60 Hz
RACK0212 2-fans tray 115 V 50-60 Hz
RACK0224 2-fans tray 24 V DC
RACK0248 2-fans tray 48 V DC
RACK0322 3-fans tray 230 V 50-60 Hz
RACK0312 3-fans tray 115 V 50-60 Hz
RACK0324 3-fans tray 24 V DC
RACK0348 3-fans tray 48 V DC

Model Ventilation

CUFF10B Metal hood for series 1000BP-RAL7035
CUFF20B Metal hood for series 2000BP-RAL7035
CUFF30B Metal hood for series 3000BP-RAL7035

Model Ventilation

ATVF1 Filter mat for ATV1000
ATVF2 Filter mat for ATV2000
ATVF3 Filter mat for ATV3000
ATVF4 Filter mat for ATV4000
ATVF5 Filter mat for ATV5000
ATVF1X Filter mat for ATV1000, high efficiency
ATVF2X Filter mat for ATV2000, high efficiency
ATVF3X Filter mat for ATV3000, high efficiency
ATVF4X Filter mat for ATV4000, high efficiency
ATVF5X Filter mat for ATV5000, high efficiency

ROOF FAN & VENT IP44  

19” FAN TRAY RACK SERIES 

IP55 METAL HOODS 

REPLACEMENT FILTER MATS

** IP54 & UL Approved Roof Fans Available upon request **
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Anti-condensation Heaters

Application
Enclosure heaters are often necessary to prevent 
failures or corrosion caused by low temperatures or 
high humidity inside the enclosure. Such conditions 
are likely to occur when ambient temperature is low 
and the equipment inside the enclosure is not powered 
or fails to dissipate enough heat to keep enclosure 
temperature above the minimum threshold. Outdoor 
enclosures, for instance, are almost always in such 
conditions.

Safety
According to the type of heater, surface temperature is 
limited either by a PTC or by an over temperature safety 
switch. This allows a safe operation and a self-adjusted 
heating power. All heaters are in Class II, except FSHT, 
FPH, FMHT and FMHTS series in Class I.

Wide range of solutions
Alfa electric offers a wide range of solutions, all for DiN 
rail mounting:
SHT – PTC heaters with connection on terminals, 25-150W
SHT/W – PTC heaters with wire connection, 15-50W
HT – PTC heaters with connection on terminals, 25-150W
STHT – PTC heaters with connection on terminals, 25-150W
FSHT – Resistor heaters, fan assisted, 250-750W
TMX – PTC heaters, fan assisted, 150-400W
FPH – PTC fan heaters, 1200-2000W
MHT – PTC mini heaters, 5-30W
FMHT – Resistor heaters , fan assisted, 75-300W
FMHTS – Resistor heaters, fan assisted 100-300W

Fast installation
Installation is fast and simple. All units are designed for 
fast mounting on 35mm DiN eN 50022 rail.

Example:
Enclosure surface 3m2

Temperature difference 10K
Heating capacity required 170W
Possible heater solutions  n. 2 SHT100
 n. 1 FSHT250
 n. 1 FMHT230

HEATING PERFORMANCE DIAGRAM
Anticondensation heaters selection diagram

Enclosure surface (m²)
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Watt-a-Calculator is a selection software that matches the best
model to the specific customer application. For more information 
please contact a member of our sales team. 

ANTICONDENSATION HEATERS 
SELECTION WITH WATT-A-CALCULATOR

Anti-condensation Heaters
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Anti-condensation Heaters

Model Heating H x W x D

HT25 Heater PTC 25 W cables 100 x 40 x 40 mm
HT50 Heater PTC 50 W cables 100 x 40 x 40 mm
HT75 Heater PTC 75 W screw terminals 140 x 59 x 61 mm
HT100 Heater PTC 100 W screw terminals 140 x 59 x 61 mm
HT150 Heater PTC 150 W screw terminals 220 x 59 x 61 mm

Model Heating H x W x D

STHT25 Heater PTC 25 W screw terminals 125 x 41 x 41 mm
STHT50 Heater PTC 50 W screw terminals 125 x 41 x 41 mm
STHT75 Heater PTC 75 W screw terminals 140 x 63 x 70 mm
STHT100 Heater PTC 100 W screw terminals 140 x 63 x 70 mm
STHT150 Heater PTC 150 W screw terminals 220 x 63 x 70 mm

Model Heating H x W x D

FSHT250 Fan Heater 250 W -230 V 135 x 112 x 82 mm
FSHT251 Fan Heater 250 W -115 V 135 x 112 x 82 mm
FSHT400 Fan Heater 400 W -230 V 165 x 112 x 82 mm
FSHT401 Fan Heater 400 W -115 V 165 x 112 x 82 mm
FSHT500 Fan Heater 500 W -230 V 165 x 112 x 82 mm
FSHT501 Fan Heater 500 W -115 V 165 x 112 x 82 mm
FSHT750 Fan Heater 750 W -230 V 225 x 112 x 82 mm
FSHT751 Fan Heater 751 W -115 V 225 x 112 x 82 mm

Model Heating H x W x D

MHT5 Heater PTC 5 W cables 40 x 40 x 55 mm
MHT15 Heater PTC 15 W cables 40 x 40 x 55 mm
MHT30 Heater PTC 30 W cables 40 x 40 x 65 mm

HT COMPACT PTC HEATER (UL APPROVED)

STHT-TOUCH SAFE PTC HEATER (UL APPROVED)

FSHT (FAN ASSISTED, RESISTOR HEATER)

MHT - MINI PTC HEATER
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Anti-condensation Heaters

Model Heating H x W x D

FMHT75 Fan Heater PTC 75 W wires - Fan 24Vac/dc, Heater 230Vac 97 x 41 x 66 mm
FMHT100 Fan Heater PTC 100 W wires - Fan 24Vac/dc, Heater 230Vac 97 x 40 x 66 mm
FMHT150 Fan Heater PTC 150 W wires - Fan 24Vac/dc, Heater 230Vac 132 x 40 x 66 mm
FMHT230 Fan Heater PTC 230 W wires - Fan 24Vac/dc, Heater 230Vac 142 x 40 x 66 mm
FMHT300 Fan Heater PTC 300 W wires - Fan 24Vac/dc, Heater 230Vac 157 x 40 x 66 mm

Model Heating H x W x D

FMHT100-S Mini fan Heater PTC 100 W 230V, terminals 97 x 41 x 66 mm
FMHT150-S Mini fan Heater PTC 150 W 230V terminals 132 x 41 x 66 mm
FMHT230-S Mini fan Heater PTC 230 W 230V terminals 142 x 41 x 66 mm
FMHT300-S Mini fan Heater PTC 300 W 230V terminals 157 x 41 x 66 mm

Model Heating H x W x D

TMX150.00 Compact fan heater PTC 150W 230V 88 x 66 x 97 mm
TMX250.00 Compact fan heater PTC 250W 230V 88 x 66 x 97 mm
TMX300,00 Compact fan heater PTC 300W 230V 88 x 66 x 97 mm
TMX400.00 Compact fan heater PTC 400W 230V 88 x 66 x 97 mm
TMX150.10 Compact fan heater PTC 150W 115V 88 x 66 x 97 mm
TMX250.10 Compact fan heater PTC 250W 115V 88 x 66 x 97 mm
TMX300,10 Compact fan heater PTC 300W 115V 88 x 66 x 97 mm
TMX400.10 Compact fan heater PTC 400W 115V 88 x 66 x 97 mm

Model Heating H x W x D

FPH1200.00 Fan Heater PTC 1200 W -230 V 95 x 160 x 120 mm
FPH1200.01 Fan Heater PTC 1200 W -230 V w/bimetal thermostat 95 x 160 x 120 mm
FPH1200.02 Fan Heater PTC 1200 W -230 V w/electronic control 95 x 160 x 120 mm
FPH1500.00 Fan Heater PTC 1500 W -230 V 95 x 160 x 120 mm
FPH1500.01 Fan Heater PTC 1500 W -230 V w/bimetal thermostat 95 x 160 x 120 mm
FPH1500.02 Fan Heater PTC 1500 W -230 V w/electronic control 95 x 160 x 120 mm
FPH2000.00 Fan Heater PTC 2000 W -230 V 95 x 160 x 120 mm
FPH2000.01 Fan Heater PTC 2000 W -230 V w/bimetal thermostat 95 x 160 x 120 mm
FPH2000.02 Fan Heater PTC 2000 W -230 V w/electronic control 95 x 160 x 120 mm

FMHT- FAN ASSISTED, COMPACT HEATERS, DUAL SUPPLY 

FMHT-FAN ASSISTED COMPACT HEATER- POWER SUPPLY 230VAC

TMX - FAN ASSISTED PTC HEATER-TOUCHSAFE

FPH - FAN ASSISTED PTC HEATERS
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Panel Control - Thermostats

CONTROLLO
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CONTROL

thV - thr
THERMOSTATS

Compact Thermostat for DiN 35 mm. rail mounting. 
Based on bimetallic junction, provides high capacity 
NO or NC contact. Two versions available.

THVx NO Contact Typically used for controlling ventilation devices

THRx NC Contact Typically used for controlling heaters

Specifications, values and drawings are subject to change without notice.

Features Unit THR1 THR2 THR3 THV1 THV2 THV3
Contact function - NC NC NC NO NO NO

Temperature setting range °C  -10/+50 0/+60 +20/+80 -10/+50 0/+60 +20/+80

Precision °C  ±4

Hysteresis °C  7

Max switching current

250Vac resistive load (inductive load) A 10 (1.6)

125Vac resistive load (inductive load) A 15 (2.5)

Max. switching power in Vdc W 30

Temperature sensor type - Thermostatic bimetal

Contact type - Snap action

Contact resistance mOhm < 10

Service life cycles > 100 000

Electrical connections - 2-pole terminal for 2.5 mm² wire

Casing - PA6, UL94 V0 self-estinguishing, light grey RAL 7035

Protection degree EN60529 - IP20

Operating temperature °C (°F) -25/+80 (-13/+176)

Storage temperature °C (°F) -45/+80 (-49/+176)

Mounting - Clip for mounting on DIN rail 35 mm EN50022

Installation position - Variable

Conformity/Certifications - CE-UL  File n. E348803

Dimensions HxWxD mm 61x34x35

Weight (with packaging) kg 0.048 (0.055)

Accessories
DIN rail bracket GUIDADINPL
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Thermo-Hygrostat

etUh
THERMO-HYGROSTAT

Specifications, values and drawings are subject to change without notice.

electronic Hygrothermostat for DiN 35 mm. rail mounting.
Typically used to control enclosure heaters. The change 
over contact triggers either for high humidity or low tem-
perature, independently set adjustable. LED display of 
power on and status.

Features Unit ETUH11 ETUH22
Power supply V/Hz 115/50-60 230/50-60

Temperature setting range °C 0 / +60

Precision °C ±1

Temperature Hysteresis °C 2

Relative Humidity setting range RH% 20-90

Relative Humidity Hysteresis % 5

Reaction time sec 60

Max switching current

NO at 250Vac resistive load A 10

NO at 30Vdc resistive load A 8

NO at 240Vac motor load Hp 1/2

NO at 120Vac motor load Hp 1/4

NC at 250Vac resistive load A 10

NC at 30Vdc resistive load A 8

Contact type Change over

Contact resistance < 10

Service life cycles > 100 000

Electrical connection - 5-pole terminal for 2.5 mm² wire

Optical signal - LED

Casing - PA6, UL94 V0 self-estinguishing, light grey RAL 7035

Protection degree EN60529 - IP20

Operating / Storage temperature °C (°F) -40/+80 (-40/+176)

Mounting - Clip for mounting on DIN rail 35 mm EN50022

Installation position - Vertical

Conformity/Certifications - CE-UL  File n. E348803

Dimensions HxWxD mm 69x53x50

Weight (with packaging) kg 0.11 (0.12)

Accessories
DIN rail bracket GUIDADINPL
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Thermostats

ethm - ethdm
TEMPERATURE CONTROLLERS

The ETHDM10 and ETHDM14 are factory equipped 
with an integral NTC on the thermostat (terminals 
1-2) and a bridge between terminals 2 and 1A.
in this confi guration the two set points of outputs 
OUT1 and OUT2 will refer to the temperature 
measured by the integrated NTC probe.
Replacing the bridge between terminals 2 and 1A 
with a second NTC probe, output OUT1 will be 
controlled by the temperature measured at NTC 
probe 1 (on the thermostat), output OUT2 will be 
controlled by the temperature measured at NTC 
probe 2 (terminals 2 and 1A).

Specifications, values and drawings are subject to change without notice.

Features Unit ETHM10 ETHM14 ETHDM10 ETHDM14
Power supply V 200-240 VAC 20-30 VAC/DC 200-240 VAC 20-30 VAC/DC
Input - NTC (10k - 25°C)
Relay - 1 SPDT output (8A) 2 SPDT outputs (16A-AC1)
Control - ON/OFF
Measurement range °C NTC -20 ~ +60°C
Sampling rate Hz 12
Symmetric hysteresis - Adjustable from +1 to +5°C on both outputs
Operating temperature °C (°F) -20/+65  (-4/+149)
Operating humidity (no condensate) RH% 30 ~ 95
Housing - self-extinguishing plastic UL94V0
Dimensions HxWxD mm 17.5x64x98mm - 1 Din rail module 35x64x98mm - 2 Din rail module

Connessions - 2.5 mm² screw terminal block
Mounting - Clip for mounting on DIN rail 35 mm EN50022
Conformity/Certifications - CE
Weight (with packaging) Kg 0,045 (0,055) 0,070 (0,090)

Compact Size - 1 DiN Module (17,5mm) or 2 DiN modules (35mm)
Supply 20-30 VAC/DC or 200-240 VAC
Din rail mounting
Analog temperature adjustment
Suitable for temperature control inside electric panel 
(Fan control and resistor control)
One or two independent NTC probe inputs
1 relay output x 8A (ETHM10,ETHM14),
2 relay outputs x 16A (ETHDM10, ETHDM14)

Model Description H x W x D

THR1 Thermostat NC -10/50 °C 61 x 34 x 35 mm
THR2 Thermostat NC 0/60 °C 61 x 34 x 35 mm
THR3 Thermostat NC 20/80 °C 61 x 34 x 35 mm
THV1 Thermostat NO -10/50 °C 61 x 34 x 35 mm
THV2 Thermostat NO 0/60 °C 61 x 34 x 35 mm
THV3 Thermostat NO 20/80 °C 61 x 34 x 35 mm

THERMOSTATS- THR FOR USE TO CONTROL HEATERS
THV - CONTROLLING VENTILATION DEVICES

Model Description H x W x D

THS2 Thermostat change-over contact 0:60 °C 64 x 37 x 45 mm

Model Description Power Supply

THS2 Mechanical Hygrostat 10-90%RH 230V-50/60Hz

Model Description Power Supply

ETUH11 Electronic Hygro-thermostat 0-60 °C 30-90% RH 110 V-50/60Hz
ETUH22 Electronic Hygro-thermostat 0-60 °C 30-90% RH 230V-50/60Hz
EUH11 Electronic Hygrostat 20-90%RH 230v-50/60Hz
EUH22 Electronic Hygrostat 20-90%RH 230V-50/60Hz

Model Description Power Supply

ETH10 Electronic thermostat -20:65 °C, digital display, 1 relay output 200-240VAC
ETH14 Electronic thermostat -20:65 °C, digital display, 1 relay output 10-30V AC/DC
ETHD10 Electronic thermostat -20:65 °C, digital display, 2 relay output 200-240VAC
ETHD14 Electronic thermostat -20:65 °C, digital display, 2 relay output 10-30V AC/DC
ETHM10 Electronic thermostat -20:65 °C, trimmer setting, 1 relay output 200-240VAC
ETHM14 Electronic thermostat -20:65 °C, trimmer setting, 1 relay output 10-30V AC/DC
ETHDM10 Electronic thermostat -20:65 °C, trimmer setting, 2 relay output 200-240VAC
ETHDM14 Electronic thermostat -20:65 °C, trimmer setting, 2 relay output 10-30V AC/DC

Model Description H x W x D

THRV13 Double thermostat NC -10/50°C NO 20/80°C 61 x 53 x 35 mm
THRV22 Double thermostat NC 0/60°C NO 0/60°C 61 x 53 x 35 mm
THVV22 Double thermostat NO 0/60°C NO 0/60°C 61 x 53 x 35 mm
THRF05 Bimetallic Fixed set NC 5°C 47 x 27 x 35 mm
THVF35 Bimetallic Fixed set NO 35°C 47 x 27 x 35 mm
THVF50 Bimetallic Fixed set NO 50°C 47 x 27 x 35 mm

THERMOSTAT W/ CHANGE-OVER CONTACT  

MECHANICAL HYGROSTAT  

ELECTRONIC HYGRO-THERMOSTAT

ELECTRONIC THERMOSTATS

DOUBLE THERMOSTATS
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Panel Control - Thermostats

Model Description Power Supply

FSC Fan speed controller 100-230v/50-60Hz

Model Description

FS Flashing safety device with phase sequence detection
FSL Flashing safety device with phase sequence detection, integrated door limit switch for lamp

FSLA Flashing safety device with phase sequence detection,integrated door limit 
switches for lamp and other auxiliary devices

FAN SPEED CONTROLLER  

FLASHING SAFETY DEVICE
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Thermostats Fan speed controller

FsC
FAN SPEED CONTROLLER

Specifications, values and drawings are subject to change without notice.

Electronic temperature-regulated fan speed controller
for DiN 35 mm. rail mounting.
Speed controller helps to reduce fan noise, air flow rate
is reduced to the optimum speed required.

Features Unit FSC
Power supply V/Hz 100-230/50-60

Temperature setting range °C  +20 / +60

Fan speed setting range % 0 - 100

Speed controller - partialization of wave

Input - NTC sensor

Max. output fan - 300 W (100-230/50-60Hz)

Electrical connection - terminal for 2.5 mm² wire

Optical signal - LED

Casing - PA6, UL94 V0 self-estinguishing, light grey RAL 7035

Protection degree EN60529 - IP20

Operating / Storage temperature °C (°F) -10/+70 (+14/+158)

Mounting - Clip for mounting on DIN rail 35 mm EN50022

Installation position - Vertical

Conformity/Certifications - CE

Dimensions HxWxD mm 68x53x38

Weight (with packaging) kg 0.10  (0.11)

Accessories
DIN rail bracket GUIDADINPL

CONTROLLO
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Safety

Features Unit FS FSL FSLA
Power supply V/Hz 1ph 115-230/50-60 or 3ph 400/50-60

FU
N

C
TI

O
N

S

Power on, Phase sequence, 
Phase loss

Signal

Yes/No

-

Yes

n° 3 LEDs, red

Yes

n° 3 LEDs, red

Yes

n° 3 LEDs, red
Contact for lamp

Contact type
Max current
Service life

Yes/No
-
A

Cycles

No
-
-
-

Yes
NC
5

> 25.000

Yes
NC
5

> 25.000

Auxiliary Contact
Contact type
Max current
Service life

Yes/No
-
A

Cycles

No
-
-
-

No
-
-
-

Yes
Change over

5
> 25.000

Probe extension mm Adjustable 11-16
Casing - Poly-carbonate, Yellow
Connection on terminals mm2 n. 6x4 n. 8x4 n. 11x4
Mounting - Adjustable fixing bracket 125 mm interlock
Protection degree EN60529 - IP20
Protection class - I
Operating/Storage temperature °C(°F) -10 +70 (+14 +158)/-20 +80(-4 +176)
Installation position - Variable
Dimensions HxWxD mm 34x112x68 (+16)
Weight (with packaging) kg 0.15 (0.25)
Package dimensions HxWxD mm 46x145x88
Conformity/Certifications - CE

Features Unit FINCOR FINRIP
Contacts type - Zb type snap action (1NO+1NC)
Rated current at 230V(400V) AC15 A 3.1(1.9)
Protection degree EN60529 - IP65
Protection Class - II
Operating temperature °C (°F) -25/+70 (-13/+158)
Rated insulation voltage Ui V 690
Service life Cycles > 25.000
Cable inlet - PG13,5 cable gland
Mechnical lock Yes/No No Yes
Dimensions HxWxD mm 75x31x31 91x31x39
Weight (with packaging) kg 0.04 (0.10) 0.05 (0.11)
Conformity/Certifications - CE   EN60947-5-1, IEC 947-5-1

Fs

Fin

FLASHING SAFETY DEVICE

DOOR LIMIT SWITCH

Required on most enclosures for safety and operation of 
auxiliary circuits, such as switching on lamps or switching 
off ventilation/air conditioning when the door is open. FiN 
Limit switches can be equipped with the optional bracket 
FiNSTAFF for fixing and positioning.

The flashing safety devices series FS prevents accidents, 
alerting the operator that the electrical system is live. The 
FS devices are suitable for connection to three or single-
phase lines. FS is also a phase-loss and phase-sequence 
control device: in case of failure, it points out the missing 
phase. The device functions can be increased with auxiliary 
contacts that allow to switch-on the lamp when opening 
the cabinet door or to control other equipment inside the 
cabinet (air conditioner, etc.)

CONTROLLO
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FS
LAMPEGGIANTE DI SICUREZZA

FIN - INTERRUTTORE DI FINECORSA
Richiesto sulla maggior parte degli armadi per sicurezza o controllo di circuiti ausiliari, come l’accensione della lampada o lo 
spegnimento del condizionatore a porta aperta.
E’ disponibile anche la staffa opzionale FINSTAF per fi ssaggio e regolazione.

Sicurezza

Il lampeggiante di sicurezza FS previene incidenti segnalando 
all’operatore la presenza di tensione nel quadro. Lo strumento 
può essere collegato sia a linee monofase che trifase.
Inoltre il lampeggiante FS aiuta anche nell‘individuazione della 
corretta sequenza delle fasi o della mancanza di una di queste. 
E’ disponibile anche con contatti ausiliari opzionali che permettono 
l’accensione della lampada all’apertura della porta e di controllare 
un altro strumento all’interno del quadro (condizionatore, etc.)

Caratteristiche Unità FS FSL FSLA
Alimentazione V/Hz 1ph 115-230/50-60 or 3ph 400/50-60

FU
N

ZI
O

N
I

Segnalazione tensione, corretta 
sequenza o mancanza fasi

Segnalazione

Si/No

-

Si

n° 3 LED, rossi

Si

n° 3 LED, rossi

Si

n° 3 LED, rossi
Contatto lampada

Tipo di contatto
Capacità

Vita

Si/No
-
A

Cicli

No
-
-
-

Si
NC
5

> 25.000

Si
NC
5

> 25.000

Contatto ausiliario
Tipo di contatto

Capacità
Vita

Si/No
-
A

Cicli

No
-
-
-

No
-
-
-

Si
in scambio

5
> 25.000

Lunghezza perno mm regolabile 11-16
Contenitore - policarbonato giallo
Collegamento con morsetti mm2 n. 6x4 n. 8x4 n. 11x4
Montaggio - staffa di fi ssaggio regolabile interasse 125 mm
Grado di protezione - IP20
Classe di protezione - I
Temperatura di utilizzo/stoccaggio °C(°F) -10 +70 (+14 +158)/-20 +80(-4 +176)
Installazione - posizione variabile
Dimensioni HxLxP mm 34x112x68 (+16)
Peso kg 0.15
Dimensioni imballo HxLxP mm 46x145x88
Marchi - CE

Caratteristiche Unità FINCOR FINRIP
Tipo di contatto - Zb ad apertura rapida (1NA+1NC)
Corrente a 230V(400V) AC15 A 3.1(1.9)
Grado di protezione - IP65
Classe di protezione - II
Temperatura di utilizzo °C -25 +70
Tensione di isolamento V 690
Vita Cicli > 25.000
Entrata cavi - PG13,5 pressacavo
Interblocco Si/No No Si
Dimensioni HxLxP mm 75x31x31 91x31x39
Peso kg 0.04 0.05
Marchi - CE   EN60947-5-1, IEC 947-5-1

FINSTAFF

FINRIP

Specifications, values and drawings are subject to change without notice.

FS- Flashing Safety Device - The flashing safety devices series FS prevents accidents, alerting the operator that the 
electrical system is live. The FS devices are suitable for connection to three or single-phase lines. FS is also a 
phase-loss and phase-sequence control device: in case of failure, it points out the missing phase. The device 
functions can be increased with auxiliary contacts that allow to switch-on the lamp when opening the cabinet door 
or to control other equipment inside the cabinet (air conditioner, etc.)

IF YOU REQUIRE ASSISTANCE PLEASE CONTACT OUR SALES TEAM TO 
DISCUSS YOUR REQUIREMENTS
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THERMAL SOLUTIONS - FOR ELECTRICAL ENCLOSURES
• Panel Lamps/LED Lighting/Accessories
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LIGHTING

Specifications, values and drawings are subject to change without notice.

N E W
S E R I E S

Wide voltage range from 20VDC up to 265VAC 
in a single model.
Spring terminal. More units can be connected 
together in a chain.
Fixing clips in each model permit to rotate the 
lamp according to lighting needs.
Magnet fixing or screw fixing. Motion sensor or 
switch ON/OFF available.

ledlAmp 32
SLIM, HIGH EFFICENCY ENCLOSURE LED LAMP WITH MOTION SENSOR

345

MAX 300 (variable)

Ø32

Features Unit LEDLAMP3200 LEDLAMP3201 LEDLAMP3210 LEDLAMP3211
Power supply V/Hz 24-48 VDC  /  100-240 VAC  50-60 Hz

Luminosity Lm 400

Lamp type - LED 

Power consumption W 2,5

Service life  (@ 20°C) hr 60 000

Switch - on/off switch Motion sensor*

Electrical connection - 2-poles spring terminals **

Casing - Plastic

Protection degree / Class - IP20 / Class II

Operating temperature °C (°F) -30 / +60 (-22 / +140)

Storage temperature °C (°F) -40 / +85 (-40 / +185)

Mounting - screw fixing magnet fixing screw fixing magnet fixing

Installation position - Variable

Dimensions mm Ø32x345

Weight (with packaging) kg 0.155 (0.205) 0.175 (0.225) 0.155 (0.205) 0.175 (0.225)

Package dimensions mm 415x50x43

Conformity/Certifications - CE,  File n° E301228

* 5min switched on after last detection

** 0.5-2.5mm

SPRiNG
TeRMiNAL

MOTiON 
SeNSOR

CLiP FixiNG 
WITH 
MAGNeT 
OR SCREW

ORieNTAbLe

Code Slim LED Lamps Switch Mounting

LEDLAMP3200 400Lm, motion sensor, 24-48Vdc / 100-240Vac ON/OFF switch Screw fixing
LEDLAMP3201 400Lm, motion sensor, 24-48Vdc / 100-240Vac ON/OFF switch Magnet fixing
LEDLAMP3210 400Lm, motion sensor, 24-48Vdc / 100-240Vac Motion sensor Screw fixing
LEDLAMP3211 400Lm, motion sensor, 24-48Vdc / 100-240Vac Motion sensor Magnet fixing

Model Description AMP

ALFAPRSCH02 Socket British Standards 1363 13A
ALFASOCKET02F Socket 10A/16A double-step and Schuko with fuse 6A 16A

Model Description

GUIDADINPL DIN rail bracket

Model Description

CLIPP Plastic clip for 35 mm. DIN rail
CLIPM Metal clip for 35 mm. DIN rail

Model Description

PRESSCOMP Pressure equalizer ( 1 UNIT = 2 pcs )

SOCKETS FOR DIN RAIL

DIN RAIL BRACKET

DIN RAIL BRACKET

PRESSURE EQUALIZER
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ACCESSORIES

Specifications, values and drawings are subject to change without notice.

For mounting on 35 mm DiN rail. Wire connections 
on terminals. It provides a power supply for electrical 
tools or instruments during installation, operation 
and maintenance. Available in four different national 
standards and in two basic versions: without and with 
limiting fuse 6.3A.

France                 Italy                Germany        Euro-American

AlFAsoCKet
DIN RAIL SOCKET

ACCESSORI
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ALFASOCKET
PRESE PER GUIDA DIN 

Caratteristiche Unità ALFASOCKET01 ALFASOCKET02 ALFASOCKET03 ALFASOCKET04
Standard - Germania Italia Francia Euro-America
Tensione V 250 250 250 125
Capacità A 16 16 16 16
Collegamento - morsetto a 3 poli 2.5 mm²
Contenitore - ABS autoestinguente RAL 7035
Grado di protezione - IP20
Classe di protezione - Classe I
Temperatura di utilizzo - -25/+60 (-13/+140)
Temperatura di stoccaggio °C (°F) -45/+60 (-49/+140)
Montaggio - su guida DIN rail 35 mm EN50022
Marchi - CE
Dimensioni HxLxP mm 92x57x51
Peso g 105

Accessori
GUIDADINPL GUIDADINPL GUIDADINPL GUIDADINPL

Versioni
con fusibile 6.3 A ALFASOCKET01F ALFASOCKET02F ALFASOCKET03F ALFASOCKET04F

Prese

Per montaggio su guida DIN 35 mm. 
Collegamento con morsetti.
Utile per il collegamento di piccoli strumenti 
elettrici durante l‘installazione e la manutenzione 
del quadro elettrico.
Disponibile in 4 differenti standard internazionali 
e in 2 versioni: con o senza fusibile di protezione 
da 6.3 A.

Francia                Italia              Germania        Euro-America

Features Unit ALFASOCKET01 ALFASOCKET02 ALFASOCKET03 ALFASOCKET04
Standard - Germany Italy France Euro-American

Voltage V 250 250 250 125

Max. current A 16 16 16 16

Electrical connection - 3-pole terminal for 2.5 mm² wire

Casing - ABS, UL94 V0 self-estinguishing, light grey RAL 7035

Protection Class - Class I

Protection degree EN60529 - IP20

Operating temperature °C (°F) -25/+60 (-13/+140)

Storage temperature °C (°F) -45/+60 (-49/+140)

Mounting - Clip for mounting on DIN rail 35mm EN50022

Dimensions HxWxD mm 92x58x51

Weight kg 0.11

Conformity/Certifications - CE

Versions
With fuse 6.3A ALFASOCKET01F ALFASOCKET02F ALFASOCKET03F ALFASOCKET04F

Accessories
DIN rail bracket GUIDADINPL

AE
L-C

AT
-E

N-
18

.0
0

ACCESSORIES

Cost-effective Schuko socket for DiN rail mounting.

Suitable for holding documents max. A4 format 
(297x210mm). Clean carefully the mounting surface 
and wait at least 12 hr. before loading.

Sealed enclosures when subject to external 
temperature fluctuations develop pressure differential 
toward the ambient. As a consequence entrance 
of dust and/or humidity is likely to happen trought 
leakage points. Installing a PRESSCOMP prevents this 
risk while preserving a high protection degree for the 
enclosure.

DIN RAIL SOCKET

WIRING DIAGRAM HOLDER

PRESSURE EQUALIZER

AlFAprsCh

AlFAtAsC

pressComp

Features Unit PRSCH01 PRSCH03
Type - schuko two-pin+schuko
Rated voltage, max V 250 250
Maximum current A 16 10/16
Dimensions HxWxD mm 70x53x60 70x53x60
Weight kg 0.04 0.04
Conformity - CE

PRSCH02
UK
250
13

70x53x60
0.04
CE CE

Features Unit ALFATASC
Material - ABS
Color - RAL 7032 or 7035
Fixing - bi-adhesive tape or screws
Dimensions HxWxD mm 264x235x35
Weight kg 0.185
Conformity - CE

Features Unit PRESSCOMP
Material - ABS self-extinguishing RAL 7035
Protection degree - IP45
Fixing - screws with rubber gasket
Dimensions HxWxD mm 70x50x21
Weight kg 0.022
Conformity - CE

Specifications, values and drawings are subject to change without notice.
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A practical solution for mounting small devices or DIN 
35 mm rail without the necessity of drilling holes on the 
cabinet. The double-sided adhesive band can bear a 
continuous load of 0,5 kg. Before fixing, clean carefully the 
mounting surface and wait at least 24hr before loading.

Practical solution to mount devices on 35mm DIN rail.
CLIP can be joined to the device by screw or rivet.

Hood for increased protection degree on filter fans 
and air filters. They allow to achieve IP55 according to 
EN60529/10.91

FIXING DEVICE
GUIDADINPL

CLIP

CLIPP CLIPM

CUFF

Features Unit GUIDADINPL
Material - ABS self-extinguishing Black
Maximun load kg 0.5
Application temperature °C +10 min.
Operating temperature °C -30 +70
Mounting surfaces - all, except poly-ethylene, poly-propylene and rubber
Dimensions HxWxD mm 42x36x11
Weight kg 0.015
Conformity/Certifications - CE

Features Unit CLIPP CLIPM
Material - Polycarbonate Steel
Mounting (on device) - Rivet or screw
Operating temperature °C 100° 200°
Conformity/Certifications - CE

Features Unit CUFF10B CUFF20B CUFF30B

Dimensions

A mm 195 325 410
B mm 255 425 540
C mm 60 60 110
D mm 50 30 50
E mm 175 285 440
F mm 175 305 390

Material - Painted steel sheet
Color - RAL 7035
Mounting - 4 screws M4
Weight Kg 0.8 1.9 3.3
Conformity/Certifi cations - CE

For use on - ATV1, ATV2 ATV3, ATV4 ATV5
ALFAA, ALFA1000 ALFAB, ALFA2000 ALFA 3000

67www.alfaelectric.com

Specifications, values and drawings are subject to change without notice.

ACCESSORIES
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SMART CENTRAL HEATING CONTROLS AND TIMERS

Code Description

OP-SBWF01 1 Channel WiFi Socket Box Timer - Din Rail 16 Amp
OP-SBWF02 2 Channel WiFi Socket Box Timer - Din Rail 5 Amp
OP-SBWF03 3 Channel WiFi Socket Box Timer - Din Rail 5 Amp
OP-SBSW 7 Day Socket Box Timer 16 Amp Volt Free
OP-SBST 24 Hour Socket Box Timer 16 Amp Volt Free
OP-WFSTAT WiFi Thermostat
OP-BM/1HTWF01 1 Channel WiFi Boiler Module
OP-TIP1000 24 Hour Synchronous Plug-In Time Switch
ECOSAVE Immersion Timer
OP-WFP Compact WiFI Plug In Timer
OP-WFUSB WiFi Plug In Timer with USB Type-A & Type-C Charge Ports
OP-WFD WiFI Double Socket Plug In Timer
OP-DIN 1 Module 1 CH Time Switch
OP-DRWF01 Wi-Fi DIN Rail Mount Timer - 16 Amp
OP-EBT2 Electronic Boost Timer - 16 Amp
OP-TS211.1 24/7 Switch Surface Panel/Din Rail Mounted

SMART CENTRAL HEATING CONTROLS AND TIMERS 

OP- SBWF01/02/03 OP- SBSW/SBST OP-WFSTAT OP-TIP1000

OP-WFDOP-WFUSBOP-WFPECOSAVE

OP-DIN OP-EBT2

Product Description Trade price 
OP-SBWF01 1 Channel WiFi Socket Box Timer €        90.24 
OP-SBWF02 2 Channel WiFi Socket Box Timer €      115.53 
OP-SBWF03 3 Channel WiFi Socket Box Timer €      133.20 
OP-SBSW 7 Day Socket Box Timer 16 Amp Volt Free €        43.49 
OP-SBST 24 Hour Socket Box Timer 16 Amp Volt Free €        36.02 
OP-BM/1HTWF01 1 Channel WiFi Boiler Module €        98.37 
OP-TIP1000 24 Hour Synchronous Plug-In Time Switch €        18.52 
ECOSAVE Immersion Timer €      111.56 
OP-WFP Compact WiFI Plug In Timer €        19.06 
OP-WFUSB WiFi Plug In Timer with USB Type-A & Type-C Charge Ports €        32.55 
OP-WFD WiFI Double Socket Plug In Timer €        29.67 
OP-DIN 1 Module 1 CH Time Switch €        38.06 
OP-DRWF01 Wi-Fi  DIN Rail Mount Timer €        90.24 
OP-EBT2 Electronic Boost Timer €        31.67 
OP-TS211.1 24/7 Switch Surface Panel/Din Rail Mounted €        80.16 

Product Description Trade price 
OP-SBWF01 1 Channel WiFi Socket Box Timer €        90.24 
OP-SBWF02 2 Channel WiFi Socket Box Timer €      115.53 
OP-SBWF03 3 Channel WiFi Socket Box Timer €      133.20 
OP-SBSW 7 Day Socket Box Timer 16 Amp Volt Free €        43.49 
OP-SBST 24 Hour Socket Box Timer 16 Amp Volt Free €        36.02 
OP-BM/1HTWF01 1 Channel WiFi Boiler Module €        98.37 
OP-TIP1000 24 Hour Synchronous Plug-In Time Switch €        18.52 
ECOSAVE Immersion Timer €      111.56 
OP-WFP Compact WiFI Plug In Timer €        19.06 
OP-WFUSB WiFi Plug In Timer with USB Type-A & Type-C Charge Ports €        32.55 
OP-WFD WiFI Double Socket Plug In Timer €        29.67 
OP-DIN 1 Module 1 CH Time Switch €        38.06 
OP-DRWF01 Wi-Fi  DIN Rail Mount Timer €        90.24 
OP-EBT2 Electronic Boost Timer €        31.67 
OP-TS211.1 24/7 Switch Surface Panel/Din Rail Mounted €        80.16 

OP-DRWF01 OP-TS211.1
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DIN RAIL HEATING CONTACTORS
• Installation contactors with modular design Ex9CH

Code Amp Pole Mods Contacts Voltage

102413 25 4 2 2 N/O 2 N/C 24
107319 25 2 2 1 N/O 24
102412 25 4 2 1 N/O 230
102414 25 4 2 2 N/O 2 N/C 230
102416 40 2 2 2 N/O 230
102420 40 4 3 4 N/O 230
102427 63 4 3 4 N/O 230
107017 25 2 1 1 N/C 230
107320 25 2 1 1 N/O 230
107322 25 2 1 1 N/O 1 N/C 230
107324 25 4 3 2 N/O 2 N/C 230
111652* 25 2 1 2 NC 230
111656* 25 4 2 4 NC 230
111673* 40 2 2 2 NC 230
111677* 40 4 3 4 NC 230

DIN RAIL HEATING CONTACTORS

A combination of the benefits of an installation relay and a robust contactor. They are available in 25, 40 and 63 A versions, two 
and four-contact combinations. These relays are intended especially for household applications and wherever minimum  
dimensions and modular design are required, as well as output and service life comparable with standard contactors.

* Contactor with Manual Operation Option 
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PANEL ACCESSORIES - PANEL TRUNKING

Code A B C Pack (M)

30-25P 30 25 1.5 70
40-25P 40 25 1.6 60
40-40P 40 40 1.6 60
40-60P 40 60 1.6 56
60-25P 60 25 1.8 48
60-40P 60 40 1.8 40
60-60P 60 60 1.8 32
60-80P 60 80 2 32
60-100P 60 100 2 24
60-120P 60 120 2 16
80-25P 80 25 2 40
80-40P 80 40 2 36
80-60P 80 60 2 24
80-80P 80 80 2 24
80-100P 80 100 2 18
80-120P 80 120 2 16
100-40P 100 40 2 28
100-60P 100 60 2 24
100-80P 100 80 2 20
100-100P 100 100 2 16

W L Code

25 2m 4N066020
40 2m 4N066021
60 2m 4N066022
80 2m 4N066023
100 2m 4N066024
120 2m 4N066025

SLOTTED PVC CABLE TRUNKING
 **(A=Height B= Width C=Thickness) Standard Length 2m. 

LIDS FOR TRUNKING
 Normally supplied with slotted base. Standard DIN 43659. On request, and for quantities over   

     500mm, these trunkings can be supplied with special round hole slotted wall.
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PANEL ACCESSORIES - PVC CABLE TRAY, 
WALKOVER TRUNKING FOR CABLE PROTECTION

Code Description

NEW Q45575 637701  CABLE TRAY 75W X 50 H  PVC 
NEW Q45577 637801  CABLE TRAY 75W X 75 H  PVC 
Q45702 637811  CABLE TRAY 100W X 75 H  PVC 
Q45703 637821  CABLE TRAY  150W X 75 H PVC 
Q45104 637901  CABLE TRAY  200W X 100H PVC 
Q45105 637911  CABLE TRAY   300W X 100 H  PVC  

Code Description

Q45002 637761  100MM  TRAY LID PVC (MT)
Q45003 637762  150MM  TRAY LID PVC (MT)
Q45004 637763  200MM  TRAY LID PVC (MT)
Q45005 637764  300MM  TRAY LID  PVC (MT)
Q45007 637760  75MM  TRAY LID PVC (MT)
Q45400 637791  COUPLER FOR 50MM HIGH 200--400 W  
Q45400L 637790  COUPLER for 50MM HIGH 75--150 W  
Q45800L 637890  COUPLER FOR 75MM HIGH 75--150 W  
Q45900 637990 COUPLER for 100MM HIGH 200--600 W  

Code Description

SC12-50 CABLE PROTECT TRUNKING (MTR) 030092
SC18-75 CABLE PROTECT TRUNKING (MTR  030093
SC20-92 CABLE PROTECT TRUNKING (MTR) 032800

PERFORATED PVC CABLE TRAY - 3MTR LENGTHS

CABLE TRAY ACCESSORIES LIDS/COUPLERS

WALK OVER CABLE PROTECTION (2MTR LENGTH)
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PANEL ACCESSORIES - INSPECTION WINDOWS

MCB ADAPTOR FOR RAISED AND FLAT INSPECTION WINDOWS 
 A practical accessory which permits mutual assembly of the circuit breakers with the window,   

    mounted on the box door, with the possibility of adjustment in 9 distinct positions. 
    Moreover this accessory can be used as an elevator for “O” profiles.

INSPECTION WINDOWS
A practical, waterproof system for the operation and protection (mechanical) of MCB’s, RCD’s and modular 
apparatus. In both flat and raised versions, there is a sealing device, as well as with or without a rust proof spring, to 
prevent the cover of the inspection window remaining open, especially when this is installed outdoors. 
Because of their great ease of assembly, they can be used in metal enclosures, without the possibility of electrical 
contact, internal-external.

Code Dimensions

2ma 50x59
4ma 50x94
6ma 50x130
8ma 50x163
10ma 50x200
12ma 50x233

Code Dimensions

2m 50x59
24m 196x233
36m 247x235
45m 292x292

Code Dimensions

80200-101 IP67 Window (240mm x 190mm)
11911-016 IP55 Hinged Window (120mm x 227mm)
31840-005 IP44 Fixed Windows (123mm x 123mm)
80200-115 IP67 Window (240mm x 139mm)

RAISED INSPECTION WINDOW IP65 WITHOUT SPRING

FLAT INSPECTION WINDOW IP65 WITHOUT SPRING

FLAT INSPECTION WINDOW IP65 WITHOUT SPRING

WINDOWS

Code

AP A/K 
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PANEL ACCESSORIES - INSPECTION WINDOWS + DIN RAIL
• Inspection Windows • DIN+G Rail
• Hinged Window-Fuse Windows IP66/67 (Watertight)  

FIXED WINDOWS
The fixed windows are indispensable elements for the ease and comfortable readings of meters and interior 
inspection of control panels. 

DIN PROFILES
Profiles specially made for fixing switchgear in switchboards and panels, mounting of chassis etc.    
Material: profiles made of sheet metal, finished in chromium plate.

Code Dimensions IP

V-98 95x82 IP65
V12 118x118 IP65
V-1915 146x186 IP65

Code Height Pack

O D/R 7.5mm 30m (Standard)
OR D/R 15mm 30m (Heavy Duty)
DIN R S PL 7.5mm 1 Metre length

Code Height Pack

OP D/R 7.5mm 30m (Standard)
ORP D/R 15mm 30m (Heavy Duty)
DIN R S Perf 7.5mm 1 Metre length

Code Height Pack

J Plain 9-15mm 30m
JP Slotted 9-15mm 30m

Code Description Dimensions

23003 2 MOD INSPECTION WINDOW IP 66 /67 49 x 27 x 32
23004 4 MOD INSPECTION WINDOW IP 66 /67 85 x 65 x 72
23006 6 MOD INSPECTION WINDOW IP 66 /67 121 x 50.5 x 108
23008 8 MOD INSPECTION WINDOW IP 66 /67 157 x 68.5 x 144
23010 10 MOD INSPECTION WINDOW IP 66 /67 193 x 86.5 x 190
23011 12 MOD INSPECTION WINDOW IP 66 /67 229 x 104.5 x 215
23012 13 MOD INSPECTION WINDOW IP 66 /67  247 x 113.5 x 234
23013 18 MOD INSPECTION WINDOW IP 66 /67 357 x 105 x 324
1829 Windows mounting clamp for DIN-RAIL

FIXED INSPECTION WINDOW IP65 

DIN RAIL PLAIN (1/2 Metre Lengths)
 

HINGED WINDOW-FUSE WINDOWS IP66/67 (Watertight) 

DIN RAIL SLOTTED 

G. RAIL 

PANEL ACCESSORIES- INSPECTION WINDOWS  
HINGLED WINDOW-FUSE WINDOWS IP66/67  (Watertight) 

 

The new range of IP67 windows covers the needs of any 
installation.  Its hinge system has been designed to ensure a 
perfect closure. 

 

 

Mounting frame made of shock- resistant polycarbonate with 
integrated gasket for 
flange mounting 

 

 

 

                                         All metal parts corrosion-resistant 

 

 

 

 

Hinged window 

Size of hinged window suitable for modules 
 (17,5 mm each).Range from 2 to 18 modules 

Code  Description Dimensions  Price 
23003 FAMATEL 2 MOD INSPECTION WINDOW IP 66 /67  49 x 27 x 32 15.10 

23006 FAMATEL 6 MOD INSPECTION WINDOW IP 66 /67  121 x 50.5 x 108 21.98 

23010 FAMATEL 10 MOD INSPECTION WINDOW IP 66 /67  193 x 86.5 x 180 30.52 

1829 FAMATEL WINDOW Mounting clamp for DIN-RAIL   4.28 
 

 

 

. 
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PANEL ACCESSORIES - MOUNTED CONTROL DEVICES

HEAD TYPES OVERVIEW

MOUNTING PRINCIPLE

114
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Panel mounted control devices Ex9P1
Head types overview

Flat buttons
Ex9P1 F

Raised buttons
Ex9P1 R

Dual colour buttons
Ex9P1 D

Mushroom buttons
Ex9P1 M

Emergency stop
Ex9P1 H

Selector switches
Ex9P1 S

Switches with key
Ex9P1 SK

Signal lamps
Ex9P1 P

Mounting principle
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Panel mounted control devices Ex9P1

red 40 mm no 105656 Ex9P1 H r 1/10/210
red 60 mm no 105657 Ex9P1 H6 r 1/5/90

Mushroom type buttons for Emergency stop

• Maintained function for emergency stop use (release by rotation)
• Function elements and basement to be ordered separately
• Scope of delivery: emergency stop mushroom head

Colour Diameter Illumination Article No. Type  Packing

Emergency stop stickers

• Yellow colour, circular shape
• With opening for 22 mm panel mouted devices
• Various diameter and language variants (empty, with emergency stop symbol only, em. stop symbol with text in given language)
• Self-adhesive fl exible plastic material printed from back side
• The language version defi nes language of the text „Emergency stop“

Diameter Printing (language) Article No. Type  Packing

podstitky.indd   2 7.7.2014   9:26:59

60 mm empty  107868 Ex9P1 H S6EMPTY 1/10
60 mm emergency stop symbol 107869 Ex9P1 H S6EMS 1/10
60 mm EN  106791 Ex9P1 H S6EN 1/10
60 mm CZ  106792 Ex9P1 H S6CZ 1/10
60 mm SK  106793 Ex9P1 H S6SK 1/10
60 mm PL  106794 Ex9P1 H S6PL 1/10
60 mm RO  106795 Ex9P1 H S6RO 1/10
60 mm DE  106796 Ex9P1 H S6DE 1/10
60 mm FR  106797 Ex9P1 H S6FR 1/10
60 mm ES  106798 Ex9P1 H S6ES 1/10
60 mm IT  106799 Ex9P1 H S6IT 1/10
60 mm RU  106800 Ex9P1 H S6RU 1/10
60 mm BG  106801 Ex9P1 H S6BG 1/10
60 mm RS  106802 Ex9P1 H S6RS 1/10
60 mm HU  106803 Ex9P1 H S6HU 1/10
60 mm LT  106804 Ex9P1 H S6LT 1/10
60 mm LV  106805 Ex9P1 H S6LV 1/10
60 mm EE  106806 Ex9P1 H S6EE 1/10

90 mm empty  107870 Ex9P1 H S9EMPTY 1/10
90 mm emergency stop symbol 107871 Ex9P1 H S9EMS 1/10
90 mm EN  106807 Ex9P1 H S9EN 1/10
90 mm CZ  106808 Ex9P1 H S9CZ 1/10
90 mm SK  106809 Ex9P1 H S9SK 1/10
90 mm PL  106810 Ex9P1 H S9PL 1/10
90 mm RO  106811 Ex9P1 H S9RO 1/10
90 mm DE  106812 Ex9P1 H S9DE 1/10
90 mm FR  106813 Ex9P1 H S9FR 1/10
90 mm ES  106814 Ex9P1 H S9ES 1/10
90 mm IT  106815 Ex9P1 H S9IT 1/10
90 mm RU  106816 Ex9P1 H S9RU 1/10
90 mm BG  106817 Ex9P1 H S9BG 1/10
90 mm RS  106818 Ex9P1 H S9RS 1/10
90 mm HU  106819 Ex9P1 H S9HU 1/10
90 mm LT  106820 Ex9P1 H S9LT 1/10
90 mm LV  106821 Ex9P1 H S9LV 1/10
90 mm EE  106822 Ex9P1 H S9EE 1/10

EMERGENCY

S T O P

podstitky.indd   2 7.7.2014   9:28:20

NOUZOVÉ

Z A S TAV E NÍ

podstitky.indd   2 7.7.2014   9:28:00

107871

106807

106808

Technical data p. 223
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Panel mounted control devices Ex9P1

red 40 mm no 105656 Ex9P1 H r 1/10/210
red 60 mm no 105657 Ex9P1 H6 r 1/5/90

Mushroom type buttons for Emergency stop

• Maintained function for emergency stop use (release by rotation)
• Function elements and basement to be ordered separately
• Scope of delivery: emergency stop mushroom head

Colour Diameter Illumination Article No. Type  Packing

Emergency stop stickers

• Yellow colour, circular shape
• With opening for 22 mm panel mouted devices
• Various diameter and language variants (empty, with emergency stop symbol only, em. stop symbol with text in given language)
• Self-adhesive fl exible plastic material printed from back side
• The language version defi nes language of the text „Emergency stop“

Diameter Printing (language) Article No. Type  Packing

podstitky.indd   2 7.7.2014   9:26:59

60 mm empty  107868 Ex9P1 H S6EMPTY 1/10
60 mm emergency stop symbol 107869 Ex9P1 H S6EMS 1/10
60 mm EN  106791 Ex9P1 H S6EN 1/10
60 mm CZ  106792 Ex9P1 H S6CZ 1/10
60 mm SK  106793 Ex9P1 H S6SK 1/10
60 mm PL  106794 Ex9P1 H S6PL 1/10
60 mm RO  106795 Ex9P1 H S6RO 1/10
60 mm DE  106796 Ex9P1 H S6DE 1/10
60 mm FR  106797 Ex9P1 H S6FR 1/10
60 mm ES  106798 Ex9P1 H S6ES 1/10
60 mm IT  106799 Ex9P1 H S6IT 1/10
60 mm RU  106800 Ex9P1 H S6RU 1/10
60 mm BG  106801 Ex9P1 H S6BG 1/10
60 mm RS  106802 Ex9P1 H S6RS 1/10
60 mm HU  106803 Ex9P1 H S6HU 1/10
60 mm LT  106804 Ex9P1 H S6LT 1/10
60 mm LV  106805 Ex9P1 H S6LV 1/10
60 mm EE  106806 Ex9P1 H S6EE 1/10

90 mm empty  107870 Ex9P1 H S9EMPTY 1/10
90 mm emergency stop symbol 107871 Ex9P1 H S9EMS 1/10
90 mm EN  106807 Ex9P1 H S9EN 1/10
90 mm CZ  106808 Ex9P1 H S9CZ 1/10
90 mm SK  106809 Ex9P1 H S9SK 1/10
90 mm PL  106810 Ex9P1 H S9PL 1/10
90 mm RO  106811 Ex9P1 H S9RO 1/10
90 mm DE  106812 Ex9P1 H S9DE 1/10
90 mm FR  106813 Ex9P1 H S9FR 1/10
90 mm ES  106814 Ex9P1 H S9ES 1/10
90 mm IT  106815 Ex9P1 H S9IT 1/10
90 mm RU  106816 Ex9P1 H S9RU 1/10
90 mm BG  106817 Ex9P1 H S9BG 1/10
90 mm RS  106818 Ex9P1 H S9RS 1/10
90 mm HU  106819 Ex9P1 H S9HU 1/10
90 mm LT  106820 Ex9P1 H S9LT 1/10
90 mm LV  106821 Ex9P1 H S9LV 1/10
90 mm EE  106822 Ex9P1 H S9EE 1/10

EMERGENCY

S T O P

podstitky.indd   2 7.7.2014   9:28:20

NOUZOVÉ

Z A S TAV E NÍ

podstitky.indd   2 7.7.2014   9:28:00

107871

106807

106808

Technical data p. 223

 

EMERGENCY STOP STICKERS
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PANEL ACCESSORIES - MOUNTED CONTROL DEVICES

FLAT BUTTONS
• Momentary function
• Without printing on the head
• Function elements and basement to be ordered separately
• Scope of delivery: flat button head with aluminium cover ring

SIGNAL LAMPS
• Various colour diffusion light lens
• Without printing on the head
• Function elements and basement to be ordered separately
• Scope of delivery: signal lamp head with aluminium cover ring

Code Illumination Colour

105612 No White
105613 No Black
105614 No Green
105615 No Red
105616 No Yellow
105617 No Blue
105618 Yes Clear
105619 Yes Green
105620 Yes Red
105621 Yes Yellow
105622 Yes Blue

Code Illumination

105660 White
105661 Green
105662 Red
105663 Yellow
105664 Blue

Code Illumination Colour

105656 No Red 40mm
105657 No Red 60mm

Code Description

111412 Push button Box 1 hole YELLOW Ex9P2 FH 1 Y EU
111413 Push button Box 2 hole  YELLOW Ex9P2 FH 2 Y EU
111414 Push button Box 3 hole YELLOW Ex9P2 FH 3 Y EU

MUSHROOM TYPE BUTTONS FOR EMERGENCY STOP 

PUSH BUTTON BOXES - YELLOW/GREY

We carry a large variety of Control Panel Devices. 
Call our sales team to discuss your requirements.
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PANEL ACCESSORIES - SWITCHBOARD ACCESSORIES

Code Max Bundle Ø Coil

FE4/17 4-17mm 100m
FE10/35 10-35mm 100m
FE20/50 20-50mm 50m

Code Ø Cable Min Ø Cable Max Tube Min Tube Max

C 18 6 6 PG 9 PG 11
C 25 10 28 PG 9 PG 16
C 38 6 38 PG 9 PG 29 
C 90 30 87 PG 21 PG 48

Code Height Thread

P10M6 10mm 6mm
P15M6 15mm 6mm
P20M6 20mm 6mm
P30M6 30mm 6mm
P40M6 40mm 6mm
P50M6 50mm 6mm
P60M6 60mm 6mm
P70M6 70mm 6mm
P80M6 80mm 6mm
P90M6 90mm 6mm
P100M6 100mm 6mm
P10M4 10mm 4mm
P15M4 15mm 4mm
P20M4 20mm 4mm
P30M4 30mm 4mm
P40M4 40mm 4mm
P50M4 50mm 4mm
P70M4 70mm 4mm
P30M8 30mm 8mm
P40M8 40mm 8mm
P50M8 50mm 8mm
P100M8 100mm 8mm

BRAIDED FIBREGLASS CABLE SLEEVING 
 Expandable cable sleeving for the rapid & flexible binding cable bundles. 

     Adaptable for all types of wiring in the electrical industries.

HEIGHT EXTENSION STUDS (SPACER BOLTS)

GROMMETS  

These grommets are made in plastic PVC, colour RAL 7035 which are self extinguishing, dust proof and  
watertight and offer an economic and simple solution to the problem of fitting cable entries and plain tubing 
through insulating casing. Can be cut to the Ø of the cable or plain tube, covering all the possibilities from 6/87mm.

Code Description

1320801 Document/Diagram Pocket 230H x 220W x 30D

DOCUMENT HOLDER (SWITCHGEAR CABINET) 
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PANEL ACCESSORIES - INSULATORS
• Stand-off Insulators (Spacing Insulator Type DB/P)

Code Type Thread  H D1 S D2 OP/VOLT PK QTY

DB12/PM4 12/P M4 12mm 10mm 3mm 11mm 220 100
DB16/PM4 16/P M4 16mm 13mm 6mm 14mm 380 100
DB20/PM4 20/P M4 20mm 15mm 8mm 17mm 500 100
DB20/PM6 20/P M6 20mm 15mm 8mm 17mm 500 100
DB25/PM6 25/P M6 25.2mm 15mm 9mm 19mm 600 250
DB30/PM6 30/P M6 30mm 26mm 10mm 30mm 600 80
DB30/PM8 30/P M8 30mm 26mm 10mm 30mm 600 80
DB34/PM6 34/P M6 35mm 28mm 10mm 32mm 1000 64
DB34/PM8 34/P M8 35mm 28mm 10mm 32mm 1000 64
DB34/PM10 34/P M10 35mm 28mm 10mm 32mm 1000 64
DB35/PM6 35/P M6 35.5mm 35mm 10mm 41mm 1000 36
DB35/PM8 35/P M8 35.5mm 35mm 10mm 41mm 1000 36
DB35/PM10 35/P M10 35.5mm 35mm 10mm 41mm 1000 36
DB45/PM6 45/P M6 45mm 35mm 15mm 41mm 1500 27
DB45/PM8 45/P M8 45mm 35mm 15mm 41mm 1500 27
DB45/PM10 45/P M10 45mm 35mm 15mm 41mm 1500 27
DB50/PM6 50/P M6 51mm 29mm 20mm 36mm 2000 36 
DB50/PM8 50/P M8 51mm 29mm 20mm 36mm 2000 36 
DB50/PM10 50/P M10 51mm 29mm 20mm 36mm 2000 36
DB65/PM6 65/P M6 63.5mm 35mm 30mm 41mm 3000 22
DB65/PM8 65/P M8 63.5mm 35mm 30mm 41mm 3000 22
DB65/PM10 65/P M10 63.5mm 35mm 30mm 41mm 3000 22
DB65/PM12 65/P M12 63.5mm 35mm 30mm 41mm 3000 22 
DB75/PM8 75/P M8 76mm 36mm 25mm 50mm 5000 12
DB75/PM10 75/P M10 76mm 36mm 25mm 50mm 5000 12
DB75/PM12 75/P M12 76mm 36mm 25mm 50mm 5000 12
DB750/PM10 750/P M10 75mm 52mm 25mm 65mm 5000 8
DB750/PM12 750/P M12 75mm 52mm 25mm 65mm 5000 8
DB750/PM16 750/P M16 75mm 52mm 25mm 65mm 5000 8
DB100/PM10 100/P M10 101mm 52mm 20mm 65mm 8000 4
DB100/PM12 100/P M12 101mm 52mm 19mm 65mm 8000 4
DB100/PM16 100/P M16 101mm 52mm 23mm 65mm 8000 4

INSULATORS BARREL TYPE 

Diagrams Refer to Barrel Type DB Insulator

*Available in Black (MOQ )*
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PANEL ACCESSORIES - INSULATORS
• Stand-off Insulators (Spacing Stud Bolts Type CO/P)

Code Type Thread  H OP/VOLT PK QTY

CO P 16 M4 16mm 220 250 
CO P 16 M5 16mm 220 250
CO P 16 M6 16mm 220 250
CO P 20 M4 20mm 400 200
CO P 20 M5 20mm 400 200
CO P 20 M6 20mm 400 200
CO P 20 M8 20mm 400 200
CO P 25 M5 25mm 500 150
CO P 25 M6 25mm 500 150
CO P 25 M8 25mm 500 150
CO P 30 M5 30mm 600 140 
CO P 30 M6 30mm 600 140
CO P 30 M8 30mm 600 140
CO P 35 M5 35mm 600 120
CO P 35 M6 35mm 600 120
CO P 35 M8 35mm 600 120
CO P 40 M6 40mm 600 110
CO P 40 M8 40mm 600 110
CO P 45 M6 45mm 750 100
CO P 45 M8 45mm 750 100
CO P 50 M6 50mm 750 80
CO P 50 M8 50mm 750 80
CO P 60 M6 60mm 750 70
CO P 60 M8 60mm 750 70

HEXAGONAL BASE COLUMN INSULATORS 
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PANEL ACCESSORIES - INSULATORS
• Stand-off Insulators (Spacing Stud Bolts Type CS/P)

Code Type Thread  H OP/VOLT PK QTY

CS P 30 M6 30mm 80 80
CS P 30 M8 30mm 80 80
CS P 30 M10 30mm 80 80 
CS P 35 M6 35mm 64 64 
CS P 35 M8 35mm 64 64 
CS P 35 M10 35mm 64 64
CS P 40 M6 40mm 60 60
CS P 40 M8 40mm 60 60
CS P 40 M10 40mm 60 60
CS P 45 M6 45mm 48 48
CS P 45 M8 45mm 48 48
CS P 45 M10 45mm 48 48
CS P 50 M6 50mm 48 48
CS P 50 M8 50mm 48 48
CS P 50 M10 50mm 48 48
CS P 55 M6 55mm 40 40
CS P 55 M8 55mm 40 40
CS P 55 M10 55mm 40 40
CS P 60 M6 60mm 40 40
CS P 60 M8 60mm 40 40
CS P 60 M10 60mm 40 40
CS P 65 M6 65mm 32 32
CS P 65 M8 65mm 32 32
CS P 65 M10 65mm 32 32
CS P 70 M6 70mm 32 32
CS P 70 M8 70mm 32 32
CS P 70 M10 70mm 32 32

HEXAGONAL BASE COLUMN INSULATORS 
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PANEL ACCESSORIES - INSULATORS
• Stand-off Insulators (Spacing Stud Bolts Type CT/P)

Code Type Thread  H OP/VOLT PK QTY

CT P 30 M8 30mm 750 45
CT P 30 M10 30mm 750 45
CT P 35 M8 35mm 750 36 
CT P 35 M10 35mm 750 36 
CT P 40 M8 40mm 1000 27
CT P 40 M10 40mm 1000 27
CT P 45 M8 45mm 1000 27
CT P 45 M10 45mm 1000 27
CT P 50 M8 50mm 1500 27 
CT P 50 M10 50mm 1500 27
CT P 55 M8 55mm 1500 18
CT P 55 M10 55mm 1500 18
CT P 60 M8 60mm 1500 18
CT P 60 M10 60mm 1500 18
CT P 65 M8 65mm 1500 18
CT P 65 M10 65mm 1500 18
CT P 70 M8 70mm 1500 18
CT P 70 M10 70mm 1500 18

Code Type Lmm  Amm Hmm Volt Pack Qty

PI/P-4 M4 50mm 10 12.5mm 600 60
PI/P -6 M6 65mm 12 17mm 1000 40
PI/P-8 M8 80mm 13.5 21mm 1000 30
PI/P-10 M10 95mm 15 28mm 1000 20
PI/P-12 M12 105mm 17 29mm 1000 15
PI/P-16 M16 135mm 22 38mm 2000 10
PI/P-20 M20 155mm 25 44mm 2000 5

HEXAGONAL BASE COLUMN INSULATORS  

PASSING INSULATORS  
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PANEL ACCESSORIES - PRE-INSULATED CRIMP TERMINALS

Code ØA Screw B Pack Qty

A3/P 3.6mm 5.7 100
A4/P 4.2mm 6.5 100
A5/P 5.2mm 8 100
A6/P 6.2mm 11 100
A8/P 8.2mm 11 100
A10/P 10.2mm 15 100

Code ØA Screw B Pack Qty

B4/P 4.2mm 6.4 100
B5/P 5.2mm 8.8 100
B6/P 6.2mm 9.4 100
B8/P 8.2mm 13 50
B10/P 10.2mm 13 50

Code ØA Screw B Pack Qty

C4/P 4.2mm 9.9 50
C5/P 5.2mm 9.9 50
C6/P 6.2mm 9.9 50
C8/P 8.2mm 13.8 50
C10/P 10.2mm 13.8 50

Code ØA Screw B Pack Qty

A14/P 4.1mm 6.6 100
A15/P 5.2mm 8.5 100
A16/P 6.2mm 10.5 100

PRE-INSULATED RING TERMINAL CABLE SIZE 1.5MM / RED 

PRE-INSULATED RING TERMINAL CABLE SIZE 2.5MM / BLUE 

PRE-INSULATED RING TERMINAL CABLE SIZE 4.6MM / YELLOW 

PRE-INSULATED SPADE TERMINAL CABLE SIZE 1.5MM / RED 
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PANEL ACCESSORIES - PRE-INSULATED CRIMP TERMINALS

Code ØA Screw B Pack Qty

B14/P 4.1mm 6 100
B16/P 6.2mm 10.5 100
B18/P 8.2mm 12 100

Code ØA Screw B Pack Qty

C14/P 4.3mm 7.5 50
C15P 5.2mm 10 50
C16P 6.4mm 13 50

PRE-INSULATED SPADE TERMINAL CABLE SIZE 2.5MM / BLUE 

PRE-INSULATED SPADE TERMINAL CABLE SIZE 2.5MM / BLUE 

PRE-INSULATED FEMALE TERMINAL PUSH ON 

PRE-INSULATED MALE-PUSH ON 

FULLY INSULATED FEMALE PUSH ON 

Code Cable Size ØA Male Colour B Pack Qty A & B

A00/P 1.5mm 2.8 x 0.8 Red 6 100
A01/P 1.5mm 4.8 x 0.8 Red 6 100
A02/P 1.5mm 6.3 x 0.8 Red 7.8 100
B00/P 2.5mm 2.8 x 0.8 Blue 6 100
B02/P 2.5mm 6.3 x 0.8 Blue 7.8 100
C02/P 4/6mm 6.3 x 0.8 Yellow 7.8 50

Code Cable Size ØA Male Colour Pack Qty A & B

A22/P 1.5mm 6.3 x 0.8 Red 100
B22/P 2.5mm 6.3 x 0.8 Blue 100
C22/P 4/6mm 6.3 x 0.8 Yellow 50

Code Cable Size ØA Male Colour Pack Qty A & B

A02/TP 1.5mm 6.3 x 0.8 Red 100
B02/TP 2.5mm 6.3 x 0.8 Blue 100
C02/TP 6mm 6.3 x 0.8 Yellow 50
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PANEL ACCESSORIES - PRE-INSULATED CRIMP TERMINALS

ROUND PIN (INSULATED) 

BUTT CONNECTORS (INSULATED) 

FLAT BLADE PIN (INSULATED) 

MALE/FEMALE PIGGY BACK (INSULATED) 

MALE/FEMALE PIGGY BACK (INSULATED) 

Code Cable Size ØA Male Colour B Pack Qty

A1/P 1.5mm 1.7 Red 11.5 100
A1C/P 1.5mm 1.7 Red 9 100
B1/P 2.5mm 1.8 Blue 11 100
B1C/P 2.5mm 1.8 Blue 7 100
C1/P 4/6mm 2.6 Yellow 13 50

Code Cable Size L C Colour Pack Qty

A20/P 1.5mm 21.5 1.8 Red 100
B20/P 2.5mm 23 2.4 Blue 100
C20/P 4/6mm 27 3.6 Yellow 50

Code Cable Size ØA Male Colour B Pack Qty

A11/P 1.5mm 3 Red 12 50
B11/P 2.5mm 3 Blue 12 50
C11/P 4/6mm 3.9 Yellow 13 50

Code Cable Size ØA Male Colour Pack Qty

A30/P 1.5mm 6.3 x 0.8 Red 50
B30/P 2.5mm 6.3 x 0.8 Blue 50
C30/P 4/6mm 6.3 x 0.8 Yellow 50

Code Cable Size ØA Male Colour Pack Qty

A69/P 1.5mm 4 Red 50
B69/P 2.5mm 5 Blue 50
C69/P 4/6mm 5 Yellow 50
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PANEL ACCESSORIES - INSULATED CRIMP TERMINALS

MALE BULLET (INSULATED)  

NON-INSULATED RING TERMINALS  

Code Cable Size ØA Male Colour Pack Qty

A96/P 1.5mm 4 Red 100
B96/P 2.5mm 5 Blue 100
C96/P 6mm 5 Yellow 50

Code Cable Size ØA Screw B Pack Qty

A4 1.5mm 4.2 6.5 100
B4 2.5mm 4.2 6.4 100
B6 2.5mm 6.2 9.4 100
C6 4/6mm 6.2 9.9 100
C8 4/6mm 8.2 13.8 100
C10 4/6mm 10.2 13.8 100

ART. 40

We stock a Complete range of Tools 
for all your Lug Crimping requirements

ART. 54
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PANEL ACCESSORIES - BOOTLACE FERRULES

INSULATED FERRULES (BOOTLACE) 

UNINSULATED FERRULES (BOOTLACE) 

Code Colour Size wire range mm2 Length mm2 Pack

501 Pink 0.25 6 500
502 White 0.5 8 500
503 Grey 0.75 8 500
504 Red 1 8 500
505 Black 1.5 8 500
506 Blue 2.5 8 500
507 Grey 4 10 500
508 Yellow 6 12 100
509 Red 10 12 100
510 Blue 16 12 100
511 Red 25 16 50
512 Yellow 35 16 50
513 Blue 50 20 50
514 Yellow 70 21 25
515 Red 95 25 25
516 Blue 120 27 25
517 Yellow 150 32 25

Code Size wire range mm2 Length mm2 Pack

93 0.75 8 5000
94 1 8 5000
95 1.5 10 5000
96 2.5 10 1000
97 4 9 1000
98 6 12 1000
99 10 12 500
100/20 16 20 500
100 16 12 500
101 25 15 500
102 35 18 500
103 50 18 500
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PANEL ACCESSORIES - BOOTLACE FERRULES

INSULATED FERRULES (BOOTLACE) - DOUBLE ENTRY  

UNINSULATED PIN LUG  

Code Colour Wire mm2 Length Pack Qty

503/2 Grey 0.75mm² 8 500
504/2 Red 1mm² 8 500
505/2 Black 1.5mm² 8 500
506/2 Blue 2.5mm² 10 500
507/2 Grey 4mm² 12 100
508/2 Yellow 6mm² 14 100
509/2 Red 10mm² 14 100
510/2 Blue 16mm² 14 100

Code Stud Size A B Pack Qty

D1 10mm² 5 11.5 100
E1 16mm² 6 14.5 100
F1 25mm² 7 15.5 100
G01 35mm² 9 18 100
H1 50mm² 10 20 50
I1 70mm² 12 23.5 50
LI 95mm² 13 25 50
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PANEL ACCESSORIES - LUGS
• Tinned Copper Tube Lugs (Standard) 

INSULATED FERRULES (BOOTLACE) 

TINNED COPPER TUBE LUGS (STANDARD) 

Code Cable Size ØD Screw B C Pack Qty

CT6 6mm 6 12 3.6 100
CT8 6mm 8 13 3.6 100
D6 10mm 6 11 4.6 100
D8 10mm 8 13 4.6 100
D10 10mm 10 15 4.6 100
D12 10mm 12 18 4.6 100
E6 16mm 6 12 6 100
E8 16mm 8 13 6 100
E10 16mm 10 15 6 100
E12 16mm 12 18 6 100
F6 25mm 6 13 7 100
F8 25mm 8 13 7 100
F10 25mm 10 15 7 100
F12 25mm 12 18 7 100
G6 35mm 6 17 9 100
G8 35mm 8 17 9 100
G10 35mm 10 17 9 100
G12 35mm 12 19 9 100
G14 35mm 14 21 9 100
H6 50mm 6 20 10 50
H8 50mm 8 20 10 50
H10 50mm 10 20 10 50
H12 50mm 12 20 10 50
H14 50mm 14 21 10 50
H16 50mm 16 23 10 50
I6 70mm 6 22 12 50
I8 70mm 8 22 12 50
I10 70mm 10 22 12 50
I12 70mm 12 22 12 50
I14 70mm 14 22 12 50
I16 70mm 16 23 12 50
I18 70mm 18 27 12 50

Code Cable Size Rigid Cable Size Flex ØD Screw B C Pack Qty

L8 95 95 95 26 13.5 25
L10 95 95 95 26 13.5 25
L12 95 95 95 26 13.5 25
L14 95 95 95 26 13.5 25
L16 95 95 95 26 13.5 25
M8 120 120 120 29 15.2 25
M10 120 120 120 29 15.2 25
M12 120 120 120 29 15.2 25
M14 120 120 120 29 15.2 25
M16 120 120 120 29 15.2 25
N10 150 150 150 32 16.5 20
N12 150 150 150 32 16.5 20
N14 150 150 150 32 16.5 20
N16 150 150 150 32 16.5 20
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PANEL ACCESSORIES - LUGS
• Tinned Copper Tube Lugs (Standard) 

TINNED COPPER TUBE LUGS (STANDARD) 

TINNED COPPER TUBE LUGS (STANDARD) 

Code Cable Size Rigid Cable Size Flex ØD Screw B C Pack Qty

O10 185 150 10 36 19.2 10
O12 185 150 12 36 19.2 10
O14 185 150 14 36 19.2 10
O16 185 150 16 36 19.2 10
P10 240 185 10 39 21.5 10
P12 240 185 12 39 21.5 10
P14 240 185 14 39 21.5 10
P16 240 185 16 39 21.5 10
Q12 300 240 12 44 23.7 10
Q14 300 240 14 44 23.7 10
Q16 300 240 16 44 23.7 10
R16 400 300 16 51 27 5
S16 500 400 16 57 30.3 5
T16 630 500 16 62 33 5

Code Cable Size Rigid Cable Size Flex ØD Screw B C Pack Qty

D8C 10 10 8 13 4.6 100
D10C 10 10 10 15 4.6 100
E8C 16 16 8 13 6 100
E10C 16 16 10 15 6 100
F8C 25 25 8 13 7 100
F10C 25 25 10 15 7 100
G8C 35 35 8 17 9 100
G10C 35 35 10 17 9 100
H8C 50 50 8 20 10 50
H10C 50 50 10 20 10 50
I8C 70 70 8 22 12 50
I10C 70 70 10 22 12 50
M10C 120 120 10 29 15.2 25
N10C 150 150 8 32 16.5 20
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PANEL ACCESSORIES - LUGS
• Tinned Copper Lugs (Economy)

TINNED LUGS

PIN LUGS

Code Cable Size Ø Hole Pack Qty

CT6-H 6sq M6 100
CT8-H 6sq M6 100
D6-H 10sq M6 100
D8-H 10sq M8 100
D10-H 10sq M10 100
E8-H 16sq M8 50
E10-H 16sq M10 50
F8-H 25sq M8 50
F10-H 25sq M10 50
F12-H 25sq M12 50
G8-H 35sq M8 50
G10-H 35sq M10 50
G12-H 35sq M12 50
H12-H 50sq M12 50
I10-H 70sq M10 25
N10-H 150sq M10 10
N12-H 150sq M12 10
Q16-H 185sq M16 5
P12-H 240sq M12 5

Code Cable Size Nominal Cross Section Size Pack Qty

D1 H 10mm LUG 10(mm²) 100
E1 H 16mm LUG 16(mm²) 100
F1 H 25mm LUG 25(mm²) 100

ECONOMY RANGE
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PANEL ACCESSORIES - BUTT & C CONNECTORS

C CONNECTORS  

BUTT CONNECTORS  

Code Wire Range mm² A B Pack Qty

GC1 06-06mm² 9 10 10
GC2 10-10mm² 12 12 10
GC3 16-16mm² 17 19.5 10
GC4 25-16mm² 17 19 10
GC5 25-25mm² 17 20.5 10
GC6 35-16mm² 20.5 24 10
GC7 35-35mm² 20.5 26.5 10
GC8 70-35mm² 26 32 10
GC9 70-50mm² 24 31 10
GC10 95-35mm² 29 40.5 10
GC11 95-70mm² 27 40.5 10
GC12 95-95mm² 29 41 10
GC13 120-120mm² 30 45 10
GC14 150-150mm² 31 45.5 10
GC15 185-95mm² 31 44.4 10

Code Cable Size L B Pack Qty

C20 6 22mm 3.6mm 100
D20 10 25mm 4.8mm 100
E20 16 27mm 6mm 100
F20 25 29mm 7mm 100
G20 35 36mm 9mm 100
H20 50 37mm 10mm 100
I20 70 39mm 12mm 50
L20 95 43mm 13.5mm 25
M20 120 47mm 15.2mm 25
N20 150 58mm 16.5mm 20
O20 185 64mm 19.2mm 10
P20 240 75mm 21.5mm 10
Q20 300 90mm 23.7mm 10
R20 400 94mm 27mm 5
S20 500 98mm 30.3mm 5
T20 630 105mm 33mm 5
U20 800 112mm 38mm 3
V20 1000 120mm 44mm 3

POWER SPADE TERMINALS 10-70mm²
 Suitable for equipment where connection screw is non-removable. 

Code Wire Range Ø Screw CØ B L Pack Qty

D106 10mm 6 4.6 11mm 29mm 100
E106 16mm 6 6 12mm 30mm 100
F106 25mm 6 7 13mm 33mm 100
G108 35mm 8 9 17mm 41mm 100
H108 50mm 8 10 20mm 42mm 50
I108 70mm 8 12 22mm 50mm 50
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PANEL ACCESSORIES - CABLE CLAMPS

CABLE CLAMPS - 2 BOLT Ø A STANDARD

CABLE CLAMPS - 2 BOLT CABLE CLAMP

CABLE CLAMPS - LOZENGE

CABLE CLAMPS - 1 BOLT CABLE CLAMP

CABLE CLAMPS - 4 BOLT Ø A STANDARD 

Code Wire Range mm2 ØA B C D L

355 10-16mm² 9 16mm 5mm 12.5mm 40mm
356 25mm² 10 17.5mm 5mm 13mm 43mm
357 35mm² 10-12 21mm 5.5mm 15.5mm 49mm

Code Wire Range mm2 ØA B L

323 06-16 mm² 03-05 24mm 20mm
326 16-50 mm² 06-08 30mm 25mm
329 35-70 mm² 09-12 39mm 30mm

Code Wire Range mm2 ØA B L

333 06-16 mm² 03-05 24mm 32mm
336 25-50 mm² 06-08 31mm 36mm
339 35-70 mm² 09-12 40mm 43mm
342 70-95 mm² 12-14 52mm 53mm
344 95-150 mm² 14-16 51mm 53mm
346 150-300 mm² 16-22 70mm 70mm

Code Wire Range mm2 ØA B L

303 7 mm 3 17mm 24mm
304 12 mm 4 20mm 27mm
305 19 mm 5 24mm 30mm
306 28 mm 6 27mm 36mm
307 38 mm 7 31mm 36mm
308 50 mm 8 34mm 41mm
309 63 mm 9 37mm 46mm
310 78 mm 10 40mm 51mm
311 95 mm 11 45mm 60mm
312 113 mm 13 47mm 66mm
313 132 mm 13 50mm 70mm
314 153 mm 14 50mm 70mm

Code Wire Range mm2 ØA B C D L

358 50mm² 10 21mm 8mm 16mm 56mm
360 75mm² 12 27mm 12mm 17mm 64mm
361 100mm² 12 31mm 12mm 17mm 66mm
362 125mm² 15 33mm 14mm 18mm 71mm
363 150mm² 14 34mm 16mm 19.5mm 75mm
364 175mm² 14 36mm 16mm 21mm 78mm
365 200mm² 16 38mm 18mm 23mm 84mm
366 250mm² 16 41mm 18mm 25mm 93mm
367 300mm² 16-20 46mm 23mm 28mm 103mm
368 400/500mm² 20 52mm 25mm 32mm 116mm
369 700mm² 20 59mm 30mm 34mm 120mm
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PANEL ACCESSORIES - TOOLS
• Crimping/Cable Stripping & Cutting Tools  

CRIMPING + CABLE STRIPPING & CUTTING TOOLS

Tool For Ferrules 
0.5 - 6mm2

Hand Tool for Non & Pre Insulated 
0.25 - 6mm2

Tool For Ferrules 
6 - 16mm2

Tool for Pre-Insulated Terminals 
0.25 - 6mm2 with block

Tool for Ferrules 
25 - 50mm2

Tool for Terminals 
10 - 120mm2

Tool for Pre Insulated Terminal 
0.5 - 6mm2

Tool for Terminals 
10 - 120mm2

Tool for Non Insulated Terminal 
1.5 - 10mm2

Tool for Pre Insulated Terminal 
0.25 - 6mm2

Tools for Non Insulated Terminal 
10 - 16mm2

Tool for Stripping Wires 
0.25 - 6mm2

Automatic Tool for stripping wires 
0.25-6mm2

Hand Tool for Terminal
25-120mm2

Hand Tool for Terminal 
10-50mm2

Cable Cutting Tool 
10 - 300mm2

Tool for Ferrules
0.75 - 10mm2

Cable Cutting Tool 
16 - 50mm

ART. 40 ART. 53 ART. 41

ART. 54 ART. 42 ART. 57

ART. 51 ART. 57 bis

ART. 61

ART. 61 bis ART. CT 100 ART. CT 38

ART. RYC 325 ART. RYC 500

ART. 52

ART. 52 bisART. 60

ART. 103 T
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PANEL ACCESSORIES - MCB BUSBARS, 
EARTH & NEUTRAL BARS

CABLE CLAMPS - 2 BOLT Ø A STANDARD

FLEXIBLE WIRE BRIDGES 10mm² + 16mm2 CABLES

FINGER SAFE VERSIONS 7/12/15 WAY NEUTRAL, EARTH & GREY

STEPPED BUSBAR TERMINALS

DIN RAIL NEUTRAL & EARTH BARS

Code Rating Description

PDT15-4 100 AMP 15x4 40 Screws M8x15

Code Description

1420239 10-90 - 90mm Ferruled Cable Blue
1420250 10-90 - 90mm Ferruled Cable Brown
1420257 10-280 - 280mm Ferruled Cable Blue
1420256 10-280 - 280mm Ferruled Cable Brown
1420406 16- 300mm Ferruled Cable Brown
1420407 16-300mm Ferruled Cable Blue
1420408 16- 400mm Ferruled Cable Blue 
1420409 16-400mm Ferruled Cable Brown 

Code Description

2020266 N7F2 7 Way Blue Neutral Terminal Block 16mm2  63A 
2020267 PE7F2 7 Way Green/Yellow Earth Terminal Block 16mm2  63A  
2020268 A7F2 7 Way Grey  Phase Terminal Block 16mm2 63A 
2020269 N12F2 12 Way Blue Neutral Terminal Block 16mm2 63A
2020270 PE12F2 12 Way Green/Yellow Earth Terminal Block 16mm2 63A 
2020271 A12F2 12 Way Grey Phase Terminal Block 16mm2 63A  
2020272 N15F2 15 Way Blue  Neutral  Terminal Block 16mm2 63A
2020273 PE15F2 15 Way Green/Yellow  Earth Terminal Block 16mm2 63A
2020274 A15F2 15 Way Grey Phase Terminal Block 16mm2 63A 

Code Description

18000/121 14x16mm²
12901/099 BAR 12x4mm 160A (3P+N)
12901/199 BAR 6.5mm x 9mm 63A (3P+N)
12901/100 Shroud for 160A

Code Description

2020201 7 Way Neutral 7x16
2020202 12 Way Neutral 12x16
2020203 15 Way Neutral 15x16
2020206 7 Way Earth 7x16
2020207 12 Way Earth 12x16
2020208 15 Way Earth 15x16
2020301 Equipotential Insulated Busbar (POT16/25)
2020548 19 x 16 sq Earth & Neutral Bar (D1 288MM)
2020537 Neutral Bar 170 x 16 sq (1M)
1300110 Din Support (NSCHT)
1320401 Blanking Strip (1M)
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PANEL ACCESSORIES - EB EARTH AND NEUTRAL BUSBAR

EB EARTH AND NEUTRAL BUSBAR 

EB EARTH AND NEUTRAL BUSBAR 

EB EARTH AND NEUTRAL BUSBAR 

EB EARTH AND NEUTRAL BUSBAR 

EB EARTH AND NEUTRAL BUSBAR 

Code Material Description Connections D H W

568610 Brass EB 12 12 6mm 29mm 120mm

Code Material Description Connections D H W

568662 Brass EB 20 20 12mm 13mm 215mm

Code Material Description Connections D H W

568620 Brass/Copper EB 20 36 15mm 17mm 470mm

Code Material Description Connections D H W

568660 Brass EB 44 44 13mm 13mm 462mm

Code Material Description Connections D H W

568661 Brass EB 60 60 13mm 13mm 462mm
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FEATURES

• Provides a convenient, single-point grounding and  
bonding location

• Busbars with disconnect links allow for convenient testing of 
the earth termination system

• High conductivity, hard drawn, electrolytic tough pitch copper 
per EN 13601

• Includes halogen-free polyamide insulators, stainless steel  
(EN 1.4401) hardware and mounting brackets

• Custom bars can be designed and manufactured to  
customer specifications

Electrical Earth Bar – Double Disconnect Links

W2

 L 

W1

A

T

H

TS

Tinned finish is 8 microns according to ASTM B545 Service Class "C" for corrosive environments.

Part  
Number

Number of 
Connections

Thread Size 
(TS)

Height  
(H)

Length  
(L)

Width 1  
(W1)

Width 2 
(W2)

Thickness 
(T)

Hole Centers  
(A)

Unit  
Weight

Finish: Bare Copper Bar

EEB04C506D2A 4 M10 94 mm 450 mm 100 mm 50 mm 6 mm 50 mm 2.67 kg

EEB06C506D2A 6 M10 94 mm 550 mm 100 mm 50 mm 6 mm 50 mm 3.07 kg

EEB08C506D2A 8 M10 94 mm 650 mm 100 mm 50 mm 6 mm 50 mm 3.46 kg

EEB10C506D2A 10 M10 94 mm 750 mm 100 mm 50 mm 6 mm 50 mm 3.86 kg

EEB12C506D2A 12 M10 94 mm 850 mm 100 mm 50 mm 6 mm 50 mm 4.25 kg

EEB14C506D2A 14 M10 94 mm 1,000 mm 100 mm 50 mm 6 mm 50 mm 4.97 kg

EEB16C506D2A 16 M10 94 mm 1,100 mm 100 mm 50 mm 6 mm 50 mm 5.37 kg

EEB18C506D2A 18 M10 94 mm 1,200 mm 100 mm 50 mm 6 mm 50 mm 5.76 kg

EEB20C506D2A 20 M10 94 mm 1,300 mm 100 mm 50 mm 6 mm 50 mm 6.15 kg

EEB22C506D2A 22 M10 94 mm 1,400 mm 100 mm 50 mm 6 mm 50 mm 6.55 kg

EEB24C506D2A 24 M10 94 mm 1,500 mm 100 mm 50 mm 6 mm 50 mm 6.94 kg

EEB26C506D2A 26 M10 94 mm 1,650 mm 100 mm 50 mm 6 mm 50 mm 7.66 kg

EEB28C506D2A 28 M10 94 mm 1,750 mm 100 mm 50 mm 6 mm 50 mm 8.06 kg

EEB30C506D2A 30 M10 94 mm 1,850 mm 100 mm 50 mm 6 mm 50 mm 8.45 kg

Finish: Tinned Copper Bar

EEB04T506D2A 4 M10 94 mm 450 mm 100 mm 50 mm 6 mm 50 mm 2.70 kg

EEB06T506D2A 6 M10 94 mm 550 mm 100 mm 50 mm 6 mm 50 mm 3.10 kg

EEB08T506D2A 8 M10 94 mm 650 mm 100 mm 50 mm 6 mm 50 mm 3.50 kg

EEB10T506D2A 10 M10 94 mm 750 mm 100 mm 50 mm 6 mm 50 mm 3.90 kg

EEB12T506D2A 12 M10 94 mm 850 mm 100 mm 50 mm 6 mm 50 mm 4.30 kg

EEB14T506D2A 14 M10 94 mm 1,000 mm 100 mm 50 mm 6 mm 50 mm 5.03 kg

EEB16T506D2A 16 M10 94 mm 1,100 mm 100 mm 50 mm 6 mm 50 mm 5.43 kg

EEB18T506D2A 18 M10 94 mm 1,200 mm 100 mm 50 mm 6 mm 50 mm 5.83 kg

EEB20T506D2A 20 M10 94 mm 1,300 mm 100 mm 50 mm 6 mm 50 mm 6.23 kg

EEB22T506D2A 22 M10 94 mm 1,400 mm 100 mm 50 mm 6 mm 50 mm 6.64 kg

EEB24T506D2A 24 M10 94 mm 1,500 mm 100 mm 50 mm 6 mm 50 mm 7.04 kg

EEB26T506D2A 26 M10 94 mm 1,650 mm 100 mm 50 mm 6 mm 50 mm 7.77 kg

EEB28T506D2A 28 M10 94 mm 1,750 mm 100 mm 50 mm 6 mm 50 mm 8.17 kg

EEB30T506D2A 30 M10 94 mm 1,850 mm 100 mm 50 mm 6 mm 50 mm 8.57 kg

Features

PANEL ACCESSORIES - EQUIPOTENTIAL EARTH BAR 
- EEB - SERIES
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FEATURES

• Provides a convenient, single-point grounding and  
bonding location

• Busbars with disconnect links allow for convenient testing of 
the earth termination system

• High conductivity, hard drawn, electrolytic tough pitch copper 
per EN 13601

• Includes halogen-free polyamide insulators, stainless steel  
(EN 1.4401) hardware and mounting brackets

• Custom bars can be designed and manufactured to  
customer specifications

Electrical Earth Bar – Single Disconnect Link

W2

 L 

W1

A

T

H

TS

Tinned finish is 8 microns according to ASTM B545 Service Class "C" for corrosive environments.

Part  
Number

Number of 
Connections

Thread Size 
(TS)

Height  
(H)

Length  
(L)

Width 1  
(W1)

Width 2 
(W2)

Thickness 
(T)

Hole Centers  
(A)

Unit  
Weight

Finish: Bare Copper Bar

EEB04C506D1A 4 M10 94 mm 375 mm 100 mm 50 mm 6 mm 50 mm 2.06 kg

EEB06C506D1A 6 M10 94 mm 475 mm 100 mm 50 mm 6 mm 50 mm 2.45 kg

EEB08C506D1A 8 M10 94 mm 575 mm 100 mm 50 mm 6 mm 50 mm 2.85 kg

EEB10C506D1A 10 M10 94 mm 675 mm 100 mm 50 mm 6 mm 50 mm 3.24 kg

EEB12C506D1A 12 M10 94 mm 775 mm 100 mm 50 mm 6 mm 50 mm 3.64 kg

EEB14C506D1A 14 M10 94 mm 925 mm 100 mm 50 mm 6 mm 50 mm 4.36 kg

EEB16C506D1A 16 M10 94 mm 1,025 mm 100 mm 50 mm 6 mm 50 mm 4.76 kg

EEB18C506D1A 18 M10 94 mm 1,125 mm 100 mm 50 mm 6 mm 50 mm 5.15 kg

EEB20C506D1A 20 M10 94 mm 1,225 mm 100 mm 50 mm 6 mm 50 mm 5.54 kg

EEB22C506D1A 22 M10 94 mm 1,325 mm 100 mm 50 mm 6 mm 50 mm 5.94 kg

EEB24C506D1A 24 M10 94 mm 1,425 mm 100 mm 50 mm 6 mm 50 mm 6.33 kg

EEB26C506D1A 26 M10 94 mm 1,575 mm 100 mm 50 mm 6 mm 50 mm 7.05 kg

EEB28C506D1A 28 M10 94 mm 1,675 mm 100 mm 50 mm 6 mm 50 mm 7.45 kg

EEB30C506D1A 30 M10 94 mm 1,775 mm 100 mm 50 mm 6 mm 50 mm 7.84 kg

Finish: Tinned Copper Bar

EEB04T506D1A 4 M10 94 mm 375 mm 100 mm 50 mm 6 mm 50 mm 2.08 kg

EEB06T506D1A 6 M10 94 mm 475 mm 100 mm 50 mm 6 mm 50 mm 2.48 kg

EEB08T506D1A 8 M10 94 mm 575 mm 100 mm 50 mm 6 mm 50 mm 2.89 kg

EEB10T506D1A 10 M10 94 mm 675 mm 100 mm 50 mm 6 mm 50 mm 3.29 kg

EEB12T506D1A 12 M10 94 mm 775 mm 100 mm 50 mm 6 mm 50 mm 3.67 kg

EEB14T506D1A 14 M10 94 mm 925 mm 100 mm 50 mm 6 mm 50 mm 4.42 kg

EEB16T506D1A 16 M10 94 mm 1,025 mm 100 mm 50 mm 6 mm 50 mm 4.82 kg

EEB18T506D1A 18 M10 94 mm 1,125 mm 100 mm 50 mm 6 mm 50 mm 5.22 kg

EEB20T506D1A 20 M10 94 mm 1,225 mm 100 mm 50 mm 6 mm 50 mm 5.62 kg

EEB22T506D1A 22 M10 94 mm 1,325 mm 100 mm 50 mm 6 mm 50 mm 6.02 kg

EEB24T506D1A 24 M10 94 mm 1,425 mm 100 mm 50 mm 6 mm 50 mm 6.42 kg

EEB26T506D1A 26 M10 94 mm 1,575 mm 100 mm 50 mm 6 mm 50 mm 7.16 kg

EEB28T506D1A 28 M10 94 mm 1,675 mm 100 mm 50 mm 6 mm 50 mm 7.56 kg

EEB30T506D1A 30 M10 94 mm 1,775 mm 100 mm 50 mm 6 mm 50 mm 7.96 kg

ELECTRICAL EARTH BAR - SINGLE DISCONNECT LINKS

ELECTRICAL EARTH BAR - DOUBLE DISCONNECT LINKS

Features

EQUIPOTENTIAL EARTH BAR EEB SERIES 
 Size of copper bar: 50mm width x 5 mm thickness. Base (mounting): Galvanised steel profile, width 100mm. Halogen free 

polyamide insulators. Delivered with nuts, bolts and washers (size M10, spaced 50mm) installed on terminals location.

Code Description Terminals Disconnected Links L W H

EEB04C506D0A 4 WAY Electrical Earth Bars (10mm bolts)  4 0 300 100 94

EEB06C506D0A 6 WAY Electrical Earth Bar (10mm bolts) 6 0 400 100 94

EEB06C506D1A 6 WAY with “Disconnect link “ Electrical Earth Bar (10mm bolts) 6 1 475 100 94

EEB06C506D2A 6 WAY Electrical Earth Bar ## With 2 Disconnects ## (10mm bolts) 6 2 550 100 94

EEB08C506D0A 8 WAY Electrical Earth Bars (10mm bolts) 8 0 500 100 94

EEB10C506D0A 10 WAY Electrical Earth Bar (10mm bolts) 10 0 600 100 94

EEB10C506D1A 10 WAY with “Disconnect link “ Electrical Earth Bar (10mm bolts) 10 1 675 100 94

EEB12C506D0A 12 WAY Electrical Earth Bars (10mm bolts) 12 1 700 100 94

EEB16C506D0A 16 WAY Electrical Earth Bar (10mm bolts) 16 0 950 100 94

EEB20C506D0A 20 WAY Electrical Earth Bars (10mm bolts) 20 0 1150 100 94

EEB20C506D2A 20 WAY Electrical Earth Bars (10mm bolts) * With 2 Disconnects * 20 2 1225 100 94
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PANEL ACCESSORIES - CONNECTION TERMINALS

CONNECTION TERMINALS FOR FORK & PIN TYPES
 See Diagrams below.

CU-BAR TERMINALS FOR EASY MOUNTING

Code Description Pack Cross Sect.

2010103 AS/25-GN 30 25 Fork
2010201 AS/25-SN (Insulated) 30 25 (Pin)
2010302 AS/35-K 50 35 Fork
2010402 AS/35-S 50 35 (Pin)
2010304 AS/35-M/N 50 35 Fork
2010404 AS/F-35-S 50 35 (Pin)
2010235 AS/50/SN (Insulated) 25 50 (Pin)
2010807 AS-2 x 25-SNK 20 25 (Pin)
2010804 AS-3 x 16 SNS 20 16 (Pin)

Code Description Pack Cross Sect.

2010739 SK 16 F 5 100 1.5-16
2010740 SK 16 F 10 100 1.5-16
2010732 SK 35 F 5 50 1.5-35
2010733 SK 35 F 10 50 1.5-35
2010727 SK 70 F 5 25 16-70
2010734 SK 70 F 10 25 16-70
2010709 SK 120 F 5 25 16-120

2010201

2010103

2010402

2010302

2010404

2010304
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PANEL ACCESSORIES - MCB BUSBARS

CONNECTING BUSBARS FOR MCB's

NOARK CONNECTING BUSBARS FOR MCB's

Code Description

2210101 Fork Insulated 1P OB FI 1
2220104 Pin Insulated 1P OB PI 1
2213204 Fork Insulated 2P OB FI 2
2223202 Pin Insulated 2P OB PI 2
2213301 Fork Insulated 3P OB FI 3
2223302 Pin Insulated 3P OB PI 3
2213419 Fork Insulated 3P+N OBFI3+N (L1,N, L2,N, L3,N)
2213450 Fork Insulated 3P+N L1, L2, L3, N, Suitable for 3P+N RCBO’s, 4 Pole RCD’s
2217418 Fork Insulated 4P MCB’s, RCD’s 3 x 4 Four Pole MCB’s 210mm

Code Description

103818 3P+N 10mm² BUSBAR FORK L1 N, L2 N, L3 N OBFI3+N  "10mm² "
suitable for 1P+N RCBO's, 2 Pole MCB's, 2 Pole RCD's etc...  1000 mm BBUE

103819 3P+N  BUSBAR  FORK  L1 N, L2 N, L3 N OBFI3+N  "16mm²"
suitable for 1P+N RCBO's, 2 Pole MCB's, 2 Pole RCD's etc...  1000 mm BBUE 4LN 16 M54

103864 2P FORK INSULATED MCB BUSBAR, 10mm², 63A, 54 modules (1m) OBFI/2 BBUE
103865 16mm2 80AMP 2P FORK INSULATED MCB BUSBAR, 54 modules (1m) BBUE 2L 16 M56 OBFI/2
103866 BUSBAR for 1P+N-pole 1 mod MCB's only PIN TYPE 2P 1000 MM BBUE 2L 10 M56 NLPN
101446 1P FORK INSULATED MCB BUSBAR, 10mm2, 63A, 54 modules (1m) OBFI/1 BBU
101447 16mm2 80AMP 1P FORK INSULATED MCB  BUSBAR, 54 modules (1m) BBU 1L 16 M54 OBFI/1
101448 3P FORK INSULATED MCB BUSBAR, 10mm2, 63A, 54 modules (1m) OBFI/3 BBU
101449 16mm2 80AMP 3P FORK INSULATED MCB BUSBAR, 54 modules (1m) BBU 3L 16 M54 OBFI/3

111405 SLIM MCB BUSBAR Pin Type 1P 10mm² 12 circuits for Ex9B40J 13.5mm slim MCB's 220mm
BBP 1L 10 M12 EU

111406 SLIM MCB BUSBAR Pin Type 3P 10mm²  12 circuits for Ex9B40J 13.5mm slim MCB's  220mm
BBP 3L 10 M12 EU

111407 BUSBAR for One-module 1P+N RCBO PIN TYPE 2P 220MM 12 Circuits BBP 2LN 10 M12 EU

111408 4P N L1 N L2 N L3 BUSBAR for One-module 1P+N RCBO PIN TYPE 220MM 12 Circuits
BBP 3L 10 M12 EU

103829 END CAPS FOR NOARK 3P+N FORK  BBUE BUSBAR
101452 END CAPS FOR NOARK 1P FORK  BUSBAR 10 / 16 mm2 ( For BBU and BBP busbars) 
101453 END CAPS FOR NOARK 111407 1P+N PIN & 3P FORK BUSBARS 10 mm2  (For BBU and BBP busbars) 
113244 END CAPS FOR NOARK 2P FORK BUSBAR 10mm2  (For BBU and BBP busbars) 
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PANEL ACCESSORIES - FEED-THROUGH TERMINAL BLOCKS 

CABLE CLAMPS - 2 BOLT Ø A STANDARD
 (Height x Width x Pitch)

ACCESSORIES (BEIGE) 
 (Height x Width x Pitch)

CBD(Ex)i FEED-THROUGH TERMINAL INTRINSICALLY SAFE (BLUE) 

CBD(Ex)i FEED-THROUGH TERMINAL INTRINSICALLY SAFE (BLUE) 

CBD H W Pitch End Sect.

2 47 40.5 5.5mm CB2/PT
4 52 44 6.5mm CB4/6/PT
6 52 44 8mm CB4/6/PT
10 55 44 10mm CB10/PT
16 57 47 12mm CB16/PT
35 60 52 16mm CB35/PT
50 62 57 18mm CB50/PT
70 71 62 20.5mm CB70/PT

CBD H W Pitch End Sect.

2(Ex)i 47 40.5 5.5mm CB2/PT(Ex)i
4(Ex)i 52 44 6.5mm CB4/6/PT(Ex)i
6(Ex)i 52 44 8mm CB4/6/PT(Ex)i
10(Ex)i 55 44 10mm CB10/PT(Ex)i
16(Ex)i 57 47 12mm CB16/PT(Ex)i
35(Ex)i 60 52 16mm CB35/PT(Ex)i
50(Ex)i 62 57 18mm CB50/PT(Ex)i
70(Ex)i 71 62 20.5mm CB70/PT(Ex)i

CBD Common Bar Terms Shunt/Screw Colour Partition

2 PMP/01 45 CPM/21 DFU/1

4 PMP/42 38 CPM/12 DFU/4

6 PMP/13 31 CPM/83 DFU/4

10 PMP/04 25 CPM/03 DFU/4

16 PMP/05 21 CPM/44 DFU/4

35 PMP/06 16 CPM/06 DFU/5

50 PMP/07 14 CPM/07 DFU/5

70 PMP/08 12 CPM/08 DFU/6

CBD Common Bar Terms Shunt/Screw Colour Partition

2(Ex)i PMP/01 45 CPM/21 DFU/1
4(Ex)i PMP/42 38 CPM/12 DFU/4
6(Ex)i PMP/13 31 CPM/83 DFU/4
10(Ex)i PMP/04 25 CPM/03 DFU/4
16(Ex)i PMP/05 21 CPM/44 DFU/4
35(Ex)i PMP/06 16 CPM/06 DFU/5
50(Ex)i PMP/07 14 CPM/07 DFU/5
70(Ex)i PMP/08 12 CPM/08 DFU/6

FEED-THROUGH TERMINAL BLOCKS, CBD Series 

CBD.2 CBD.4 CBD.6 CBD.10 CBD.16 CBD.35 CBD.50 CBD.70
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PANEL ACCESSORIES - FEED-THROUGH TERMINAL BLOCKS 

CONNECTION TERMINALS FOR FORK & PIN TYPES
 Available in Din Rail Mount + Fixed (Height x Width x Pitch)

GPM/BB FEED-THROUGH BAR/BAR TERMINAL (DIN RAIL MOUNT) 
 (Height x Width x Pitch)

GPM H W Pitch

95/BB Fixed 76mm 176mm 32
150/BB Fixed 76mm *200mm 42
240/BB Fixed 84mm *250mm 52

GPM H W Pitch

95/BB 81mm 176mm 32
150/BB 81mm 200mm 42
240/BB 89mm *250mm 52

 GPM.95/BB
 GPM.150/BB
 GPM.240/BB

 GPM.95/BB/FIX
 GPM.150/BB/FIX
 GPM.240/BB/FIX

 GPM.95/BC
 GPM.150/BC
 GPM.240/BC

 GPM.95/BC/FIX
 GPM.150/BC/FIX 
 GPM.240/BC/FIX

 GPM.95/CC
 GPM.150/CC
 GPM.240/CC

 GPM.95/CC/FIX
 GPM.150/CC/FIX
 GPM.240/CC/FIX

* Fixing distance between center

HIGH CURRENT TERMINAL BLOCKS, GPM SERIES 
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PANEL ACCESSORIES - FEED-THROUGH TERMINAL BLOCKS 
• Drop Link Terminals • Earth Terminals • Double Stack Terminal Accessories • Fuse Terminal

SCB6 DISCONNECT TERMINAL (DROP LINK) 
 (Height x Width x Pitch)

EARTH TERMINALS

ACCESSORIES (DROP LINK)
 Drop link terminals are normally used in conjunction with Current

Transformers. For each CT the following components are required.

GPM H W Pitch

SCB6 65mm 73mm 8

TEO H W Pitch End Plates

TEO.2 47mm 50mm 5.5 TE02/PT
TEO.4 52mm 50mm 6.5 TE04/PT
TE.6/0 52mm 47mm 8
TE.10/0 55mm 47mm 10
TE.16/0 56mm 47mm 12
TE.35/0 63mm 56mm 16
TE.50/0 62mm 57mm 18
TE.70/0 70mm 75mm 20.5

Code Description

DAS/PT End Section
PMP/58 Commoning Bar
DFU/7 Colour Partition
BTU End Bracket
BT/3 End Bracket
PSD/A Test Plug Socket
CPM/01 Shunting Screw & Sleeve

Code Description

SCB/6/PT End Section l l
SCB/6/PO/2 Cross Connection Link l
SCB/6/PO/4 Cross Connection Link
SCB/6/CPM Sleeve for Short-Circuit Plate l l
PMP/13 Multiple Commoning Bar
POF/57 Permanent Cross Section
CPM/57 Shunting Screw and Sleeve
DFU/6 Coloured Partition

·2 No. SCB no.6               ·1 No. SCB PO2
·1 No. SCB 6 PT               ·2 No. SCB 6CPM

DOUBLE STACK TERMINAL

SFR/4 FUSE TERMINAL/DISCONNECT

ACCESSORIES

Code A B C D Pitch

DAS4  64 62 66 70 6

Code A B C D Pitch

SFR.4 52 52 60 56 8

Code Description

SFR.4 End Section



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie164 SECTION  7

PANEL ACCESSORIES - THREADED + PUNCHED BUSBAR
 

THREADED BUSBAR 
 Features Threaded Busbars · Electrolytic copper · Rounded corners · Thickness 5mm · Length 1000mm 

PUNCHED BUSBAR 
 Features Punched Busbars ·Thickness 5mm · Length 1750mm · Width 25-125mm.  

Code Description A mm E mm P mm Hole Ømm Ømm LTG

549010 TCB 20x5 20 5 17.5 8 x 12 M6 2mt
550220 TCB 20x5 20 5 25 10 x 14 M6 1mt
550230 TCB 32x5 32 5 25 12 x 16 M6 1mt

Code Description A mm B mm a mm e mm ØDmm

550420 DPCB 63x5 63 38 17.5 17.5 10.5

Threaded Busbar
· Electrolytic Copper  
· Rounded Corners 
· Thickness 5mm
· Length 1000mm

Punched Busbar
· Thickness 5mm
· Length 1750mm
· Width 25-125mm

Universal Connecting Bar CB 7 x 16²-450A
High-conductivity brass material, the connecting bar is quick and easy to install, requiring only 
two M5 to M10 screws with a pitch from 18 mm to 25 mm. The hexagonal key helps 
simplify wiring, and the convenient design allows visual inspection of the wire and 
confirmation of the connection. The high fill ratio allows an output connection with or without 
a terminal. The connecting bar is a 450A power distribution bar that is designed to be 
connected to threaded or perforated copper or tinned aluminium busbar. This compact system 
is only 68mm long and allows for the connection of up to seven 1.5 to 16mm² output cables.

Code: 553150
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PANEL ACCESSORIES - FLEXIBLE BUSBAR
• Flexibar

FLEXIBAR
Offers advantages over solid bars or cables and lugs in most applications. 
It has several advantages, which include space saving, copper saving, time 
saving and safety.

SPACE SAVING
The adjacent illustration gives an indication of the potential savings in space (and copper) by 
using Flexibar thanks to it’s very small radius of curvature.
Cable HO7 V-K -120mm² - 320mm Long

COPPER SAVING
For the same working temperature, Flexibar can carry a higher current than an equivalent 
cable. Hence a smaller cross section of conductor can be used, thus using less copper.

TIME SAVING
The simplicity of removal of insulation, the extreme flexibility of Flexibar (even the large 
cross sections) and the elimination of lugs and crimping tools offer tremendous time 
savings during installation; particularly if the Eriflex punching tool is used.

SAFETY
By reducing the number of connections, which are the weak points in any 
electrical circuit, Flexibar offers;

· Better behaviour under short circuit conditions, better electrical efficiency.
· Less potential “Hot Spots”
· Less exposed “Live Parts”

ADMISSIBLE CURRENTS

This table indicates the temperature rise produced by chosen circuit in the given 
section. This calculation does not take into account the heat dissipation from the 
switchgear. SELECTION OF FLEXIBAR ACCORDING TO THE 
INTERNAL TEMPERATURE OF THE PANEL. 
Temperature rise of conductor =T2 -T1 = ΔT (K) With T2 max + 105°

)

Internal Temperature (T1) 
(T2) Temperature of Conductors

1. Bars of Same Phase - doubled up to 
increase rating - bars in contact
DE-RATING ON FLEXIBARS 1. Bars of Same 
Phase - doubled up to increase rating - bars 
in contact.

2. AC Three Phase System All phases 
touching or bound together de-rating factor 
0.7.

Example to the left
6 x 32 flexibar would be de-rated to 
0.7 x 700 = 490 Amps (for all 3 bars)

R            Y             B

Current Rating = Current Rating 
for 1 bar x 1.7 x 0.9 Example6 x 32 
Flexibar ‘Green’ rating of 700 Amps. 
Doubling up this bar as shown above 
would give total rating of 700 x 1.7 
x0.9 = 1071 Amps

If bars are on edge you do not 
require the 0.9 so rating of above is 
700 x 1.7 = 1190 Amps
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PANEL ACCESSORIES - FLEXIBLE BUSBAR
 

FLEXIBLE BUSBAR 2M LENGTHS
 For sizing please refer to technical note on previous page. 

Code Laminates Section mm2 70º 60º 50º 40º 30º Amp Dimensions

552400 8 x 6 x 0.5 24 196 182 166 143 128 143 8 x 10
552410 3 x 9 x 0.8 21.6 158 147 134 120 104 120 6.4 x 13 
552420 6 x 9 x 0.8 43.2 290 269 245 220 190 220 8.8 x 13
552430 9 x 9 x 0.8 64.8 314 291 265 237 206 237 11 x 13
552440 3 x 13 x 0.5 19.5 198 184 167 150 130 150 5.5 x 17
552450 6 x 13 x 0.5 39 300 277 253 226 196 226 7 x 17
552390 2 x 15.5 x 0.8 24.8 252 234 212 191 165 191 5.6 x 19.5
552460 4 x 15.5 x 0.5 49.6 380 350 320 286 248 286 7.2 x 19.5
552470 6 x 15.5 x 0.8 74.4 476 440 402 360 318 360 8.8 x 19.5
552480 10 x 15.5 x 0.8 124 538 498 455 407 352 407 12 x 19.5
552490 2 x 20 x 1 40 326 300 275 246 214 246 6 x 24
552500 3 x 20 x 1 60 428 395 360 323 280 323 7 x 24
552510 4 x 20 x 1 80 476 440 402 360 312 360 8 x 24
552520 5 x 20 x 1 100 498 460 420 376 326 376 9 x 24
552530 6 x 20 x 1 120 546 506 462 413 358 413 10 x 24
552540 10 x 20 x 1 200 762 706 645 576 500 576 14 x 24
552550 2 x 24 x 1 48 450 416 380 340 295 340 6 x 28
552560 3 x 24 x 1 72 490 453 413 370 320 370 7 x 28
552570 4 x 24 x 1 96 550 540 465 416 360 416 8 x 28
552580 5 x 24 x 1 120 608 563 514 460 398 460 9 x 28
552590 6 x 24 x 1 144 670 620 566 506 438 506 10 x 28
552600 8 x 24 x 1 192 802 743 678 606 525 606 12 x 28
552610 10 x 24 x 1 240 948 877 800 716 592 716 14 x 28
552620 2 x 32 x 1 64 480 445 406 363 315 363 6 x 36
552630 3 x 32 x 1 96 570 525 480 430 372 430 7 x 36
552640 4 x 32 x 1 128 648 600 548 490 425 490 8 x 36
552650 5 x 32 x 1 160 758 702 640 573 496 573 9 x 36
552660 6 x 32 x 1 192 846 783 715 640 555 640 10 x 36
552670 8 x 32 x 1 256 1018 943 860 770 667 770 12 x 36
552680 10 x 32 x 1 320 1230 1140 1040 930 805 930 14 x 36
552690 2 x 40 x 1 80 538 500 455 406 352 406 6 x 44
552700 3 x 40 x 1 120 617 570 522 466 405 466 7 x 44
552710 4 x 40 x 1 160 727 673 615 550 476 550 8 x 44
552720 5 x 40 x 1 200 900 832 760 680 590 680 9 x 44
552730 6 x 40 x 1 240 1018 943 860 770 667 770 10 x 44
552740 8 x 40 x 1 320 1230 1140 1040 930 805 930 12 x 44
552750 10 x 40 x 1 400 1400 1295 1181 1055 915 1055 14 x 44
552760 3 x 50 x 1 150 700 650 592 530 460 530 7 x 54
552770 4 x 50 x 1 200 860 795 727 650 563 650 8 x 54
552780 5 x 50 x 1 250 1100 1016 930 830 718 830 9 x 54
552790 6 x 50 x 1 300 1225 1135 1035 925 802 925 10 x 54
552800 8 x 50 x 1 400 1393 1290 1175 1050 912 1050 12 x 54
552810 10 x 50 x 1 500 1650 1525 1395 1245 1080 1245 14 x 54
552820 3 x 63 x 1 189 798 740 675 603 522 603 7 x 67
552830 4 x 63 x 1 252 1010 935 855 763 661 763 8 x 67
552840 5 x 63 x 1 315 1220 1125 1030 920 797 920 9 x 67
552850 6 x 63 x 1 378 1437 1330 1215 1085 941 1085 10 x 67
552860 8 x 63 x 1 504 1650 1525 1395 1245 1080 1245 12 x 67
552870 10 x 63 x 1 630 1895 1755 1600 1435 1240 1435 14 x 67
552880 3 x 80 x 1 240 980 906 827 740 640 740 7 x 84
552890 4 x 80 x 1 320 1200 1110 1015 906 785 906 8 x 84
552900 5 x 80 x 1 400 1390 1285 1175 1050 910 1050 9 x 84
552910 6 x 80 x 1 480 1627 1505 1375 1230 1065 1230 10 x 84
552920 8 x 80 x 1 640 1895 1755 1600 1430 1240 1430 12 x 84
552930 10 x 80 x 1 800 2100 1945 1775 1585 1375 1585 14 x 84
552940 4 x 100 x 1 400 1446 1340 1225 1093 947 1093 8 x 104
552950 5 x 100 x 1 500 1635 1515 1385 1235 1070 1235 9 x 104
552960 6 x 100 x 1 600 1843 1705 1550 1393 1205 1393 10 x 104
552970 8 x 100 x 1 800 2147 1990 1815 1625 1405 1625 12 x 104
552980 10 x 100 x 1 1000 2350 2170 1985 1775 1535 1775 14 x 104
552990 12 x 100 x 1 1200 2500 2315 2115 1890 1636 1890 16 x 104
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 LK DTB 16 LK DTB 35 LK DTB 70 

Rated current [A] 80 125 160 
Short-time withstand current [A] 1920 4200 8400 
Insulation voltage  [V] 690 690 690 

Cross-section 
[mm²] 

Input 
6 ÷ 16 10 ÷ 35 10 ÷ 70 

 6 ÷ 16 6 ÷ 16 

Output 
4 x 2,5 ÷ 6 6 x 2,5 ÷ 16 (solid) 6 x 2,5 ÷ 16 (solid) 
2 x 2,5 ÷ 16 or 4 x 2,5 ÷ 16  

(flexible with ferrule) 
or 4 x 2,5 ÷ 16  

(flexible with ferrule) 

Tightening torque [Nm] 
3,5 (2,5 ÷ 16 mm²) 8,5 (10 ÷ 35 mm²) 8,5 (10 ÷ 70 mm²) 
1,2 (2,5 ÷ 6 mm²) 3,5 (2,5 ÷ 16 mm²) 3,5 (2,5 ÷ 16 mm²) 

Tool Inbus Inbus Inbus 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
IP 20 20 20 
Number of clamping points 7 8 8 
Number of levels 1 1 1 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

30 / 46 / 65 29 / 46 / 77 29 / 46 / 77 

Weight [g] 64 150 145 
Packing  [pcs] 1 1 1 
Order number  ULK016 ULK035 ULK070 

 

 

Distribution blocks LK DTB 1-4 Pole  
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Weight [g] 64 150 145 
Packing  [pcs] 1 1 1 
Order number  ULK016 ULK035 ULK070 

 

 

Distribution blocks LK DTB 1-4 Pole 

 

 

    
 LK DTB 16 LK DTB 35 LK DTB 70 

Rated current [A] 80 125 160 
Short-time withstand current [A] 1920 4200 8400 
Insulation voltage  [V] 690 690 690 

Cross-section 
[mm²] 

Input 
6 ÷ 16 10 ÷ 35 10 ÷ 70 

 6 ÷ 16 6 ÷ 16 

Output 
4 x 2,5 ÷ 6 6 x 2,5 ÷ 16 (solid) 6 x 2,5 ÷ 16 (solid) 
2 x 2,5 ÷ 16 or 4 x 2,5 ÷ 16  

(flexible with ferrule) 
or 4 x 2,5 ÷ 16  

(flexible with ferrule) 

Tightening torque [Nm] 
3,5 (2,5 ÷ 16 mm²) 8,5 (10 ÷ 35 mm²) 8,5 (10 ÷ 70 mm²) 
1,2 (2,5 ÷ 6 mm²) 3,5 (2,5 ÷ 16 mm²) 3,5 (2,5 ÷ 16 mm²) 

Tool Inbus Inbus Inbus 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
IP 20 20 20 
Number of clamping points 7 8 8 
Number of levels 1 1 1 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

30 / 46 / 65 29 / 46 / 77 29 / 46 / 77 

Weight [g] 64 150 145 
Packing  [pcs] 1 1 1 
Order number  ULK016 ULK035 ULK070 

 

 

Distribution blocks LK DTB 1-4 Pole 

 

 

    
 LK DTB 16 LK DTB 35 LK DTB 70 

Rated current [A] 80 125 160 
Short-time withstand current [A] 1920 4200 8400 
Insulation voltage  [V] 690 690 690 

Cross-section 
[mm²] 

Input 
6 ÷ 16 10 ÷ 35 10 ÷ 70 

 6 ÷ 16 6 ÷ 16 

Output 
4 x 2,5 ÷ 6 6 x 2,5 ÷ 16 (solid) 6 x 2,5 ÷ 16 (solid) 
2 x 2,5 ÷ 16 or 4 x 2,5 ÷ 16  

(flexible with ferrule) 
or 4 x 2,5 ÷ 16  

(flexible with ferrule) 

Tightening torque [Nm] 
3,5 (2,5 ÷ 16 mm²) 8,5 (10 ÷ 35 mm²) 8,5 (10 ÷ 70 mm²) 
1,2 (2,5 ÷ 6 mm²) 3,5 (2,5 ÷ 16 mm²) 3,5 (2,5 ÷ 16 mm²) 

Tool Inbus Inbus Inbus 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
IP 20 20 20 
Number of clamping points 7 8 8 
Number of levels 1 1 1 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

30 / 46 / 65 29 / 46 / 77 29 / 46 / 77 

Weight [g] 64 150 145 
Packing  [pcs] 1 1 1 
Order number  ULK016 ULK035 ULK070 

 

 

Distribution blocks LK DTB 1-4 Pole 

 

         
 LK DTB 120 LK DTB 185 LK DTB 185 8x24 

Rated current [A] 250 400 500 
Short-time withstand current [A] 14400 22200 22200 
Insulation voltage  [V] 690 690 690 

Cross-section 
[mm²] 

Input 35 ÷ 120 95 ÷ 185 See below 

Output 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35  
(flexible wire with 
ferrule max.25) 

5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 
4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 

Tightening torque [Nm] 
19 (35 ÷ 120 mm²) 25 (95 ÷ 185mm²) 10 (Viz níže) 
4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 
2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 

Tool Inbus Inbus Inbus 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
IP 20 20 20 
Number of clamping points 12 12 12 
Number of levels 1 1 1 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

49 / 50 / 96 49 / 50 / 96 49 / 50 / 96 

Weight [g] 400 390 380 
Packing  [pcs] 1 1 1 
Order number  ULK120 ULK185 ULK185K 

 

 

  

 

         
 LK DTB 120 LK DTB 185 LK DTB 185 8x24 

Rated current [A] 250 400 500 
Short-time withstand current [A] 14400 22200 22200 
Insulation voltage  [V] 690 690 690 

Cross-section 
[mm²] 

Input 35 ÷ 120 95 ÷ 185 See below 

Output 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35  
(flexible wire with 
ferrule max.25) 

5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 
4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 

Tightening torque [Nm] 
19 (35 ÷ 120 mm²) 25 (95 ÷ 185mm²) 10 (Viz níže) 
4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 
2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 

Tool Inbus Inbus Inbus 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
IP 20 20 20 
Number of clamping points 12 12 12 
Number of levels 1 1 1 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

49 / 50 / 96 49 / 50 / 96 49 / 50 / 96 

Weight [g] 400 390 380 
Packing  [pcs] 1 1 1 
Order number  ULK120 ULK185 ULK185K 

 

 

  

 

         
 LK DTB 120 LK DTB 185 LK DTB 185 8x24 

Rated current [A] 250 400 500 
Short-time withstand current [A] 14400 22200 22200 
Insulation voltage  [V] 690 690 690 

Cross-section 
[mm²] 

Input 35 ÷ 120 95 ÷ 185 See below 

Output 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35  
(flexible wire with 
ferrule max.25) 

5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 
4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 

Tightening torque [Nm] 
19 (35 ÷ 120 mm²) 25 (95 ÷ 185mm²) 10 (Viz níže) 
4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 
2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 

Tool Inbus Inbus Inbus 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
IP 20 20 20 
Number of clamping points 12 12 12 
Number of levels 1 1 1 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

49 / 50 / 96 49 / 50 / 96 49 / 50 / 96 

Weight [g] 400 390 380 
Packing  [pcs] 1 1 1 
Order number  ULK120 ULK185 ULK185K 

 

 

  

 

         
 LK DTB 120 LK DTB 185 LK DTB 185 8x24 

Rated current [A] 250 400 500 
Short-time withstand current [A] 14400 22200 22200 
Insulation voltage  [V] 690 690 690 

Cross-section 
[mm²] 

Input 35 ÷ 120 95 ÷ 185 See below 

Output 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35  
(flexible wire with 
ferrule max.25) 

5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 
4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 

Tightening torque [Nm] 
19 (35 ÷ 120 mm²) 25 (95 ÷ 185mm²) 10 (Viz níže) 
4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 
2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 

Tool Inbus Inbus Inbus 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
IP 20 20 20 
Number of clamping points 12 12 12 
Number of levels 1 1 1 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

49 / 50 / 96 49 / 50 / 96 49 / 50 / 96 

Weight [g] 400 390 380 
Packing  [pcs] 1 1 1 
Order number  ULK120 ULK185 ULK185K 

 

 

  

PANEL ACCESSORIES - DISTRIBUTION BLOCKS 1-4 POLE

DISTRIBUTION BLOCKS LK DTB 1 POLE

 

         
 LK DTB 120 LK DTB 185 LK DTB 185 8x24 

Rated current [A] 250 400 500 
Short-time withstand current [A] 14400 22200 22200 
Insulation voltage  [V] 690 690 690 

Cross-section 
[mm²] 

Input 35 ÷ 120 95 ÷ 185 See below 

Output 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35 
(flexible wire with 
ferrule max.25) 

2 x 6 ÷ 35  
(flexible wire with 
ferrule max.25) 

5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 5 x 2,5 ÷ 16 
4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 4 x 2,5 ÷ 10 

Tightening torque [Nm] 
19 (35 ÷ 120 mm²) 25 (95 ÷ 185mm²) 10 (Viz níže) 
4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 4,4 (6  ÷ 35 mm²) 
2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 2,7 (2,5 ÷ 16 mm²) 

Tool Inbus Inbus Inbus 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
IP 20 20 20 
Number of clamping points 12 12 12 
Number of levels 1 1 1 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

49 / 50 / 96 49 / 50 / 96 49 / 50 / 96 

Weight [g] 400 390 380 
Packing  [pcs] 1 1 1 
Order number  ULK120 ULK185 ULK185K 
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PANEL ACCESSORIES - DISTRIBUTION BLOCKS 1-4 POLE

DISTRIBUTION BLOCKS UK DTB 2 POLE

 

 

6 

3 Distribution blocks UK DTB 
 

 

 
 
 

 

  
 
 
 
 
 
 
 
 

 UK DTB 207 UK DTB 211 UK DTB 215 
Rated current [A] 125 125 125 
Short-time withstand current [A] 4 200 4 200 4 200 
Insulation voltage  [V] 500 500 500 

Cross-section 
[mm²] 

Input 
6 ÷ 35 

(flexible wire with 
ferrule max.25) 

6 ÷ 35 
(flexible wire with 
ferrule max.25) 

6 ÷ 35 
(flexible wire with 
ferrule max.25) 

Output 

4 ÷ 25 
(flexible wire with 
ferrule max.16) 

3 x 4 ÷ 25 
(flexible wire with 
ferrule max.16) 

3 x 4 ÷ 25 
(flexible wire with 
ferrule max.16) 

5 x 1,5 ÷ 16 
(flexible wire with 
ferrule max.10) 

7 x 1,5 ÷ 16 
(flexible wire with 
ferrule max.10) 

11 x 1,5 ÷ 16 
(flexible wire with 
ferrule max.10) 

Tightening torque [Nm] 2,5  (6 ÷ 35 mm²) 2,5  (6 ÷ 35 mm²) 2,5  (6 ÷ 35 mm²) 
2 (1,5  ÷ 16 mm²) 2 (1,5  ÷ 16 mm²) 2 (1,5  ÷ 16 mm²) 

Tool Inbus č. 4 / PH 2 Inbus č. 4 / PH 2 Inbus č. 4 / PH 2 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
Number of clamping points in 1 
pole 

7 11 15 

Number of levels 2 2 2 
Number of poles 2 2 2 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

94 / 50 / 44 147 / 50 / 44 182 / 50 / 44 

Weight [g] 170 230 280 
Packing  [pcs] 1 1 1 
Order number [1 pcs] UM207 UM211 UM215 

 

 
 

RoHS  
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PANEL ACCESSORIES - DISTRIBUTION BLOCKS 1-4 POLE

DISTRIBUTION BLOCKS LK DTB UK DTB 4 POLE
 

 

7 

 

 

 

 
 
 
 
 
 
 
  

 

 
 UK DTB 407 UK DTB 411 UK DTB 415 

Rated current [A] 125 125 125 
Short-time withstand current  [A] 4 200 4 200 4 200 
Insulation voltage  [V] 500 500 500 

Cross-section 
[mm²] 

Input 
6 ÷ 35 

(flexible wire with 
ferrule max.25) 

6 ÷ 35 
(flexible wire with 
ferrule max.25) 

6 ÷ 35 
(flexible wire with 
ferrule max.25) 

Output 

4 ÷ 25 
(flexible wire with 
ferrule max.16) 

3 x 4 ÷ 25 
(flexible wire with 
ferrule max.16) 

3 x 4 ÷ 25 
(flexible wire with 
ferrule max.16) 

5 x 1,5 ÷ 16 
(flexible wire with 
ferrule max.10) 

7 x 1,5 ÷ 16 
(flexible wire with 
ferrule max.10) 

11 x 1,5 ÷ 16 
(flexible wire with 
ferrule max.10) 

Tightening torque [Nm] 2,5  (6 ÷ 35 mm²) 2,5  (6 ÷ 35 mm²) 2,5  (6 ÷ 35 mm²) 
2 (1,5  ÷ 16 mm²) 2 (1,5  ÷ 16 mm²) 2 (1,5  ÷ 16 mm²) 

Tool Inbus č. 4 / PH 2 Inbus č. 4 / PH 2 Inbus č. 4 / PH 2 
Assembly method TH 35 / on the plate TH 35 / on the plate TH 35 / on the plate 
Number of clamping points in 1 
pole 

7 11 15 

Number of levels 4 4 4 
Number of poles 4 4 4 
End cover plate required NO NO NO 
Testing  EN 60947-7-1 EN 60947-7-1 EN 60947-7-1 
Dimensions [mm] (width / height 
/ length) 

109 / 50 / 85 147 / 50 / 85 182 / 50 / 85 

Weight [g] 350 470 580 
Packing  [pcs] 1 1 1 
Order number [1 pcs] UM407 UM411 UM415 

 

 
 

RoHS  
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DIN RAIL - PLAIN/PERFORATED 1 MTR LENGTH

PANEL ACCESSORIES - UNIVERSAL TERMINAL BLOCKS ETB

Code Description

ETB 16/1 BLU Universal Terminal Blocks ETB 16mm² 1 HOLE BLUE UK1016.12
ETB 16/1 G&Y Universal Terminal Blocks ETB 16mm² 1 HOLE GREEN/YELLOW UK1016.24
ETB 16/1 GREY Universal Terminal Blocks ETB 16mm² 1 HOLE GREY UK1016.21
ETB 35/1 BLU Universal Terminal Blocks ETB 35mm² 1 HOLE BLUE UK1035.12
ETB 35/1 G&Y Universal Terminal Blocks ETB 35mm² 1 HOLE GREEN/YELLOW UK1035.24
ETB 35/1 GREY Universal Terminal Blocks ETB 35mm² 1 HOLE GREY UK1035.21
ETB 35/2 BLU** Universal Terminal Blocks ETB 35mm² 2 HOLE BLUE UK2035.12
ETB 35/2 G&Y** Universal Terminal Blocks ETB 35mm² 2 HOLE GREEN/YELLOW UK2035.24
ETB 35/2 GREY** Universal Terminal Blocks ETB 35mm² 2 HOLE GREY UK2035.21
ETB 50/1 BLU Universal Terminal Blocks ETB 50mm² 1 HOLE BLUE UK1050.12
ETB 50/1 G&Y Universal Terminal Blocks ETB 50mm² 1 HOLE GREEN/YELLOW UK1050.24
ETB 50/1 GREY Universal Terminal Blocks ETB 50mm² 1 HOLE GREY UK1050.21
ETB 50/2 BLU** Universal Terminal Blocks ETB 50mm² 2 HOLE BLUE UK2050.12
ETB 50/2 G&Y** Universal Terminal Blocks ETB 50mm² 2 HOLE GREEN/YELLOW UK2050.24
ETB 50/2 GREY** Universal Terminal Blocks ETB 50mm² 2 HOLE GREY UK2050.21
ETB 50/3 BLU* * * Universal Terminal Blocks ETB 50mm² 3 HOLE BLUE UK3050.12
ETB 50/3 G&Y* * * Universal Terminal Blocks ETB 50mm² 3 HOLE GREEN/YELLOW UK3050.24
ETB 50/3 GREY* * * Universal Terminal Blocks ETB 50mm² 3 HOLE GREY UK3050.21
ETB 95/1 G&Y Universal Terminal Blocks ETB 95mm² 1 HOLE GREEN/YELLOW UK1095.24
ETB 95/1 GREY Universal Terminal Blocks ETB 95mm² 1 HOLE GREY UK1095.21
ETB 95/2 BLU** Universal Terminal Blocks ETB 95mm² 2 HOLE BLUE UK2095.12
ETB 95/2 G&Y** Universal Terminal Blocks ETB 95mm² 2 HOLE GREEN/YELLOW UK2095.24
ETB 95/2 GREY** Universal Terminal Blocks ETB 95mm² 2 HOLE GREY UK2095.21
ETB 95/3 BLU* * * Universal Terminal Blocks ETB 95mm² 3 HOLE BLUE UK3095.12
ETB 95/3 G&Y* * * Universal Terminal Blocks ETB 95mm² 3 HOLE GREEN/YELLOW UK3095.24
ETB 95/3 GREY* * * Universal Terminal Blocks ETB 95mm² 3 HOLE GREY UK3095.21
ETB 150/1 BLU Universal Terminal Blocks ETB 150mm² 1 HOLE BLUE UK1150.12
ETB 150/1 G&Y Universal Terminal Blocks ETB 150mm² 1 HOLE GREEN/YELLOW UK1150.24
ETB 150/1 GREY Universal Terminal Blocks ETB 150mm² 1 HOLE GREY UK1150.21
ETB 150/2 BLU** Universal Terminal Blocks ETB 150mm² 2 HOLE BLUE UK2150.12
ETB 150/2 G&Y** Universal Terminal Blocks ETB 150mm² 2 HOLE GREEN/YELLOW UK2150.24
ETB 150/2 GREY** Universal Terminal Blocks ETB 150mm² 2 HOLE GREY UK2150.21
ETB 150/3 BLU* * * Universal Terminal Blocks ETB 150mm² 3 HOLE GREY UK3150.12 BLUE
ETB 150/3 G&Y* * * Universal Terminal Blocks ETB 150mm² 3 HOLE GREEN/YELLOW UK3150.24
ETB 150/3 GREY* * * Universal Terminal Blocks ETB 150mm² 3 HOLE GREY UK3150.21
ETB 240/1 BLU Universal Terminal Blocks ETB 240mm² 1 HOLE BLUE UK1240.12
ETB 240/1 G&Y Universal Terminal Blocks ETB 240mm² 1 HOLE GREEN/YELLOW UK1240.24
ETB 240/1 GREY Universal Terminal Blocks ETB 240mm² 1 HOLE GREY UK1240.21
ETB 240/2 BLU** Universal Terminal Blocks ETB 240mm² 2 HOLE BLUE UK2240.12
ETB 240/2 G&Y** Universal Terminal Blocks ETB 240mm² 2 HOLE GREEN/YELLOW UK2240.24
ETB 240/2 GREY** Universal Terminal Blocks ETB 240mm² 2 HOLE GREY UK224021
ETB 240/3 BLU* * * Universal Terminal Blocks ETB 240mm² 3 HOLE BLUE UK3240.12
ETB 240/3 G&Y* * * Universal Terminal Blocks ETB 240mm² 3 HOLE GREEN/YELLOW UK3240.24
ETB 240/3 GREY* * * Universal Terminal Blocks ETB 240mm² 3 HOLE GREY UK3240.21
ETB 95/1 BLU Universal Terminal Blocks ETB 95mm² 1 HOLE BLUE UK1095.12

Code Description

E151111 DIN Rails TH 35x7,5 - 1000 mm, plain, sendzimir
E140120 DIN Rails TH 35x7,5 - 1000 mm, perforated, sendzimir
E451110 DIN Rails TH 35x15 - 2000 mm, plain, sendzimir
E451113 DIN Rails TH 35x15 - 2000 mm, perforated, sendzimir

ETB TERMINAL BLOCKS AVAILABLE - BLUE, GREEN/YELLOW & GREY
have a large range of connectors (2,5 ÷ 240 mm2) with possible inputs 2, 4, 6. Terminal block with rated cross 
section 50 mm2, we also offer in a 3 Pole design. The terminals are composed of an electro-conductive part and 
insulating cover. Connections can be made with aluminum and copper conductors. Insulating properties ensure 
the cover made of polyamide (PA).
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PANEL ACCESSORIES - CABLE TO CABLE POWER BLOCKS 

POWER BLOCK SB SERIES  
COMPACT POWER BLOCKS WITH 
SHORT-CIRCUIT CURRENT RATING 

• Complete Power Blocks range, from 80A  
   up to 630A IEC® – 85A up to 545A UL®

• Offer multiple connection possibilities 
  with One cable, Two cables or ERICO® 
  FLEXIBAR® and IBSB/IBSBR Power Braid

• Large cross section aluminum/ copper 
  conductor connection

• Offer time saving and reliability

• High current short circuit resistance
   - 100kA SCCR (UL)
   - Ipk up to 51 kA (IEC)

• High voltage values under IEC & UL 
  certification (minimum of 1000V AC/DC) Hinged or 

removable 
cover

Voltage detection
/ Measurement

Visual inspection of
wire and confirmation

of connection
(Patented design*)

Tinned Copper Block
For Copper or Aluminium Cables

Easy fixing
Attaches onto DIN rail with 

2-position clip (open/closed) 
or mounts to panel with screws

>95% fill ratio
Allow conductor

connection with or 
without ferrule

IP20
Finger sale

UL94V-0 Flammability Rating
Halogen Free RoHS Compliant

Gangable

Patented design*
includes screw

retaining 
transparent
blue cover

POWER BLOCK SB SERIES  

Code Description Max CSA (mm2) PSF

561150 POWER BLOCK SB 80 16 GT
561158 POWER BLOCK SB 125 35 GT
561151 POWER BLOCK SB 160 70 GT
561159 POWER BLOCK SB 250 120 GT
561152 POWER BLOCK SB 400 240 GT
561153 POWER BLOCK SBF 400 240 GT
561154 POWER BLOCK SB2C 400 240 GT
561155 POWER BLOCK SBF2C 400 2x 120 GT
561156 POWER BLOCK SB 630 500 GT
561157 POWER BLOCK SBF 630 500 GT
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PANEL ACCESSORIES - FLAT TINNED COPPER BRAIDS

BRAID IN 25M COILS - FLAT TINNED COPPER  

TINNED COPPER BRAID - LENGTHS   

Code Type Cross Sect. Ex Dim.mm No. Strands Pitch AMPS

557200 FTCB 15/3 3mm² 5x1 168 32 30
557210 FTCB 15/5 5mm² 8x1 288 54 45
557220 FTCB 15/8 8mm² 8 x 1.5 456 52 65
557230 FTCB 15/10 10mm² 10 x 1.5 576 52 75
557240 FTCB 15/16 16mm² 15 x 1.5 896 90 120
557250 FTCB 15/20 20mm² 20 x 1.5 1120 90 140
557260 FTCB 15/25 25mm² 25 x 1.5 1404 108 150
557270 FTCB 15/30 30mm² 23 x 2 1692 125 180
557280 FTCB 15/35 35mm² 25 x 2.5 1980 125 200
557290 FTCB 15/40 40mm² 25 x 2.5 2272 145 220
557300 FTCB 15/50 50mm² 28 x 3 2848 145 250
557310 FTCB 15/60 60mm² 30 x 3 3392 145 280
557320 FTCB 15/70 70mm² 30 x 3.5 3968 185 290
557330 FTCB 15/75 75mm² 30 x 4 4256 185 300
557340 FTCB 15/95 95mm² 40 x 4 5376 230 340
557350 FTCB 15/100 100mm² 40 x 4 5664 230 360

Code Type Cross Sect. Ex Dim.mm L mm J mm ØD AMPS

556630 MBJ 16-150-8 1.5mm 16mm² 150 15 8.5mm 120
556640 MBJ 16-200-8 1.5mm 16mm² 200 15 8.5mm 120
556650 MBJ 16-250-8 1.5mm 16mm² 250 15 8.5mm 120
556940 MBJ 16-500-8 1.5mm 16mm² 500 15 8.5mm 120
556680 MBJ 25-150-10 1.5mm 25mm² 150 23 10.5mm 150
556690 MBJ 25-200-10 1.5mm 25mm² 200 23 10.5mm 150
556700 MBJ 25-250-10 1.5mm 25mm² 250 23 10.5mm 150
556950 MBJ 25-500-10 1.5mm 25mm² 500 23 10.5mm 150
556770 MBJ 35-100-10 2.1mm 35mm² 100 23 10.5mm 197
556780 MBJ 35-150-10 2.1mm 35mm² 150 23 10.5mm 197
556790 MBJ 35-200-10 2.1mm 35mm² 200 23 10.5mm 197
556800 MBJ 35-250-10 2.1mm 35mm² 250 23 10.5mm 197
556970 MBJ 35-500-10 2.1mm 35mm² 500 23 10.5mm 197
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PANEL ACCESSORIES - FLAT TINNED COPPER BRAIDS

GROUNDING AND BONDING BRAID, TINNED COPPER WITH HALOGEN FREE 
& FLAME RETARDANT YELLOW GREEN INSULATION

MBJYG Grounding and Bonding Braids are a reliable and convenient ground solution for applications that require 
flexibility and durability. Designed with halogen-free and flame retardant Yellow Green insulation, MBJYG braids are made with 
tinned copper ground braids and solid palms that are ready to install without any additional cutting, 
stripping, crimping or punching. 

MBJYG braids also do not require the addition of tin or crimped lugs and the proprietary manufacturing process helps optimize 
the electrical contact between each wire and helps eliminate moisture issues in the palms, helping prevent corrosion and extend 
the useful life of the braid.

Tinned copper Integral palm, 
without crimped lugs for

 superior electrical contact and 
tensile strength resistanceComplete range of earth/

ground flexible connections 
from 6 - 25 mm² 

(11.84 - 49.33 kcmil) cross sec-
tion and from 100 - 300 mm  

(3.937” - 11.811”) length

Working Temperature: 
-55 to 125 °C

Ready to use out of the box, 
eliminating the need for cutting, 

stripping, crimping and 
punching

Resistant to vibration and 
fatigue, reducing maintenance

UL 467 listed and 
IEC 61439-1 certified

Halogen free and 
Flame retardant yellow green 

insulation

Provides weight and material 
savings with lower impedance 

when compared to similar 
lugged cables with insulation 
(Recommended by the EMC/

EMI directives)



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie174 SECTION  7

PANEL ACCESSORIES - FLAT TINNED COPPER BRAIDS

GROUNDING AND BONDING BRAID, TINNED COPPER WITH HALOGEN FREE 
& FLAME RETARDANT YELLOW GREEN INSULATION 

Code Article No. Current A Thickness 
T (mm)

Cross Sect. 
(mm2)

Length L
(mm)

Hole Size 
HS(mm) A (mm) B (mm)

563601 MBJYG6-100 6 40 1,1 6 100 6,5 11 18
563602 MBJYG6-150 6 40 1,1 6 150 6,5 11 18
563603 MBJYG6-200 6 40 1,1 6 200 6,5 11 18
563604 MBJYG6-250 6 40 1,1 6 250 6,5 11 18
563605 MBJYG6-300 6 40 1,1 6 300 6,5 11 18
563606 MBJYG10-100-6 75 1,1 10 100 6,5 11 18
563607 MBJYG10-150-6 75 1,1 10 150 6,5 11 18
563608 MBJYG10-200-6 75 1,1 10 200 6,5 11 18
563609 MBJYG10-250-6 75 1,1 10 250 6,5 11 18
563611 MBJYG10-300-6 75 1,1 10 300 6,5 11 18
563612 MBJYG16-100-8 120 1,5 16 100 8,5 15 20
563613 MBJYG16-150-8 120 1,5 16 150 8,5 15 20
563614 MBJYG16-200-8 120 1,5 16 200 8,5 15 20
563615 MBJYG16-250-8 120 1,5 16 250 8,5 15 20
563616 MBJYG16-300-8 120 1,5 16 300 8,5 15 20
563617 MBJYG25-100-8 150 1,5 25 100 8,5 22 28
563618 MBJYG25-150-8 150 1,5 25 150 8,5 22 28
563619 MBJYG25-200-8 150 1,5 25 200 8,5 22 28
563621 MBJYG25-250-8 150 1,5 25 250 8,5 22 28
563622 MBJYG25-300-8 150 1,5 25 300 8,5 22 28

Material: Copper; Polyolefin 
Finish: Tinned 
Dielectric Strength: 15 kV/mm 
Flammability Rating: UL® 224 VW-1 
Halogen Free Rating: EN 14582 
Nominal Voltage, UL/CSA/IEC: 600 V 
Working Temperature: -55 to 125 °C 
Complies With: IEC® 60439.1; IEC® 61439.1 
Certifications: CE; cULus; RoHS
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PANEL ACCESSORIES - INSULATED BRAIDS

IBSHY INSULATED BRAIDED CONDUCTOR FOR COMPACT CIRCUIT BREAKERS   

Code Article No. Cross Sect. Length A B C D Hole Size 2 HS1 Hole Size 2 HS1

558584 IBSHY32-230 32mm2 230mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm
558586 IBSHY32-330 32mm2 330mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm
558587 IBSHY32-365 32mm2 365mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm
558588 IBSHY32-430 32mm2 430mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm
558589 IBSHY32-500 32mm2 500mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm
558591 IBSHY32-565 32mm2 565mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm
558592 IBSHY32-630 32mm2 630mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm
558593 IBSHY32-700 32mm2 700mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm
558594 IBSHY32-765 32mm2 765mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm
558595 IBSHY32-830 32mm2 830mm 11mm 25mm 3mm 5mm 6.5mm 10.5mm

IBSHY INSULATED BRAIDED CONDUCTOR FOR COMPACT CIRCUIT BREAKERS
Suitable for all main 125/160 A electrical devices and specifically molded case circuit breakers 

• Resistant to vibration, improving reliability and performance
• Improves assembly flexibility and aesthetics 
• Quick and easy installation 
• No additional cutting, stripping, crimping and punching needed 
• Small wire diameter provides maximum flexibility
• Halogen free solution for applications requiring a low smoke solution
• Conforms to NF EN 45545 obtaining an HL2 classification for chapters R22 and R23 
• High working temperature
• ROHS Compliant
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PANEL ACCESSORIES - BRAIDED POWER SHUNTS
  

Code Description Sect. mm2 Single/Double 
Intensity T30ºK

Single/Double 
Intensity T50ºK A B C L

564000 PBC 100 x 250 100 349  -  600* 462  -  795* 35 40 7,0 250
564050 PBC 100 x 500 100 349  -  600 462  -  795 35 40 7,0 500
564010 PBC 120 x 250 120 385  -  670 511  -  877 35 40 7,5 250
564100 PBC 150 x 250 150 440  -  757 583  -  1003 55 50 8,0  250
564150 PBC 150 x 500 150 440  -  757 583  -  1003 55 50 8,0 500
564200 PBC 200 x 250 200 550  -  946 729  -  1253 55 50 9,0 250
564250 PBC 200 x 500 200 550  -  946 729  -  1253 55 50 9,0 500
564300 PBC 250 x 300 250 651  -  1120 863  -  1484 85 50 10,5 300
564400 PBC 300 x 400 300 716  -  1180 948  -  1565 85 60 11,0  400
564500 PBC 400 x 400 400 853  -  1360 1131  -  1808 85 80 11,0   400
564600 PBC 500 x 400 500 917  -  1561 1216  -  1944 105 100 11,0 400
564700 PBC 600 x 450 600                1101  -  1762 1459  -  2334 105 100 12,0   450
564800 PBC 800 x 450 800                 1376  -  2202 1823  -  2917 105 100 15,0  450
564900 PBC 1000 x 450 1000 1651  -  2642 2188  -  3500 105 100 18,0  450
564030 PBC 1200  x 500 1200 1982  -  3170 2626  -  4208 105 120 17,5 500

· Undrilled palms to customer’s specific designs, fitted by power press    
· Extra-flexible power connections (expansion rings, busbar…)    
· Tinned electrolytic copper strand Ø 0.15mm    
· When used in parallel, the 2 shunts must be spaced with a minimum distance equal to the thickness of the shunt to    
  allow air cooling.

PBC BRAIDED POWER SHUNTS 
 *Parallel Configuration. 
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PANEL ACCESSORIES - COMPACT MODULAR POWER SUPPLIES
• CSD Series Modular Switching Power Supplies  

CSD SERIES 

Single-phase switching power supply with power up to 70W for use in civil and industrial automation applications. The technical 
and design characteristics of the housing, with standard modular DIN measurements for installation in control units were planned 
to optimise use in home automation. The performance level and compact size also make it an excellent solution for electrical 
panels and shallow containers. High output and a contained working temperature support energy savings and longer component 
life.

Suggested uses
• Industrial automation applications
• Civil automation applications
• General applications in systems installed using small remote panels

Main features
• The 90…264 Vac and 110…370 Vdc inputs, make it suitable for use on all power supply networks.
• These are Isolation Class 2 power supplies that do not require a grounding connection, which reduces the times and costs 

of installation in remote panels and surveillance and monitoring systems.
• Their high efficiency reduces energy consumption and operating temperature and allows for use in small housings.
• The large power reserve allows continuous current to be supplied up to at least +50% higher than the rated value, ensuring 

safety and reliability.
• Short-circuit and overload protection designed to deliver peak currents more than 150% higher than the rated value required 

by heavy loads.
• Thermal protection prevents failure in cases of prolonged overload at high ambient temperatures.
• Thanks to the high performance and excellent ventilation of internal the components, they are greatly reduced in size and 

have a degree of protection from accidental contacts of IP20 per IEC529.

12
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CSD 
SERIES

Compact size

Power boost

Input 90…264 Vac and 110…370 Vdc

High efficiency

Short-circuit and overload protection

DOMOTIC POWER

Ideal for modular control 

units and shallow containers 

Appropriate for use on all power supply net-

works 

The output power sup-

plied reaches up to 130% 

of the rated value. 

Designed to save energy and 

reduce operating temperature 

MODULAR SWITCHING POWER SUPPLIES

Single-phase switching power supply with power up to 70W for use in civil and industrial automation applications. The technical 

and design characteristics of the housing, with standard modular DIN measurements for installation in control units were 

planned to optimise use in home automation. The performance level and compact size also make it an excellent solution for 

electrical panels and shallow containers.

High output and a contained working temperature support energy savings and longer component life. 

Suggested uses

• Industrial automation applications

• Civil automation applications

• General applications in systems installed using small remote panels

Main features

•  The 90…264 Vac and 110…370 Vdc inputs, make it suitable for use on all power supply networks. 

•  These are Isolation Class 2 power supplies that do not require a grounding connection, which reduces the times and costs of 

installation in remote panels and surveillance and monitoring systems. 

•  Their high efficiency reduces energy consumption and operating temperature and allows for use in small housings. 

•  The large power reserve allows continuous current to be supplied up to at least +50% higher than the rated value, ensuring 

safety and reliability.

•  Short-circuit and overload protection designed to deliver peak currents more than 150% higher than the rated value required 

by heavy loads. 

•  Thermal protection prevents failure in cases of prolonged overload at high ambient temperatures.

•  Thanks to the high performance and excellent ventilation of internal the components, they are greatly reduced in size and have 

a degree of protection from accidental contacts of IP20 per IEC529.

Designed to deliver the typical peak  

currents required by medium loads 
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Special power supplies for engines 
DC, Brushless, and relative drives

48Vdc and 72-85Vdc models have been 

introduced, designed to reliably power 

engines in DC.  They: 

•  supply peak power equal to even 

4-5 times the nominal current, 

which is required by the engine 

during the peak phase

•  have an output stage protected 

from overvoltage generated by the 

engines and drives during braking, 

which could otherwise cause mal-

functions or cause the power supply 

to lose control over output voltage 

stability.

Single-phase switching power supply with DIN-rail, desi-

gned specifically for applications in command and control pa-

nels for industrial automation and process control. Capable of 

delivering +60% to +80% nominal current for a prolonged pe-

riod of time while maintaining a constant output voltage and 

equipped with a voltage threshold-controlled failure contact 

which is triggered when the voltage drops below 90% of the 

rated value. With these features and numerous international 

certifications, this range of power supplies enables desi-

gners to meet the requirements of the Machinery Directive 

EN 60204-1, allowing the protection devices connected to the 

output to trigger quickly, safely and selectively, thus ensuring 

continuity of service to the other parts of the system.

Suggested uses

•  Applications in industrial automation with high perfor-

mance and reliability requirements.

•  Applications which require selectable overcurrent protec-

tions on DC lines

•  Applications in machine automation with high command 

and control voltage reliability and safety requirements

• Applications in process control

• Uses with heavy loads

• Civil automation applications

Main features

•  The 90…264 Vac and 110…370 Vdc inputs, make it suitable 

for use on all power supply networks. 

•  Threshold failure contact which is triggered when the 

voltage falls below 90% of the rated value.

•  Versions with integrated ORing diode for redundant parallel 

connection, preventing the need for external devices and 

reducing bulk and installation costs.

•  High efficiency reduces energy consumption and the oper-

ating temperature of components and allows use in small 

panels and severe environmental conditions. 

•  Large power reserve allows for delivery of at least +60-80% 

nominal current and voltage for several minutes, ensuring 

safety and reliability.

•  Output voltage is adjustable and the output is protected 

against input surge from the DC line generated from 

inductive loads.

•  The output is equipped with dual electronic protection 

which prevents dangerous voltages for powered compo-

nents in the event of an internal fault.

•  Thermal protection prevents faults in case of prolonged 

overload with high ambient temperatures.

•  Construction ensures excellent ventilation capacity of 

internal components, with reduced sizes and a degree of 

protection from accidental contacts of IP20 per IEC529.

•  Thanks to their high performance and excellent ventilation 

capacity, they are among the smallest on the market.

SWITCH MODE POWER SUPPLY
COOL POWER LINE

Power boost 

High efficiency

Input 90…264 Vac and 110…370 Vdc
Intelligent failure contact

Extremely compact dimensions
Among the smallest on the market, 

optimising the use of space in the 

panel without compromising per-

formance

The output power reaches 

120% of the nominal value 

for several minutes, up 

to 160% in the event of 

overload, and up to 300% 

during a short-circuit, to en-

able the protection devices 

connected to the output to 

trigger quickly, safely and 

selectively, without the use 

of additional modules.

Designed to save 

energy and reduce 

operating temperature 

Appropriate for use on all single-phase  

power supply networks

Notifies when the output voltage falls below 

90%  of the rated value once a threshold is 

surpassed

Short-circuit and overload protection
Designed to deliver 

the strong peak currents 

required by heavy loads

COOL POWER

PANEL ACCESSORIES - COMPACT MODULAR POWER SUPPLIES
• CSF Series Switch Mode Power Supply Cool Power Line 

CSF SERIES 

Single-phase switching power supply with DIN-rail, designed specifically for applications in command and control panels for   
industrial automation and process control. Capable of delivering +60% to +80% nominal current for a prolonged period of time 
while maintaining a constant output voltage and equipped with a voltage threshold-controlled failure contact which is triggered 
when the voltage drops below 90% of the rated value. With these features and numerous international certifications, this range of 
power supplies enables designers to meet the requirements of the Machinery Directive EN 60204-1, allowing the protection  
devices connected to the output to trigger quickly, safely and selectively, thus ensuring continuity of service to the other parts of 
the system.

Suggested uses
• Applications in industrial automation with high performance and reliability requirements.
• Applications which require selectable overcurrent protections on DC lines
• Applications in machine automation with high command and control voltage reliability and safety requirements
• Applications in process control
• Uses with heavy loads
• Civil automation applications

Main features
• The 90…264 Vac and 110…370 Vdc inputs, make it suitable for use on all power supply networks.
• Threshold failure contact which is triggered when the voltage falls below 90% of the rated value.
• Versions with integrated ORing diode for redundant parallel connection, preventing the need for external devices and reducing 

bulk and installation costs.
• High efficiency reduces energy consumption and the operating temperature of components and allows use in small panels 

and severe environmental conditions.
• Large power reserve allows for delivery of at least +60-80% nominal current and voltage for several minutes, ensuring safety 

and reliability.
• Output voltage is adjustable and the output is protected against input surge from the DC line generated from inductive loads.
• The output is equipped with dual electronic protection which prevents dangerous voltages for powered  components in the 

event of an internal fault.
• Thermal protection prevents faults in case of prolonged overload with high ambient temperatures.
• Construction ensures excellent ventilation capacity of internal components, with reduced sizes and a degree of protection 

from accidental contacts of IP20 per IEC529.
• Thanks to their high performance and excellent ventilation capacity, they are among the smallest on the market.

48Vdc and 72-85Vdc models have 
been introduced, designed to  
reliably power engines in DC. They:

• supply peak power equal to even 
4-5 times the nominal current, 
which is required by the engine 
during the peak phase

• have an output stage protected 
from overvoltage generated by  
the engines and drives during  
braking, which could otherwise 
cause malfunctions or cause the 
power supply to lose control over 
output voltage stability.

COOL POWER
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PANEL ACCESSORIES - ANALOG/DIGITAL METERS
 

A.C. AMMETERS 90° SCALE     

HOUR RUN METER  

A.C. VOLTMETERS 90° SCALE   

FREQUENCY METERS 90° SCALE   

DIGITAL (A.C. VOLTAGE CURRENT)

D.C. AMMETERS 90° SCALE     

D.C. VOLTMETERS 90° SCALE
 Voltmeters in range 600V-10kV use potentiometer voltage divider.

AMPS RQ 48E RQ 72E RQ 96E

1-1.5-2.5-4-5A  Direct RQ 48E RQ 72E RQ 96E
6-10-15-25-40-60A  Direct RQ 48E RQ 72E RQ 96E
80-100A   Direct RQ 48E RQ 72E RQ 96E
FOR C.T. 1.-5 A/SE RQ 48E RQ 72E RQ 96E

Description RQ 480

100V-220V±15%(50-60Hz) RQ 480
24V-380V±15%(50Hz) RQ 480
12÷80DC RQ 480
48÷110 VC.C RQ 480

Volts RQ 48E RQ 72E RQ 96E

40-60-100-150-250-300 V RQ 48E RQ 72E RQ 96E
400-500-600 V RQ 48E RQ 72E RQ 96E
ON V.T. 100-110 V SEC   Direct RQ 48E RQ 72E RQ 96E

AMPS RQ 72M RQ 96M

50-250µA RQ 72M RQ 96M
300-600µA RQ 72M RQ 96M
1-600mA RQ 72M RQ 96M
1-1.5-2.5-4-6A  Direct RQ 72M RQ 96M
10-15-25-40-50-60A  Direct RQ 72M RQ 96M
On Shunt RQ 72M RQ 96M

Volts RQ 72M RQ 96M

60-600mV RQ 72M RQ 96M
1-600V RQ 72M RQ 96M

FREQUENCY/HERTZ RQ 72FI RQ 96FI 

45÷55/55÷65/45÷65Hz RQ 72FI RQ 96FI 

A.C. Voltage/Current DG3G06C1

INPUT 5amp - 500V
Scale 0-8000amp
Selectable or 500volt

72 x 36 
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PANEL ACCESSORIES - ADVANCED ELECTRONIC SMART METERING SOLUTIONS
• For intelligent measuring and monitoring

With advanced technologies of intelligent meters, we stock 
many different products offering excellent performance for 

users of many applications.

For intelligent measuring and Monitoring



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie 181SECTION 7

PANEL ACCESSORIES - MULTIFUNCTION METERS PANEL MOUNTED 
• Advanced Electronic Smart Metering Solutions  

SMART X96-1E / 1MID
EasyClick & Standard Metering 

• Single Phase (1P2W) MID Certified
• Three Phase (3P3W) MID Certified
• Three Phase (3P4W) MID Certified

Single/Three Phase EasyClick  MID Certified to Class C (0.5%) accuracy

• EasyClick technology for plug in current transformer and mains voltage connection
• Elimination of wiring errors & labour saving
• Designed and tested in the UK by an independent laboratory
• Highly visible backlit display from all angles
• Programmable reverse flow for right/left side of breaker CT installation.
• Built in Modbus and Pulsed outputs

The Smart X96-1E is a high accuracy multifunction power meter that has been developed with plug in connections for the 
current transformer and mains voltage supply inputs. This negates the need to traditional wire into the meter and saving 90% on 
labour as well as eliminating wiring errors. Configurable for 1p2w, and 3p4w systems and hosting a vast range of measuring 
parameters such as Amps, Volts, Power, and Current Demand, Power Factor, Imported and Exported kWh, Phase 
Sequence, and a Phase Summary page. It is one of the most user-friendly multifunction power meters in the market form 
installation to end client use. The SMART X96-1E does not have the Individual harmonics, internal three phase supply (Powered 
from L1 & N internally), voltage output and cannot be used in 3p3w applications.

It is typical in most installations that the current transformers are mounted on the left-hand side of the breaker so P1 is facing 
the correct way. However, it is also possible to mount the current transformer on the right-hand side with P2 facing the breaker. 
This is possible due to the meter having the option to reverse the flow to correct this type of application.  The SMART X96-1E 
requires mains voltage inputs and external current transformers to operate, it is self-supplied. The Smart X96-1E meter comes 
complete with RS485 Modbus RTU and dual pulsed outputs as standard.  

SMART X96-5E / X96-MID 

The Smart X96-5E is a high accuracy multifunction power meter that is a traditional wired 1/5A current 
transformer operated meter.. Configurable for 1p2w, and 3p4w systems and hosting a vast range of measuring parameters 
such as Amps, Volts, Power, and Current Demand, Power Factor, Imported and Exported kWh, Phase Sequence and a Phase 
Summary page. It is one of the most user-friendly multifunction power meters in the market form installation to end 
client use. The SMART X96-5E does not have the Individual harmonics, internal three phase supply (Powered from L1 & N 
internally), voltage output and can not be used in 3p3w applications. 

It is typical in most installations that the current transformers are mounted on the left-hand side of the breaker so P1 is facing 
the correct way. However, it is also possible to mount the current transformer on the 
right-hand side with P2 facing the breaker. This is possible due to the meter having the 
option to reverse the flow to correct this type of application.  

The SMART X96-5E requires mains voltage inputs and external current  
transformers in order to operate, it is self-supplied. The Smart X96-5E meter 
comes complete with RS485 Modbus RTU and dual pulsed outputs as standard.

SMART-X96-5-MID & 3x T24 Split Core Current Transformers
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PANEL ACCESSORIES - DIN RAIL MOUNTED METERING
• Advanced Electronic Smart Metering Solutions

SDM18-M
Single Phase 100A MID (Pulsed Output) 

SDM18-M is designed for single-phase applications, capable of accurately measuring loads up to 
100A. Tailored for single-phase two-wire setups, it offers a comprehensive range of
measurements and displays essential characteristics. With its capacity to handle direct current 
connections up to 100A, this meter accurately tracks Total kWh, Import kWh, Export kWh, Voltage, 
Current, Active Power, Frequency, and Power Factor. Its bi-directional measurement feature makes 
it particularly suited for Solar PV applications. Moreover, its compact one-module casing makes it 
a popular choice for Electric Vehicle Charging (EVC) infrastructures.

For seamless integration and data communication, the meter comes equipped with a 
remote communication port supporting RS485 Modbus RTU and MBus protocols, 
offering versatility and ease of connectivity.

SDM120CT Series
Single Phase 5A CT Operated MID (Multi-Function with Serial Communication).

The SDM120CT Modbus is an advanced multifunction single phase energy monitoring solution. 
With variants for different outputs such as Pulsed, RS485 RTU Modbus and Mbus.

Equipped with scroll display button for ease of navigation through the various 
parameters. Backlit LCD display for clear indication in all conditions. Housed for DIN rail 
mounting, IP51 protection and 5A current transformer operated.
 
Selectable measurement modes using our free configurations software for kWh display, Total 
kWh (Import + Export), Import kWh and Net kWh (Export-Import).

SDM120DB 
DIN Rail Mounted Metering Single Phase 45A MID (Pulsed Output)

The SDM120DB is a basic kWh meter with a fixed pulsed output. This is a low cost solution for 
measuring low load circuits (45A rated). All SDM120 meters are housed in a 1U Dinrail mounted 
housing. They also come complete with sealable terminal covers to stop any tampering with the 
connections.

The SDM120 Modbus 
offers a low-cost solution to metering low Amp circuits (45A). The SDM120 range works directly 
connected to a maximum load 45A AC circuit.

The SDM120Modbus measures a vast range of parameters, including Voltage, Current and Power 
Factor.

There are also 3 models available depending on the output required, this ranges from a just 
pulsed output (SDM120-Pulse), Modbus RTU (SDM120-Modbus), and MBus (SDM120-MBus). All 
SDM120 meters are housed in a 1 Module DIN rail-mounted housing. They also come complete 
with sealable terminal covers to stop any tampering with the connections.
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PANEL ACCESSORIES - DIN RAIL MOUNTED METERING
• Advanced Electronic Smart Metering Solutions

Single Phase RJ12 Connection Easy Click Multi-function Energy Meter, MID 

• RJ12 terminal for fast connection
• Multi-measurement: kWh, W, V, A, PF, Hz, dmd, etc.
• LCD with backlit
• Modbus Communication
• Bi-directional Measurement
• CT operated
• 1 Module 18mm Width
• MID approved

SDM210-M 
Single Phase Multi-function Energy Meter with RS485 Modbus RTU

• Max. 100A Direct Load
• 2 Module Size
• Multi-parameters Measurement
• Bi-directional Measurement
• 2 Pulse Outputs  
• RS485 Modbus RTU

SDM230 Series  
Single Phase 100A MID (Basic Range)

The SDM230 Series is a single-phase multifunction 100A direct fed DIN rail mounted electricity 
meter. It can measure and display the characteristic of 1p2w supplies. Monitoring active and 
reactive energy (kWh / kVArh). The SDM230DR requires mains voltage inputs (Live in and out and 
Neutral in and out) to operate, it is self-supplied so does not require an external auxiliary supply.

SDM72CTM Series  

The SDM72CT series is digital three phase 4 wire energy meter with a white back-lighted LCD 
screen for perfect reading. It provides an economical solution for active energy and active power 
measurement in three phase applications. It is highly accurate, durable and reliable.

SDM72CT-DR provides a separate register for resettable energy, which monitors energy 
consumption in a certain period. SDM72CT-DR – 1/5A Current Transformer Input fixed 
Energy(kWh).

SDM72CT-M measures both import and export energy, is an ideal product for 
bi-directional applications. SDM72CT-M- 1/5A Current Transformer Input Modbus 
RS485 (RTU).
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PANEL ACCESSORIES - DIN RAIL MOUNTED METERING
• Advanced Electronic Smart Metering Solutions

SDM630MCT Series 

• SDM630MCT - MOD - MID - 1/5A Input Modbus RS485 & Pulsed Outputs
• SDM630MCT - MOD - MV – 0.333mV Input Modbus RS485 & Pulsed Outputs
• SDM630MCT - MOD - MV – 0.333mV Input Modbus RS485 & Pulsed Outputs

Single/Three Phase 1/5A CT Operated MID

The SDM630MCT is produced to the highest quality and utilizes the latest 
microprocessor and technology. It has a blue backlit display and 16 different measuring 
parameters. This includes a negative power reading, which can also indicate reversal of CT 
installation or connection. With built-in pulsed outputs and RS485 Modbus RTU it is fully 
compatible for integration with BMS and remote monitoring systems.

SMART ENERGY MANAGEMENT WITH LoRaWan METERS  

A comprehensive and data-driven approach to energy management and optimisation is the need of the hour. Experts from 
Eastron Europe Limited, an advanced electronic smart metering solutions provider, and IBG UK (Intelligent Building Group), 
teamed up to introduce a cutting-edge solution by integrating smart wireless meters with IBG's cloud platform. Eastron Europe 
and IBG UK delivered scalable, secure, and cost-efficient solutions using LoRaWAN technology, helping large buildings meet 
energy data needs and compliance targets.

IBG partnered with Eastron Europe to use LoRaWAN smart wireless meters. Eastrons SDM630MCT-LoRa, SDM120CTM, and 
SDM530LR allow real-time energy data capture without invasive installations. These meters help landlords to retrofit buildings 
and tenants to pay for their own consumption.

Through LoRaWAN technology, IBG now captures energy data down to individual sections, floors, or tenants. This offers 
customised dashboards for stakeholders to view consumption patterns and optimise energy usage.

WIRELESS & REMOTE MONITORING
EASYLINK REMOTE MONITORING SOLUTION

COMPLIANT WITH MULTIPLE GATEWAY & SERVER SUPPLIERS

To find out more please speak to a member of our sales team 
at +353 1 465 9010 or email sales@rfe.ie
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ESCT-TU 16-5A

ESCT-TU 24-5A

ESCT-TU 36-5A

Code Primary Current Accuracy Current Aperture  (WxH)

ESCT-TU16-5/5A 5A 0.5 16mm ø
ESCT-TU16-10/5A 10A 0.5 16mm ø
ESCT-TU16-50/5A 50A 0.5 16mm ø
ESCT-TU16-100/5A 100A 0.5 16mm ø
ESCT-TU16-150/5A 150A 0.5 16mm ø

Code Primary Current Accuracy Current Aperture  (WxH)

ESCT-TU24-10/5A 10A 0.5 24mm ø
ESCT-TU24-50/5A 50A 0.5 24mm ø
ESCT-TU24-100/5A 100A 0.5 24mm ø
ESCT-TU24-250/5A 250A 0.5 24mm ø
ESCT-TU24-300/5A 300A 0.5 24mm ø

Code Primary Current Accuracy Current Aperture  (WxH)

ESCT-TU36-20/5A 20A 0.5 36mm ø
ESCT-TU36-100/5A 100A 0.5 36mm ø
ESCT-TU36-250/5A 250A 0.5 36mm ø
ESCT-TU36-400/5A 400A 0.5 36mm ø
ESCT-TU36-600/5A 600A 0.5 36mm ø

PANEL ACCESSORIES - ESCT SPLIT CORE 
- CURRENT TRANSFORMER

•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

ESCT-TU16-5/5A 5A 0.5 16mm ø

ESCT-TU16-10/5A 10A 0.5 16mm ø

ESCT-TU16-50/5A 50A 0.5 16mm ø

ESCT-TU16-100/5A  100A 0.5 16mm ø

ESCT-TU16-150/5A  150A 0.5 16mm ø

ESCT-TU24-10/5A 10A 0.5 24mm ø

ESCT-TU24-50/5A 50A 0.5 24mm ø

ESCT-TU24-100/5A 100A 0.5 24mm ø

ESCT-TU24-250/5A 250A 0.5 24mm ø

ESCT-TU24-300/5A 300A 0.5 24mm ø

ESCT-TU36-20/5A 20A 0.5 36mm ø

ESCT-TU36-100/5A 100A 0.5 36mm ø

ESCT-TU36-250/5A 250A 0.5 36mm ø

ESCT-TU36-400/5A 400A 0.5 36mm ø

ESCT-TU36-600/5A 600A 0.5 36mm ø

ESCT-TU 16 - 5A

ESCT-TU 24 -5A

ESCT-TU 36-5A
•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

ESCT-TU16-5/5A 5A 0.5 16mm ø

ESCT-TU16-10/5A 10A 0.5 16mm ø

ESCT-TU16-50/5A 50A 0.5 16mm ø

ESCT-TU16-100/5A  100A 0.5 16mm ø

ESCT-TU16-150/5A  150A 0.5 16mm ø

ESCT-TU24-10/5A 10A 0.5 24mm ø

ESCT-TU24-50/5A 50A 0.5 24mm ø

ESCT-TU24-100/5A 100A 0.5 24mm ø

ESCT-TU24-250/5A 250A 0.5 24mm ø

ESCT-TU24-300/5A 300A 0.5 24mm ø

ESCT-TU36-20/5A 20A 0.5 36mm ø

ESCT-TU36-100/5A 100A 0.5 36mm ø

ESCT-TU36-250/5A 250A 0.5 36mm ø

ESCT-TU36-400/5A 400A 0.5 36mm ø

ESCT-TU36-600/5A 600A 0.5 36mm ø

ESCT-TU 16 - 5A

ESCT-TU 24 -5A

ESCT-TU 36-5A
•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

ESCT-TU16-5/5A 5A 0.5 16mm ø

ESCT-TU16-10/5A 10A 0.5 16mm ø

ESCT-TU16-50/5A 50A 0.5 16mm ø

ESCT-TU16-100/5A  100A 0.5 16mm ø

ESCT-TU16-150/5A  150A 0.5 16mm ø

ESCT-TU24-10/5A 10A 0.5 24mm ø

ESCT-TU24-50/5A 50A 0.5 24mm ø

ESCT-TU24-100/5A 100A 0.5 24mm ø

ESCT-TU24-250/5A 250A 0.5 24mm ø

ESCT-TU24-300/5A 300A 0.5 24mm ø

ESCT-TU36-20/5A 20A 0.5 36mm ø

ESCT-TU36-100/5A 100A 0.5 36mm ø

ESCT-TU36-250/5A 250A 0.5 36mm ø

ESCT-TU36-400/5A 400A 0.5 36mm ø

ESCT-TU36-600/5A 600A 0.5 36mm ø

ESCT-TU 16 - 5A

ESCT-TU 24 -5A

ESCT-TU 36-5A
•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

ESCT-TU16-5/5A 5A 0.5 16mm ø

ESCT-TU16-10/5A 10A 0.5 16mm ø

ESCT-TU16-50/5A 50A 0.5 16mm ø

ESCT-TU16-100/5A  100A 0.5 16mm ø

ESCT-TU16-150/5A  150A 0.5 16mm ø

ESCT-TU24-10/5A 10A 0.5 24mm ø

ESCT-TU24-50/5A 50A 0.5 24mm ø

ESCT-TU24-100/5A 100A 0.5 24mm ø

ESCT-TU24-250/5A 250A 0.5 24mm ø

ESCT-TU24-300/5A 300A 0.5 24mm ø

ESCT-TU36-20/5A 20A 0.5 36mm ø

ESCT-TU36-100/5A 100A 0.5 36mm ø

ESCT-TU36-250/5A 250A 0.5 36mm ø

ESCT-TU36-400/5A 400A 0.5 36mm ø

ESCT-TU36-600/5A 600A 0.5 36mm ø

ESCT-TU 16 - 5A

ESCT-TU 24 -5A

ESCT-TU 36-5A

•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

ESCT-TU16-5/5A 5A 0.5 16mm ø

ESCT-TU16-10/5A 10A 0.5 16mm ø

ESCT-TU16-50/5A 50A 0.5 16mm ø

ESCT-TU16-100/5A  100A 0.5 16mm ø

ESCT-TU16-150/5A  150A 0.5 16mm ø

ESCT-TU24-10/5A 10A 0.5 24mm ø

ESCT-TU24-50/5A 50A 0.5 24mm ø

ESCT-TU24-100/5A 100A 0.5 24mm ø

ESCT-TU24-250/5A 250A 0.5 24mm ø

ESCT-TU24-300/5A 300A 0.5 24mm ø

ESCT-TU36-20/5A 20A 0.5 36mm ø

ESCT-TU36-100/5A 100A 0.5 36mm ø

ESCT-TU36-250/5A 250A 0.5 36mm ø

ESCT-TU36-400/5A 400A 0.5 36mm ø

ESCT-TU36-600/5A 600A 0.5 36mm ø

ESCT-TU 16 - 5A

ESCT-TU 24 -5A

ESCT-TU 36-5A

•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

ESCT-TU16-5/5A 5A 0.5 16mm ø

ESCT-TU16-10/5A 10A 0.5 16mm ø

ESCT-TU16-50/5A 50A 0.5 16mm ø

ESCT-TU16-100/5A  100A 0.5 16mm ø

ESCT-TU16-150/5A  150A 0.5 16mm ø

ESCT-TU24-10/5A 10A 0.5 24mm ø

ESCT-TU24-50/5A 50A 0.5 24mm ø

ESCT-TU24-100/5A 100A 0.5 24mm ø

ESCT-TU24-250/5A 250A 0.5 24mm ø

ESCT-TU24-300/5A 300A 0.5 24mm ø

ESCT-TU36-20/5A 20A 0.5 36mm ø

ESCT-TU36-100/5A 100A 0.5 36mm ø

ESCT-TU36-250/5A 250A 0.5 36mm ø

ESCT-TU36-400/5A 400A 0.5 36mm ø

ESCT-TU36-600/5A 600A 0.5 36mm ø

ESCT-TU 16 - 5A

ESCT-TU 24 -5A

ESCT-TU 36-5A
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Phase Summary, displaying A,V,W PF and 
kWh per phase / Auto or Manual Scroll

Smart X96-1/ Smart X96-1E
Panel Mounted

Electromagnetic Compatibility: IEC/EN61326-1, IEC/EN55011 Class A, IEC/EN61000-4-2,-3-4-5-6-8-11 IEC/EN50470-1/3
Accuracy:  IEC/EN50470-1/3, IEC/EN62053-21, IEC/EN62053-23, DIRECTIVE 2014/32/EU
Safety:  EC/EN61010, IEC/EN50470-1

Dimension drawing 

Conformity references: 

Features

Ph S
ESC

Ph-Ph Volts, Ph-N Volts / Amps per 
phase and calculated Neutral / Individual 
voltage and current distortion (up to 
61st) / Phase sequence Indication

V/A

Total kWh / Total kVArh / Imported kWh / 
Imported KVArh/ Exported kWh / Exported 
KVArh

E

Active Power per Phase / Reactive Power per 
Phase / Apparent Power per Phase / Total 
Active Power / Total Reactive Power / Total 
Active Power

P 

Total System Frequency and Power Factor / Power Factor 
per Phase / Max Current demand per phase / Max Demand 
Active Power /Max Demand Reactive Power /Max Demand 
Apparent Power

MD
PF Hz

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 35mm Centres 
• 60-250A Primary current options 
•  Tamper proof clip for RJ12 

connection

RJ335

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 25mm Centres 
• 60-200A Primary current options
•  Tamper proof clip for RJ12 

connection 

 533JR /523JR
Three phase current transformers

RJ325

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ335 63A 100mA 0.25 0.25

ESCT-RJ335 125A 100mA 0.25 0.5

ESCT-RJ335 160A 100mA 0.25 0.5

ESCT-RJ335 200A 100mA 0.25 0.5

ESCT-RJ335 250A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ325 60A 100mA 0.25 1

ESCT-RJ325 100A 100mA 0.25 1

ESCT-RJ325 120A 100mA 0.25 1.5

ESCT-RJ325 125A 100mA 0.25 1.5

ESCT-RJ325 150A 100mA 0.25 2.5

ESCT-RJ325 160A 100mA 0.25 2.5

ESCT-RJ325 200A 100mA 0.25 2.5

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

PANEL ACCESSORIES - RJ325/ RJ335 - 
THREE PHASE CURRENT TRANSFORMERS

RJ325

• Class 0.5 Accuracy
• 100mA Secondary
• RJ12 Connector Output
• 25mm Centres
• 60-200A Primary current options
• Tamper proof clip for RJ12 connection

RJ335

• Class 0.5 Accuracy
• 100mA Secondary
• RJ12 Connector Output
• 35mm Centres
• 60-250A Primary current options
• Tamper proof clip for RJ12 connection

Code Rated Amp Output
Burden

Class 0.5 Class 1.0

ESCT-RJ325 60A 100mA 0.25 1
ESCT-RJ325 100A 100mA 0.25 1
ESCT-RJ325 120A 100mA 0.25 1.5
ESCT-RJ325 125A 100mA 0.25 1.5
ESCT-RJ325 150A 100mA 0.25 2.5
ESCT-RJ325 160A 100mA 0.25 2.5
ESCT-RJ325 200A 100mA 0.25 2.5

Code Rated Amp Output
Burden

Class 0.5 Class 1.0

ESCT-RJ335 63A 100mA 0.25 0.25
ESCT-RJ335 125A 100mA 0.25 0.5
ESCT-RJ335 160A 100mA 0.25 0.5
ESCT-RJ335 200A 100mA 0.25 0.5
ESCT-RJ335 250A 100mA 0.25 0.5

Phase Summary, displaying A,V,W PF and 
kWh per phase / Auto or Manual Scroll

Smart X96-1/ Smart X96-1E
Panel Mounted

Electromagnetic Compatibility: IEC/EN61326-1, IEC/EN55011 Class A, IEC/EN61000-4-2,-3-4-5-6-8-11 IEC/EN50470-1/3
Accuracy:  IEC/EN50470-1/3, IEC/EN62053-21, IEC/EN62053-23, DIRECTIVE 2014/32/EU
Safety:  EC/EN61010, IEC/EN50470-1

Dimension drawing 

Conformity references: 

Features

Ph S
ESC

Ph-Ph Volts, Ph-N Volts / Amps per 
phase and calculated Neutral / Individual 
voltage and current distortion (up to 
61st) / Phase sequence Indication

V/A

Total kWh / Total kVArh / Imported kWh / 
Imported KVArh/ Exported kWh / Exported 
KVArh

E

Active Power per Phase / Reactive Power per 
Phase / Apparent Power per Phase / Total 
Active Power / Total Reactive Power / Total 
Active Power

P 

Total System Frequency and Power Factor / Power Factor 
per Phase / Max Current demand per phase / Max Demand 
Active Power /Max Demand Reactive Power /Max Demand 
Apparent Power

MD
PF Hz

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 35mm Centres 
• 60-250A Primary current options 
•  Tamper proof clip for RJ12 

connection

RJ335

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 25mm Centres 
• 60-200A Primary current options
•  Tamper proof clip for RJ12 

connection 

 533JR /523JR
Three phase current transformers

RJ325

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ335 63A 100mA 0.25 0.25

ESCT-RJ335 125A 100mA 0.25 0.5

ESCT-RJ335 160A 100mA 0.25 0.5

ESCT-RJ335 200A 100mA 0.25 0.5

ESCT-RJ335 250A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ325 60A 100mA 0.25 1

ESCT-RJ325 100A 100mA 0.25 1

ESCT-RJ325 120A 100mA 0.25 1.5

ESCT-RJ325 125A 100mA 0.25 1.5

ESCT-RJ325 150A 100mA 0.25 2.5

ESCT-RJ325 160A 100mA 0.25 2.5

ESCT-RJ325 200A 100mA 0.25 2.5

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

Phase Summary, displaying A,V,W PF and 
kWh per phase / Auto or Manual Scroll

Smart X96-1/ Smart X96-1E
Panel Mounted

Electromagnetic Compatibility: IEC/EN61326-1, IEC/EN55011 Class A, IEC/EN61000-4-2,-3-4-5-6-8-11 IEC/EN50470-1/3
Accuracy:  IEC/EN50470-1/3, IEC/EN62053-21, IEC/EN62053-23, DIRECTIVE 2014/32/EU
Safety:  EC/EN61010, IEC/EN50470-1

Dimension drawing 

Conformity references: 

Features

Ph S
ESC

Ph-Ph Volts, Ph-N Volts / Amps per 
phase and calculated Neutral / Individual 
voltage and current distortion (up to 
61st) / Phase sequence Indication

V/A

Total kWh / Total kVArh / Imported kWh / 
Imported KVArh/ Exported kWh / Exported 
KVArh

E

Active Power per Phase / Reactive Power per 
Phase / Apparent Power per Phase / Total 
Active Power / Total Reactive Power / Total 
Active Power

P 

Total System Frequency and Power Factor / Power Factor 
per Phase / Max Current demand per phase / Max Demand 
Active Power /Max Demand Reactive Power /Max Demand 
Apparent Power

MD
PF Hz

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 35mm Centres 
• 60-250A Primary current options 
•  Tamper proof clip for RJ12 

connection

RJ335

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 25mm Centres 
• 60-200A Primary current options
•  Tamper proof clip for RJ12 

connection 

 533JR /523JR
Three phase current transformers

RJ325

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ335 63A 100mA 0.25 0.25

ESCT-RJ335 125A 100mA 0.25 0.5

ESCT-RJ335 160A 100mA 0.25 0.5

ESCT-RJ335 200A 100mA 0.25 0.5

ESCT-RJ335 250A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ325 60A 100mA 0.25 1

ESCT-RJ325 100A 100mA 0.25 1

ESCT-RJ325 120A 100mA 0.25 1.5

ESCT-RJ325 125A 100mA 0.25 1.5

ESCT-RJ325 150A 100mA 0.25 2.5

ESCT-RJ325 160A 100mA 0.25 2.5

ESCT-RJ325 200A 100mA 0.25 2.5

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

Phase Summary, displaying A,V,W PF and 
kWh per phase / Auto or Manual Scroll

Smart X96-1/ Smart X96-1E
Panel Mounted

Electromagnetic Compatibility: IEC/EN61326-1, IEC/EN55011 Class A, IEC/EN61000-4-2,-3-4-5-6-8-11 IEC/EN50470-1/3
Accuracy:  IEC/EN50470-1/3, IEC/EN62053-21, IEC/EN62053-23, DIRECTIVE 2014/32/EU
Safety:  EC/EN61010, IEC/EN50470-1

Dimension drawing 

Conformity references: 

Features

Ph S
ESC

Ph-Ph Volts, Ph-N Volts / Amps per 
phase and calculated Neutral / Individual 
voltage and current distortion (up to 
61st) / Phase sequence Indication

V/A

Total kWh / Total kVArh / Imported kWh / 
Imported KVArh/ Exported kWh / Exported 
KVArh

E

Active Power per Phase / Reactive Power per 
Phase / Apparent Power per Phase / Total 
Active Power / Total Reactive Power / Total 
Active Power

P 

Total System Frequency and Power Factor / Power Factor 
per Phase / Max Current demand per phase / Max Demand 
Active Power /Max Demand Reactive Power /Max Demand 
Apparent Power

MD
PF Hz

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 35mm Centres 
• 60-250A Primary current options 
•  Tamper proof clip for RJ12 

connection

RJ335

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 25mm Centres 
• 60-200A Primary current options
•  Tamper proof clip for RJ12 

connection 

 533JR /523JR
Three phase current transformers

RJ325

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ335 63A 100mA 0.25 0.25

ESCT-RJ335 125A 100mA 0.25 0.5

ESCT-RJ335 160A 100mA 0.25 0.5

ESCT-RJ335 200A 100mA 0.25 0.5

ESCT-RJ335 250A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ325 60A 100mA 0.25 1

ESCT-RJ325 100A 100mA 0.25 1

ESCT-RJ325 120A 100mA 0.25 1.5

ESCT-RJ325 125A 100mA 0.25 1.5

ESCT-RJ325 150A 100mA 0.25 2.5

ESCT-RJ325 160A 100mA 0.25 2.5

ESCT-RJ325 200A 100mA 0.25 2.5

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie
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•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU16-5/100mV 5A 0.5 16mm ø

ESCT-TU16-10/100mV 10A 0.5 16mm ø

ESCT-TU16-50/100mV 50A 0.5 16mm ø

ESCT-TU16-100/100mV 100A 0.5 16mm ø

ESCT-TU16-150/100mV 150A 0.5 16mm ø

ESCT-TU 16

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU24-10/100mV 10A 0.5 24mm ø

ESCT-TU24-50/100mV 50A 0.5 24mm ø

ESCT-TU24-100/100mV 100A 0.5 24mm ø

ESCT-TU24-250/100mV 250A 0.5 24mm ø

ESCT-TU24-300/100mV 300A 0.5 24mm ø

ESCT-TU 24

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU36-20/100mV 20A 0.5 36mm ø

ESCT-TU36-100/100mV 100A 0.5 36mm ø

ESCT-TU36-250/100mV 250A 0.5 36mm ø

ESCT-TU36-400/100mV 400A 0.5 36mm ø

ESCT-TU36-600/100mV 600A 0.5 36mm ø

ESCT-TU 36

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.
Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU16-5/100mV 5A 0.5 16mm ø

ESCT-TU16-10/100mV 10A 0.5 16mm ø

ESCT-TU16-50/100mV 50A 0.5 16mm ø

ESCT-TU16-100/100mV 100A 0.5 16mm ø

ESCT-TU16-150/100mV 150A 0.5 16mm ø

ESCT-TU 16

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU24-10/100mV 10A 0.5 24mm ø

ESCT-TU24-50/100mV 50A 0.5 24mm ø

ESCT-TU24-100/100mV 100A 0.5 24mm ø

ESCT-TU24-250/100mV 250A 0.5 24mm ø

ESCT-TU24-300/100mV 300A 0.5 24mm ø

ESCT-TU 24

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU36-20/100mV 20A 0.5 36mm ø

ESCT-TU36-100/100mV 100A 0.5 36mm ø

ESCT-TU36-250/100mV 250A 0.5 36mm ø

ESCT-TU36-400/100mV 400A 0.5 36mm ø

ESCT-TU36-600/100mV 600A 0.5 36mm ø

ESCT-TU 36

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.
Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

PANEL ACCESSORIES - RJ345/RJ370 - 
THREE PHASE CURRENT TRANSFORMERS

RJ345

• Class 0.5 Accuracy
• 100mA Secondary
• RJ12 Connector Output
• 45mm Centres
• 250-630A Primary current options
• Tamper proof clip for RJ12 connection

RJ370

• Class 0.5 Accuracy
• 100mA Secondary
• RJ12 Connector Output
• 70mm Centres
• 600-1600A Primary current options
• Tamper proof clip for RJ12 connection

Code Rated Amp Output
Burden

Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5
ESCT-RJ345 300A 100mA 0.25 0.5
ESCT-RJ345 400A 100mA 0.25 0.5
ESCT-RJ345 500A 100mA 0.25 0.5
ESCT-RJ345 600A 100mA 0.25 0.5
ESCT-RJ345 630A 100mA 0.25 0.5

Code Rated Amp Output
Burden

Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75
ESCT-RJ370 630A 100mA 0.25 3.75
ESCT-RJ370 800A 100mA 0.25 5
ESCT-RJ370 1000A 100mA 0.25 5
ESCT-RJ370 1200A 100mA 0.25 7.5
ESCT-RJ370 1600A 100mA 0.25 7.5

•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU16-5/100mV 5A 0.5 16mm ø

ESCT-TU16-10/100mV 10A 0.5 16mm ø

ESCT-TU16-50/100mV 50A 0.5 16mm ø

ESCT-TU16-100/100mV 100A 0.5 16mm ø

ESCT-TU16-150/100mV 150A 0.5 16mm ø

ESCT-TU 16

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU24-10/100mV 10A 0.5 24mm ø

ESCT-TU24-50/100mV 50A 0.5 24mm ø

ESCT-TU24-100/100mV 100A 0.5 24mm ø

ESCT-TU24-250/100mV 250A 0.5 24mm ø

ESCT-TU24-300/100mV 300A 0.5 24mm ø

ESCT-TU 24

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU36-20/100mV 20A 0.5 36mm ø

ESCT-TU36-100/100mV 100A 0.5 36mm ø

ESCT-TU36-250/100mV 250A 0.5 36mm ø

ESCT-TU36-400/100mV 400A 0.5 36mm ø

ESCT-TU36-600/100mV 600A 0.5 36mm ø

ESCT-TU 36

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.
Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

•  Class 0.5 Accuracy 
•  100mA Secondary 
•  RJ12 Connector Output
•  70mm Centres 
•   600-1600A Primary current 

options
•  Tamper proof clip for RJ12 

connection

RJ370

• Class 0.5 Accuracy 
• 100mA Secondary 
• RJ12 Connector Output
• 45mm Centres 
• 250-630A Primary current options
•  Tamper proof clip for RJ12 

connection 

RJ345

RJ345/RJ370
Three phase current transformers

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ345 250A 100mA 0.25 0.5

ESCT-RJ345 300A 100mA 0.25 0.5

ESCT-RJ345 400A 100mA 0.25 0.5

ESCT-RJ345 500A 100mA 0.25 0.5

ESCT-RJ345 600A 100mA 0.25 0.5

ESCT-RJ345 630A 100mA 0.25 0.5

Model Rated Amp Output Burden

 Class 0.5 Class 1.0

ESCT-RJ370 600A 100mA 0.25 3.75

ESCT-RJ370 630A 100mA 0.25 3.75

ESCT-RJ370 800A 100mA 0.25 5

ESCT-RJ370 1000A 100mA 0.25 5

ESCT-RJ370 1200A 100mA 0.25 7.5

ESCT-RJ370 1600A 100mA 0.25 7.5

ESCT Split Core
Current transformers

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU16-5/100mV 5A 0.5 16mm ø

ESCT-TU16-10/100mV 10A 0.5 16mm ø

ESCT-TU16-50/100mV 50A 0.5 16mm ø

ESCT-TU16-100/100mV 100A 0.5 16mm ø

ESCT-TU16-150/100mV 150A 0.5 16mm ø

ESCT-TU 16

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU24-10/100mV 10A 0.5 24mm ø

ESCT-TU24-50/100mV 50A 0.5 24mm ø

ESCT-TU24-100/100mV 100A 0.5 24mm ø

ESCT-TU24-250/100mV 250A 0.5 24mm ø

ESCT-TU24-300/100mV 300A 0.5 24mm ø

ESCT-TU 24

Product Codes Primary 
Current

Accuracy 
Class

Aperture 
(WXH)

ESCT-TU36-20/100mV 20A 0.5 36mm ø

ESCT-TU36-100/100mV 100A 0.5 36mm ø

ESCT-TU36-250/100mV 250A 0.5 36mm ø

ESCT-TU36-400/100mV 400A 0.5 36mm ø

ESCT-TU36-600/100mV 600A 0.5 36mm ø

ESCT-TU 36

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.
Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie
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PANEL ACCESSORIES 
- LOW VOLTAGE CURRENT TRANSFORMERS (CT'S)

TA221
Passing cable window/bar Ø 21mm - 20,5x10,5mm

Isr 5A Isr 1A Primary current (A) 
Accuracy class VA

cl. 0.5 cl. 1 cl.3

TA22150B500 TA22110B500 50 - - 2.5
TA22150B600 TA22110B600 60 - 1.5 3
TA22150B700 TA22110B700 70 - 1.5 4
TA22150B750 TA22110B750 75 - 2 4
TA22150B800 TA22110B800 80 - 3 4
TA22150C100 TA22110C100 100 1.5 3 -
TA22150C120 TA22110C120 120 2.5 4 -
TA22150C125 TA22110C125 125 2.5 4 -
TA22150C150 TA22110C150 150 4 6 -
TA22150C160 TA22110C160 160 4 6 -
TA22150C200 TA22110C200 200 6 8 -
TA22150C250 TA22110C250 250 8 10 -
TA22150C300 300 8 10 -

Low Voltage Current
Transformers (CT’S)

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.
Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie

88

Current transformers - MEASURE
Cable/passing bar single-phase current transformer

Cat. Nos. TAIBB
Passing cable window/bar Ø 21mm - 
16,5x12,5mm

Isr 5A Isr 1A
Primary 

current (A)
Accuracy class VA

cl. 0.5 cl. 1 cl.3

TABB50B400 TABB10B400 40 - - 1

TABB50B500 TABB10B500 50 - - 1.5

TABB50B600 TABB10B600 60 - 1 2

TABB50B700 TABB10B700 70 - 1.5 2.5

TABB50B750 TABB10B750 75 - 1.5 2.5

TABB50B800 TABB10B800 80 - 1.5 2.5

TABB50C100 TABB10C100 100 1.5 2.5 3.5

TABB50C120 TABB10C120 120 2 3.5

TABB50C125 TABB10C125 125 2 3.5

TABB50C150 TABB10C150 150 3 4

TABB50C160 TABB10C160 160 3 4

TABB50C200 TABB10C200 200 4 5.5

TABB50C250 250 5 6

TABB50C300 300 6 7.5

Cat. Nos. TA221

current (A)
Accuracy class VA

cl. 0.5 cl. 1 cl.3

Cat. Nos. Accessories
Description

ATACOP12 Accessory sealable terminal cover for TAIBB

ATACOP13 Accessory sealable terminal cover for TA221

BBIAT 122AT

 Technical features

 Wiring diagrams

 Dimensions

122ATBBIATLEDOM
118TN615TNSETON LACINHCET

SPECIFICATIONS
2-96816 ,1-96816 CEI/NEnoitacificeps ecnerefeR

Rated primary current Ipr: 

40…300A (with 
secondary 5A)

50…300A (with 
secondary 5A)

40...200A (with 
secondary 1A)

50...250A (with 
secondary 1A)

zH05 :ycneuqerf detaR

zH36…74 :ycneuqerf gnikroW

Rated continuous thermal current Icth: 100% Ipr

Rated short-time thermal current Ith: < 60Ipr

htI5,2 : nydI tnerruc cimanyd detaR

5 ≤ :)SF( rotcaf ytiruces tnemurtsnI

Rated secondary current Isr : 5 - 1A (Isr 1A not available  
with Ipr 250 and 300A)

 W4 ≤W3 ≤ noitapissid rewop .xaM

Allowed max cable or busbar temperature: 125°C

INSULATION REQUIREMENTS
noitalusni ria ,remrofsnart yrDepyT

Highest voltage for equipment Um: 0.72kV r.m.s.

nim1/zH05 .s.m.r Vk3 :level noitalusni detaR

Class of insulation  
(EN/IEC 61869-1, 61869-2): B 

ENVIRONMENTAL CONDITIONS
C°05…52- :egnar erutarepmet lanimoN

Limit temperature range for storage: -40…85°C

%58 ≤ :ytidimuh evitaleR

seysetamilc laciport rof elbatiuS

CONNECTION
elbac gnissap:gnidniw yramirP

Secondary winding
screw terminals, 
max 2 separated 

wires 2,5mm2

4 screw terminals 
(max. cable section 
6mm2)+ 2 fast-ons 

(4,8x0,8mm)

MECHANICAL FEATURES
etanobracylop gnihsiugnitxe fles :lairetam gnisuoH

Protetion degree (EN/IEC 60529): IP40 housing - IP20 terminals

Mounting: snap-on 35mm rail, screw type  
for wall mounting

rg 023rg 081 :thgieW

r

3044

65

59,5

21

4360

85

71

87 *

60 *

21

* Option

44

TAIBB                                                       TA221

Passing cable window/bar Ø 21mm - 
20,5x10,5mm

Primary 
Isr 5A Isr 1A

TA22150B500 TA22110B500 50 - - 2.5

TA22150B600 TA22110B600 60 - 1.5 3

TA22150B700 TA22110B700 70 - 1.5 4

TA22150B750 TA22110B750 75 - 2 4

TA22150B800 TA22110B800 80 - 3 4

TA22150C100 TA22110C100 100 1.5 3 -

TA22150C120 TA22110C120 120 2.5 4 -

TA22150C125 TA22110C125 125 2.5 4 -

TA22150C150 TA22110C150 150 4 6 -

TA22150C160 TA22110C160 160 4 6 -

TA22150C200 TA22110C200 200 6 8 -

TA22150C250 TA22110C250 250 8 10 -

TA22150C300 300 8 10 -

** More options available please contact us to find out more** 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

Please note **More options available ** 
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LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

** More options available please contact us to find out more** 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 
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Current transformers - MEASURE
Cable/passing bar single-phase current transformer

Cat. Nos. TAIBB
Passing cable window/bar Ø 21mm - 
16,5x12,5mm

Isr 5A Isr 1A
Primary 

current (A)
Accuracy class VA

cl. 0.5 cl. 1 cl.3

TABB50B400 TABB10B400 40 - - 1

TABB50B500 TABB10B500 50 - - 1.5

TABB50B600 TABB10B600 60 - 1 2

TABB50B700 TABB10B700 70 - 1.5 2.5

TABB50B750 TABB10B750 75 - 1.5 2.5

TABB50B800 TABB10B800 80 - 1.5 2.5

TABB50C100 TABB10C100 100 1.5 2.5 3.5

TABB50C120 TABB10C120 120 2 3.5

TABB50C125 TABB10C125 125 2 3.5

TABB50C150 TABB10C150 150 3 4

TABB50C160 TABB10C160 160 3 4

TABB50C200 TABB10C200 200 4 5.5

TABB50C250 250 5 6

TABB50C300 300 6 7.5

Cat. Nos. TA221

current (A)
Accuracy class VA

cl. 0.5 cl. 1 cl.3

Cat. Nos. Accessories
Description

ATACOP12 Accessory sealable terminal cover for TAIBB

ATACOP13 Accessory sealable terminal cover for TA221

BBIAT 122AT

 Technical features

 Wiring diagrams

 Dimensions

122ATBBIATLEDOM
118TN615TNSETON LACINHCET

SPECIFICATIONS
2-96816 ,1-96816 CEI/NEnoitacificeps ecnerefeR

Rated primary current Ipr: 

40…300A (with 
secondary 5A)

50…300A (with 
secondary 5A)

40...200A (with 
secondary 1A)

50...250A (with 
secondary 1A)

zH05 :ycneuqerf detaR

zH36…74 :ycneuqerf gnikroW

Rated continuous thermal current Icth: 100% Ipr

Rated short-time thermal current Ith: < 60Ipr

htI5,2 : nydI tnerruc cimanyd detaR

5 ≤ :)SF( rotcaf ytiruces tnemurtsnI

Rated secondary current Isr : 5 - 1A (Isr 1A not available  
with Ipr 250 and 300A)

 W4 ≤W3 ≤ noitapissid rewop .xaM

Allowed max cable or busbar temperature: 125°C

INSULATION REQUIREMENTS
noitalusni ria ,remrofsnart yrDepyT

Highest voltage for equipment Um: 0.72kV r.m.s.

nim1/zH05 .s.m.r Vk3 :level noitalusni detaR

Class of insulation  
(EN/IEC 61869-1, 61869-2): B 

ENVIRONMENTAL CONDITIONS
C°05…52- :egnar erutarepmet lanimoN

Limit temperature range for storage: -40…85°C

%58 ≤ :ytidimuh evitaleR

seysetamilc laciport rof elbatiuS

CONNECTION
elbac gnissap:gnidniw yramirP

Secondary winding
screw terminals, 
max 2 separated 

wires 2,5mm2

4 screw terminals 
(max. cable section 
6mm2)+ 2 fast-ons 

(4,8x0,8mm)

MECHANICAL FEATURES
etanobracylop gnihsiugnitxe fles :lairetam gnisuoH

Protetion degree (EN/IEC 60529): IP40 housing - IP20 terminals

Mounting: snap-on 35mm rail, screw type  
for wall mounting

rg 023rg 081 :thgieW

r
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TAIBB                                                       TA221

Passing cable window/bar Ø 21mm - 
20,5x10,5mm

Primary 
Isr 5A Isr 1A

TA22150B500 TA22110B500 50 - - 2.5

TA22150B600 TA22110B600 60 - 1.5 3

TA22150B700 TA22110B700 70 - 1.5 4

TA22150B750 TA22110B750 75 - 2 4

TA22150B800 TA22110B800 80 - 3 4

TA22150C100 TA22110C100 100 1.5 3 -

TA22150C120 TA22110C120 120 2.5 4 -

TA22150C125 TA22110C125 125 2.5 4 -

TA22150C150 TA22110C150 150 4 6 -

TA22150C160 TA22110C160 160 4 6 -

TA22150C200 TA22110C200 200 6 8 -

TA22150C250 TA22110C250 250 8 10 -

TA22150C300 300 8 10 -

** More options available please contact us to find out more** 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

** More options available please contact us to find out more** 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

RFE stock a comprehensive range of CT’s (Ex Stock) 
** More options available please contact us to find out more** 
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OPEN CORE TRANSFORMORS
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Please note **More options available **
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Current transformers - MEASURE
Cable/passing bar single-phase current transformer

Cat. Nos. TAIBB
Passing cable window/bar Ø 21mm - 
16,5x12,5mm

Isr 5A Isr 1A
Primary 

current (A)
Accuracy class VA

cl. 0.5 cl. 1 cl.3

TABB50B400 TABB10B400 40 - - 1

TABB50B500 TABB10B500 50 - - 1.5

TABB50B600 TABB10B600 60 - 1 2

TABB50B700 TABB10B700 70 - 1.5 2.5

TABB50B750 TABB10B750 75 - 1.5 2.5

TABB50B800 TABB10B800 80 - 1.5 2.5

TABB50C100 TABB10C100 100 1.5 2.5 3.5

TABB50C120 TABB10C120 120 2 3.5

TABB50C125 TABB10C125 125 2 3.5

TABB50C150 TABB10C150 150 3 4

TABB50C160 TABB10C160 160 3 4

TABB50C200 TABB10C200 200 4 5.5

TABB50C250 250 5 6

TABB50C300 300 6 7.5

Cat. Nos. TA221

current (A)
Accuracy class VA

cl. 0.5 cl. 1 cl.3

Cat. Nos. Accessories
Description

ATACOP12 Accessory sealable terminal cover for TAIBB

ATACOP13 Accessory sealable terminal cover for TA221

BBIAT 122AT

 Technical features

 Wiring diagrams

 Dimensions

122ATBBIATLEDOM
118TN615TNSETON LACINHCET

SPECIFICATIONS
2-96816 ,1-96816 CEI/NEnoitacificeps ecnerefeR

Rated primary current Ipr: 

40…300A (with 
secondary 5A)

50…300A (with 
secondary 5A)

40...200A (with 
secondary 1A)

50...250A (with 
secondary 1A)

zH05 :ycneuqerf detaR

zH36…74 :ycneuqerf gnikroW

Rated continuous thermal current Icth: 100% Ipr

Rated short-time thermal current Ith: < 60Ipr

htI5,2 : nydI tnerruc cimanyd detaR

5 ≤ :)SF( rotcaf ytiruces tnemurtsnI

Rated secondary current Isr : 5 - 1A (Isr 1A not available  
with Ipr 250 and 300A)

 W4 ≤W3 ≤ noitapissid rewop .xaM

Allowed max cable or busbar temperature: 125°C

INSULATION REQUIREMENTS
noitalusni ria ,remrofsnart yrDepyT

Highest voltage for equipment Um: 0.72kV r.m.s.

nim1/zH05 .s.m.r Vk3 :level noitalusni detaR

Class of insulation  
(EN/IEC 61869-1, 61869-2): B 

ENVIRONMENTAL CONDITIONS
C°05…52- :egnar erutarepmet lanimoN

Limit temperature range for storage: -40…85°C

%58 ≤ :ytidimuh evitaleR

seysetamilc laciport rof elbatiuS

CONNECTION
elbac gnissap:gnidniw yramirP

Secondary winding
screw terminals, 
max 2 separated 

wires 2,5mm2

4 screw terminals 
(max. cable section 
6mm2)+ 2 fast-ons 

(4,8x0,8mm)

MECHANICAL FEATURES
etanobracylop gnihsiugnitxe fles :lairetam gnisuoH

Protetion degree (EN/IEC 60529): IP40 housing - IP20 terminals

Mounting: snap-on 35mm rail, screw type  
for wall mounting

rg 023rg 081 :thgieW
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TAIBB                                                       TA221

Passing cable window/bar Ø 21mm - 
20,5x10,5mm

Primary 
Isr 5A Isr 1A

TA22150B500 TA22110B500 50 - - 2.5

TA22150B600 TA22110B600 60 - 1.5 3

TA22150B700 TA22110B700 70 - 1.5 4

TA22150B750 TA22110B750 75 - 2 4

TA22150B800 TA22110B800 80 - 3 4

TA22150C100 TA22110C100 100 1.5 3 -

TA22150C120 TA22110C120 120 2.5 4 -

TA22150C125 TA22110C125 125 2.5 4 -

TA22150C150 TA22110C150 150 4 6 -

TA22150C160 TA22110C160 160 4 6 -

TA22150C200 TA22110C200 200 6 8 -

TA22150C250 TA22110C250 250 8 10 -

TA22150C300 300 8 10 -

** More options available please contact us to find out more** 

Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
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Please note **More options available ** 

To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
 

 

 

OPEN CORE TRANSFORMORS

Model TRA11 TRA15 TRA230 TRA580 TRA812 TRA816

Please note **More options available **
To find out more Contact our sales team at 

Telephone: 01 4659010 or Email: sales@rfe.ie

Low Voltage Current
Transformers (CT’S)

Please note **More available **
To find out more Contact our sales team at

Telephone: +353 1 465 9010 or Email: sales@rfe.ie
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PANEL ACCESSORIES 
- LOW VOLTAGE CURRENT TRANSFORMERS (CT'S)

TA327
Passing cable window/bar Ø 27mm - 25.5x15.5mm - 32.5x10.5mm

TAS64
Passing cable window/bar 51x31mm - 64x11mm

Isr 5A Isr 1A Primary current (A) 
Accuracy class VA

cl. 0.5 cl. 1 cl.3

TA32750B500 TA32710B500 50 - - 1.5
TA32750B600 TA32710B600 60 - - 2.5
TA32750B700 TA32710B700 70 - 1.5 3
TA32750B750 TA32710B750 75 - 1.5 3
TA32750B800 TA32710B800 80 - 2.5 3.5
TA32750C100 TA32710C100 100 1 2.5 -
TA32750C120 TA32710C120 120 2 3.5 -
TA32750C125 TA32710C125 125 2 3.5 -
TA32750C150 TA32710C150 150 3 4 -
TA32750C160 TA32710C160 160 3 5 -
TA32750C200 TA32710C200 200 4 7 -
TA32750C250 TA32710C250 250 6 8 -
TA32750C300 TA32710C300 300 8 10 -
TA32750C400 TA32710C400 400 10 12 -
TA32750C500 TA32710C500 500 12 15 -
TA32750C600 TA32710C600 600 15 20 -

Isr 5A Isr 1A Primary current (A) 
Accuracy class VA

cl. 0.5 cl. 1

TASI50C250 TASI10C250 250A - 2.5
TASI50C300 TASI10C300 300A - 3
TASI50C400 TASI10C400 400A - 4
TASI50C500 TASI10C500 500A 2 4
TASI50C600 TASI10C600 600A 4 6
TASI50C700 TASI10C700 700A 6 8
TASI50C750 TASI10C750 750A 6 8
TASI50C800 TASI10C800 800A 6 8
TASI50D100 TASI10D100 1000A 5 10
TASI50D120 TASI10D120 1200A 10 12
TASI50D125 TASI10D125 1250A 10 12
TASI50D150 TASI10D150 1500A 10 12
TASI50D160 TASI10D160 1600A 10 12

Low Voltage Current
Transformers (CT’S)

Low Voltage Current
Transformers (CT’S)

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.
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Current transformers - MEASURE
Cable/passing bar single-phase current transformer

Cat. Nos. TA327
Passing cable window/bar Ø 27mm - 
25.5x15.5mm - 32.5x10.5mm

Isr 5A Isr 1A
Primary 

current (A)
Accuracy class VA

cl. 0.5 cl. 1 cl.3

TA32750B500 TA32710B500 50 - - 1.5

TA32750B600 TA32710B600 60 - - 2.5

TA32750B700 TA32710B700 70 - 1.5 3

TA32750B750 TA32710B750 75 - 1.5 3

TA32750B800 TA32710B800 80 - 2.5 3.5

TA32750C100 TA32710C100 100 1 2.5 -

TA32750C120 TA32710C120 120 2 3.5 -

TA32750C125 TA32710C125 125 2 3.5 -

TA32750C150 TA32710C150 150 3 4 -

TA32750C160 TA32710C160 160 3 5 -

TA32750C200 TA32710C200 200 4 7 -

TA32750C250 TA32710C250 250 6 8 -

TA32750C300 TA32710C300 300 8 10 -

TA32750C400 TA32710C400 400 10 12 -

TA32750C500 TA32710C500 500 12 15 -

TA32750C600 TA32710C600 600 15 20 -

Cat. Nos. TA426
Passing cable window/bar Ø 26mm - 
32.5x15.5mm - 40.5x12.5mm

Isr 5A Isr 1A
Primary current 

(A)
Accuracy class VA

cl. 0.5 cl. 1

TA42650C150 TA42610C150 150A 1.5 3

TA42650C160 TA42610C160 160A 1.5 3

TA42650C200 TA42610C200 200A 2.5 4

TA42650C250 TA42610C250 250A 3 4

TA42650C300 TA42610C300 300A 4 6

TA42650C400 TA42610C400 400A 6 8

TA42650C500 TA42610C500 500A 6 8

TA42650C600 TA42610C600 600A 6 8

TA42650C700 TA42610C700 700A 8 10

TA42650C750 TA42610C750 750A 8 10

TA42650C800 TA42610C800 800A 10 12

Cat. Nos. Accessories
Description

ATACOP13 Accessory sealable terminal cover

 Technical features

 Wiring diagrams

 Dimensions

r
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TA327                                                          TA426

MODEL TA327 TA426
TECHNICAL NOTES NT812 NT813
SPECIFICATIONS
Reference specification EN/IEC 61869-1, 61869-2

Rated primary current Ipr: 50…600A 150…800A

Rated frequency: 50Hz

Working frequency: 47…63Hz

Rated continuous thermal current Icth: 100% Ipr

Rated short-time thermal current Ith: < 60Ipr

Rated dynamic current Idyn : 2,5Ith

Instrument security factor (FS): ≤ 5

Rated secondary current Isr : 1-5A

Max. power dissipation ≤ 7W ≤ 11.5W 

Allowed max cable or busbar 
temperature: 125°C

INSULATION REQUIREMENTS
Type Dry transformer, air insulation

Highest voltage for equipment Um: 0.72kV r.m.s.

Rated insulation level: 3kV r.m.s. 50Hz/1min

Class of insulation (EN/IEC 61869-1, 
61869-2): B

ENVIRONMENTAL CONDITIONS
Nominal temperature range: -25…50°C

Limit temperature range for storage: -40…85°C

Relative humidity: ≤ 85%

Suitable for tropical climates yes

CONNECTION
Primary winding: passing cable/bus bar primary

Secondary winding 4 screw terminals (max. cable section 
6mm2)+ 2 fast-ons (4,8x0,8mm)

MECHANICAL FEATURES
Housing material: self extinguishing polycarbonate

Protetion degree (EN/IEC 60529): IP40 housing - IP20 terminals

Mounting: snap-on 35mm rail, screw type for wall 
mounting

Weight: 260 gr 300 gr

92

Current transformers - MEASURE
Cable/passing bar single-phase current transformer

Cat. Nos. TAS64

Passing cable window/bar 51x31mm - 64x11mm

Isr 5A Isr 1A
Primary current 

(A)
Accuracy class VA

cl. 0.5 cl. 1

TASI50C250 TASI10C250 250A - 2.5

TASI50C300 TASI10C300 300A - 3

TASI50C400 TASI10C400 400A - 4

TASI50C500 TASI10C500 500A 2 4

TASI50C600 TASI10C600 600A 4 6

TASI50C700 TASI10C700 700A 6 8

TASI50C750 TASI10C750 750A 6 8

TASI50C800 TASI10C800 800A 6 8

TASI50D100 TASI10D100 1000A 5 10

TASI50D120 TASI10D120 1200A 10 12

TASI50D125 TASI10D125 1250A 10 12

TASI50D150 TASI10D150 1500A 10 12

TASI50D160 TASI10D160 1600A 10 12

Cat. Nos. TAS81
Passing cable window/bar 64x31mm - 
81x11mm

Isr 5A Isr 1A
Primary current 

(A)
Accuracy class VA

cl. 0.5 cl. 1

Cat. Nos. Accessories
Description

ATACOP03 Accessory sealable terminal cover

TAS81TAS64

 Technical features

 Dimensions

MODEL TAS64 TAS81
TECHNICAL NOTES NT569 NT573
SPECIFICATIONS
Reference specification EN/IEC 61869-1, 61869-2

Rated primary current Ipr: 250…1600A 400…2500A

Rated frequency: 50Hz

Working frequency: 47…63Hz

Rated continuous thermal current Icth: 100% Ipr

Rated short-time thermal current Ith: < 60Ipr

Rated dynamic current Idyn : 2,5Ith

Instrument security factor (FS): ≤ 5

Rated secondary current Isr : 5 - 1A

Max. power dissipation ≤ 16W ≤ 14.5W 

Allowed max cable or busbar 
temperature: 125°C

INSULATION REQUIREMENTS
Type Dry transformer, air insulation

Highest voltage for equipment Um: 0.72kV r.m.s.

Rated insulation level: 3kV r.m.s. 50Hz/1min

Class of insulation (EN/IEC 61869-1, 
61869-2): B

ENVIRONMENTAL CONDITIONS
Nominal temperature range: -25…50°C

Limit temperature range for storage: -40…85°C

Relative humidity: ≤ 85%

Suitable for tropical climates yes

CONNECTION
Primary winding: Passing bus bar

Secondary winding tightening by nut M4

MECHANICAL FEATURES
Housing material: self extinguishing polycarbonate

Protetion degree (EN/IEC 60529): IP40 housing - IP00 terminals (IP20 with 
sealable terminal cover)

Weight: 500 gr 470 gr

90
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 Wiring diagrams

r

TAS64                                                               TAS81

** More options available please contact us to find out more** 

 

 

 

 

 

 

Please note **More options available ** 
To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 
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Current transformers - MEASURE
Cable/passing bar single-phase current transformer

Cat. Nos. TA327
Passing cable window/bar Ø 27mm - 
25.5x15.5mm - 32.5x10.5mm

Isr 5A Isr 1A
Primary 

current (A)
Accuracy class VA

cl. 0.5 cl. 1 cl.3

TA32750B500 TA32710B500 50 - - 1.5

TA32750B600 TA32710B600 60 - - 2.5

TA32750B700 TA32710B700 70 - 1.5 3

TA32750B750 TA32710B750 75 - 1.5 3

TA32750B800 TA32710B800 80 - 2.5 3.5

TA32750C100 TA32710C100 100 1 2.5 -

TA32750C120 TA32710C120 120 2 3.5 -

TA32750C125 TA32710C125 125 2 3.5 -

TA32750C150 TA32710C150 150 3 4 -

TA32750C160 TA32710C160 160 3 5 -

TA32750C200 TA32710C200 200 4 7 -

TA32750C250 TA32710C250 250 6 8 -

TA32750C300 TA32710C300 300 8 10 -

TA32750C400 TA32710C400 400 10 12 -

TA32750C500 TA32710C500 500 12 15 -

TA32750C600 TA32710C600 600 15 20 -

Cat. Nos. TA426
Passing cable window/bar Ø 26mm - 
32.5x15.5mm - 40.5x12.5mm

Isr 5A Isr 1A
Primary current 

(A)
Accuracy class VA

cl. 0.5 cl. 1

TA42650C150 TA42610C150 150A 1.5 3

TA42650C160 TA42610C160 160A 1.5 3

TA42650C200 TA42610C200 200A 2.5 4

TA42650C250 TA42610C250 250A 3 4

TA42650C300 TA42610C300 300A 4 6

TA42650C400 TA42610C400 400A 6 8

TA42650C500 TA42610C500 500A 6 8

TA42650C600 TA42610C600 600A 6 8

TA42650C700 TA42610C700 700A 8 10

TA42650C750 TA42610C750 750A 8 10

TA42650C800 TA42610C800 800A 10 12

Cat. Nos. Accessories
Description

ATACOP13 Accessory sealable terminal cover

 Technical features

 Wiring diagrams

 Dimensions
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TA327                                                          TA426

MODEL TA327 TA426
TECHNICAL NOTES NT812 NT813
SPECIFICATIONS
Reference specification EN/IEC 61869-1, 61869-2

Rated primary current Ipr: 50…600A 150…800A

Rated frequency: 50Hz

Working frequency: 47…63Hz

Rated continuous thermal current Icth: 100% Ipr

Rated short-time thermal current Ith: < 60Ipr

Rated dynamic current Idyn : 2,5Ith

Instrument security factor (FS): ≤ 5

Rated secondary current Isr : 1-5A

Max. power dissipation ≤ 7W ≤ 11.5W 

Allowed max cable or busbar 
temperature: 125°C

INSULATION REQUIREMENTS
Type Dry transformer, air insulation

Highest voltage for equipment Um: 0.72kV r.m.s.

Rated insulation level: 3kV r.m.s. 50Hz/1min

Class of insulation (EN/IEC 61869-1, 
61869-2): B

ENVIRONMENTAL CONDITIONS
Nominal temperature range: -25…50°C

Limit temperature range for storage: -40…85°C

Relative humidity: ≤ 85%

Suitable for tropical climates yes

CONNECTION
Primary winding: passing cable/bus bar primary

Secondary winding 4 screw terminals (max. cable section 
6mm2)+ 2 fast-ons (4,8x0,8mm)

MECHANICAL FEATURES
Housing material: self extinguishing polycarbonate

Protetion degree (EN/IEC 60529): IP40 housing - IP20 terminals

Mounting: snap-on 35mm rail, screw type for wall 
mounting

Weight: 260 gr 300 gr
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Current transformers - MEASURE
Cable/passing bar single-phase current transformer

Cat. Nos. TAS64

Passing cable window/bar 51x31mm - 64x11mm

Isr 5A Isr 1A
Primary current 

(A)
Accuracy class VA

cl. 0.5 cl. 1

TASI50C250 TASI10C250 250A - 2.5

TASI50C300 TASI10C300 300A - 3

TASI50C400 TASI10C400 400A - 4

TASI50C500 TASI10C500 500A 2 4

TASI50C600 TASI10C600 600A 4 6

TASI50C700 TASI10C700 700A 6 8

TASI50C750 TASI10C750 750A 6 8

TASI50C800 TASI10C800 800A 6 8

TASI50D100 TASI10D100 1000A 5 10

TASI50D120 TASI10D120 1200A 10 12

TASI50D125 TASI10D125 1250A 10 12

TASI50D150 TASI10D150 1500A 10 12

TASI50D160 TASI10D160 1600A 10 12

Cat. Nos. TAS81
Passing cable window/bar 64x31mm - 
81x11mm

Isr 5A Isr 1A
Primary current 

(A)
Accuracy class VA

cl. 0.5 cl. 1

Cat. Nos. Accessories
Description

ATACOP03 Accessory sealable terminal cover

TAS81TAS64

 Technical features

 Dimensions

MODEL TAS64 TAS81
TECHNICAL NOTES NT569 NT573
SPECIFICATIONS
Reference specification EN/IEC 61869-1, 61869-2

Rated primary current Ipr: 250…1600A 400…2500A

Rated frequency: 50Hz

Working frequency: 47…63Hz

Rated continuous thermal current Icth: 100% Ipr

Rated short-time thermal current Ith: < 60Ipr

Rated dynamic current Idyn : 2,5Ith

Instrument security factor (FS): ≤ 5

Rated secondary current Isr : 5 - 1A

Max. power dissipation ≤ 16W ≤ 14.5W 

Allowed max cable or busbar 
temperature: 125°C

INSULATION REQUIREMENTS
Type Dry transformer, air insulation

Highest voltage for equipment Um: 0.72kV r.m.s.

Rated insulation level: 3kV r.m.s. 50Hz/1min

Class of insulation (EN/IEC 61869-1, 
61869-2): B

ENVIRONMENTAL CONDITIONS
Nominal temperature range: -25…50°C

Limit temperature range for storage: -40…85°C

Relative humidity: ≤ 85%

Suitable for tropical climates yes

CONNECTION
Primary winding: Passing bus bar

Secondary winding tightening by nut M4

MECHANICAL FEATURES
Housing material: self extinguishing polycarbonate

Protetion degree (EN/IEC 60529): IP40 housing - IP00 terminals (IP20 with 
sealable terminal cover)

Weight: 500 gr 470 gr
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TAS64                                                               TAS81

** More options available please contact us to find out more** 

 

 

 

 

 

 

Please note **More options available ** 
To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 

 

 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

RFE stock a comprehensive range of CT’s (Ex Stock) 
** More options available please contact us to find out more** 

 

 

 

 

 

 

Please note **More options available ** 
To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 

 

 

 

 

Low Voltage Current
Transformers (CT’S)

Low Voltage Current
Transformers (CT’S)

RFE (Reg Farrell Engineering Ltd) 
Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12.

Tel: +353 1 4659010  Fax: +353 1 4659011 Email: sales@rfe.ie  Web: www.rfe.ie
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Current transformers - MEASURE
Cable/passing bar single-phase current transformer

Cat. Nos. TA327
Passing cable window/bar Ø 27mm - 
25.5x15.5mm - 32.5x10.5mm

Isr 5A Isr 1A
Primary 

current (A)
Accuracy class VA

cl. 0.5 cl. 1 cl.3

TA32750B500 TA32710B500 50 - - 1.5

TA32750B600 TA32710B600 60 - - 2.5

TA32750B700 TA32710B700 70 - 1.5 3

TA32750B750 TA32710B750 75 - 1.5 3

TA32750B800 TA32710B800 80 - 2.5 3.5

TA32750C100 TA32710C100 100 1 2.5 -

TA32750C120 TA32710C120 120 2 3.5 -

TA32750C125 TA32710C125 125 2 3.5 -

TA32750C150 TA32710C150 150 3 4 -

TA32750C160 TA32710C160 160 3 5 -

TA32750C200 TA32710C200 200 4 7 -

TA32750C250 TA32710C250 250 6 8 -

TA32750C300 TA32710C300 300 8 10 -

TA32750C400 TA32710C400 400 10 12 -

TA32750C500 TA32710C500 500 12 15 -

TA32750C600 TA32710C600 600 15 20 -

Cat. Nos. TA426
Passing cable window/bar Ø 26mm - 
32.5x15.5mm - 40.5x12.5mm

Isr 5A Isr 1A
Primary current 

(A)
Accuracy class VA

cl. 0.5 cl. 1

TA42650C150 TA42610C150 150A 1.5 3

TA42650C160 TA42610C160 160A 1.5 3

TA42650C200 TA42610C200 200A 2.5 4

TA42650C250 TA42610C250 250A 3 4

TA42650C300 TA42610C300 300A 4 6

TA42650C400 TA42610C400 400A 6 8

TA42650C500 TA42610C500 500A 6 8

TA42650C600 TA42610C600 600A 6 8

TA42650C700 TA42610C700 700A 8 10

TA42650C750 TA42610C750 750A 8 10

TA42650C800 TA42610C800 800A 10 12

Cat. Nos. Accessories
Description

ATACOP13 Accessory sealable terminal cover

 Technical features

 Wiring diagrams

 Dimensions

r
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TA327                                                          TA426

MODEL TA327 TA426
TECHNICAL NOTES NT812 NT813
SPECIFICATIONS
Reference specification EN/IEC 61869-1, 61869-2

Rated primary current Ipr: 50…600A 150…800A

Rated frequency: 50Hz

Working frequency: 47…63Hz

Rated continuous thermal current Icth: 100% Ipr

Rated short-time thermal current Ith: < 60Ipr

Rated dynamic current Idyn : 2,5Ith

Instrument security factor (FS): ≤ 5

Rated secondary current Isr : 1-5A

Max. power dissipation ≤ 7W ≤ 11.5W 

Allowed max cable or busbar 
temperature: 125°C

INSULATION REQUIREMENTS
Type Dry transformer, air insulation

Highest voltage for equipment Um: 0.72kV r.m.s.

Rated insulation level: 3kV r.m.s. 50Hz/1min

Class of insulation (EN/IEC 61869-1, 
61869-2): B

ENVIRONMENTAL CONDITIONS
Nominal temperature range: -25…50°C

Limit temperature range for storage: -40…85°C

Relative humidity: ≤ 85%

Suitable for tropical climates yes

CONNECTION
Primary winding: passing cable/bus bar primary

Secondary winding 4 screw terminals (max. cable section 
6mm2)+ 2 fast-ons (4,8x0,8mm)

MECHANICAL FEATURES
Housing material: self extinguishing polycarbonate

Protetion degree (EN/IEC 60529): IP40 housing - IP20 terminals

Mounting: snap-on 35mm rail, screw type for wall 
mounting

Weight: 260 gr 300 gr
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Current transformers - MEASURE
Cable/passing bar single-phase current transformer

Cat. Nos. TAS64

Passing cable window/bar 51x31mm - 64x11mm

Isr 5A Isr 1A
Primary current 

(A)
Accuracy class VA

cl. 0.5 cl. 1

TASI50C250 TASI10C250 250A - 2.5

TASI50C300 TASI10C300 300A - 3

TASI50C400 TASI10C400 400A - 4

TASI50C500 TASI10C500 500A 2 4

TASI50C600 TASI10C600 600A 4 6

TASI50C700 TASI10C700 700A 6 8

TASI50C750 TASI10C750 750A 6 8

TASI50C800 TASI10C800 800A 6 8

TASI50D100 TASI10D100 1000A 5 10

TASI50D120 TASI10D120 1200A 10 12

TASI50D125 TASI10D125 1250A 10 12

TASI50D150 TASI10D150 1500A 10 12

TASI50D160 TASI10D160 1600A 10 12

Cat. Nos. TAS81
Passing cable window/bar 64x31mm - 
81x11mm

Isr 5A Isr 1A
Primary current 

(A)
Accuracy class VA

cl. 0.5 cl. 1

Cat. Nos. Accessories
Description

ATACOP03 Accessory sealable terminal cover

TAS81TAS64

 Technical features

 Dimensions

MODEL TAS64 TAS81
TECHNICAL NOTES NT569 NT573
SPECIFICATIONS
Reference specification EN/IEC 61869-1, 61869-2

Rated primary current Ipr: 250…1600A 400…2500A

Rated frequency: 50Hz

Working frequency: 47…63Hz

Rated continuous thermal current Icth: 100% Ipr

Rated short-time thermal current Ith: < 60Ipr

Rated dynamic current Idyn : 2,5Ith

Instrument security factor (FS): ≤ 5

Rated secondary current Isr : 5 - 1A

Max. power dissipation ≤ 16W ≤ 14.5W 

Allowed max cable or busbar 
temperature: 125°C

INSULATION REQUIREMENTS
Type Dry transformer, air insulation

Highest voltage for equipment Um: 0.72kV r.m.s.

Rated insulation level: 3kV r.m.s. 50Hz/1min

Class of insulation (EN/IEC 61869-1, 
61869-2): B

ENVIRONMENTAL CONDITIONS
Nominal temperature range: -25…50°C

Limit temperature range for storage: -40…85°C

Relative humidity: ≤ 85%

Suitable for tropical climates yes

CONNECTION
Primary winding: Passing bus bar

Secondary winding tightening by nut M4

MECHANICAL FEATURES
Housing material: self extinguishing polycarbonate

Protetion degree (EN/IEC 60529): IP40 housing - IP00 terminals (IP20 with 
sealable terminal cover)

Weight: 500 gr 470 gr
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TAS64                                                               TAS81

** More options available please contact us to find out more** 

 

 

 

 

 

 

Please note **More options available ** 
To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 

 

 

 

 

LOW VOLTAGE CURRENT TRANSFORMERS (CT’S) 

RFE stock a comprehensive range of CT’s (Ex Stock) 
** More options available please contact us to find out more** 

 

 

 

 

 

 

Please note **More options available ** 
To find out more Contact our sales team at Telephone: 01 4659010 or Email: sales@rfe.ie 

 

 

 

 

TAS64
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TAS81
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PANEL ACCESSORIES - METERING
• MF96421

NEMO 96HDLe - MULTIFUNCTION WITH ACTIVE ENERGY COUNT (cl.0.5) /REACTIVE (cl.2)
Nemo 96HDLe - Multifunction for application in LV with active energy count (cl.0.5) /reactive (cl.2) on 4 quadrants - Network: 
single-phase or three-phase 3/4-wires unbalanced - Dimension: 96x96mm - Uscita ad pulse + RS485 Modbus or Ethernet + 1  
additional module - Input: 1-5A and 80÷500Vac - Auxiliary supply: 80÷265Vac or 100÷300Vdc

Network monitor for low voltage 96x96mm 3-phase line 
80...500V (phase-phase) Connection on dedicated CT 
Programmable external CT and VT ratio Active energy 
class 0,5 Pulse output RS485 communication Phase 
sequence correction, diagnostic.

Network monitor for low voltage 96x96mm
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PANEL ACCESSORIES
• Toroidal Current Transformer 
• Open Core Current Transformers • Transducers

Output

• 0.. 5/0. ...10/0.    20/4-20 mA
• 0.. 5/0. ...10/2.... 10V selectable

5A

 100-115V  500-600V      115V(I) E/ & 230V(H)
 230-400V     0÷5mA       47÷63Hz(<4VA)
 440V      0÷10mA       SELF SUPPLIED
    4÷20mA    √ 3

TOROIDAL CURRENT TRANSFORMER

OPEN CORE TOROIDAL CURRENT TRANSFORMER

2 MOD TRANSDUCERS  

AC TRANSFORMER WITH BUILT-IN TRANSDUCER

Code Passing Cable Working Current

TDG A2 28mm 80A 
TDG B4 35mm 150A 
TDG C4 80mm 300A 
TDG D4 110mm 600A 
TDG E4 140mm 1200A

Code Passing Cable Working Current

TDA A4 110mm 600A
TDA B4 150mm 1200A 
TDA C2 300mm 2000A

Code Description Auxiliary Input

TM3U370 Voltage Transducer 230VAC 0-250V
TM3U390 Voltage Transducer 230VAC 0-400V
TM3F330 Current Transducer 230VAC 0-5A

Code Description

CE20195A2 1 Phase 2 MOD Kwh meter 63A Whole Current
CE4DT14A2 3 Phase 4 MOD Kwh meter** CT’s
CE4DT06A2 3 Phase 4 MOD Whole Current  meter 63A
CE6DT1252 3 Phase 6 MOD Whole Current Kwh Meter125A

Code

TTIB 

MODULAR KW/HR METER 
 **Current Transformer required  
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PANEL ACCESSORIES - AUTOMATIC POWER FACTOR 
CORRECTION EQUIPMENT

LV POWER FACTOR CORRECTION SYSTEMS
Choosing the size of the power factor correction equipment is preceded by an accurate preliminary assessment of the plant’s design 
data and, where possible, an analysis of the electricity bills. The type of power factor correction must be chosen depending on the 
harmonic distortion rate of the plant’s current (THDIR%) and the ratio between reactive power (in kvar) of the power factor correction 
equipment to be installed and the apparent power (in kVA) of the MV/LV transformer.

To use our power factor correction calculator, or send us your 
utility bills and we will do the calculations for you. 

To find out more contact a member of our technical sales 
team at +353 1 465 9010 or email sales@rfe.ie

THE 4 REASONS TO HAVE 
POWER FACTOR CORRECTIONS: 

Economic convenience, Energy 
efficiency, Power quality and 

it improves electrical systems 
performance.
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PANEL ACCESSORIES - AUTOMATIC PFC SYSTEM 
(STANDARD UNITS) MICROmatic | MINImatic | MIDImatic | MULTImatic

HP10
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PANEL ACCESSORIES - DETUNED AUTOMATIC PFC SYSTEM
MINImatic | MIDImatic | MULTImatic

FH20
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MOTOR RUN CAPACITORS SERIES CM 14  
 Equipped with simple 6.3mm faston terminals. PLASTIC CAPS (ALL Ø’S) 

PANEL ACCESSORIES - CAPACITORS 
- MOTOR RUN + MOTOR START CAPACITORS
  

MOTOR START CAPACITORS SERIES CME

Code UF DIA.Ø Height

1MF 1 *28 56
1.5MF 1.5 *28 56
2MF 2 *28 56
2.5MF 2.5 *28 56
3.15MF 3.15 *28 56
4MF 4 *28 56
5MF 5 *28 56
6.3MF 6.3 32 56
7MF 7 30 56 
8MF 8 32 56
10MF 10 36 58
12.5MF 12.5 36 70
14MF 14 36 70
15MF 15 36 70
16MF 16 36 70
18MF 18 40 68
20MF 20 40 68
25MF 25 40 93
30MF 30 40 93
35MF 35 45 93
40MF 40 45 93
45MF 45 50 93
50MF 50 50 93
55MF 55 50 93
60MF 60 50 118
70MF 70 50 118
80MF 80 55 122
90MF 90 55 122
100MF 100 60 122

Code UF V DIA.Ø Height

40/50MF 40-50 330 46 85
50/63MF 50-63 330 46 85 
63/80MF 63-80 330 46 85 
80/100MF 80-100 330 46 85
100/125MF 100-125 330 46 85 
125/160MF 125-160 330 46 85
160/200MF 160-200 330 46 85
200/250MF 200-250 330 46 85 
250/315MF 250-315 330 46 85
315/400MF 315-400 250 46 85
400/500MF 400-500 250 46 85 
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PANEL ACCESSORIES - CAPACITORS 
- 3PHASE POWER FACTOR CAPACITORS

3PHASE POWER FACTOR CAPACITORS  

Code Power Kvar Voltage Dmm Hmm

TCC2 2 440 55 165
TCC3 3 440 65 205
TCC4 4 440 65 205
TCC5 5 440 65 205
TCC7.5 7.5 440 75 247
TCC10 10 440 85 247
TCC12.5 12.5 440 85 285
TCC15 15 440 85 360
TCC20 20 440 85 360
TCC25 25 440 100 360
TCC30 30 440 100 360
TCC40 40 450 136 285

WHY SHOULD POWER FACTOR BE IMPROVED

TO DISCUSS YOUR REQUIREMENTS PLEASE CONTACT 
AN EXPERIENCED MEMBER OF SALES TEAM TODAY.
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INSTALLATION EQUIPMENT - PANEL TRUNKING

Code A B C Pack (M)

30-25P 30 25 1.5 70
40-25P 40 25 1.6 60
40-40P 40 40 1.6 60
40-60P 40 60 1.6 56
60-25P 60 25 1.8 48
60-40P 60 40 1.8 40
60-60P 60 60 1.8 32
60-80P 60 80 2 32
60-100P 60 100 2 24
60-120P 60 120 2 16
80-25P 80 25 2 40
80-40P 80 40 2 36
80-60P 80 60 2 24
80-80P 80 80 2 24
80-100P 80 100 2 18
80-120P 80 120 2 16
100-40P 100 40 2 28
100-60P 100 60 2 24
100-80P 100 80 2 20
100-100P 100 100 2 16

Code L W

4N066020 2m 25
4N066021 2m 40
4N066022 2m 60
4N066023 2m 80
4N066024 2m 100
4N066025 2m 120

SLOTTED PVC CABLE TRUNKING
 **(A=Height B= Width C=Thickness)  Standard Length 2m. 

LIDS FOR TRUNKING
 Normally supplied with slotted base. Standard DIN 43659. On request, and for quantities over   

     500mm, these trunkings can be supplied with special round hole slotted wall.
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INSTALLATION EQUIPMENT - PVC CABLE TRAY, ACCESSORIES 
WALKOVER TRUNKING FOR CABLE PROTECTION

Code Description

NEW Q45575 637701  CABLE TRAY 75W X 50 H  PVC 
NEW Q45577 637801  CABLE TRAY 75W X 75 H  PVC 
Q45702 637811  CABLE TRAY 100W X 75 H  PVC 
Q45703 637821  CABLE TRAY  150W X 75 H PVC 
Q45104 637901  CABLE TRAY  200W X 100H PVC 
Q45105 637911  CABLE TRAY   300W X 100 H  PVC  

Code Description

Q45002 637761  100MM  TRAY LID PVC (MT)
Q45003 637762  150MM  TRAY LID PVC (MT)
Q45004 637763  200MM  TRAY LID PVC (MT)
Q45005 637764  300MM  TRAY LID  PVC (MT)
Q45007 637760  75MM  TRAY LID PVC (MT)
Q45400 637791  COUPLER FOR 50MM HIGH 200--400 W  
Q45400L 637790  COUPLER for 50MM HIGH 75--150 W  
Q45800L 637890  COUPLER FOR 75MM HIGH 75--150 W  
Q45900 637990 COUPLER for 100MM HIGH 200--600 W  

Code Description

SC12-50 CABLE PROTECT TRUNKING (MTR) 030092
SC18-75 CABLE PROTECT TRUNKING (MTR  030093
SC20-92 CABLE PROTECT TRUNKING (MTR) 032800

PERFORATED PVC CABLE TRAY - 3MTR LENGTHS

CABLE TRAY ACCESSORIES LIDS/COUPLERS

WALK OVER CABLE PROTECTION (2MTR LENGTH)
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INSTALLATION EQUIPMENT - SMART CABLE MANAGEMENT

YOUR APPLICATION – OUR SOLUTIONS:

Wherever a secure connection of machinery and equipment is required, the icotek cable management and entry systems are 
your best solutions. Even in applications where extreme contamination by water, dust, vibration, or extreme temperatures occur, 
we provide robust reliable solutions. 

Want to know about the
product range?
Get a free starter kit of 
Icotek’s innovative cable 
management & EMC Solutions.
Contact our sales team at 
sales@rfe.ie

SMART CABLE MANAGEMENT 
 Your application – our solutions: 
 
Wherever a secure connec-on of machinery and equipment is required, the icotek cable 
management and entry systems are your best solu-on. Even in applica-ons where extreme 
contamina-on by water, dust, vibra-on, or extreme temperatures occur, we provide robust 
reliable solu-ons.   

  

 

Want to know about the product 
range 

Get a free starter kit of Icotek’s 
innova9ve cable management & 
EMC Solu9ons 

SMART CABLE MANAGEMENT 
 Your application – our solutions: 
 
Wherever a secure connec-on of machinery and equipment is required, the icotek cable 
management and entry systems are your best solu-on. Even in applica-ons where extreme 
contamina-on by water, dust, vibra-on, or extreme temperatures occur, we provide robust 
reliable solu-ons.   

  

 

Want to know about the product 
range 

Get a free starter kit of Icotek’s 
innova9ve cable management & 
EMC Solu9ons 

Cable entry systems for cables with
connectors Cable glands for cables with connectors

Cable grommets

Brush cable pass-through

Strain relief acc. to EN 62444

EMC cable entry systems

DB Distribution Box - the 360° cable
entry system

Cable entry plates for cables without
connectors

Cable entry through control panel base
plates

Hydraulic punch drivers & DIN rail
cutters

Cable entry systems for cleanroom
technology

Cable management

EMC cable shield clamps

CONFiX™ cable conduit system

IMAS-CONNECT™ adapter grommets

Cable entry systems for the food
industry

Enclosure and control panel
accessories

Air-conditioning & illumination of
electrical enclosures | ELMEKO

Cable entry systems for railway
technology

ALLIOLiGHT lighting systems
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INSTALLATION EQUIPMENT - SMART CABLE MANAGEMENT
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SMART CABLE MANAGEMENT 
 Your application – our solutions: 
 

      
Dissipate electromagnetic interference (EMC) 

            
Build and equip control panels & switch cabinets 

          
Punch cut-outs & cut mounting rails 

 

To discuss your requirements please contact a 
member of our sales team at 1 4659010 or email 

sales@rfe.ie 

Wherever a secure connec-on of machinery and equipment is required, the 
icotek cable management and entry systems are your best solu-on. Even in 
applica-ons where extreme contamina-on by water, dust, vibra-on, or 
extreme temperatures occur, we provide robust reliable solu-ons. 

 

SMART CABLE MANAGEMENT 
 Your application – our solutions: 
 

      
Dissipate electromagnetic interference (EMC) 

            
Build and equip control panels & switch cabinets 

          
Punch cut-outs & cut mounting rails 

 

To discuss your requirements please contact a 
member of our sales team at 1 4659010 or email 

sales@rfe.ie 

Wherever a secure connec-on of machinery and equipment is required, the 
icotek cable management and entry systems are your best solu-on. Even in 
applica-ons where extreme contamina-on by water, dust, vibra-on, or 
extreme temperatures occur, we provide robust reliable solu-ons. 

 

INSTALLATION EQUIPMENT - SMART CABLE MANAGEMENT
SMART CABLE MANAGEMENT 
 Your application – our solutions: 
 

      
Dissipate electromagnetic interference (EMC) 

            
Build and equip control panels & switch cabinets 

          
Punch cut-outs & cut mounting rails 

 

To discuss your requirements please contact a 
member of our sales team at 1 4659010 or email 

sales@rfe.ie 

Wherever a secure connec-on of machinery and equipment is required, the 
icotek cable management and entry systems are your best solu-on. Even in 
applica-ons where extreme contamina-on by water, dust, vibra-on, or 
extreme temperatures occur, we provide robust reliable solu-ons. 

 

Dissipate electromagnetic interference (EMC)

Build and equip control panels & switch cabinets

Punch cut-outs & cut mounting rails

To discuss your requirements please 
contact a member of our sales team at 
+353 1 465 9010 or email sales@rfe.ie
Wherever a secure connection of machinery and equipment is required, the
icotek cable management and entry systems are your best solution. Even in

applications where extreme contamination by water, dust, vibration, or
extreme temperatures occur, we provide robust reliable solutions.
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INSTALLATION EQUIPMENT - STREET LIGHTING
• Fuse Units • Isolator Units • Extension Boxes 
• LED Lamp/Gear Tray (Specifically Designed for Street Lighting)

STREET LIGHTING CUT OUTS 

Description

F72 Fuse Unit Cut Out
F144 CUT OUT
IP 4 Earth Plate F 144
F344-3 Phase Adaptor Box
EP 5/25 Earth Plate
LST Fuse 6-25A
F244DL 2 Pole Cut Out C.W Earth Block
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INSTALLATION EQUIPMENT - CABLE JOINT KITS
• Cable Jointing

STRAIGHT JOINTING KITS 

BRANCH JOINTING KITS 

BRANCH JOINTING KITS 

Cable Size mm² Code Earth Kit Connector Code

0.75-4 S4 ES4
4-10 S10 ES10 SC10
10-25 S25 ES25 SC25
25-50 S50 ES50 SC50
50-120 S120 ES120 SC120BC 
120-240 S240
240-400 S400

Cable Size mm² Code Earth Code

0.75-4 SB4 ESB4
4-10 SB10 ESB10
10-25 SB25 ESB25
25-50 SB50 ESB50
50-120 SB120 ESB120
120-240 SB240
240-400 SB400

Ref Pack Volume

Resin Pk 1 0.075 ltr
Resin Pk 2 0.30 ltr
Resin Pk 3 0.55 ltr
Resin Pk 4 0.85 ltr
Resin Pk 5 2.00 ltr
Resin Pk 6 3.00 ltr

Cable Size (mm) Based on 4 Core Cables

0.75          1.5          2.5            4               6             10           16            25            35           50            70            95          120         150          240         300          400     Cable Ø
S4

S10

S25
S50

S120

S240
S400

6-15mm

8-20mm

13-25mm

18-30mm

24-45mm

45-60mm

50-100mm

CABLE JOINTING KITS - STRAIGHT / BRANCH 

CABLES

• Easy to install, click together moulds  
• Fully insulated mechanical connectors up to 50mm²  
• Other mechanical connectors up to 400mm²  
• Complete range of joints from 0.75-400mm²  
• Available on both straight and branch formats  
• Suitable for single and multi-core polymeric cables both stranded and 
  solid copper/aluminum connectors
• Suitable for Armoured (SWA) & Unarmoured Cables  
• Performance tested to BS6910/HD623 - Full test report available on request 



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie204 SECTION  8

3M™ Scotchcast™ resin joints and resins clean and 
Safe electrical installation.
High mechanical stress, changing temperatures, application underwater and 
underground: jointing kits must resist the highest levels of stress. When it comes 
to cable jointing you expect maximum reliability, durability and low maintenance. 
3M has developed electrical resins and resin kit portfolio for all types of electrical 
installer needs.

Easy mixing and clean application the perfect joint in four steps:
Prevent resin spillage or faulty connections using 3M resin joints. 
The easy to use CMP (closed mixing and pouring) system enables jointing in only 
four easy steps; low risk of skin-to-resin contact, no need to cut the mould body to 
fit to the cable and no need to tape the mould body ends for sealing.

3m™ Scotchcast™ Resin Kits
Protecting your cable connection When cable jointing is necessary during 
installation, resin kits are the solution of choice. They provide mechanical 
protection and electrical insulation when used in outdoor and indoor applications. 
Resin mixing and pouring is critical and this must be simple, fast and clean.

INSTALLATION EQUIPMENT - CABLE JOINT KITS
• Low Voltage Cable Joint Kits
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INSTALLATION EQUIPMENT - HEAT SHRINK
• Heat Shrink Tubing Products 

Code Size mm (1 Mtr) Box Qty

GT0031BE Polyolefin Heat Shrink 3mm/1mm Blue 20
GT0031BK Polyolefin Heat Shrink 3mm/1mm Black 20
GT0031BN Polyolefin Heat Shrink 3mm/1mm Brown 20
GT0031CL Polyolefin Heat Shrink 3mm/1mm CLEAR 20 
GT0031GY Polyolefin Heat Shrink 3mm/1mm Grey 20
GT0031GYS Polyolefin Heat Shrink 3mm/1mm G/Y Strip 20
GT0031RD Polyolefin Heat Shrink 3mm/1mm Red 20
GT0031YW Polyolefin Heat Shrink 3mm/1mm Yellow 20
GT0062BE Polyolefin Heat Shrink 6mm/2mm Blue 20
GT0062BK Polyolefin Heat Shrink 6mm/2mm Black 20
GT0062BN Polyolefin Heat Shrink 6mm/2mm Brown 20
GT0062CL Polyolefin Heat Shrink 6mm/2mm CLEAR 20
GT0062GREY Polyolefin Heat Shrink 6mm/2mm Grey 20
GT0062GYS Polyolefin Heat Shrink 6mm/2mm G/Y Strip 20
GT0062RD Polyolefin Heat Shrink 6mm/2mm Red 20 
GT0093BE Polyolefin Heat Shrink 9mm/3mm Blue 20
GT0093BK Polyolefin Heat Shrink 9mm/3mm Black 20
GT0093BN Polyolefin Heat Shrink 9mm/3mm Brown 20
GT0093CL Polyolefin Heat Shrink 9mm/3mm CLEAR 20
GT0093GY Polyolefin Heat Shrink 9mm/3mm Grey 20
GT0093GYS Polyolefin Heat Shrink 9mm/3mm G/Y Strip 20
GT0093RD Polyolefin Heat Shrink 9mm/3mm Red 20
GT0093WH Polyolefin Heat Shrink 9mm/3mm white 20 
GT0093YW Polyolefin Heat Shrink 9mm/3mm Yellow 20
GT0186BE Polyolefin Heat Shrink 18mm/6mm Blue 10
GT0186BK Polyolefin Heat Shrink 18mm/6mm Black 10
GT0186BN Polyolefin Heat Shrink 18mm/6mm Brown 10
GT0186CL Polyolefin Heat Shrink 18mm/6mm CLEAR 10
GT0186GY Polyolefin Heat Shrink 18mm/6mm Grey 10
GT0186GYS Polyolefin Heat Shrink 18mm/6mm G/Y Strip 10
GT0186RD Polyolefin Heat Shrink 18mm/6mm Red 10
GT0186WT Polyolefin Heat Shrink 18mm/6mm White 10
GT0186YW Polyolefin Heat Shrink 18mm/6mm Yellow 10
GT0248BE Polyolefin Heat Shrink 24mm/8mm Blue 5
GT0248BK Polyolefin Heat Shrink 24mm/8mm Black 5
GT0248BN Polyolefin Heat Shrink 24mm/8mm Brown 5
GT0248CL Polyolefin Heat Shrink 24mm/8mm CLEAR 5
GT0248GY Polyolefin Heat Shrink 24mm /8mm Grey 5
GT0248GYS Polyolefin Heat Shrink 24mm/8mm G/Y Strip 5
GT0248RD Polyolefin Heat Shrink 24mm/8mm Red 5
GT0248WH Polyolefin Heat Shrink 24mm/8mm white 5
GT0248YW Polyolefin Heat Shrink 24mm/8mm Yellow 5
GT3913BE Polyolefin Heat Shrink 39mm/13mm Blue 2
GT3913BK Polyolefin Heat Shrink 39mm/13mm Black 2
GT3913BN Polyolefin Heat Shrink 39mm/13mm Brown 2
GT3913GY Polyolefin Heat Shrink 39mm/13mm 2
GT3913GYS Polyolefin Heat Shrink 39mm/13mm G/Y Strip 2
GT3913RD Polyolefin Heat Shrink 39mm/13mm Red 2
GT3913YW Polyolefin Heat Shrink 39mm/13mm Yellow 2
GT3913CL Polyolefin Heat Shrink 39mm/13mm CLEAR 2

GTI - GENERAL PURPOSE THIN WALL INSULATION POLYOLEFIN 

HEAT SHRINK DISPLAY UNITS AVAILABLE TO LOCATE IN YOUR STORE.

CONTACT YOUR REGIONAL SALES REPRESENTATIVE:

STEPHEN FOX @ 087 2787097

SEAN BEHAN @ 087 2228107
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INSTALLATION EQUIPMENT - HEAT SHRINK
• Heat Shrink Tubing Products 

Code Size mm

MDTA123 Heat Shrink Adhesive Lined 12mm / 3mm
MDTA196 Heat Shrink Adhesive Lined 19mm / 6mm
MDTA278 Heat Shrink Adhesive Lined 27mm / 8mm
MDTA327.5 Heat Shrink Adhesive Lined 32mm / 7.5mm
MDTA3812 Heat Shrink Adhesive Lined 38mm / 12mm
MDTA5018 Heat Shrink Adhesive Lined 50mm / 18mm
MDTA7026 Heat Shrink Adhesive Lined 70mm / 26mm
MDTA120 Heat Shrink Adhesive Lined 120mm / 40mm

Code Size mm

HDTA19-BK 19mm /6mm
HDTA30-BK 30mm/8mm
HDTA38-BK 38mm /12mm
HDTA48-BK 48mm/15mm

Code Size mm

GPS1-H 4 x 2.5mm

HEAT SHRINK TUBING PRODUCTS 
Provides long-term reliable performance and excellent mechanical and environment protection of moderate heat automatically. 
Easy to install, 3M Heat Shrink comes ready to use and with the application moulds to a skin tight fit - even over irregular shapes. 
Our heat shrink features precise shrink ratio and recovery and superior split and crack resistance.

HEAT SHRINK TUBING MDT-A MEDIUM WALL ADHESIVE COATED TUBING

HEAVY DUTY HEAT SHRINK (BLACK)  

HEAVY DUTY HEATSHRINK (BLACK) WRAPAROUND 
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INSTALLATION EQUIPMENT - ELECTRICAL TAPES
• Insulation PVC Tapes 

Code Description

T155BK Temflex 155 Tape 19mm x 20m Black 
T55WH Temflex 155 Tape 19mm x 20m White 
T155BLU Temflex 155 Tape 19mm x 20m Blue  
T155GN Temflex 155 Tape 19mm x 20m Green  
T155GREY Temflex 155 Tape 19mm x 20m Grey  
T155YW Temflex 155 Tape 19mm x 20m Yellow  
T155BR Temflex 155 Tape 19mm x 20m Brown
T155GYS Temflex 155 Tape 19mm x 20m Green/Yellow
T155RD Temflex 155 Tape 19mm x 20m Red
T165OR Temflex 165 Tape 19mm x 20m Orange
T165PL Temflex 165 Tape 19mm x 20m Purple

Code Description

T33P Super 33+ Black PVC
19m x 20m

Resistant to abrasion, moisture, alkalis and acids. Retardant, UV resistant, Flame 
Retardant. Electrical insulation for splices up to 600V

T8819 Super 88 Black PVC
19m x 20m

All weather, heavy duty, professional use, abrasion resistant, Primary Insulation 
for splices up to 600V Protective Jacketing

T35 Scotch 35 Coloured PVC
19m x 20m Nine Colours Available, super stretchy, excellent insulating properties

T2219 Scotch 22 Black PVC
19m x 33m Thicker for increased mechanical strength, Bus bar Insulation, Splices up to 600V

T2319 Scotch 23 Premium
Rubber EPR 19m x 9.15m

Self Amalgamating Tapes, Insulate and splice solid dielectric cables through 69kV 
Linered, insulating, thermally conductive, self bonding rubber

T6925 Glass Cloth Tape
25m x 33m

Woven insulating glass cloth tape, high temperature resistance. High mechanical 
strength. Heat stable insulation for furnace and oven controls, motor leads and switches

PVC insulation tape display units available to locate in your store. Contact your regional sales representative:
STEPHEN FOX @ 087 2787097 | SEAN BEHAN @ 087 2228107

T155 3M™ Temflex™ VINYL ELECTRICAL TAPE

T155/T165 TAPES

PREMIUM TAPES

This general-purpose tape offers good resistance to abrasion, acid, alkalis and varying weather conditions – 
including sunlight. Available in industry standard colours, it can also be used for primary electrical insulation 
(low voltage) and wire pulling. It keeps a high level of performance in ambient 
temperatures up to 60°C. This tape is suitable for both indoor and outdoor use

For all your Electrical needs we stock a complete family of high-quality 3M tapes Trusted by 
generations of electrical professionals

We offer a wide range of over 30 electrical tapes from General Purpose insulation 
tape to advanced glass cloth and mastic. All providing exceptional performance and reliability.
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INSTALLATION EQUIPMENT - CABLE COMPONENTS
• Pre Printed Phase Marking Tape • Canal Roll Self Adhesive 
• Splice Connectors

Code Length Colour

71501 A 5m White

Code Description

UY UY Scotchlok Wire Connectors (PACK OF 100 ) 
UY2 UY2 Scotchlok Wire Connectors (PACK OF 100 ) 
UR2 UR2 Scotchlok Wire Connectors (PACK OF 100 ) 
UB2A UB2A BX 19-26 AWG Bridge Connector (PACK OF 100)   

CANAL ROLL SELF ADHESIVE TRUNKING IN A BOX, 5M

BUTT WIRE SPLICE CONNECTORS

A self adhesive Trunking designed to protect domestic 
cables and prevent them from becoming a tripping hazard

 

Code Description

 T1700P (Pack Qty 10) This tape provides excellent insulation and mechanical protection properties and is 
also flame retardant. Options available; N, L, L1, L2, L3

UL510 approved and flame retardant. It offers excellent resistance to abrasion, acid, alkalis, 
corrosion, moisture and varying weather conditions – including sunlight.

INTRODUCING 3M™ TEMFLEX™ PRE-PRINTED PHASE MARKING TAPES 
FOR INDIVIDUAL PHASE IDENTIFICATION 

3M is a global leader in industrial and electrical 
solutions that offers a wide range of 

industrial and electrical products.
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INSTALLATION EQUIPMENT - CABLE GLANDS

Code AG mm GL mm H mm Box Qty

BF07 H PG 7 8 30 100
BF09 H PG 9 8 34 100
BF011 H PG 11 9 36 100
BF013 H PG 13.5 9 37 100
BF016 H PG 16 10 40 100
BF021 H PG 21 10 45 50
BF029 H PG 29 12 52 24
BF036 H PG 36 15 63 12

Code AG mm GL mm H mm Box Qty

BF020 HM M20 x 1.5 9 37 100
BF025 HM M25 x 1.5 10 45 50
BF032 HM M32 x 1.5 11 45 24
BF040 HM M40 x 1.5 18 61 12
BF050 HM M50 x 1.5 18 67 6
BF063 HM M63 x 1.5 19 74 4
EAG63L M63 x 1.9 42 50 10

IP67 PG CABLE GLAND COMPLETE WITH LOCK NUT
 Grey: Colour (RAL 7035) Material Polyamide Temp 20c° up to 70c° Other sizes and Colours available upon request.

IP67 PG CABLE GLAND COMPLETE WITH LOCK NUT
 Grey: Colour (RAL 7035) Material Polyamide Temp 20c° up to 80c° Other sizes and Colours available upon request.
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INSTALLATION EQUIPMENT - CAJA SUSPENSION COMBO 
4 HANGING BOX • Flush Mounted Sockets For Hanging Box

INDUSTRY APPLICATION 
The evolution of the industry means that new solutions are applied to increase agility and facilitate the operating systems of 
production lines. The combo boxes can be configured in different ways with standard IP54, IP44 and/or
IP65 plugs to connect large industrial machines.

COMBO BOXES, INNOVATION FOR THE INDUSTRY 
Made of technopolymer, the Combo Boxes allow the configuration of plug connection systems with great agility and safety. There 
are several pre-configured models and infinite combinations that can be made according to your needs, with outlets or configured 
with a compressed air system.

The Suspension/Hanging Box with Multiple Connections offers a high level of agility in assembly lines and industrial 
automation systems. Its vertical movement ensures more mobility with multiple connections for equipment.

Take your connections anywhere
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Code Description Amp

28000 Hanging Box Multiple Connections -
23170 Flush Mounted Socket IP54 110V 3P 16A
23270 Flush Mounted Socket IP54 230V 3P 16A
23371 Flush Mounted Socket IP54 400V 5P 16A
23373 Flush Mounted Socket IP54 400V SP 32A
24170 Flush Mounted Socket IP67 110V 3P 16A
24270 Flush Mounted Socket IP67 230V 3P 16A
24371 Flush Mounted Socket IP67 400V 3P 16A
24273 Flush Mounted Socket IP67 230V 3P 32A
24373 Flush Mounted Socket IP67 400V 3P 32A
24280 Flush Mounted Socket IP67 230V 3P 63A
24374 Flush Mounted Socket IP67 400V 5P 63A
24285 Flush Mounted Socket IP67 230V 5P 125A

INTRODUCING - NEW COMBO SUSPENSION HANGING BOX IP65 WITH 
MULTIPLE CONNECTIONS 16A-125A IP (RATED)

The Suspension/Hanging Box with Multiple Connections offers 
a high level of agility in assembly lines and Industrial automation 
systems. Its vertical movement ensures more mobility with 
multiple connections for equipment.

• Possibility of mounting with IP44 and IP65 sockets
• Possibility of mounting with IP44 and IP65 sockets
• Top plate with hole for M20 and markings for M25 and M32 
• Stainless steel fasteners and supporting wire 
• Metal fitting for compressed air connector 
• IP44-rated blind version and IP65-rated recessed version 
• M20 cable gland 
• Recommended cable 3G2.5 
• Standard IEC 61439-3

INSTALLATION EQUIPMENT - CAJA SUSPENSION COMBO 
4 HANGING BOX • Flush Mounted Sockets For Hanging Box

OPTIMZED SOLUTIONS FOR 
POWER DISTRIBUTION, 
PRODUCTION LINES & 
AUTOMATED SYSTEMS 

Introducing -New Combo Suspension Hanging Box IP65           
with Multiple Connections 16A-125A IP (RATED) 

 

Take Your Connections Anywhere! 
 

The Suspension/Hanging Box with Multiple Connections 
offers a high level of agility in assembly lines and Industrial 
automation systems. Its vertical movement ensures more 

mobility with multiple connections for equipment. 

• Possibility of mounting with IP44 and IP65 sockets 
• Top plate with hole for M20 and markings for M25 and M32 
• Stainless steel fasteners and supporting wire 
• Metal fitting for compressed air connector 
• IP44-rated blind version and IP65-rated recessed version 
• M20 cable gland 
• Recommended cable 3G2.5                                     
• Standard IEC 61439-3 

 

 

 

  

Code  Description  Trade price 
28000 Hanging Box Multiple Connections €31.94 
    Amp 
23170 Flush Mounted Socket IP54 110V 3P  16A 
23270 Flush Mounted Socket IP54 230V 3P  16A 
23371 Flush Mounted Socket IP54 400V 5P  16A 
23373 Flush Mounted Socket IP54 400V SP  32A 
24170 Flush Mounted Socket IP67 110V 3P  16A 
24270 Flush Mounted Socket IP67 230V 3P  16A 
24371 Flush Mounted Socket IP67 400V 3P  16A 
24273 Flush Mounted Socket IP67 230V 3P  32A 
24373 Flush Mounted Socket IP67 400V 3P  32A 
24280 Flush Mounted Socket IP67 230V 3P  63A 
24374 Flush Mounted Socket IP67 400V 5P  63A 
24285 Flush Mounted Socket IP67 230V 5P  125A 

OPTIMZED SOLUTIONS FOR PRODUCTION LINES & 
AUTOMATED SYSTEMS  

TO PLACE YOUR ORDER OR IF REQUIRE FURTHER 
INFORMATION PLEASE CONTACT SALES@RFE.IE                
OR CALL US AT 01 4659010  

Code 28000 

Industry aplication

Made of technopolymer, the Combo Boxes 
allow the confgura-tion of plug connection 
systems with great agility and safety. There are 
several preconfgured models and infnite 
combina-tions that can be made according to 
your needs, with outlets or confgured with a 
compressed air system.

The evolution of the industry means that new 
solutions are applied to increase agility and 
facilitate the operating systems of production 
lines. The combo boxes can be confgured in 
diferent ways with standard IP54, IP44 and/or 
IP65 plugs to connect large industrial machines.

Combo boxes, innovation for the 
industry

CAJA SUSPENSION COMBO
4 HANGING BOX

OPTIMZED SOLUTIONS FOR 
POWER DISTRIBUTION, 
PRODUCTION LINES & 
AUTOMATED SYSTEMS 

Introducing -New Combo Suspension Hanging Box IP65           
with Multiple Connections 16A-125A IP (RATED) 

 

Take Your Connections Anywhere! 
 

The Suspension/Hanging Box with Multiple Connections 
offers a high level of agility in assembly lines and Industrial 
automation systems. Its vertical movement ensures more 

mobility with multiple connections for equipment. 

• Possibility of mounting with IP44 and IP65 sockets 
• Top plate with hole for M20 and markings for M25 and M32 
• Stainless steel fasteners and supporting wire 
• Metal fitting for compressed air connector 
• IP44-rated blind version and IP65-rated recessed version 
• M20 cable gland 
• Recommended cable 3G2.5                                     
• Standard IEC 61439-3 

 

 

 

  

Code  Description  Trade price 
28000 Hanging Box Multiple Connections €31.94 
    Amp 
23170 Flush Mounted Socket IP54 110V 3P  16A 
23270 Flush Mounted Socket IP54 230V 3P  16A 
23371 Flush Mounted Socket IP54 400V 5P  16A 
23373 Flush Mounted Socket IP54 400V SP  32A 
24170 Flush Mounted Socket IP67 110V 3P  16A 
24270 Flush Mounted Socket IP67 230V 3P  16A 
24371 Flush Mounted Socket IP67 400V 3P  16A 
24273 Flush Mounted Socket IP67 230V 3P  32A 
24373 Flush Mounted Socket IP67 400V 3P  32A 
24280 Flush Mounted Socket IP67 230V 3P  63A 
24374 Flush Mounted Socket IP67 400V 5P  63A 
24285 Flush Mounted Socket IP67 230V 5P  125A 

OPTIMZED SOLUTIONS FOR PRODUCTION LINES & 
AUTOMATED SYSTEMS  

TO PLACE YOUR ORDER OR IF REQUIRE FURTHER 
INFORMATION PLEASE CONTACT SALES@RFE.IE                
OR CALL US AT 01 4659010  

Code 28000 

OPTIMZED SOLUTIONS FOR 
POWER DISTRIBUTION, 
PRODUCTION LINES & 
AUTOMATED SYSTEMS 

Introducing -New Combo Suspension Hanging Box IP65           
with Multiple Connections 16A-125A IP (RATED) 

 

Take Your Connections Anywhere! 
 

The Suspension/Hanging Box with Multiple Connections 
offers a high level of agility in assembly lines and Industrial 
automation systems. Its vertical movement ensures more 

mobility with multiple connections for equipment. 

• Possibility of mounting with IP44 and IP65 sockets 
• Top plate with hole for M20 and markings for M25 and M32 
• Stainless steel fasteners and supporting wire 
• Metal fitting for compressed air connector 
• IP44-rated blind version and IP65-rated recessed version 
• M20 cable gland 
• Recommended cable 3G2.5                                     
• Standard IEC 61439-3 

 

 

 

  

Code  Description  Trade price 
28000 Hanging Box Multiple Connections €31.94 
    Amp 
23170 Flush Mounted Socket IP54 110V 3P  16A 
23270 Flush Mounted Socket IP54 230V 3P  16A 
23371 Flush Mounted Socket IP54 400V 5P  16A 
23373 Flush Mounted Socket IP54 400V SP  32A 
24170 Flush Mounted Socket IP67 110V 3P  16A 
24270 Flush Mounted Socket IP67 230V 3P  16A 
24371 Flush Mounted Socket IP67 400V 3P  16A 
24273 Flush Mounted Socket IP67 230V 3P  32A 
24373 Flush Mounted Socket IP67 400V 3P  32A 
24280 Flush Mounted Socket IP67 230V 3P  63A 
24374 Flush Mounted Socket IP67 400V 5P  63A 
24285 Flush Mounted Socket IP67 230V 5P  125A 

OPTIMZED SOLUTIONS FOR PRODUCTION LINES & 
AUTOMATED SYSTEMS  

TO PLACE YOUR ORDER OR IF REQUIRE FURTHER 
INFORMATION PLEASE CONTACT SALES@RFE.IE                
OR CALL US AT 01 4659010  

Code 28000 
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INSTALLATION EQUIPMENT - INDUSTRIAL PLUGS & SOCKETS

Code Hz V AMPS IP Poles

PE1643SV 50 110 16A IP44 3P
PE1663SV 50 250 16A IP44 3P
PE3263SV 50 250 32A IP44 3P
PEW1643SV 50 110 16A IP67 3P
PEW1663SV 50 250 16A IP67 3P
PEW3243SV 50 110 32A IP67 3P
PEW3263SV 50 250 32A IP67 3P
PEW6363SV 50 250 63A IP67 3P
PE1664SV 50 380 16A IP44 4P
PE3264SV 50 380 32A IP44 4P
PEW1664SV 50 380 16A IP67 4P
PEW 3264SV 50 380 32A IP67 4P
PEW6364SV 50 380 63A IP67 4P
PE1665SV 50 380 16A IP44 5P
PE3265SV 50 380 32A IP44 5P
PEW1665SV 50 380 16A IP67 5P
PEW3265SV 50 380 32A IP67 5P
PEW6365SV 50 380 63A IP67 5P
PEW12565SV 50 380 125A IP67 5P

Code Hz V AMPS IP Poles

PE1643PP 50 110 16A IP44 3P
PE1663PP 50 250 16A IP44 3P
PE3263PP 50 250 32A IP44 3P
PEW1643PP 50 110 16A IP67 3P
PEW1663PP 50 250 16A IP67 3P
PEW3243PP 50 110 32A IP67 3P
PEW3263PP 50 250 32A IP67 3P
PEW6363PP 50 250 63A IP67 3P
PE1664PP 50 380 16A IP44 4P
PE3264PP 50 380 32A IP44 4P
PEW1664PP 50 380 16A IP67 4P
PEW 3264PP 50 380 32A IP67 4P
PEW6364PP 50 380 63A IP67 4P
PE1665PP 50 380 16A IP44 5P
PE3265PP 50 380 32A IP44 5P
PEW1665PP 50 380 16A IP67 5P
PEW3265PP 50 380 32A IP67 5P
PEW6365PP 50 380 63A IP67 5P
PEW12565PP 50 380 125A IP67 5P

LOW VOLTAGE PLUGS

LOW VOLTAGE SOCKETS WALL MOUNTED
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INSTALLATION EQUIPMENT - INDUSTRIAL PLUGS & SOCKETS

Code Hz V Amps IP Poles

PB16002PP 50 24 16A IP44 2P
PB16003PP 50 24 16A IP44 3P

Code Hz V Amps IP Poles

PB16002P1 50 24 16A IP44 2P
PB16003P1 50 24 16A IP44 3P

Code Hz V Amps IP Poles

PB16002PV 50 24 16A IP44 2P
PB16003PV 50 24 16A IP44 3P

Code Hz V Amps IP Poles

PB16002SV 50 24 16A IP44 2P
PB16003SV 50 24 16A IP44 3P

WALL MOUNTING SOCKET IP44 - 24V  

FLUSH-MOUNTING SOCKETS-OUTLETS - 24V

COUPLERS - 24V

PLUGS - 24V
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INSTALLATION EQUIPMENT - INDUSTRIAL PLUGS & SOCKETS

Code Hz V AMPS IP Poles

PE1643PI 50 110 16A IP44 3P
PE1663PI 50 250 16A IP44 3P
PE3263PI 50 250 32A IP44 3P
PEW1643PI 50 110 16A IP67 3P
PEW1663PI 50 250 16A IP67 3P
PEW3243PI 50 110 32A IP67 3P
PEW3263PI 50 250 32A IP67 3P
PEW6363PI 50 250 63A IP67 3P
PE1664PI 50 380 16A IP44 4P
PE3264PI 50 380 32A IP44 4P
PEW1664PI 50 380 16A IP67 4P
PEW 3264PI 50 380 32A IP67 4P
PEW6364PI 50 380 63A IP67 4P
PE1665PI 50 380 16A IP44 5P
PE3265PI 50 380 32A IP44 5P
PEW1665PI 50 380 16A IP67 5P
PEW3265PI 50 380 32A IP67 5P
PEW6365PI 50 380 63A IP67 5P
PEW12565PI 50 380 125A IP67 5P

Code Hz V AMPS IP Poles

PE 1643PV 50 110 16A IP44 3P
PE1663PV 50 250 16A IP44 3P
PEW1643PV 50 110 16A IP67 3P
PEW1663PV 50 250 16A IP67 3P
PEW3243PV 50 110 32A IP67 3P
PE3263PV 50 250 32A IP44 3P
PEW3263PV 50 250 32A IP67 3P
PEW6363PV 50 250 63A IP67 3P
PE1664PV 50 380 16A IP44 4P
PE3264PV 50 380 32A IP44 4P
PEW1664PV 50 380 16A IP67 4P
PEW 3264PV 50 380 32A IP67 4P
PEW6364PV 50 380 63A IP67 4P
PE1665PV 50 380 16A IP44 5P
PE3265PV 50 380 32A IP44 5P
PEW1665PV 50 380 16A IP67 5P
PEW3265PV 50 380 32A IP67 5P
PEW6365PV 50 380 63A IP67 5P
PEW12565PV 50 380 125A IP67 5P

LOW VOLTAGE SOCKETS FLUSH MOUNTED INCLINED

LOW VOLTAGE COUPLERS
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INSTALLATION EQUIPMENT - INDUSTRIAL PLUGS & SOCKETS

Code Hz V AMPS IP Poles

PE1643SI 50 110 16A IP44 3P
PE1663SI 50 250 16A IP44 3P
PEW1643SI 50 110 16A IP67 3P
PEW1663SI 50 250 16A IP67 3P
PE3263SI 50 250 32A IP44 3P
PEW3243SI 50 110 32A IP67 3P
PEW3263SI 50 250 32A IP67 3P
PEW6363SI 50 250 63A IP67 3P
PE1664SI 50 380 16A IP44 4P
PE3264SI 50 380 32A IP44 4P
PEW1664SI 50 380 16A IP67 4P
PEW 3264SI 50 380 32A IP67 4P
PEW6364SI 50 380 63A IP67 4P
PE1665SI 50 380 16A IP44 5P
PE3265SI 50 380 32A IP44 5P
PEW1665SI 50 380 16A IP67 5P
PEW3265SI 50 380 32A IP67 5P
PEW6365SI 50 380 63A IP67 5P
PEW12565SI 50 380 125A IP67 5P

Code Hz V AMPS IP Poles

PE 1643SM 50 110 16A IP44 3P
PE1663SM 50 250 16A IP44 3P
PEW1643SM 50 110 16A IP67 3P
PEW1663SM 50 250 16A IP67 3P
PE3263SM 50 250 32A IP44 3P
PEW3243SM 50 110 32A IP67 3P
PEW3263SM 50 250 32A IP67 3P
PEW6363SM 50 250 63A IP67 3P
PE1664SM 50 380 16A IP44 4P
PE3264SM 50 380 32A IP44 4P
PEW1664SM 50 380 16A IP67 4P
PEW 3264SM 50 380 32A IP67 4P
PEW6364SM 50 380 63A IP67 4P
PE1665SM 50 380 16A IP44 5P
PE3265SM 50 380 32A IP44 5P
PEW1665SM 50 380 16A IP67 5P
PEW3265SM 50 380 32A IP67 5P
PEW6365SM 50 380 63A IP67 5P
PEW12565SM 50 380 125A IP67 5P

LOW VOLTAGE FLUSH MOUNTED APPLIANCE INLETS

LOW VOLTAGE WALL MOUNTED APPLIANCE INLETS
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INSTALLATION EQUIPMENT - INDUSTRIAL PLUGS & SOCKETS

Code Hz V AMPS IP Poles

PK1663EB 50 250 16A IP44 3P
PK1664EB 50 380 16A IP44 4P
PK1665EB 50 380 16A IP44 5P
PK3263EB 50 250 32A IP44 3P
PK3264EB 50 380 32A IP44 4P
PK3265EB 50 380 32A IP44 5P
PK6363EB 50 250 63A IP44 3P
PK6364EB 50 380 63A IP44 4P
PK6365EB 50 380 63A IP44 5P

Code Hz V AMPS IP Poles

KI1663R15 50 250 16A IP55 3P
KI1664R15 50 380 16A IP55 4P
KI1665R15 50 380 16A IP55 5P
KI3263R15 50 250 32A IP55 3P
KI3264R15 50 380 32A IP55 4P
KI3265R15 50 380 32A IP55 5P
KI6363R15 50 250 63A IP55 3P
KI6364R15 50 380 63A IP55 4P
KI6365R15 50 380 63A IP55 5P

Code Hz V AMPS IP Poles H x W

TM1663SP 50 220 16A IP67 3P 276 x 114
TM3263KSP 50 230 32A IP67 3P 285 x 114
TM3265KSP 50 415 32A IP67 5P 285 x 114
TM6365SP 50 415 63A IP67 5P 415 x 114

Code Hz V AMPS IP Poles H x W

TM1663IR 50 230 16A IP67 3P 276 x 114
TM3263KIR 50 230 32A IP67 3P 285 x 114
TM3265KIR 50 415 32A IP67 5P 285 x 114
TM6365IR 50 415 63A IP67 5P 415 x 114

SWITCHED INTERLOCKED SOCKETS IP44

SWITCHED INTERLOCKED SOCKETS WITH MODULAR COMPARTMENT IP55 PADLOCKABLE HANDLE 

HEAVY DUTY INTERLOCKED SWITCHED SOCKETS-OUTLETS
 Will accept both IP44 & IP67 Plugs.  

HEAVY DUTY INTERLOCKED SWITCHED SOCKETS-OUTLETS WITH COMPARTMENT FOR MODULAR UNITS
 Will accept both IP44 & IP67 Plugs. 

FULL RANGE OF MULTI-POLE CONNECTORS AVAILABLE. PLEASE ASK FOR CATALOGUE
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INSTALLATION EQUIPMENT - METAL BANDING/STRAPPING TAPE
• Plus Warning Tape

Code Colour Size

BYWT Yellow/Black Warning 150mm x 365mt

WARNING TAPE

Banding Tape
Our Banding system is made up of bands and buckles. Our sizes vary from 9.5mm(3/8”) 

up to 19mm (3/4”)

Dispenser for 
T2 Banding

Article Type Band Width Thickness Material

Band T2 1/2” 12.7mm 0.75mm Steel 
Buckle G2 1/2” 12.7mm 1.2mm Steel
MK001 Tool for all bands and buckles
D2 Dispenser for T2 Banding

METAL BANDING TAPE For Fixing Signs, Signals, Enclosures, Etc.
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INSTALLATION EQUIPMENT - CABLE STOCKINGS/GRIPS

Code Type MM STD Lng B Load Weight

Art 2570 1 10-15 600 900kg 0.1
Art 2570 2 15-20 600 900kg 0.18
Art 2570 3 20-25 600 1500kg 0.25
Art 2570 4 25-30 600 2000kg 0.27
Art 2570 5 30-45 700 3300kg 0.35
Art 2570 6 45-60 800 3300kg 0.7
Art 2570 7 60-80 800 6000kg 0.9
Art 2570 8 80-100 900 6000kg 1
Art 2570 9 100-140 1000 9000kg 1.1
Art 2570 10 140-170 1200 9000kg 1.7

Code Type MM STD Lng B Load Weight

Art 2571 1 10-15 900 1200kg 0.22
Art 2571 2 15-20 900 2000kg 0.25
Art 2571 3 20-25 1000 2500kg 0.45
Art 2571 4 25-30 1200 4000kg 0.5
Art 2571 5 30-45 1500 5000kg 0.6
Art 2571 6 45-60 1600 7000kg 1.25
Art 2571 7 60-80 1800 7000kg 1.8
Art 2571 8 80-100 2000 10000kg 1.9
Art 2571 9 100-140 2000 12000kg 2
Art 2571 10 140-170 2000 12000kg 2.8

CABLE STOCKING - SINGLE-EYE TYPE

CABLE STOCKING - SINGLE-EYE TYPE

FIBREGLASS FISH TAPES, 
PRICES AVAILABLE ON REQUEST



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie 219SECTION 9

WARNING DEVICES - VISUAL AND ACOUSTIC SIGNALLING DEVICES 
• Beacons/Sirens 

RFE are leading suppliers of 
audible and luminous warning 
devices offering an extensive 
range of products in two main 
markets sectors:
 

Automax – Devices for Industrial Automation

Code Colour Voltage 12-240 AC/DC

27701 Blue 12-240
27702 Orange 12-240
27703 Red 12-240
27704 Green 12-240
27705 Yellow 12-240
27706 Clear 12-240

Colour V12-48 DC V24-240 AC

Blue 27711 27721
Orange 27712 27722
Red 27713 27723
Green 27714 27724
Yellow 27715 27725
Clear 27716 27726

Code Voltage

27700 Max 240V 

Code Voltage

27718 12-48V DC/AC
27719 110-240V AC

Code

27760 

Code

27762 

Code

27764 

Code

27761

CONTINUOUS LIGHT MODULES (TWS F)  

BLINKING LIGHT MODULE (TWS L)  

BASE & COVER (TWS B.C)  

ACOUSTIC MODULE (TWS A)  

BASE HOLDER (TWS BS)     

1 THREAD WALL SUPPORT (TWS BP 1)   

TWS EXTENSION KIT (TWS KIT)   

TWS EXTENSION KIT (TWS PR) W/O BASE   



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie220 SECTION  10

CABLE MARKING SYSTEMS
• Wire Marking System

Code Description

012C/03 1 Tray Pre Assembled Starter Kit
050C/03 2 Tray Pre Assembled Starter Kit

TRASP SYSTEM

After having inserted the strips into the strip container, the marking tool is used to extract the coding elements.  
Codes consisting of one or more elements are fully assembled on the marking tool, which is then inserted into the 
cavity provided in the sleeve or the clip-on. Once the coding elements have been inserted into the upper cavity of the 
sleeve, slight pressure of the left thumb on the end of the sleeve is sufficient to release the marking too.   
  
The advantages of the Trasp System:     
• Time is saved because a complete identification marker can be assembled quickly and easily.    
• It is possible to reduce the number of articles kept in stock, thus reducing storage costs.    
 

TRASP STARTER KITS

EVOMAX THERMAL PRINTER

Trasp Starter Kits – Everything you need to get Started.
We supply a full range of accessories that makes the TRASP System
even more powerful!    
 

Efficiently and quickly creates high quality, durable identification tags, strips and labels for a wide range of components.
A New Generation of Cable & Wire Marking now available from RFE. These are high-performance photoluminescent 
products, thanks to which all electrical components will be visible in the absence of light or blackouts, facilitating 
installations and maintenance operations in extreme safety.

Evo MAX² Printer Features
    
• UV technology - High performance photoluminescence
• Quality, Reliability & Performance
• Endless Consumables
• Fluorescent Marking
• LabelPhos – External Panel
• Labelux- Inside Panel
• Beyond the Dark Marking even in the absence of light
• Hi-Beam Sensor
• High Precision QC Loading
• Software SimPlox     
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SAFETY EQUIPMENT
- ELECTRICAL TEST & MEASUREMENT INSTRUMENTS

ELECTRICAL TEST & MEASUREMENT INSTRUMENTS 

We stock a comprehensive range of Electrical Test & 
measurement instruments, such as:

• Power Quality Analysers
• Installation Testers
• Photovoltaic Testers
• Digital Multimeters
• Process Calibrators
• Clamp meters
• Voltage Detectors
• Environmental Measurements
• Laser Distance Meters 

We are industry experts in Electrical Test Instrumentation.
Discover new high quality products with the latest technology.

For Technical advice & support please contact a member of our sales team.

EV charging
station tester

Insulation
resistance

Low Voltage
Switchgears

Multifunction Power quality
analysis

RCD TestersEarth Ground
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SAFETY EQUIPMENT
- ELECTRICAL TEST & MEASUREMENT INSTRUMENTS

POWER QUALITY ANALYSERS PQA824/MACROTESTG3 
Power quality analysers designed for monitoring all electric parameters 
on single and three-phase installations. An in-depth verification of electric 
networks operation and increases the efficiency of installations and 
reducing consumption and costs. 

PQA824 Available to Rent

INSTALLATION TESTERS - JUPITER/M74 & M75 
A Multi-Function installation testers. Ensures the safety of people, electrical 
systems and buildings, and protect them against electrocution, fire and 
other equipment damage.

PHOTOVOLTAIC TESTERS PV-ISOTEST 
Multifunction devices for checking electric safety and performance 
of a photovoltaic systems. 

DIGITAL MULTIMETERS HT21/HT210/MERCURY  
The multimeter or voltage tester for those working in the electricity sector, 
must have the basic requirements of reliability, accuracy, and safety.

MACROEVTEST  
Multifunction instrument for electrical installation safety testing, 
power quality analysis and EVSE safety testing.
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SAFETY EQUIPMENT
- ELECTRICAL TEST & MEASUREMENT INSTRUMENTS

PROCESS CALIBRATORS/ HT8100 & HT8051  
Process calibrators is now part of the range of mobile devices which have 
become indispensable to technicians working on modern installations.  

CLAMP METERS  
We stock a complete range of Clamp Meters. Hand Held Clamp Meter 
hand-held clamp meter for trms AC/DC current

VOLTAGE DETECTORS - HT20-HT82 
Voltage Detectors, Circuit Breaker finder are Indispensable equipment 
which must always accompany the technician. Its essential characteristics 
are an extreme handiness, a very high protection degree and easiness of 
use.

Essential high quality tools for professionals
 in electrical maintenance and diagnostics
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SAFETY EQUIPMENT - CERTIFIED THERMAL IMAGING 
COURSE DRONE TRAINING

Introduction to 
Thermal Imaging 

(E-Learning)

Thermal Imaging 
for Building 

Professionals 
(E-Learning)

Thermal Imaging 
Category 1 - 

Training Course

Thermal Imaging 
Category 2 - 

Training Course

Emergency 
Services Drone 

Training: Zero to 
Hero Package

Bespoke On-Site 
Training
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SAFETY EQUIPMENT - INSULATED MATTING/GLOVE/RODS HELMETS

Model Description Nominal Volt

GI 2.5 Voltage Test 2,500 500
GI 5 Voltage Test 5,000 1,000
GI 10 Voltage Test 10,000 7,500
GI 20 Voltage Test 20,000 17,000
GI 30 Voltage Test 30,000 26,500
VPG 90 Pneumatic Tester for Insulating Gloves
Cust/GI Plastic Case for Insulating Glove

INSULATED CARPET 

HELMET WITH BUILT IN VISOR FOR ELECTRICIANS  
Helmet according to DIN EN397 & VDE 0680 Part 1, Retractable Visor, Full Facial Protection, Against 
accidental switching and Arc Flash. Visor: Scratch-proof Polycarbonate, transparent 2mm Thick.

RESCUE ROD
High Insulation tube rod made of Polyester resin reinforced with fibreglass. 
Tube 0 32mm Voltage 63kv Length 2m. 1 Piece.

INSULATING PLATFORM (500X500X4MM)
With anti-slip surface made of fibreglass resin reinforced with insulated plastic legs - Insulation 30kv

INSULATED PLASTIC PEGS
Plastic Peg/Clamp 1000v Insulated

INSULATED GLOVES  

Model Description

WI 3/100
Thickness 3mm Voltage Test 30,000V, Anti-sliding Surface, Grey, Max Operating Voltage 26,500. 
Supplied in 10 Metre Lengths. Conforms to Standard IEC IIII.

Model

PI/96

Model

WI30 

Model

FS63

Model

AV9303W
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WIRSB-CL3
Safety Bag
Compact and portable kit for safety works from electric risks
Class 3 for tensions up to 26.5 kV

SAFETY EQUIPMENT - SUBSTATION RESCUE KITS
• WIRSB-CL3 - Safety Kit for substations

Safety kit Low Medium Voltage Cabins and substations

Safety suitcase:

Kit Contents:

Class 3

Nylon suitcase with 30 % of fiber glass.
Trolley type with extensible handle and wheels for 
transport.
Certified water-proof: IP67
Dimensions;:687 x 528 x 376 mm.

RMT1030 Electronic capacitive detector o
voltage presence/absence on MV lines
and installations by visual and acoustic
signals, range 10 ÷ 36kV 

GI 30 CLASS 3 Maximum voltage use
26500 V. Dielectric gloves with case
certified Personal Protection Equipment.
in compliance with the International
Standard IEC 60903.

TD20 Resistant dielectric boots up to 20
kV certified EN ISO 20345

WI3/100-0,6 Insulating carpet in
compliance with the IEC 61111 CLASS 3
dimensions 100x60 cm. Maximum
operating voltage 26500 V 

Compact and portable kit for safety works from electric risks
CLASS 4 for tensions up to 36 kV
Variants compared to type WIRSB-CL3: 

Dielectric gloves GI 40 CLASS 4 Maximum voltage use 36000 V.
WI6/100-0,6 Insulating mat conform to the IEC 61111 CLASS 4
Maximum operating voltage 36000 V

CLASS 4

WI/TRC Insulating Shears for cable
cutting with handles in epoxy resin
reinforced by fiberglass

Delimitation tape
Talc
Instructions

P3/150EF-TEL Insulating telescopic rod in
three elements, extended length 1.5m

Steel hook covered by plastic sheath.

Voltage
detector

Insulating
Rod

Dielectric
Gloves

Accessories

Dielectric
Boots

Insulating 
Carpet

Insulating 
Cable
Cutter

Safety hook

Alternative versions:

WIRSB-CL4
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• Insulation Rods for Switches Disconnection

CLAMP TYPE
MODEL
Type G
Type B
Type D
Type F
Type FA
Type CH
Type EF
Type U

Description
Steel hook
Steel bayonet
Aluminium DIN bayonet
Plastic threaded for tube 40mm diameter
Aluminium threaded for tube 32mm diameter
Aluminium CH22/26 hexagonal
Plastic CH12 thread M10
Universal

INSULATING RODS
MODEL
PR1/150
PR1/200
PR1/250
PR2/300

SIZE
GS- L=1.5m - 1Piece - ØTube 32mm
GS- L=2m - 1Piece - ØTube 32mm

GS- L=2.5m - 1Piece - ØTube 40mm
GS- L=3m - 2Pieces - ØTube 40mm

Rods in fibreglass tube for switches disconnection complete of hand guard, metallic hook & fast connection for the
models with two elements.   • Test by ENEL.   • Test by USSL   • Test by Electrotechnic Italian Institute GALILEO
FERRARIS of Turin.   • Certificate in agreement to the NBN 761.03 Standard (Belgium).

PLEASE SPECIFY CONTACT ATTACHMENTS FROM TABLE BELOW

DENOMINATION EXAMPLES

PR1/200 B Rod 2m length in unique piece with Type B steel bayonet attack.
P2/300 F Rod 3m total length in 2 pieces of 1,5m each with Type F plastic threaded attack.
PR3/600 G Rod 6m total length in 3 pieces of 2m each with Type G steel hook attack.

SAFETY EQUIPMENT
SAFETY EQUIPMENT - INSULATION RODS FOR
SWITCHES DISCONNECTION 
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SAFETY EQUIPMENT - SHORT CIRCUITING
AND EARTHING SYSTEMS

CHARACTERISTICS

- Selected connection type: Sketch No ______________

- Connect clamps (type MT - ______________________

- Short-circuiting cable (§ A)
• Length (m) ____________________________
• Dia. or section (mm, mm2) ______________

- Grounding cable (§ B)
• Length (m) ____________________________
• Dia. or section (mm, mm2) ______________

- Earth clamp, type ______________________________

- Insulation stick, type ____________________________

A) GROUNDING INSTALLATION CHARACTERISTICS

Network voltage: ______________ kV Max. short-circuiting current (1s): ______________ kA
Nature of the conductive materials: Basis Al  Basis Cu  

OVERHEAD LINES  SWITCHBOARD OF SUBSTATION  

B) CHARACTERISTICS OF THE GROUNDING EQUIPMENT

- Selected sketch (out of the three standard types shown above)

- Distance between live conductors (m): ___________ , between live conductors and grounding point (m) _________

- To place the clamps in position, the operator will stand: above the conductors under the conductors 
at the conductors level 

- For cable sections, please indicate max. ▲▲ T or min. dia. of the conductor _______

C) GROUNDING CONNECTION POINT

- Earth rods: or thickness on side face (mm): _____________       Flat bar, angle-bar, thickness (mm): _____________

- Round conductor dia. (mm): _____________

D) OPERATING SYSTEM

- Insulating stick: total length: _____________                    Fixed   Connectable stick    

- Accessories
• Carrying bag for sticks
• Canvas bag for equipment
• Carrying case  for equipment 

-Dia. or section of the conductors: min.  _________
max. _________

-Round bars dia. (mm):   mini. ______  maxi. _____

Length = _____

Thickness = _____

-Flat bars

-Fitting on edge face Fitting on side face

H type   Thickness = _____

V type               Length = _____

Sketch No 1 Sketch No 2 Sketch No 3

SPECIFICATION FOR SHORT-CIRCUITING AND EARTHING SYSTEMS

SAFETY  EQUIPMENT  FOR  SHORT-CIRCUITING 

AND EARTHING SYSTEMS 
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SAFETY EQUIPMENT - SHORT CIRCUITING
AND EARTHING SYSTEMS

SAFETY EQUIPMENT 
• Short Circuiting & Grounding Devices

MODEL
MT/PF

MT/PF-50
MT/PF-95

DESCRIPTION
Standard Type ( lcc: 13,7 kA eff / 0,25 s. )
with short circuit cables section 50mm2 ( lcc: 13 kA eff / 0,5 s. )
with short circuit cables section 95mm2 ( lcc: 24 kA eff / 0,5 s. )

Short circuiting and suitable grounding equipment for electric cabins and MV installations with contact clamps 
suitable for ball head fixed point diam. 20/25 mm.

SHORT CIRCUITING & GROUNDING DEVICES

CLAMPS
MODEL

PF20 
PF25

Contact clamp for short circuiting and grounding equipment for electric cabins and MV HV installations.
Complete with EF attachment.

CLAMPS

CLAMPS
MODEL

PC 2018
DESCRIPTION
Round conductor 3-20mm (Icc 14.1 kA eff/ l s)

Contact clamp for short circuiting and grounding equipment for electric cabins and MV HV installations.
Complete with EF attachment.

CLAMPS
MODEL

PC 2013
DESCRIPTION
Flat Bar up to 40 x 16mm (Icc 10 kA eff/ l s)

Contact clamp for short circuiting and grounding equipment for electric cabins and MV HV installations.
Complete with EF attachment.

CLAMPS
MODEL

PC 22
DESCRIPTION
Flat Bars up to 22mm (Icc 30 kA eff/ l s)

Contact clamp for short circuiting and grounding equipment for electric cabins and MV HV installations.
Complete with EF attachment.

DESCRIPTION
Spherical Fixed Point 20mm, Round up to 20mm, Flat up to 22mm.
Spherical Fixed Point 25mm, Round up to 20mm, Flat up to 22mm.
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SAFETY EQUIPMENT - SHORT CIRCUITING
AND EARTHING SYSTEMS

SAFETY EQUIPMENT
• Short Circuiting & Grounding Devices

GROUND CLAMP
MODEL

MT 22
DESCRIPTION
Flat Bars up to 22mm

In agreement to the ENEL specifications Short Circuit Current: 30 kA eff / 1 s

CLAMPS

GROUND CLAMP
MODEL

MT 33
DESCRIPTION
Round conductor up to 33mm

In agreement to the ENEL specifications Short Circuit Current: 40 kA eff / 1 s. 
Test certificate of short circuit by electrotechnic Italian Institute Galileo Ferraris of Turin.

GROUND CLAMP
MODEL

MT 40
DESCRIPTION
Round conductor up to 40mm

In agreement to the ENEL specifications Short Circuit Current: 40 kA eff / 1 s. 
Test certificate of short circuit by electrotechnic Italian Institute Galileo Ferraris of Turin.

GROUND CLAMP FOR SPHERICAL FIXED POINTS
MODEL

MT20
MT25

DESCRIPTION
Round up to 20mm. Flat up to 22mm.
Round up to 25mm. Flat up to 22mm.

In agreement to the ENEL specifications Short Circuit Current: 30 kA eff / 1 s. 

ELECTOLYTIC COPPER CABLE
MODEL
Please specify CSA and length

DESCRIPTION

In agreement to CEI 20-29/CENELEC HD 383 Standard
Sections: 16mm2, 25mm2, 35mm2, 50mm2, 70mm2, 95mm2, 120mm2,
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SAFETY EQUIPMENT - VOLTAGE DETECTORS 

SAFETY EQUIPMENT
• Voltage Detectors

VOLTAGE DETECTORS
MODEL

RBT 750
DESCRIPTION
Single, Double Pole for LV - Visual & Acoustic Indication. 25-500v AC. 50-750v DC. Built-in self control check.

VOLTAGE DETECTORS

VOLTAGE DETECTORS
MODEL
RMT 1030
RMT 3090

DESCRIPTION
Electronic voltage capacitive detector for MV, Indoor/Outdoor, Volt Range 3-52kV. Built-in self control check.
Electronic voltage capacitive detector for MV, Indoor/Outdoor, Volt Range 10-400kV. Built-in self control check.

VOLTAGE DETECTORS
MODEL
RMT 1133

DESCRIPTION
Electronic Voltage Capacitive Detector for MV-HV, indoor/outdoor, Volt Range 3-36kV. Built-in self control check. 

VOLTAGE DETECTORS
MODEL

RBM 36
DESCRIPTION
Phasing & Voltage Detector to detect a presence or absence of
MV with visual signal. Operating Range 5kV-36kV.

VOLTAGE DETECTORS
MODEL
RTC 3600

DESCRIPTION
DC voltage electronic detector with visual & acoustic indicator.
Built-in self control check. 500-3600vDc

Price includes two part rod, 2 x 2 metres = 4 metres
Fabric Bag for rod - metallic contact probe 
- copper cable -ground clamp
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SAFETY EQUIPMENT - INSULATED TOOLS 
• Electricians Safety Products  

INSULATED TOOLS-1000 VOLT
Stripping Tools

Model

• Electricians Scissors
• Insulated Screwdrivers
• Insulated Pliers & Cutting Tools
• Modular Insulated Tools

Model

• Hydraulic Cutting Heads
• Hand Operated Hydraulic Cutting Tools
• Battery Operated Cutting Tools

INSULATED TOOLS - HAND TOOLS

INSULATED TOOLS - CUTTING TOOLS

IRISS VPT Series
Environmentally Sealed Round 
Infrared Inspection Windows

Overview

An evolutionary step in infrared (IR) windows, the 
VPT Series utilizes our exclusive Poly-View  
SystemTM technology to allow the use of any  
thermography camera to monitor energized 
electrical equipment. The world’s only clear 
polymer IR window optic enables visual 
inspections, traditional IR inspections utilizing 
cameras across the entire IR spectrum, and 
allows for UV inspections to be performed with a 
corona camera. The VPT Series IR windows are 
industrial grade, with a patented reinforced grill 
that exceeds high voltage switchgear viewing 
pane standards.
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SAFETY EQUIPMENT - EMSD'S 
(ELECTRICAL MAINTENANCE SAFETY DEVICES)  

IRISS VPT Series
Environmentally Sealed Round 
Infrared Inspection Windows

Overview

An evolutionary step in infrared (IR) windows, the 
VPT Series utilizes our exclusive Poly-View  
SystemTM technology to allow the use of any  
thermography camera to monitor energized 
electrical equipment. The world’s only clear 
polymer IR window optic enables visual 
inspections, traditional IR inspections utilizing 
cameras across the entire IR spectrum, and 
allows for UV inspections to be performed with a 
corona camera. The VPT Series IR windows are 
industrial grade, with a patented reinforced grill 
that exceeds high voltage switchgear viewing 
pane standards.
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SAFETY EQUIPMENT - EMSD'S 
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SAFETY EQUIPMENT - THERMOCHROMIC 
OVERTEMPERATURE INDICATORS 

Thermochromic 
Overtemperature 
Indicators
Detect dangerous overheating events in 
electrical systems with multi award-winning 
overtemperature indicators from IRISS. 

If a connection or component exceeds a 
temperature threshold, Safe-Connect products 
will permanently change colour, providing a 
clear and intuitive indicator that the equipment
requires maintenance. 

Simple Application 
Clip on, stick on, or paint on. Easy and quick 
installation requires zero training. 

Broad Coverage  
The wide range of options and sizes in the 
Safe-Connect range means there is an ideal 
solution for any application. 

Easy to Read  
Safe-Connect products provide a highly visible 
overtemperature colour change, even when 
viewing through inspection windows. 

Patented Thermochromic Technology  
The permanent colour change alerts you to an 
overtemperature event so your equipment is 
monitored 24/7. 
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SAFETY EQUIPMENT - THERMOCHROMIC 
OVERTEMPERATURE INDICATORS 

Colour-Locking Technology. 
Game-Changing Applications. 

Thermo Clip™ Series 
Available in a range of sizes to fit the most common cable 
dimensions found in industrial facilities. Permanently changes 
colour from purple to pink when temperature reaches 70°C. 

ThermoSpot-B™ Series 
With a large detection area that turns bright red at 52°C, the 
ThermoSpot-B is the ideal solution for reading at a distance. 
Easily applied to any electrical or mechanical asset. 

Thermo Spot™ Series  
Designed for use at home, at work, and in industrial facilities, 
the Thermo Spot changes from white to bright red if the 
temperature of the surface it is applied to exceeds 52°C. 

Thermo Paint™ Series   
Easily brushed on to almost any surface that requires thermal 
monitoring, the Thermo Paint Series is as flexible as it is 
accurate. At 70°C the paint changes colour to a vibrant red. 

Thermo T-Max™ Series   
This self-adhesive maximum temperature gauge locks at the 
maximum temperature detected to give you insight into the 
severity of an overtemperature event. Easy to apply. 

Thermo-TA™ Series  
The Thermo-TA works much like a traditional thermometer, 
displaying actual temperature in real time. Self-adhesive, 
intuitive, and useful when applied to electrical equipment. 

Thermo Wrap™ Series  
With options for either a 70°C or 90°C activation temperature, 
the Thermo Wrap changes from white to black once an 
overtemperature event occurs. 
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SAFETY EQUIPMENT - (LOTO) 
LOCKOUT TAGOUT SAFETY PRODUCTS

Essential Products for Lockout/Tagout systems in the 
workplace, over 1,500 safety products available

FULL LOCK OUT/TAG OUT CATALOGUE AVAILABLE CONTACT SALES@RFE.IE TO 
REQUEST YOUR COPY

• Safety Padlocks Steel/Plastic

• Lockout Kits for Industry

• Lockout Hasps-Lockout Labels & Signs, Circuit Breaker Lockout/Kits

• Lockout Stations 

• Valve Lockout

• Fuse, Plug & Controls Lockout, Lockout Stations

• Hazard Signs

 Customised Products also available.

“LIFE CRITICAL SAFETY PRODUCTS”
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SAFETY EQUIPMENT - (LOTO) 
APPLYING LOCKOUT/TAGOUT
APPLYING LOCKOUT/TAGOUT

Applying Lockout/Tagout
Energy isolation and Lockout/Tagout are to be applied only by trained 
employees authorised to perform service or maintenance. Before
Lockout/Tagout is applied, all employees who work in the affected area
must be notified. Legislation requires that control of hazardous energy be
done according to a step-by-step procedure.

1) Preparation For Shutdown
Before you turn off any equipment in order to lock/tag it out, you must know:
  The types and amounts of energy that power it.
  The hazards of that energy.
  How the energy can be controlled

2) Equipment Shutdown
Shut the system down by using the operating controls. Follow whatever
procedure is applicable for the equipment so that you don’t endanger anyone
else during shutdown.

3) Equipment Isolation
  Install all energy-isolating devices so that the equipment is isolated from
    its energy source.
  Be sure to isolate all energy sources and secondary power supplies as
    well as the main one.
  Never remove a fuse instead of disconnecting the energy or power.

4) Application Of Lockout Devices
  All energy-isolating devices are to be locked and tagged according to your
    company Lockout/Tagout procedures.
  Only the standardised devices supplied by your employer should be used for
    Lockout/Tagout and they should not be used for anything else.
  Use a Lockout device if your padlock cannot be placed directly on the energy
    control.
  When a Lockout device is used, every employee can lock out a single
    energy-isolating device.
  For large jobs, a Lockout Box can be used to maintain control over a large    
    number of padlocks and keys.
  If tags are used together with a padlock, ensure they are securely fastened to
    the padlock.
  Fill tags out completely and correctly.

5) Control Of Stored Energy
Take any of the following steps that are necessary to guard against energy left in
the equipment after it has been isolated from its energy sources.

  Inspect the system to make sure all parts have stopped moving.
  Relieve trapped pressure.
  Release the tension on springs, or block the movement of spring-driven parts.
  Block or brace parts that could fall because of gravity.
  Block parts in hydraulic and pneumatic systems that could move from loss of
    pressure.
  Bleed the lines and leave vent valves open.
  Drain process piping systems and close valves to prevent the flow of
    hazardous materials.
  If a line must be blocked where there is no valve, use a blank flange.
  Purge reactor tanks and process lines.
  Dissipate extreme cold or heat, or wear protective clothing.
  If stored energy can reaccumulate, monitor it to make sure it stays below
    hazardous levels.

6) Equipment Isolation Verification
Take any of the following steps that fit your company’s equipment and energy
control program:

  Make sure all danger areas are cleared of personnel.
  Verify that the main disconnect switch or circuit breaker cannot be moved to the  ‘on’ position.
  Use a voltmeter or other equipment to check the switch.
  Press all start buttons and other activating controls on the equipment itself to PROVE that it is isolated. (This procedure is
    vital. Many accidents happen due to isolating the wrong control switch and not testing prior to commencing work)
  Shut off all machine controls when the testing is finished. 

7) Performing The Work
Look ahead and avoid doing anything that could re-activate the equipment. Don’t bypass the lockout when putting in new
piping or wiring.

1

Simple steps for Locking Out
2

3 4

5 6

7 8

Plan and prepare Shut down equipment
in a normal manner

Disconnect energy
isolation devices

Application of
Lockout/tagout

devices

Render all stored and
residual energy safe

Verify equipment
isolation

Perform work
safely

Reactivation by
responsible person

2
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 RFE LOTOMASTER KITS 

 

 
 

 

 

Code Description Trade Price 
LM-RFE-1 Personal LOTO Isolation Kit 34.36 
LM-RFE-2 Domestic Installer LOTO Isolation Kit 53.63 
LM-RFE-3 Contractor LOTO Isolation Kit 95.44 
TT38RED-LM TT 38 Red Padlock (Keyed Differently) 16.18 

RPT32AR-LM+ Pack of 10 Tags 50W x 110H mm 22.35 

MLH5-LM Lockout Hasp, Accept padlock with 10mm Shackle 8.37 

May 2022 

Code: LM-RFE-1 

• Red Safety Padlock (1) 
• MCB Lockout – Pin Out 

Type (1) 
• MCB Toggle Lock Out (1) 
• Reusable Lockout Tags (2)      

 

Code: LM-RFE-2 

• Red Safety Padlock (1) 
• MCB Lockout – Pin Out Type 

(1) 
• MCB Toggle Lock Out (1) 
• Insulated Steel Multi-Hasp 

(1) 
• Reusable Lockout Tags (2) 
• Lockout Marker Pen (1) 
• Lockout Pouch (1) 

 

Code: LM-RFE-3 

• Red Safety Padlock (1) 
• MCB Lockout – Pin Out 

Type (1) 
• MCB Toggle Lock (1) 
• Sideways MCB Device (1) 
• Large Breaker device (1) 
• Twist Operated Breaker 

Device (1) 
• Insulated Steel Multi-

Hasp (1) 
• Reusable Lockout Tags (2) 
• Lockout Marker Pen (1) 
• Lockout Pouch (1) 

 

 

Code: TT38=LM Red Padlock 

• Red Safety Padlock  
              

 

Code: MLH5-LM Lockout Multi Hasp 

• Lockout Hasp  
 

 
 

 

Code: RPT32AR=LM+ Lockout Tags 

• 10 x RPT32AR Lockout 
Tags  
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SAFETY EQUIPMENT - (LOTO) LOCKOUT TAGOUT

LOTOMASTER KITS

Code Description

LM-RFE-1 Personal LOTO Isolation Kit
LM-RFE-2 Domestic Installer LOTO Isolation Kit
LM-RFE-3 Contractor LOTO Isolation Kit
TT38RED-LM TT 38 Red Padlock (Keyed Differently)
RPT32AR-LM+ Pack of 10 Tags 50W x 110H mm
MLH5-LM Lockout Hasp, Accept padlock with 10mm Shackle

Personal LOTO 
Isolation Kit

• Red Safety Padlock (1)
• MCB Lockout – Pin Out Type (1)
• MCB Toggle Lock Out (1)
• Reusable Lockout Tags (2)

TT 38 Red Padlock (Keyed 
Differently)

• Red Safety Padlock

Lockout Hasp, Accept padlock 
with 10mm Shackle

• Lockout Hasp

Pack of 10 Tags 
50W x 110H mm

•  LM-ST Standard Lockout tags

Domestic Installer 
LOTO Isolation Kit

• Red Safety Padlock (1)
• MCB Lockout Pin Out Type (1)
• MCB Toggle Lock Out (1)
• Insulated Steel Multi Hasp (1)
• Reusable Lockout Tags (2)
• Lockout Marker Pen (1)
• Lockout Pouch (1)

Contractor LOTO Isolation Kit

• Red Safety Padlock (1)
• MCB Lockout – Pin Out Type (1)
• MCB Toggle Lock (1)
• Sideways MCB Device (1)
• Large Breaker device (1)
• Twist Operated Breaker Device (1)
• Insulated Steel Multi-Hasp (1)
• Reusable Lockout Tags (2)
• Lockout Marker Pen (1)
• Lockout Pouch (1)
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Code Code Code
LM-RFE-1 LM-RFE-2 LM-RFE-3

Code Code
TT38RED-LM

Code
LM-H-25mm Jaw Size
LM-H-38mm Jaw Size LM-ST
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LOTOMASTER KITS

Code Description

LM-U-MCL Universal Cable/Valve  Lockout 
LM-S-MCL Standard Cable Lockout 
LM-A-MCL Adjustable Cable Lockout
LM-PO-CBL MCB Lockout Pin-out Type 
LM-UCBL Universal Circuit Breaker Lockout 
LM-MCL1-R MCB/Fuse Lockout
LM-GLOB-ML Group Lockout box - Steel
LM-BVL2 Ball Valve Lockout

Code

Code

Code

Code

Code

Code

Code

Code

LM-U-MCL

LM-UCBL 

LM-S-MCL

LM-MCL1-R

LM-A-MCL

LM-GLOB-ML

LM-PO-CBL

LM-BVL2

Universal 
Cable/Valve Lockout  
 

Universal Circuit 
Breaker Lockout 

Standard 
Cable Lockout 

MCB/Fuse Lockout

Adjustable 
Cable Lockout

Group Lockout 
box - Steel

MCB Lockout 
Pin-out Type

Ball Valve Lockout
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LOTOMASTER

Features Ideal Application:

SAFETY EQUIPMENT - ULTRA LIGHT WEIGHT SAFETY
LOCKOUT PADLOCK - REGULAR SHACKLE

Safety padlocks are designed specifically for use in Lockout/Tagout applications. Compact yet rugged with tough, 
durable and Ultra Lightweight lock body makes it ideal for use in harsh industrial environments. Available in different 
shackle lengths to suit various lockout applications.

• Compliance with OSHA “One employee, one lock, one key” 
directive to ensure duplicate keys are not issued

• Permanent write-on labels for individual markings
• Key retaining design ensure padlock is not left unlocked
• 6-pin precision machined keys for extra security
• Regular Shackle length of 38mm. Different shackle lengths can 

be customised as per requirements
• Padlocks also available with Stainless Steel and Brass shackles 

for protection against harsh corrosive / offshore environments
• Ribbed padlock body to improve handling whilst wearing gloves

• Mining
• Manufacturing
• Electrical
• Mineral Processing
• Confined Spaces
• Food and Beverage

Code Description Shackle Length

LM-ULPP-RS-KD Ultra Light Weight Safety Lockout Padlock – Regular Shackle 40mm

 The OSHA standard for The Control of Hazardous Energy (Lockout/Tagout): Title 29 (CFR) Part 1910.147

Customised your system with choice of 10 bright colours of Red,
Yellow, Blue, green, Orange, Violet, Black, White, Brown & Grey
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LOTOMASTER

Features

SAFETY EQUIPMENT - DE-ELECTRIC SAFETY LOCKOUT PADLOCK

Lotomaster De-Electric safety Lockout padlocks come with a plastic shackle which helps prevent electrocution and arc 
flashing. It also prevents electrical current to pass from the shackle to the body. These padlocks are specifically designed 
for use in electrical lockouts and the ultra lightweight body is ideal for locking out MCB’s and other plastic switches which 
may get damaged if heavy padlocks are used to lockout.

• Plastic shackle helps in preventing electrocution and arc flashing
• Compliance with OSHA “One employee, one lock,one key”  

directive to ensure duplicate keys are not issued
• Permanent write-on labels for individual markings
• Key retaining design ensure padlock is not left unlocked
• 6-pin precision machined keys for extra security
• Standard Shackle length of 38mm
• Padlocks also available with Stainless Steel and Brass shackles 

for protection against harsh corrosive / offshore environments

NON-CONDUCTIVE
NON-MAGNETIC
NON-SPARKING SAFETY PADLOCK
– All components are plastic, copper or brass

Code Description Shackle Length

LM-DEPL De-electric Safety Lockout Padlock 38mm

 The OSHA standard for The Control of Hazardous Energy (Lockout/Tagout): Title 29 (CFR) Part 1910.147

Customised your system with choice of 10 bright colours of Red, Yellow, 
Blue, green, Orange, Violet, Black, White, Brown & Grey
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NON-CONDUCTIVE
NON-MAGNETIC
NON-SPARKING SAFETY PADLOCK
– All components are plastic, copper or brass

Customised your system with choice of 10 bright colours of Red, Yellow, 
Blue, green, Orange, Violet, Black, White, Brown & Grey

SAFETY EQUIPMENT - PERMANENT ELECTRICAL SAFETY DEVICES
• Lockout Tagout Safety Products

PESDS: (PERMANENT ELECTRICAL SAFETY DEVICES)  

GracePorts® are a foundational tool many facilities use across the globe to keep voltage away from people. 
GracePorts are fully customizable communication ports that allow workers to access control panels safely 
and conveniently through closed doors. 

The Voltage Test Station (VTS) takes the guesswork out of verifying electrical 
energy and enhances your work place safety and productivity.

• The Voltage Test Station (VTS) is a Permanent
• Electrical Safety Device that allows workers to quickly and safely validate zero 
   electrical energy from outside the electrical enclosure.
• The VTS combines a voltage indicator and test points to confidently verify zero
   electrical energy.
• Provides a safer and more productive method of performing LOTO, while
   exceeding NFPA 70E and meeting the OSHA energy isolation principle.
• Lockable housings add an additional layer of protection by allowing authorized
   personnel to safely access the VTS.

The PPE You Don’t Wear/MAXIMIZE SAFETY MINIMIZE RISK!
Mount your SafeSide® PESDs exactly how and where you want with our accessories including 

door-mount kits and labels.
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SAFETY EQUIPMENT - PERMANENT ELECTRICAL SAFETY DEVICES
• Lockout Tagout Safety Products

�

�

�

�

�

�

�

Redundant Circuitry / Long Life LED's
40-750VAC / 30-1000VDC / 35-600VAC 1Ø
Potted Construction with 6' Leads
Phase Insensitive
30mm Pushbutton or Pilot Hole
High Surge Immunity
UL Listed, Type 4X, 12, 13

�

�

�

�

�

Circuit Breaker Disconnects - No Visible Blades
High Energy Panels (NFPA 70E Category 3 or 4
Frequently Accessed Panels
Mechanical LOTO: Indicating Zero Energy
Panels with Multiple Power Sources

with Solid-on LEDs or Flashing LEDs

Keeping personnel away from live voltage is foundational to
electrical safety. Electrical safety demands a precise answer
to the question 'Is voltage present?'. Thru-door voltage
indicators provide visibility of voltage from outside the
enclosure without exposing personnel to voltage.

Workers performing mechanical LOTO must isolate
electrical energy. An externally-mounted voltage detector
provides a means to check voltage inside an electrical
panel.  Without a voltage indicator, a mechanic performing
mechanical LOTO would be required to work in tandem with
an electrician using a voltmeter to physically verify voltage
inside an electrical panel. In this case, the electrician is
exposed to voltage. With thru-door voltage detectors, the
mechanic can verify zero electrical energy without any
exposure to voltage.

Voltage is the common denominator in an electrical accident
or an arc flash; no voltage means no accident, no arc flash.
While performing electrical LOTO with a thru-door voltage
detector installed, the electrician can pre-check the internal
voltage state without opening the enclosure. Next, the
electrician should replicate a zero voltage reading with his
voltmeter as per NFPA 70e 120.1(5). This low-cost,
redundant voltage-verification task reduces arc flash risk
and increases electrical safety for workers.

®

®

Safer Lock-Out Tag-Out (LOTO)

More Productivity in Mechanical LOTO

Reduced Voltage Exposure and Arc Flash Risk
R-3W-SR

2
Non-Flashing

R-3W-SR-KB
1

Flush Mount Assembly with Bezel and R-3W-SR (UL)

R-3W-SR-L
Adhesive-Backed Warning Label
(slips over installed R-3W-SR)

R-3W2
3

Hazardous Location Flashing Voltage Indicator (Suitable for

use in Class 1, Division 2 (Zone 2), Groups A, B, C, D hazardous

Location, or Non-Hazardous Locations Only)

R-3W2-KB
1

Flush Mount Assembly with Bezel and R-3W2 (UL)

R-3W-L
Adhesive-Backed Warning Label
(slips over installed R-3W2)

Three Phase 40-750VAC/30-1000VDC UL-Listed Voltage
Indicator for Type 4X/12/13 for 30mm Mounting

LISTED

L®C US

UL TYPE 4X

IND. CONT. EQ.
496Y

UL File: E256847

RoHS

R-3W Flashing

R-3W-KB
1

Flush Mount Assembly with Bezel and R-3W (UL)

R-3W-L
Adhesive-Backed Warning Label
(slips over installed R-3W)

FEATURES:

APPLICATIONS:

R-3W-KB-L Adhesive-Backed Warning Label
(slips over installed R-3W-KB)

R-3W-KB-L
Adhesive-Backed Warning Label
(slips over installed R-3W-SR-KB)

R-3W-KB-L
Adhesive-Backed Warning Label
(slips over installed R-3W2-KB)

Voltage Indicator

SafeSide thru-door voltage indicators provide electrical
safety information while the panel doors are safely closed.
This “one-size-fits-all” solution detects 3-phase AC or DC
voltage from 40-750VAC/30-1000VDC. The encapsulated
construction and redundant circuit design means rugged
reliability. SafeSide products are available with flashing
LEDs (R-3W) and non-flashing LEDs (R-3W-SR).

Thru-Door Voltage Indicators

�

�

�

�

�

�

�

Redundant Circuitry / Long Life LED's
40-750VAC / 30-1000VDC / 35-600VAC 1Ø
Potted Construction with 6' Leads
Phase Insensitive
30mm Pushbutton or Pilot Hole
High Surge Immunity
UL Listed, Type 4X, 12, 13

�

�

�

�

�

Circuit Breaker Disconnects - No Visible Blades
High Energy Panels (NFPA 70E Category 3 or 4
Frequently Accessed Panels
Mechanical LOTO: Indicating Zero Energy
Panels with Multiple Power Sources

with Solid-on LEDs or Flashing LEDs

Keeping personnel away from live voltage is foundational to
electrical safety. Electrical safety demands a precise answer
to the question 'Is voltage present?'. Thru-door voltage
indicators provide visibility of voltage from outside the
enclosure without exposing personnel to voltage.

Workers performing mechanical LOTO must isolate
electrical energy. An externally-mounted voltage detector
provides a means to check voltage inside an electrical
panel.  Without a voltage indicator, a mechanic performing
mechanical LOTO would be required to work in tandem with
an electrician using a voltmeter to physically verify voltage
inside an electrical panel. In this case, the electrician is
exposed to voltage. With thru-door voltage detectors, the
mechanic can verify zero electrical energy without any
exposure to voltage.

Voltage is the common denominator in an electrical accident
or an arc flash; no voltage means no accident, no arc flash.
While performing electrical LOTO with a thru-door voltage
detector installed, the electrician can pre-check the internal
voltage state without opening the enclosure. Next, the
electrician should replicate a zero voltage reading with his
voltmeter as per NFPA 70e 120.1(5). This low-cost,
redundant voltage-verification task reduces arc flash risk
and increases electrical safety for workers.

®

®

Safer Lock-Out Tag-Out (LOTO)

More Productivity in Mechanical LOTO

Reduced Voltage Exposure and Arc Flash Risk
R-3W-SR

2
Non-Flashing

R-3W-SR-KB
1

Flush Mount Assembly with Bezel and R-3W-SR (UL)

R-3W-SR-L
Adhesive-Backed Warning Label
(slips over installed R-3W-SR)

R-3W2
3

Hazardous Location Flashing Voltage Indicator (Suitable for

use in Class 1, Division 2 (Zone 2), Groups A, B, C, D hazardous

Location, or Non-Hazardous Locations Only)

R-3W2-KB
1

Flush Mount Assembly with Bezel and R-3W2 (UL)

R-3W-L
Adhesive-Backed Warning Label
(slips over installed R-3W2)

Three Phase 40-750VAC/30-1000VDC UL-Listed Voltage
Indicator for Type 4X/12/13 for 30mm Mounting

LISTED

L®C US

UL TYPE 4X

IND. CONT. EQ.
496Y

UL File: E256847

RoHS

R-3W Flashing

R-3W-KB
1

Flush Mount Assembly with Bezel and R-3W (UL)

R-3W-L
Adhesive-Backed Warning Label
(slips over installed R-3W)

FEATURES:

APPLICATIONS:

R-3W-KB-L Adhesive-Backed Warning Label
(slips over installed R-3W-KB)

R-3W-KB-L
Adhesive-Backed Warning Label
(slips over installed R-3W-SR-KB)

R-3W-KB-L
Adhesive-Backed Warning Label
(slips over installed R-3W2-KB)

Voltage Indicator

SafeSide thru-door voltage indicators provide electrical
safety information while the panel doors are safely closed.
This “one-size-fits-all” solution detects 3-phase AC or DC
voltage from 40-750VAC/30-1000VDC. The encapsulated
construction and redundant circuit design means rugged
reliability. SafeSide products are available with flashing
LEDs (R-3W) and non-flashing LEDs (R-3W-SR).

Thru-Door Voltage Indicators
VOLTAGE INDICATOR WITH 
SOLID-ON LEDS OR FLASHING LEDS

SafeSide® thru-door voltage indicators provide electrical 
safety information while the panel doors are safely closed. 
This “one-size-fits-all” solution detects 3-phase AC or DC 
voltage from 40-750VAC/30-1000VDC. The encapsulated 
construction and redundant circuit design means rugged 
reliability. SafeSide® products are available with flashing 
LEDs (R-3W) and non-flashing LEDs (R-3W-SR).

Safer Lock-Out Tag-Out (LOTO)
Keeping personnel away from live voltage is foundational 
to electrical safety. Electrical safety demands a precise 
answer to the question ‘Is voltage present?’. Thru-door 
voltage indicators provide visibility of voltage from outside 
the enclosure without exposing personnel to voltage.

More Productivity in Mechanical LOTO
Workers performing mechanical LOTO must isolate 
electrical energy. An externally-mounted voltage detector 
provides a means to check voltage inside an electrical 
panel. Without a voltage indicator, a mechanic performing 
mechanical LOTO would be required to work in tandem with 
an electrician using a voltmeter to physically verify voltage 
inside an electrical panel. In this case, the electrician is 
exposed to voltage. With thru-door voltage detectors, the 
mechanic can verify zero electrical energy without any 
exposure to voltage.

Reduced Voltage Exposure and Arc Flash Risk
Voltage is the common denominator in an electrical 
accident or an arc flash; no voltage means no accident, no 
arc flash. While performing electrical LOTO with a thru-door 
voltage detector installed, the electrician can pre-check the 
internal voltage state without opening the enclosure. Next, 
the electrician should replicate a zero voltage reading with 
his voltmeter as per NFPA 70e 120.1(5). This low-cost, 
redundant voltage-verification task reduces arc flash risk 
and increases electrical safety for workers.

VOLTAGE INDICATOR WITH 
SOLID-ON LEDS OR FLASHING LEDS

FEATURES:
• Redundant Circuitry / Long Life LED’s
• 40-750VAC / 30-1000VDC / 35-600VAC 1Ø Potted 
• Construction with 6’ Leads
• Phase Insensitive
• 30mm Pushbutton or Pilot Hole
• High Surge Immunity
• UL Listed, Type 4X, 12, 13

APPLICATIONS:
• Circuit Breaker Disconnects - 
   No Visible Blades
• High Energy Panels (NFPA 70E 
   Category 3 or 4  
• Frequently Accessed Panels
• Mechanical LOTO: Indicating 
   Zero Energy
• Panels with Multiple Power Sources

Three Phase 40-750VAC/30-1000VDC UL-Listed Voltage 
Indicator for Type 4X/12/13 for 30mm Mounting

�

�

�

�

�

�

�

Redundant Circuitry / Long Life LED's
40-750VAC / 30-1000VDC / 35-600VAC 1Ø
Potted Construction with 6' Leads
Phase Insensitive
30mm Pushbutton or Pilot Hole
High Surge Immunity
UL Listed, Type 4X, 12, 13

�

�

�

�

�

Circuit Breaker Disconnects - No Visible Blades
High Energy Panels (NFPA 70E Category 3 or 4
Frequently Accessed Panels
Mechanical LOTO: Indicating Zero Energy
Panels with Multiple Power Sources

with Solid-on LEDs or Flashing LEDs

Keeping personnel away from live voltage is foundational to
electrical safety. Electrical safety demands a precise answer
to the question 'Is voltage present?'. Thru-door voltage
indicators provide visibility of voltage from outside the
enclosure without exposing personnel to voltage.

Workers performing mechanical LOTO must isolate
electrical energy. An externally-mounted voltage detector
provides a means to check voltage inside an electrical
panel.  Without a voltage indicator, a mechanic performing
mechanical LOTO would be required to work in tandem with
an electrician using a voltmeter to physically verify voltage
inside an electrical panel. In this case, the electrician is
exposed to voltage. With thru-door voltage detectors, the
mechanic can verify zero electrical energy without any
exposure to voltage.

Voltage is the common denominator in an electrical accident
or an arc flash; no voltage means no accident, no arc flash.
While performing electrical LOTO with a thru-door voltage
detector installed, the electrician can pre-check the internal
voltage state without opening the enclosure. Next, the
electrician should replicate a zero voltage reading with his
voltmeter as per NFPA 70e 120.1(5). This low-cost,
redundant voltage-verification task reduces arc flash risk
and increases electrical safety for workers.

®

®

Safer Lock-Out Tag-Out (LOTO)

More Productivity in Mechanical LOTO

Reduced Voltage Exposure and Arc Flash Risk
R-3W-SR

2
Non-Flashing

R-3W-SR-KB
1

Flush Mount Assembly with Bezel and R-3W-SR (UL)

R-3W-SR-L
Adhesive-Backed Warning Label
(slips over installed R-3W-SR)

R-3W2
3

Hazardous Location Flashing Voltage Indicator (Suitable for

use in Class 1, Division 2 (Zone 2), Groups A, B, C, D hazardous

Location, or Non-Hazardous Locations Only)

R-3W2-KB
1

Flush Mount Assembly with Bezel and R-3W2 (UL)

R-3W-L
Adhesive-Backed Warning Label
(slips over installed R-3W2)

Three Phase 40-750VAC/30-1000VDC UL-Listed Voltage
Indicator for Type 4X/12/13 for 30mm Mounting

LISTED

L®C US

UL TYPE 4X

IND. CONT. EQ.
496Y

UL File: E256847

RoHS

R-3W Flashing

R-3W-KB
1

Flush Mount Assembly with Bezel and R-3W (UL)

R-3W-L
Adhesive-Backed Warning Label
(slips over installed R-3W)

FEATURES:

APPLICATIONS:

R-3W-KB-L Adhesive-Backed Warning Label
(slips over installed R-3W-KB)

R-3W-KB-L
Adhesive-Backed Warning Label
(slips over installed R-3W-SR-KB)

R-3W-KB-L
Adhesive-Backed Warning Label
(slips over installed R-3W2-KB)

Voltage Indicator

SafeSide thru-door voltage indicators provide electrical
safety information while the panel doors are safely closed.
This “one-size-fits-all” solution detects 3-phase AC or DC
voltage from 40-750VAC/30-1000VDC. The encapsulated
construction and redundant circuit design means rugged
reliability. SafeSide products are available with flashing
LEDs (R-3W) and non-flashing LEDs (R-3W-SR).

Thru-Door Voltage Indicators

Also Introducing
“The flexmount Indicator”
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SAFETY EQUIPMENT - PERMANENT ELECTRICAL SAFETY DEVICES
• Lockout Tagout Safety Products

INTRODUCING FLEX-MOUNT 
VOLTAGE INDICATOR  

Flex-Mount voltage indicator is a Permanent Electrical Safety 
Device (PESD) that conveniently mounts onto any electrical 
equipment. This 3-phase voltage indicator uses redundant, 
longlife LEDs (flashing or non-flashing options available) to 
provide a visual representation of energy presence with the 
flexibility of being mounted anywhere……

(R-3MT Kit)

Safe-Test Point (R-3MT with Dust Cover + Label) A Permanent 
Electrical Safety Device (PESD) that allows workers a safer 
way to verify presence or absence of voltage from outside 
the electrical cabinet.

Thru-Door
Test Point

Adding PESD’S reduces the risk of Arc Flash
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SAFETY EQUIPMENT - CONTINUOUS 
TEMPERATURE MONITORING

(HSM) HOT SPOT MONITOR

(HSM) is a non-conductive temperature monitoring device that identifies potential hot spots and enables user to predict the failures 
in an electrical equipment. Identifying faults before they occur saves money when unplanned outages, service interruptions, and 
equipment failures are avoided. Design and communication flexibility allows the HSM to be used as either stand-alone or fully 
integrated into a plant wide information system. Plant wide integration is made simple when the device is connected via MODBUS 
TCP I/P or Ethernet I/P to the facility’s 

TECHNICAL SPECIFICATIONS 

Varying fiber
lengths on lugs.

COMPONENT CODE G-HSM-9SK G-HSM18K

Contents

9 Point Temperature Monitoring Module with LCD
Display and Ethernet IP Communication,

9 x 10M Probes, 9 x 0.5in Ring-Style Lugs,
Probe Tightening Tools, Fiber Trimmer

 and Quick Start Guide

18 Point Temperature Monitoring Module
with Ethernet IP Communication,

18 x 10M Probes, 18 x 0.5in Ring-Style Lugs,
Probe Tightening Tool, Fiber Trimmer

and Quick Start Guide

Polymer Optical Fiber

Temperature Rating

Resolution

Accuracy

Output Relay

Communication

Power Requirements

Calibration

Dielectric Characteristics

Warranty

10M (kit) standard, 15M sold separately

Probe: -20°C to 120°C (-4°F to 248°F)
High-Temperature Probe (sold separately) 160°C (320°F)

Module: -20°C to 70°C/-4°F to +158°F

1°C (1°F)

+/- 2C (+/- 3.5°F)

Normally Open Contact 2A/250V

MODBUS RTU, MODBUS TCP/IP, Ethernet IP

24VDC (0.12A @ 24VDC, 3 Watt)

No calibration necessary

80kV withstand

5-Year Warranty (register your product online to view detailed warranty information)
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SAFETY EQUIPMENT - ARC FLASH RELAYS

IMPROVE SAFETY 
AND RELIABILITY 
WITH INSTANT 
ARC-FLASH 
DETECTION

Code Description

AF0100-00 ARC FLASH RELAY 100- 240V AC/DC, 24 - 48V DC
AF0500-00 ARC FLASH RELAY 100- 240V AC/DC, 24 - 48V DC 4 INPUTS
PGR-8800 ARC FLASH RELAY 100- 240V AC/DC, 24 - 48V DC 6 INPUTS
PGA-LS10 10 POINT SENSOR
PGA-LS20 20 POINT SENSOR
PGA-LS30 30 POINT SENSOR

MP8000
MOTOR PROTECTION RELAY  
(Motor protection electronic overload relays, fully Programmable via Bluetooth®)

ARC FLASH RELAYS
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SAFETY EQUIPMENT - ARC FLASH RELAYS

 

Fast Arc-Flash Detection
Circuit breakers (CBs) or overcurrent protection devices (OCPDs) alone do not provide optimal protection for your personnel 
and equipment. The Littelfuse Arc-Flash Relays rapidly detect an arc flash and send a trip signal to interrupt power. 

le Plug & Play Installation and Maintenance

Installs up to 8X Faster than Competition!

*Backup battery not included

PGR-8800 Arc-Flash Relay

PGA-LS10 Point Sensor Inputs 
PGA-LS20/PGA-LS30 Fiber-Optic Sensor Inputs CT Inputs

OutputsDigital Inputs Trip Coil

PC 
Connection

Control Power 
110-240 VAC/VDC

Control Power 
14-48 VDC or Battery*

g   Improve sustainability and life of electrical equipment 

g   Provide protection against equipment damage and potential 
injury to personnel

g   Easily installed without changes to existing layout 
g   Flexible sensor configuration for any application
g   No additional software is required

g   Lower the Hazard Risk Category (HRC) of the equipment

Simp 
The PGR-8800 and AF0500 Arc-Flash Relays and sensors are easily retrofitted into existing switchgear or pre-installed in 
new equipment with little or no configuration. Even elaborate systems only take minutes to configure using the relays’  
built-in USB interface software, and the innovative digital inputs/outputs on the AF0500.

 Arc-Flash Relays

Installing a Littelfuse arc-flash relay can lower your HRC rating. 
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Description

• Pull rope of 3 and 5mm diameter with red PVC Coating
• Tension springs, turnbuckles and rope clamps
• Rope support eyebolts and accessories
• Corrosion-resistant materials available

Description

• enclosures in aluminium, plastic or cast iron
• pre-warning; switch off; latching / catch mechanism
• ATEX       II 2D-II 3D
• enhanced temperature range to - 40°C ( - 40°F )
• two-wire-fieldbus connection

SAFETY EQUIPMENT - MONITORING DEVICES 
FOR CONVEYOR SYSTEMS 

PULL ROPE EMERGENCY SWITCHES
To stop conveyors at any location in emergencies in accordance to EN 620.

COMPONENTS FOR PULL ROPE INSTALLATION
Required for assembling a pull rope system for Emergency Stop Switches

BELT MISALIGNMENT SWITCHES
Protect equipment by shutting down the conveyor when the belt mistracks

Description

• Enclosures in aluminium, plastic or cast iron
• Uni-and bidirectional installation of pull rope
• ATEX       II 2D-II 3D
• Enhanced temperature range to - 40°C ( - 40°F ) 
• Two-wire-fieldbus connection
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Description

• Pulse generators
• Low-speed-detection, direction of rotation
• Belt driven speed monitors
• ATEX       II 2D-II 3D

Description

• For aluminium, mild steel and stainless steel 
• Switching distance up to 70mm

Description

• Separable switches 
• Installation material

SAFETY EQUIPMENT - MONITORING DEVICES 
FOR CONVEYOR SYSTEMS

ROBUST LIMIT SWITCHES
For position monitoring

SPEED MONITORS
For monitoring the speed and rotation of conveyors 

MISALIGNMENT SWITCHES FOR BUCKET ELEVATORS
Contact free monitoring of bucket travel 

BELT MONITORING
For detection of belt breakage

Description

• Enclosures in aluminium, plastic or cast iron
• Various actuating levers, rods, trollers
• ATEX       II 2D-II 3D
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SAFETY EQUIPMENT - INTERLOCK SYSTEMS
• Safety Interlocks For All Industries

Safety Interlocks are suitable for applications across a wide industrial base including power generation and distribution, steel, 
automotive, recycling, building materials, pharma, food and beverage, robotics and palletisers.

Its extensive product offering and interlocking experience allows us to provide unique solutions for 
all safeguarding applications.
 
It regularly creates bespoke solutions, often by customising its standard products.
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SAFETY EQUIPMENT - INTERLOCK SYSTEMS
• Safety Interlocks For All Industries
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SAFETY EQUIPMENT - INTERLOCK SYSTEMS
• Safety Interlocks For All Industries
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SAFETY EQUIPMENT - INTERLOCK SYSTEMS
• Safety Interlocks For All Industries
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FACILITY ELECTRICAL PROTECTION

RFE have for many years been market leaders in the industry when it comes to earthing/grounding, lightning and surge 
protection. We offer a complete solution to the IS EN62305 lightning protection standard which includes our unique 
erico system 3000 “dynasphere lightning protection system”. For the wind energy industry, we provide a complete 
economic solution to your grounding and lightning protection requirements, from the initial risk assessment software, 
through to design, and finally a commissioning service.

For technical advice, support & design services please contact a member of our sales team sales@rfe.ie

TYPICAL PRODUCTS INCLUDE: 25 X 3 COPPER TAPE, SQUARE TAPE CLAMPS, TAPE CLIPS, TEST CLAMPS, COPPER 
BONDED EARTH RODS, ROD TO TAPE CLAMP, INSPECTION PITS, and GROUND ENHANCEMENT MATERIAL.

RFE partner with the following high quality brands such as
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SURGE PROTECTION DEVICES 
Ex9UE1+2, 12.5 kA

• Surge Protection Devices
• Type 1+2 (Class I+II, T1+T2, B+C)
• Tested according to EN 61643-11
• Max. impulse current Iimp 12.5 kA (10/350 μs) per module and 50 kA for NPE module
• Maximum continuous operational voltage Uc from 275 V up to 440 V AC
• Versions with 1+0, 1+1, 2+0, 3+0, 3+1 and 4+0 connection
• Plug-in module design
• With and without remote indication contact
• Device status indicator

The Ex9UE1+2 12.5 line is a group of Class I+II Surge Protective Devices. They are intended as a protection against indirect and low 
intensity direct hits of lightning strokes. In standard three phase TN-C grid, they provides protection to LPL III, IV requirements given in EN 
62305 with total lightning current introduced into electrical installation of 37.5 kA and total lightning stroke current 75 or 100 kA based on 
physical configuration and mutual position of grounding point of lightning rod, grounding point of the electrical installation and place
of SPD installation.

The design of Ex9UE1+2 12.5 is based on high energy Metal Oxide Varistors. Such design provides low response time and ensures 
characteristics for both classes I and II. The modular design with plug in inserts allows simple and quick replacement of function 
modules in case of MOV is beyond if its lifespan due to high intensity or often occurrence of overvoltage peaks.

TYPE KEY

EX9 UE 1+2 12.5 R 1P 275

Product
family Product Class Current Signalling

contact
Type of

connection
Max. oper.

voltage
Plug-in
module

Ex9
UE:

AC Surge
Protective
Devices

1+2: type 
1+2

class I+II
B+C

T1+T2

Iimp (10/350 μs)

12.5 kA (L-N)

50 kA (N-PE)

R: Yes
_: No

1P: 1+0
2P: 2+0
3P: 3+0
4P: 4+0

1PN: 1+1
3PN: 3+1
NPE: 0+1

275 V AC
_: NPE

_: Complete
device

M: Plug-in
module 

only
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SURGE PROTECTION DEVICES 
Ex9UE1+2, 12.5 kA

Type 1+2 SPD's (Class I+II, T1+T2, B+C) complete devices, Iimp = 12.5 kA (10/350 μs)

• Maximum impulse current Iimp 12.5 kA (10/350 μs) per module and 50 kA (10/350 μs) for NPE (+1) module
• Nominal discharge current In 25 kA (8/20 μs) per module and 50 kA (8/20 μs) for NPE (+1) module
• Maximum discharge current Imax 50 kA (8/20 μs)
• Maximum continuous operational voltage Uc 275 V AC per module and 255 V AC for NPE (+1) module
• Due to Iimp 12.5 kA per module suitable for LPL III and LPL IV according to EN 62305 in standard 3-phase TN-C and TN-S installations 

Type 1+2 spare modules, Iimp = 12.5 kA (10/350 μs)

Code Operating Voltage Connection Signalling Contact Type

103332 275 V AC 1+0 No Ex9UE1+2 12.5 1P 275
103333 275 V AC 1+0 Yes Ex9UE1+2 12.5R 1P 275
103336 275 V AC 2+0 No Ex9UE1+2 12.5 2P 275
103337 275 V AC 2+0 Yes Ex9UE1+2 12.5R 2P 275
103341 275 V AC 3+1 Yes Ex9UE1+2 12.5R 3PN 275
103343 275 V AC 4+0 Yes Ex9UE1+2 12.5R 4P 275
103347 275 V AC 1+0 No Ex9UE2 20 1P 275
103348 275 V AC 1+0 Yes Ex9UE2 20R 1P 275
103351 275 V AC 2+0 No Ex9UE2 20 2P 275
103358 275 V AC 4+0 Yes Ex9UE2 20R 4P 275

Code Max. oper. voltage Uc Max. imp. current Iimp Type

103330 275 V AC 12.5 kA Ex9UE1+2 12.5 1P 275 M
103331 N-PE 50 kA Ex9UE1+2 NPE M

Type 2 SPD spare modules, In = 20 kA (8/20 μs)

Code Max. oper. voltage Uc Nominal current In Type

103344 275 V AC 20 kA Ex9UE2 20 1P 275 M
103752 320 V AC 20 kA Ex9UE2 20 1P 320 M
103753 385 V AC 20 kA Ex9UE2 20 1P 385 M
103345 440 V AC 20 kA Ex9UE2 20 1P 440 M
103346 N-PE 40 kA Ex9UE2 40 NPE M
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FACILITY ELECTRICAL PROTECTION
• Surge Protection Equipment  

Code Description

DT27510R DT2 DIN Rail Surge Protection Class II, 1+0 Mode
DT27511R Surge Diverter Type 2 75V 11
DT130030R Surge Diverter Type 1 300V 30
10020 TYPE 1+2+3 1 Pole Surge Arrester 12.5 / 50KA
10020/2 TYPE 1+2+3 2 Pole Surge Arrester 12.5 / 50KA
10020/4 TYPE 1+2+3 TP+N ( 4Pole ) Surge Arrester 50KA

10811/LED
Type 1+2+3 Combined Lightning & Surge Arresters 4 pole, 100ka 10/350μs
Enhanced protection Mode protection common and differential

DT130020R CLASS 1 +2    2 Pole    12.5 / 50KA 300V 2M Surge Arrester
DT130040R CLASS 1 +2   4 Pole    12.5 / 50KA 300V 4M Surge Arrester
SY2D LED CLASS 2   2 Pole *** 1 mod ***  Live & Neutral 
SY2D CLASS 2   2 Pole *** 1 mod ***  Live & Neutral CLASS 2 Pluggable
27023 CLASS 2   4 Pole  TP+N Surge Arrester  
DT230010R CLASS 2 + 3   1 Pole  50KA 300V 1M Surge Arrester
SY1-C 40X CLASS 2 + 3   2 Pole L+N Surge Arrester 
DT230020R CLASS 2 + 3   2 Pole  50KA 300V 2M Surge Arrester
DT230030R CLASS 2 + 3   3 Pole  50KA 300V 3M Surge Arrester
DT230040R CLASS 2 + 3   4 Pole  50KA 300V 4M Surge Arrester
SY2-C 40X LED CLASS 2 + 3   4 Pole  Surge Arrester LED

Code Description

SP30 Data/Signal Surge Arrester up to 30vDC 
SP48 Data/Signal Surge Arrester up to 48vDC 
DTB2/ART Surge Arrester for Telephone
32006 class 2/3 Fire / Burglar Alarm Individual Sockets
P1S1 Status Indicator for Surge Arrester Panel Mount
210200 Surge For Cable TV ( COAX ) male/female
210210 Surge for Satellite SKY ( F type )
220205 Surge for Signal Cable 5V DC ( 1pair )
220212 Surge for Signal Cable 12V DC ( 1 pair )
220248 Surge for Signal Cable 48V DC ( 1pair )
210228 Surge for TV ( BNC type )
220194 Surge for Analogue Telephone ( 1 Pair )
220224 Surge for Signal Cable 24V DC ( 1pair )
210130 Surge P-TK/Z- CAT 5 CAT 6 S
207201 Plug in P-HMS 280 Surge

 DIN RAIL SURGE ARRESTERS 

DATA/SIGNAL SURGE PROTECTION DEVICES
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Code Ref Description Dimensions Unit Weight

710180 PIT03 Plastic Inspection Pit 250 x 200 x 215 mm 1.35 kg
103450 IP-900-C Concrete Inspection Pit 325 x 325 x 145 mm 27 kg

Code Description

163670 11.3Kg per Bag

CONCRETE / PLASTIC INSPECTION PIT

GEM GROUND ENHANCEMENT MATERIAL

A superior conductive material that solves your 
toughest grounding problems. Anywhere ground 
rods can’t be driven, or where rocky or sandy 
soil creates high resistance, GEM can be used to 
lower the ground impedance. Mixed with water 
to form a slurry or installed dry, GEM is easy to 
use and permanent.
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• Conventional Lightning Protection Equipment 

Item

CU Tape Bare 25X3MM (25 MT COIL) 
CU Tape PVC Covered 25X3MM Grey (25 MT COIL)
25x3 DC Tape Clip Non Metallic For Bare Tape
25x3 DC Tape Clip Non Metallic For PVC Covered Tape Grey
Square Tape Clamp
Inspection Pit Concrete
Rod,Copperbond,5/8X1200,Extending,Threaded 14.2MM
Rod To Tape Clamp
Coupler For Threaded Ground Rod
Driving Stud
Cu, B-Bond
Test Clamp
Denso Tape

CONVENTIONAL LIGHTNING PROTECTION EQUIPMENT 

Graphic for demonstration purposes only
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• Dynasphere Lightning Protection System (UL96) “System 3000” 

Item

Dynasphere, MKIV, SS
Insulated 2m Mast Black
Inline Coupling
6m Mast
Stainless Steel Offset Bracket
Stainless Steel Cable Tie
Lightning Event Counter
Ericore Downconductor, 50mm2, 36mm
Factory Termination - Ericore
Termination Kit, Lower, Ericore
Conductive Saddles e2
Fixings for Conductive Saddles 
Inspection Pit Concrete
Prefabricated Crowfoot
5/8 x 1200 Copperbond Rod Extending
Earth Bar for Pit
5/8 Driving Stud
51 x 12mm Rod to Tape Clamp
Ground Agent - Gem - 11.5kgs 

DYNASPHERE LIGHTNING PROTECTION SYSTEM (UL96) “SYSTEM 3000” 

Graphic for demonstration purposes only
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SECTION 10

• ERITECH

STATIC BONDING & GROUNDING
Bonding and grounding are very effective techniques for minimising the likelihood of ignition from
static electricity. A bonding system connects various pieces of conductive equipment together to
keep them at the same potential. Static sparking cannot take place between objects that are at the
same potential. Grounding is a special form of bonding in which conductive equipment is connected
to an earthing electrode or to the building grounding system in order to prevent sparking between
conductive equipment or ground.

EARTH RESISTIVITY TESTING
As part of our lightening protection plan which incorporates lightning protection designs for buildings,
open areas, we now offer an earth resistivity testing service. For the efficient performance of a 
lightning protection system it is essential that a low impedance ground be provided to facilitate the
dissipation of the lightning energy into the ground.

As soil and soil conditions vary greatly from region to region, soil (earth) resistivity will also vary 
significantly. It is essential that an accurate soil reading is achieved. This will enable you to design the
grounding system best suited for the soil condition.

Our earth resistivity service is priced on application.

EXAMPLE:
SMALL VOLUME 
SOLVENT HANDLING
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TTRC16 711210 Copper 1 0,230
TTRA16 711200 Aluminium 1 0,080

AAR0510 711050 10 500 1 0,190
AAR1010 711060 10 1000 1 0,380
AAR0515 710020 16 500 1 0,265
AAR1015 711070 16 1000 1 0,530

CAR0510 711080 10 500 1 0,480
CAR0515 711090 16 500 1 0,750
CAR1010 711100 10 1000 1 1,100
CAR1015 711110 16 1000 1 1,510
CAR2015 711010 16 2000 1 3,000

AIR TERMINALS

Reference code Part No. ø mm L mm Unit
weight kg Price

• • • Copper

• • • Aluminium

MULTIPLE POINT AIR TERMINAL

Reference code Part No. ø mm L mm Unit
weight kg

CMPR 711120 16 500 1 1,200

ATBA10 711130 10 25 1 0,160
ATBA15 711140 16 25 1 0,160

ATBC10 711150 10 25 1 0,500
ATBC15 711160 16 25 1 0,500
RSC115 711170 16 31 1 1,700

AIR TERMINALS BASES

Reference code Part No. A mm B mm Unit
weight kg

• • • Copper

• • • Aluminium

AIR TERMINAL TO TAPE COUPLING/BRACKETS

CBR015 711190 Copper 2 0,900
ABR015 711180 Aluminium 2 0,280

Reference code Part No. Material Unit
weight kg

• • • Rod brackets

• • • Threaded rod to tape coupling

ASL-240-CC 101700 2,40 m 30 1 3,750

SIMPLE AIR TERMINAL

Reference code Part No. Lightning Unit
Rod height Ømm weight kg

• • • Chrome - nickel plated copper

TRIPOD FOR MAST OR SIMPLE AIR TERMINAL

Reference code Part No. Nr Unit
of masts weight kg

TFS 800 101950 0-3 1 8,280
• • • Galvanized steel

A

B

A

B

L 25mm Ø 16.5mm

Ø 27mm

M16

Meets BS1432 C101/BS2897/AS1567

Meets BS1432 C101/BS1400
BS2897/BS2874/AS1567

Meets
BS1400/BS1471
AS1866/AS1567

Meets
BS1400/BS149

BS2897/AS1567

800 mm

ø int. maxi 50 mm

385 mm

2,40 0
4,15 1 (ER1)
5,90 2 (ER1+ER2)
7,65 3 (ER1+ER2+ER3)

Air Terminal Number
height (m) of mast

ER1-2000 101920 33 1 13,800
ER2-2000 101930 36 1 14,200
ER3-2000 101940 42 1 15,000

Reference code Part No. Unit
Ømm weight kg

• • • Galvanized steel extension masts

1 2 3

L 2m

Meets NFC-17100

Meets NFC-17100/NFC-17102

ATBC/ATBA

Extension Masts

RSC

70mm

TTR Series

POA
POA
POA
POA
POA

POA
POA
POA
POA

Price

POA

Price

POA

Price

POA

Price

POA
POA
POA

Price

POA
POA

POA
POA

Price

POA
POA
POA

POA
POA
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WATERPROOF CONE/AERIAL SPARK GAP

SET OF TWO 54 cm BRACKETS

BRACKETS FOR MAST OR AIR TERMINAL

WPC 702230 1 0,070
SG-AERIAL-302 702285 1 0,500

Reference code Part No. Unit
weight kg

LSEB 4554 702180 1 pair 10,5

Reference code Part No. Unit
weight kg

Reference code Part No. Unit
weight kg

ALOF1-GS 702175 1 1,500
• • • Galvanized steel

X-SHAPED BRACKET

Reference code Part No. Description Admissible Unit
ø mm weight kg

ACF-2-GS 103100 Set of 2 30 to 50 1 2,10
Fasteners

STRIKING RODS

Reference code Part No. Lightning Unit
rod height weight kg

ARC-2205-CNC 101900 0,50m 1 0,550
ARC-2210-CNC 101910 1m 1 0,800

ARC-2205-SS 102000 0.50m 1 0,500
ARC-2210-SS 102010 1m 1 0,750

• • • Chrome - nickel plated copper

AIR TERMINAL BASES AND FASTENERS

Reference code Part No. Description Unit
weight kg

ASB-TCA 102350 Base rod support and cross-over 1 0,250

ASP-100-TS 102400 Support plate 1 0,430
ASA-TB 102410 Angle support plate 1 0,200

ABFF-6530-TC 102450 For flat conductor (30x2) 1 0,070
ABFR-6530-TC 102460 For round conductor (8mmø) 1 0,050

ASFR-C 102500 Cement block support 10 1,000
TMC-SS 702165 Tape to Mast Clamp 1 0,200

FASTENERS FOR AIR TERMINAL

Reference code Part No. Description Unit
weight kg

ATR-10-SS 102600 M10 threaded rod, 100 mm long 10 0,080

ACB-10-SS 102610 Supporting anchor bolt* 10 0,060
Angle support plate

AEM-10-SS 102620 Expanding support pin, M10 10 0,040
85 mm long, drilling depth 60 mm

*Supplied with impermeable collar

• • • Stainless steel

102400

702165

102410

102620

102610

102600

102460 102500

102450

Meets NFC-17100/NFC-17102

Meets NFC-17100
NFC-17102

Meets NFC-17100/NFC-17102

Meets NFC-17100

Meets NFC-17100

38-77 mm

670 mm

280 mm

40 mm

6-50mm Ø

Ø 28-55mm 

550 mm

102350

Price

POA
POA

Price

POA

Price

POA

Price

POA

Price

POA

POA

POA

Price

POA

POA
POA
POA
POA

POA
POA

Price

POA
POA

POA
POA

90 mm 120 mm
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PUDDLE FLANGES

Reference code Part No. Material Unit
weight kg

DC TAPE CLIPS

Reference code Part No. Description Unit
weight kg

DCC203 711630 for 20x3 bare copper tape 50 0,050
DCC253 711220 for 25x3 bare copper tape 50 0,070
DCC254 711640 for 25x4 bare copper tape 50 0,070
DCC256 711230 for 25x6 bare copper tape 50 0,080
DCC313 711650 for 31x3 bare copper tape 25 0,090
DCC316 711660 for 31x6 bare copper tape 25 0,090
DCC383 711670 for 38x3 bare copper tape 25 0,120
DCC385 711680 for 38x5 bare copper tape 25 0,130
DCC386 711690 for 38x6 bare copper tape 25 0,014
DCC503 711700 for 50x3 bare copper tape 25 0,015
DCC504 711710 for 50x4 bare copper tape 25 0,015
DCC506 711240 for 50x6 bare copper tape 25 0,160
DCC600 711250 for 25x3 PVC covered Cu tape 50 0,100
DCC605 711260 for 25x6 PVC covered Cu tape 50 0,130
DCC610 711270 for 50x6 PVC covered Cu tape 25 0,260

DCA253 711730 for 25x3 bare aluminium tape 50 0,030
DCA256 711740 for 25x6 bare aluminium tape 50 0,080
DCA506 711750 for 50x6 bare aluminium tape 25 0,050
DCA600 711760 for 25x3 PVC covered  Al. tape 25 0,040

PFC001 710290 Copper 1 -
PFA001 710295 Aluminium 1 -

• • • Copper

• • • Aluminium

BARE TAPE CLIPS

TAPC203 711560 for 20x3 bare copper tape clip 40 15 25 0,500
TAPC253 711570 for 25x3 bare copper tape clip 40 15 25 0,500
TAPC506 711590 for 50x6 bare copper tape clip 69 15 25 0,800

TAPC254 711580 for 25x3 PVC covered copper 44.5 15 25 0,500
tape clip

TAPA203 711540 for 20x3 bare aluminium tape clip 40 15 25 0,100
TAPA253 711550 for 25x3 bare aluminium tape clip 40 15 25 0,100

Reference Part No. Description l w Unit
code mm mm weight

kg
• • • Copper

• • • PVC Covered Copper

• • • Aluminium

NON METALLIC DC TAPE CLIPS

Reference code Part No. Colour Unit
weight kg

PDC253BN 711280 Brown 50 0,01
PDC253GY 711290 Grey 50 0,01

PDC506BL 711360 Black 50 0,02

PDC25WH 711350 White 50 0,01
PDC25BN 711310 Brown 50 0,01
PDC25BL 711300 Black 50 0,01
PDC25GN 711320 Green 50 0,01
PDC25GY 711330 Grey 50 0,01
PDC25ST 711340 Stone 50 0,01

• • • For use with 25x3 bare Cu/Al tape 

• • • For use with 25x3 PVC covered Cu/Al tape

• • • For use with 50x6 bare Cu/Al tape

PC008C 711380 8 28 10 50 0,01
PC010C 711390 10 42 15 50 0,01

PC008A 711370 8 28 10 50 0,01
PC010A 711040 10 42 15 50 0,01

Reference code Part No. ø A W Unit
mm mm mm weight kg

• • • Copper

• • • Aluminium

SLATE HOLDFAST NON METALLIC
DC CLIP & GLAZING BAR HOLDFAST

Reference code Part No. Colour Unit
weight kg

HF250BN 711800 Brown 50 0,020
HF250GY 711810 Grey 50 0,020

HFP253BN 711820 Brown 50 0,020
HFP253GY 711830 Grey 50 0,020
HFP253ST 711840 Stone 50 0,020

• • • For 25x3 bare tape

• • • For 25x3 PVC covered tape

GLAZING BAR HOLDFAST

GBH C 710300 5 -

GBH A 710305 5 -

Reference code Part No. Unit
weight kg

• • • Copper

• • • Aluminium

ONE HOLE CABLE CLIP

HF GB

Meets
BS1432C101/BS2897

Meets BS1400/BS1471/BS2874
BS2897/AS1567

Meets BS2870/BS1471

Meets BS1400/BS1471

Meets
BS1400
BS2874

Meets BS1400/BS2874

Meets BS2879/BS1474

3mm

150 mm

150 mm

450 mm
ø 5/8”

l

w

A

W

Price

POA
POA

Price

POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA

POA
POA
POA
POA

Price
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POA
POA
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POA
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POA
POA
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PLATE TYPE TEST CLAMP

PCT400 711450 26x12 mm 1 0,60

Reference code Part No. Description Unit
weight kg

• • • Copper

SQUARE TAPE CLAMP

STC253 711410 25x3 mm 5 0,200
STC256-506 711425 25x6 mm to 50x6 mm 5 0,770

STA253 711400 25x3 mm 5 0,090

Reference code Part No. Description Unit
weight kg

BI-METALLIC CONNECTORS

BIM800 711490 25x3 mm 5 0,200
BIM900 711500 round max 8 mm 5 0,200

BIM700 711480 25x3 mm 5 0,190

Reference code Part No. Description Unit
weight kg

• • • Stainless Steel

• • • Copper / Aluminium

OBLONG TEST OR JUNCTION CLAMP

OCB268 711440 26x8 mm 2 0,290

OBA268 711430 26x8 mm 2 0,100

Reference code Part No. Description Unit
weight kg

• • • Copper

• • • Aluminium

PROTECTIVE SLEEVE FOR DOWN CONDUCTOR

PCF-40-GS 102800 Protective sleeve for 1 1
down conductors

PCR-21-GS 102850 Protective sleeve for 1 0,90
round down conductors

AVG3.0 711030 Anti vandal guard 1 2,90

Reference code Part No. Description Unit
weight kg

• • • Galvanized

SR 545260 50 0,027

Reference code Part No. Unit
weight kg

BRASS SUPPORT FOR DOWNCONDUCTOR

SDH-3-GI 107500 with lead pin 50 0,021
PC302GS 102455 1 0,010

Reference code Part No. Description Unit
weight kg

• • • Galvanized

ANCHOR WITH LEAD PIN

CCFR-308 545270 Brass 25 0,150
CCS-308 545170 Stainless steel 25 0,150
CCG-308 545180 Galvanized steel 25 0,150

Reference code Part No. Material Unit
weight kg

• • • Round 8 mm max or tape 30 mm max

MULTIPURPOSE CLAMP

26 mm

2m

2m

3m

25 mm

55 mm

Meets BS1400

Meets BS1471/BS2874/BS1400

Meets BS970/BS1471/BS2874

Meets BS1471
BS2874/BS1400

Meets
BS1449-1

BS970
AS1397

NFC-17100
NFC-17102

PCF-40-GS

PCR-27-GS

AVG3.010
0m

m

8mm

56 mm

50 mm

52 mm
17 mm

• • • Copper

• • • Aluminium

10 mm

ø
21

m
m

40
m

m
Meets NFC-17100/NFC-17102

Meets NFC-
17100/NFC-17102

Meets NFC-17100/NFC-17102

711490

102455107500

711500 711480

Price

POA

Price

POA

POA

POA

Price

POA

Price

POA
POA

Price

POA
POA
POA

Price

POA
POA

POA

Price

POA
POA

POA

Price

POA

POA



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie 267SECTION  12

FACILITY ELECTRICAL PROTECTION - EARTHING EQUIPMENT 

REG FARRELL ENGINEERING LIMITED
Unit 19, Oak Road Business Park, Western Ind Est, Dublin 12.

Tel: 01 - 465 9010  Fax: 01 - 465 9011 Web: www.rfe.ie  E-mail: info@rfe.ie

EARTHING EQUIPMENT
• ERITECH LIGHTNING EQUIPMENT

PAGE 215 

SECTION 10

CCJ-70-CA 102700 1 0,4

Reference code Part No. Unit
weight kg

• • • For Round max 10 mm or flat max 30 mm

EARTH TESTING CLAMP

CEI20 591080 Stainless steel bonding 100 0,009
FEI20 591230 Stainless steel buckle 50 0,104
BEI20 591280 Stainless steel serrated buckle 100 0,017
42014 591290 Fixoband Tool 1 1,800

Reference code Part No. Description Unit
weight kg

R2-SRL-25 104350 6 mm Ø 50 0,038
R2-SFT-25 104450 5-11 mm Ø or 30x2 mm 50 0,052

Reference code Part No. Conductor Unit
weight kg

• • • Plastic / Stainless steel 55 mm height

SUPPORT HOOKS FOR ROOF TILES

R1-SRL-25A6 104200 6 mm Ø 50 0,042
R1-SFT-25 104300 5-11 mm Ø or 30x2 mm 50 0,042

Reference code Part No. Conductor Unit
weight kg

• • • Plastic / Stainless steel 35mm height

SUPPORTS WITH ADJUSTABLE FASTENING PLATE

FIXOBAND

T1-SRL-25/6 105300 6 mm Ø 10 0,092
T1-SFT-25 105400 5-11 mm Ø or 30x2 mm 10 0,105

Reference code Part No. Conductor Unit
weight kg

• • • Diameter 180-260 mm, plastic / stainless steel

SUPPORT FOR HIP OR RIDGE TILES

SRL-23-N6 103700 6 mm Ø 50 0,008
SRL-23-N8 103710 8 mm Ø 50 0,008
SRL-23-N10 103720 10 mm Ø 50 0,008

Reference code Part No. Conductor Unit
weight kg

• • • Plastic 16 mm height

SUPPORT FOR ROUND CONDUCTOR

SFRR-SRL-45/6 106200 6 mm Ø 45mm 10 0,014
SFRR-SFT-45 106300 5-11 mm Ø or 30x2 45mm 10 0,028
SFRR-SFT-65 106310 5-11 mm Ø or 30x2 65mm 10 0,029

Reference code Part No. Conductor H Unit
weight kg

• • • Plastic

PLASTIC SUPPORT BLOCK

R6-SRL-40/6 104950 6 mm Ø 50 0,069
R6-SFT-40 104980 5-11 mm Ø or 30x2 50 0,083

Reference code Part No. Conductor Unit
weight kg

• • • Plastic / stainless steel 40mm height

SLIDE RAIL FOR ROOF TILE OR TILE SLATE

Meets NFC-17100/NFC-17102

105400

105300

106310 106300

106200

104950

104980

104350 104450

Meets NFC-17100/NFC-17102

Meets NFC-17100/NFC-17102

Meets NFC-17100/NFC-17102

Meets NFC-17100/NFC-17102

35

ø 110

r=93

80

23

35

23

175

Ø 6

Price

POA

Price

POA
POA

Price

POA
POA

Price

POA
POA
POA
POA

Price

POA
POA

Price

POA
POA
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Price

POA
POA
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Price

POA
POA



RFE - Tel: +353 1 465 9010 | Web: www.rfe.ie | E-mail: sales@rfe.ie268 SECTION  12

FACILITY ELECTRICAL PROTECTION - EARTHING EQUIPMENT 

REG FARRELL ENGINEERING LIMITED
Unit 19, Oak Road Business Park, Western Ind Est, Dublin 12.

Tel: 01 - 465 9010  Fax: 01 - 465 9011 Web: www.rfe.ie  E-mail: info@rfe.ie

EARTHING EQUIPMENT
PAGE 216 

SECTION 10 • ERITECH LIGHTNING EQUIPMENT

Price

POA
POA
POA

PLASTIC SUPPORT FOR DOWNCONDUCTOR

SFT-23-N 107650 5-11 mm Ø or 30x2 mm 50 0,020
SFTP-23-N 107660 5-11 mm Ø or 30x2 mm 50 0,020
R3SFT-25 104600 5-11 mm Ø or 30x2 mm 50 0,037

Reference code Part No. Conductor Unit
weight kg

• • • Plastic

STAINLESS STEEL CLIP 30X2

TAPS302 711620 100 0,002
ALD-TAP302 711195 100 -

Reference code Part No. Unit
weight kg

BLOCKS FOR ROUND OR FLAT CONDUCTORS

STRAIGHT CONNECTOR

CLR-10 101240 9 mm Ø 25 0,11

Reference code Part No. Conductor Unit
weight kg

• • • Galvanized steel

T CONNECTOR

CTR-10 101230 Galvanized 25 0,12
CTR-8CU 710030 Copper 10 -
CTR-8AL 710040 Aluminium 10 -

Reference code Part No. Material Unit
weight kg

• • • 8 mm diam.

CROSS CONNECTOR

CCR-68-S 101250 Stainless steel 25 0,48
CCR-68-CU 101260 Copper 25 0,54
CCR-68-GS 101265 Galvanized steel 25 -

Reference code Part No. Material Unit
weight kg

• • • 6-8 mm diam. 

SLIDE FASTENER ROOFSTILE FOR CONDUCTORS

R7-SFT-20 702250 10 0,05

Reference code Part No. Unit
weight kg

HOT STICKING STRIP

HSF 702240 10 0,02

Reference code Part No. Unit
weight kg

Meets 
NFC-17100/
NFC-17102

107650

101240

TAPS302
ALD-TAP302

104600 107660

Meets 
NFC17100/
NFC-17102

Meets NFC-17100/NFC-17102

Meets NFC-17100

Meets NFC-17100

Meets NFC-17100/NFC-17102

Meets NFC-17100/NFC-17102

Meets NFC-17100/NFC-17102

SFR-BC-8 106030 8 mm Ø Concrete 20 0,970
SFT-BC 106080 5-11 mm Ø or 30x2 Concrete 20 0,982
SFT-BE 106060 5-10 mm Ø or 30x2 Empty 100 0,100

Ref code Part No. Conductor Fill Unit
weight kg

40

25

18mm

80mm

38mm

40 mm

28 mm
28 mm

45 mm

52

190mm

Price
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Price
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Price
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POA
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Price

POA
POA
POA
POA
POA
POA
POA
POA
POA
POA

POA
POA
POA
POA
POA
POA 
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA

Price

POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA
POA

TINNED COPPER TAPE

TC-ECT-2020-30 197700 20 2,0 30 m 0,36/m
TC-ECT-2530-30 197720 25 3,0 30 m 0,67/m
TC-ECT-3020-30 197710 30 2,0 30 m 0,53/m
TC-ECT-3020-75 545200 30 2,0 75 m 0,53/m
TC-ECT-4030-30 197970 40 3,0 30 m 1,06/m
TC-ECT-4040-35 197975 40 4,0 35 m 1,42/m

Reference code Part No. Width Thick. Unit
(A)mm (B)mm weight kg

PVC COVERED COPPER TAPE

CTBL253-25 710595 Black 25x3,0 25 m 0,77/m
CTBN253-25 710605 Brown 25x3,0 25 m 0,77/m
CTGN253-25 710616 Green 25x3,0 25 m 0,77/m
CTGY253-25 710645 Grey 25x3,0 25 m 0,77/m
CTST253-25 710655 Stone 25x3,0 25 m 0,77/m

CTWH253-25 710666 White 25x3,0 25 m 0,77/m
CTYGN253-25 710667 Yell./Green 25x3,0 25 m 0,77/m
CTGN256-30 710620 Green 25x6,0 30 m 1,55/m
CTGN506-20 710630 Green 50x6,0 20 m 2,95/m 

Reference code Part No. Colour Dimensions Unit
AmmxBmm weight kg

LSF COVERED COPPER TAPE

LSF-253 710615 Green 25x3,0 50 m 0,77/m

Ref code Part No. Colour Dimensions Unit
AmmxBmm weight kg

CT

Meets BS1432C101/BS6746/
AS1567/NFC 17100/

NFC 17102/EN50164-2

Meets BS1432C101/BS6746/
AS1567/EN50164-2

Meets BS1432 C101/BS6746/AS1567

WITHOUT INSULATION

SC-EC-10 710880 7x1,45 10 50 m 0,12/m
SC-EC-16 710890 7x1,60 16 50 m 0,13/m
SC-EC-25 197900 7x2,14 25 50 m 0,23/m
SC-EC-35 197910 7x2,52 35 50 m 0,31/m
SC-EC-50 197920 19x1,78 50 50 m 0,46/m
SC-EC-70 197930 19x2,14 70 50 m 0,62/m
SC-EC-95 197940 19x2,52 95 50 m 0,85/m
SC-EC-120 710900 37x2,00 120 50 m 1,03/m
SC-EC-150 710920 37x2,25 150 50 m 1,33/m
SC-EC-185 197950 37x2,50 185 50 m 1,61/m

Reference code Part No. Strand Section Unit
Description mm2 weight kg

COPPER CABLE

WITH GREEN / YELLOW INSULATION

IC-EC-25 198000 204x0,395 25 50 m 0,27/m
IC-EC-35 198010 286x0,395 35 50 m 0,37/m
IC-EC-50 198020 408x0,395 50 50 m 0,53/m

IC-ECH-16 198130 7x1,60 16 50 m -
IC-ECH-25 198050 7x2,14 25 50 m 0,26/m
IC-ECH-35 198060 7x2,52 35 50 m 0,36/m
IC-ECH-50 198070 19x1,78 50 50 m 0,52/m
IC-ECH-70 198080 19x2,14 70 50 m 0,72/m
IC-ECH-95 198090 19x2,52 95 50 m 0,98/m
IC-ECH-120 710980 37x2,03 120 50 m 1,16/m
IC-ECH-150 710990 37x2,25 150 50 m 1,54/m
IC-ECH-185 711000 37x2,52 185 50 m 2,10/m
IC-ECH-240 710970 61x2,25 240 50 m 2,50/m
IC-ECH-300 198100 61x2,52 300 50 m 3,13/m

Reference code Part No. Strand Section Unit
Description mm2 weight kg

• • •

• • •

BARE COPPER TAPE

TC-EC-1215-30 710460 12 1,5 30 m 0,17/m
TC-EC-1230-30 710470 12 3,0 30 m 0,33/m
TC-EC-2015-30 710480 20 1,5 30 m 0,27/m
TC-EC-2030-30 710490 20 3,0 30 m 0,53/m
TC-EC-2515-30 710500 25 1,5 30 m 0,33/m
TC-EC-2530-25 710515 25 3,0 25 m 0,67/m
TC-EC-2530-50 710510 25 3,0 50 m 0,67/m
TC-EC-2540-30 710520 25 4,0 30 m 0,89/m
TC-EC-2560-15 710535 25 6,0 15 m 1,34/m
TC-EC-3020-30 197650 30 2,0 30 m 0,53/m
TC-EC-3160-30 710540 31 6,0 30 m 1,65/m
TC-EC-3650-50 710545 36 5,0 50 m 1,61/m
TC-EC-3850-10 710555 38 5,0 10 m 1,70/m
TC-EC-3860-30 710560 38 6,0 30 m 2,04/m
TC-EC-5030-30 710570 50 3,0 30 m 1,34/m
TC-EC-5060-20 710580 50 6,0 20 m 2,64/m

Reference code Part No. Width Thick. Unit
(A)mm (B)mm weight kg

Price

POA
POA
POA
POA
POA
POA

Price

POA
POA
POA
POA
POA
POA
POA
POA
POA

Price

POA

Meets BS125/BS6360/AS1746/
CEI1024-1/EN50164-2

Meets BS1432 C101/AS1567/
NFC17-100/NFC17-102/

CEI1024-1/EN50164-2

Meets (IC-EC) CEI 1024-1 - Meets (IC-ECH)
BS6004/6491X/AS1746/EN50164-2

Minimum Order Quantity to Consider

Minimum Order Quantity to Consider

Minimum Order Quantity to Consider

Minimum Order Quantity to Consider

Minimum Order Quantity to Consider

Minimum Order Quantity to Consider
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POA

Price

POA
POA 
POA
POA
POA
POA

Price

POA
POA
POA
POA
POA

Price

POA
POA
POA
POA
POA
POA

POA

Price

POA
POA
POA
POA
POA

Price

POA
POA

Price

POA

Price

POA
POA
POA

Price

POA
POA

Price

POA
POA
POA
POA

LEAD COVERED COPPER TAPE

LCT-253 710625 25 3,0 50 m 2,56/m

Reference code Part No. Width Thick. Unit
(A)mm (B)mm weight kg

HDB2003 710670 20x3x4000 1               2,14
HDB2503 710680 25x3x4000 1               2,68
HDB2506 710690 25x6x4000 1               5,34
HDB3806 710700 38x6x4000 1               8,00
HDB5006 710710 50x6x4000 1             10,68
HDB5010 550900 50x10x4000 5             17,80

Reference code Part No. Dimensions Unit
mm weight kg

PLAIN COPPER BARS

THDB5060 710730 50x6x4000 1 10,68

Reference code Part No. Dimensions Unit
mm weight kg

TINNED COPPER BAR

Meets BS1433/BS2874 C101

Meets BS1433/BS2874 C101

Meets BS1432 C101

Minimum Order Quantity to Consider

Minimum Order Quantity to Consider

Minimum Order Quantity to Consider

RC-EC-6 198150 6 28,3 100 m 0,25/m
RC-EC-8 198160 8 50,3 100 m 0,45/m

RC-EC-8-3 545210 8 50,3 30 m 0,45/m

Reference code Part No. ø Cross Unit
(D) mm Section weight kg

SOLID COPPER ROUND CONDUCTOR

TINNED SOLID COPPER ROUND CONDUCTOR

RC-ET-6 198200 6 28,3 100 m 0,25/m
RC-ET-8 198210 8 50,3 100 m 0,45/m

Reference code Part No. ø Cross Unit
(D)mm Section weight kg

PVC COVERED SOLID COPPER ROUND CONDUCTOR ø 8 mm

SCBL 710800 Black 50,3 50 m 0,49/m
SCBN 710810 Brown 50,3 50 m 0,49/m
SCGY 710820 Grey 50,3 50 m 0,49/m
SCST 710830 Stone 50,3 50 m 0,49/m

Reference code Part No. Cross UnitColours Section weight kg

BARE SOLID COPPER ROUND CONDUCTOR

SC

Meets 
BS1432C101/

AS1567/
NFC17100/
NFC17102/
EN50164-2

Meets BS1432 C101/BS6746/AS1567/EN50164-2

Meets BS1432 C101/AS1567/NFC 17100/NFC 17102/EN50164-2

SIGNAL REFERENCE GRID CONNECTOR & BRACKET

SRGC46 167905 Up to 25 mm2 stranded 50 0,10
SRGC46BR 167906 25 mm pedestal 10 0,13

Reference code Part No. Max. Size Unit
weight kg

PC1.5-0606 710190 600 x 600 x 1,5 1 5,000
PC3-0606 710200 600 x 600 x 3,0 1 9,600

PC1.5-0909 710210 900 x 900 x 1,5 1 11,510
PC2.-1020 504550 1000 x 2000 x 2 1 35,600
PC3-0909 504590 900 x 900 x 3 1 21,630

Reference code Part No. Dimensions mm Unit
weight kg

COPPER PLATES AND LATTICES / GRIDS

EML663 710230 600 x 600 x 3 1 3,980
EML993 710240 900 x 900 x 3 1 7,200

WM3-2088-B 504500 8800 x 2000 x 3 1 54,000
WM2-1030-B 504510 3000 x 1000 x 2 1 5,000
WM3-1020-B 504520 2000 x 1000 x 3 1 5,400
WM2-1020-B 504530 2000 x 1000 x 2 1 4,000

WMS-1030-B 504540 3000 x 1000 x 3 1 8,700

Reference code Part No. Dimensions mm Unit
weight kg

COPPER LATTICES AND GRIDS

• • • Galvanized steel

WM

EML

Meets BS1432 C101/EN50164-2

Meets BS1432 C101

COPPER PLATES

PC

Reference code Part No. Length (m) Width (m) Spacing (m) Unit
weight kg

SIGNAL REFERENCE GRIDS

Mesh: 115 x 55 mm

SRGB

Tape = 50 x 0,40 mm

SRGBC120 167900 36,57 2,44 0,60 1 86,18
SRGBD100 167901 30,48 3,04 0,60 1 90,72
SRGBE100 167902 30,48 3,65 0,60 1 104,33
SRGBF100 167903 30,48 4,26 0,60 1 127,01
SRGBG100 167904 30,48 4,87 0,60 1 145,15

SRGC46 SRGC46BR
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POA
POA
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POA
POA
POA
POA
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POA
POA
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POA
POA
POA
POA
POA

Price

POA
POA

Price

POA

BARE ALUMINIUM TAPE

Reference code Part No. Width Thick Unit
A mm B mm weight kg

BAT-2030 710955 20 3 50 m 0,16/m
FAT-253-50 710740 25 3 50 m 0,21/m
BAT-2560 710960 25 6 50 m 0,41/m
BAT-5060 710965 50 6 50 m 0,81/m

PVC COVERED ALUMINIUM TAPE

Reference Part No. Width Thick Colours Unit
code A mm B mm weight kg

ATBL253 710750 25 3 Black 50 m 0,30/m
ATBN253 710760 25 3 Brown 50 m 0,30/m
ATGY253 710770 25 3 Grey 50 m 0,30/m
ATST253 710780 25 3 Stone 50 m 0,30/m

ATWH253 710790 25 3 White 50 m 0,30/m

Reference Part No. Width Thick Unit
code A mm B mm weight kg

30TC-HGSP-3035 197810 30 3,5 30 m 0,82/m
70TC-HGSP-3035 197790 30 3,5 70 m 0,82/m

BARE GALVANIZED STEEL TAPE

BLACK STEEL TAPE

Reference Part No. Cross-section Dimensions Unit
code mm2 AxB mm weight kg

TC-BR-253 140250 75 25x3 30 m 0,590/m

BARE ALUMINIUM ROUND CONDUCTOR

Reference Part No. Cross-section D Unit
code mm2 ø mm weight kg

RAW-8 198250 50,3 8 300 m 0,14/m
ASCO8 711530 50,3 8 50 m 0,14/m

PVC COVERED ALUMINIUM ROUND CONDUCTOR

Reference Part No. Cross-section D Colours Unit
code mm2 ø mm weight kg
SABL 710840 50,3 8 Black 50 m 0,18/m
SABN 710850 50,3 8 Brown 50 m 0,18/m
SAGY 710860 50,3 8 Grey 50 m 0,18/m
SAST 710870 50,3 8 Stone 50 m 0,18/m

BARE GALVANIZED ROUND CONDUCTOR

Reference Part No. Cross-section D Unit
code mm2 ømm weight kg

RSCC-8 197860 50,3 8 100 m 0,400/m
RSCC-10 197870 78,5 10 100 m 0,630/m

Meets BS2898/1350/AS1866/EN50164-2*

Meets EN50164-2

Meets BS2898/1350/AS1866/EN50164-2

Meets BS2898/1350/AS1866/EN50164-2

Meets BS2898/1350/AS1866/EN50164-2

Meets DIN 48801 /NFC 17100/NFC 17102/
EN50164-2

Meets NFC 17100/NFC 17102/EN50164-2

Minimum Order Quantity to Consider
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ERITECH® Copperbonded Pointed Ground Rods
•A uniform copper thickness provides better corrosion resistance in most soil
conditions. Copperbonded rods last longer, drive easier and will not crack.

•Copper exteriors, molecularly bonded to nickel-sealed high-strength steel
cores, exceed the requirements of
ANSI®/UL® 467-1984 (ANSI C33.8-1972) and CSA®.

•Copper Coating: standard copper plating thickness exceeds UL and ANSI specs.
of 0.254mm, conforms to KEMA 83C and EN50164-2 Norms.

•The rods exceed a tensile strength of 515,000 kPa and straightness tolerance of
8.3 x 10-4m/m.

•Extending rods may be extended with use of threadless couplers.

ERITECH® TYPE CC Threadless Couplings
for Copperbonded Pointed Rods

•Enables ground rods to be driven deep quickly and easily
without the risk of rod separation.

•Made of high-strength silicon bronze.
•Tapered so that when the rod is driven into the coupling,
the two parts compress to form a conductive connection.

ERITECH Copperbonded Sectional Ground Rods
•Copperbonded externally coupled ground rods have all the features of standard
copperbonded rods plus cold-rolled threads at each end for joining with couplings.

•The cold-rolled threads of ground rods with their continuous unbroken grain flows
are stronger than cut-threads.

•High-strength couplings are threaded bronze and chamfered at both ends for easy
driving.

•Threaded coupling design allows for full contact of rod point with butt end of
preceding rod. These high strength, corrosion-resistant couplings ensure low
resistance copper-to-copper connections.

Couplers for threaded rods

Steel driving studs for sectional
ground rods

ERITECH solid copper and stainless steel
threaded ground rods
Type SCR (solid copper)
•C101 to comply with BS2874 for solid copper ground rods.
•For use in highly corrosive soil conditions.

Rod to Cable Lug
(Split Clamps)

•Manufactured in Gunmetal (LG2) and Naval Brass to comply BS1400, CZ112,
BS2874

•Rod to Cable Lug clamps (threaded and unthreaded)
•Permits easy connection of ground conductors to both threaded and
unthreaded ground rods

Type SSR (Stainless steel)
•BS 970 - (A2 grade)

Type DH
Tempered steel
Driving Heads

Couplers

Earthrod
Pigtail

• Usable on all types of round ground rods: copperbonded,  galvanized, stainless steel
• 14,2 mm (5/8”) and 17,2 mm (3/4”) inserts are interchangeable with standard driver

body to enable easy driving of standard rods.
• The driver will not deform the end of the rod, making connection of the ground con-

ductor quick and easy
• Integral insert prevents driver from slipping off the rod near ground level.
• Convenient retaining collar holds the insert in the tool when not in use.
• Self-contained and easy to store.
• Saves time and money and dramatically reduces risks of employee injury.

The ERITECH® Ground Rod Driver from
ERICO® is the simple, effective and
affordable way to install ground rods.

The ERITECH® Ground Rod Driver includes driver
body with soft rubber grip, insert for driving rods to
ground level, and retaining collar which holds insert
in place during storage.

This one tool enables driving of rods to ground level, without heavy
sledge-hammers or ladders and without deforming the end of the rod.
Heavy-duty steel construction provides robustness and excellent driving
force, while the soft rubber ergonomic grip provides user comfort.

ERITECH® Ground Rod Driver
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Technical data available upon request.

EARTH RESISTANCE ANALYSER

GROUND ENHANCEMENT MATERIAL (GEM)

Reference code Part No. Unit
weight kg

EARTH ANALYSER 702100 1 8,3
EST101 702360 1 4,64
EST201 702370 1 10,54
EST301 702380 1 11,98

ESTREELKIT500 702350 1 7,71

ERITECH® Galvanized steel ground rods
•Zinc-coated exteriors are hot-dip galvanized for solid protection against corrosion.
•Surfaces are rigidly inspected to eliminate seams, slivers and other defects.

ERITECH® Type Cloverleaf profile 
European application only 
(Non-extensible)

•Galvanized thickness 150 µm according to UTE 66-400.
•Resistance: > 70 daN/mm2

•Supplied with fitted splice socket.

Type RG Round
(Non-extensible)
•Resistance: > 70 daN/mm2

•Supplied with fitted splice socket.

ERITECH Type CG
(X-Shaped Non-extensible)
•Steel quality DIN 17100
•Supplied with splice plate
•Compliant with  DIN 48-452
•Zinc coating: minimum 55 µm, (average minimum 70 µm)
•Sections 50 x 50 x 3 and 50 x 50 x 5

Galvanized steel
compression
coupler
(threadless)

Driving
Points

Type DH
Tempered steel
Driving head

Connecting
Clamp

ERITECH Type SG Round galvanized ground rods
(Extensible)
•Steel quality DIN 17100
•Compliant with  CEI 7/6
•Zinc coating: minimum 78 µm, (average minimum 86 µm)
•Resistance:> 70 daN/mm2

Driving Accessories for SG ground rods
•Steel quality DIN 17100
•Compliant with  CEI 7/6
•Zinc coating: minimum 78 µm,
(average minimum 86 µm)

•Resistance:> 70 daN/mm2

Driving Point Driving Head

ERITECH Type SS Stainless steel ground rods
(Extensible)

•Stainless steel Z30 C13
•Resistance:> 90/100 daN/mm2 Extensible Rod Driving Head

Developed in 1992, GEM Ground
Enhancement Material is a superior
conductive material that solves your
toughest grounding problems.

GEM improves grounding effective-
ness regardless of soil conditions. It is
the ideal material to use in areas of
poor conductivity such as rocky
ground, mountain tops and sandy soil.

GEM is also the answer in situations
where ground rods can't be driven. Or

where limited land area makes adequate grounding difficult with 
conventional methods.

Once GEM is installed, it maintains its low resistance for the life of the
project. GEM's performance is backed by rigorous independent tests and
proven field experience.
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ERITECH® COPPERBONDED GROUND RODS
STANDARD TYPE

Reference
Part No.

ø Nominal Length UnitApprox.  
code inches   ø mm m      feet weight kg

1,2M38 155000 3/8 9 1,2 4’ 5 0,650
1,5M38 155010 3/8 9 1,5 5’ 5 0,800
2,1M38 155030 3/8 9 2,1 7’ 5 1,100
3,0M38 155050 3/8 9 3 10’ 5 1,600

1,2M12 155060 1/2 12,5 1,2 4’ 5 0,800
1,5M12 155070 1/2 12,5 1,5 5’ 5 1,150
2,1M12 155090 1/2 12,5 2,1 7’ 5 1,600
3,0M12 155110 1/2 12,5 3 10’ 5 2,300
1,2M58 155240 5/8 14,2 1,2 4’ 5 1,500
1,5M58 155250 5/8 14,2 1,5 5’ 5 1,900
2,1M58 155270 5/8 14,2 2,1 7’ 5 2,650
3,0M58 155290 5/8 14,2 3 10’ 5 3,750
1,2M34 155420 3/4 17,2 1,2 4’ 5 2,150
1,5M34 155430 3/4 17,2 1,5 5’ 5 2,750
2,1M34 155450 3/4 17,2 2,1 7’ 5 3,800
3,0M34 155470 3/4 17,2 3 10’ 5 5,450

• • • Non extending

• • • Extending

DRIVING HEADS FOR COPPERBONDED
POINTED RODS

Reference code Part No. Rod ø Unit
weight kg

DH12 158120 1/2” 5 0,158
DH58 158130 5/8” 5 0,435
DH34 158140 3/4” 5 0,226

THREADLESS COUPLINGS FOR COPPERBONDED
POINTED RODS

Reference code Part No. Rod ø Unit
weight kg

CC12F 158000 1/2” 5 0,108
CC58 158010 5/8” 5 0,134
CC34 158020 3/4” 5 0,202

ERITECH COPPERBONDED GROUND RODS
THREADED TYPE, EXTENDING,
WITH THREADED COUPLER

Reference
Part No.

ø Nominal Length UnitApprox.  
code inches   ø mm m      feet weight kg

S1,2M916 155180 9/16 12,7 1,2 4’ 5 0,800
S1,5M916 155190 9/16 12,7 1,5 5’ 5 1,150
S2,1M916 155210 9/16 12,7 2,1 7’ 5 1,600
S3,0M916 155230 9/16 12,7 3 10’ 5 2,300
S1,2M58 155300 5/8 14,2 1,2 4’ 5 1,500
S1,5M58 155310 5/8 14,2 1,5 5’ 5 1,900
S2,1M58 155330 5/8 14,2 2,1 7’ 5 2,650
S3,0M58 155350 5/8 14,2 3 10’ 5 3,750
S1,2M34 155480 3/4 17,2 1,2 4’ 5 2,150
S1,5M34 155490 3/4 17,2 1,5 5’ 5 2,750
S2,1M34 155510 3/4 17,2 2,1 7’ 5 3,800
S3,0M34 155530 3/4 17,2 3 10’ 5 5,450

COUPLERS FOR THREADED RODS

Reference code Part No. Rod ø Unit
weight kg

SC916 158030 9/16” 5 0,104
SC58 158040 5/8” 5 0,086
SC34 158050 3/4” 5 0,172

DRIVING STUD FOR THREADED RODS

Reference code Part No. Rod ø Unit
weight kg

DS916 158090 9/16” 5 0,052
DS58 158100 5/8” 5 0,074
DS34 158110 3/4” 5 0,126

• • • Brass

Meets BS6651/C33,8
UL467/ASTM A37/

KEMA K83C/EN50164-2/BS7430

Meets BS97/BS436

• Electrolytically copperbonded steel
• Copper coating min. 250u according

to standard UL467

• • • Tempered steel

• • • Bronze

• Rolled thread to preserve copper coating

• • • Tempered steel

Meets KEMA
K83C/BS6651/UL467/EN50164-2

Meets KEMA K83C/BS6651/UL467/EN50164-2

Meets BS6651/C33,8
UL467/ASTM A37/EN50164-2/BS7930

Meets KEMA
K83C/BS6651/UL467/EN50164-2

• BR-brass couplers 58% Cu, typical mechanical
resistance 6 micro-Ohms

• BZT-Copper couplers 99% Cu, typical mechanical
strength 10kN, typical resistance 4 micro-Ohms

BR12 156650 1/2” 5 0,087

BZT-12 156720 1/2” 5 0,102

DRIVING POINTS FOR GROUND RODS

Reference code Part No. Rod ø Unit
weight kg

DT12 158060 1/2” 5 0,110
DT58 158070 5/8” 5 0,156
DT34 158080 3/4” 5 0,272

• • • Tempered steel

• • • Copper

• • • Brass
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ERITECH® DRIVING POINTS FOR 
GROUND RODS SG & SS

Reference code Part No. Rod ø Unit
mm weight kg

DT-P137-1-20 158400 20 5 0,200
DT-P167-25 158390 25 5 0,300
DT-P187-30 158480 30 5 0,400

• • • Tempered steel

FOR GROUND RODS SS
Reference code Part No. Rod ø Unit

mm weight kg

DT-P11-20-SS 158550 20 5 0,040
• • • Tempered steel

ERITECH DRIVING HEAD FOR 
GROUND RODS SG & SS

Reference code Part No. Rod ø Unit
mm weight kg

DH-TR167 158380 20-30 5 0,200
• • • Tempered steel

ERITECH® CONNECTING FLANGES FOR TAPE  

Reference code Part No. Rod ø Unit
mm weight kg

MR127Z/20 158450 20 5 0,400
MR137/25 158460 25 5 0,500
MR187Z/30 158470 30 5 0,600

• • • Hot-galvanized steel - Tape capacity 40x3

TO GROUND RODS SS
Reference code Part No. Rod ø Unit

mm weight kg

MR127Z/20 158450 20 5 0,400
• • • Hot-galvanized steel - tape capacity 40x3

EGRD58 158500 1,5 m driver body with insert
for up to 14,2 mm 1 10,420

EGRD58L 158510 Replacement insert for
14,2 mm (5/8”) 1 2,720

EGRD34 158520 Driver body with insert for
up to 17,2 1 10,420

EGRD34L 158530 Replacement insert for
17,2 mm (3/4”) 1 2,720

Reference code Part No. Description Unit
weight kg

ERITECH® GROUND ROD DRIVER

ERITECH® SADDLE AND ROD CLAMPS

Reference code Part No. Nominal Unit
Rod ø mm weight kg

UB16 710370 16 10 0,200
UB20 710380 20 10 0,200
UB25 710390 25 10 0,210

GUV16070 710400 10-20 5 0,390
GUV70185 710410 16-20 5 0,390

• • • Gunmetal + Copper U bolt

GUV16070 16-70 5,1-10,7
GUV70185 70-185 10,7-17,6

Reference code Conductor range
area (mm2) ø mm

ERITECH® ROD TO TAPE DISCONNECT CLAMP
(type A)

Reference code Part No. Clamp capacity Unit
A mm B mm weight kg

RTC1 158410 26x12 16 10 0,160
RTC3020 710345 31x10 20 10 -
RTC2051 710350 51x12 20 10 0,310
RTC2526 710360 26x10 25 10 0,230

ERITECH® CONNECTING SOCKETS FOR CABLE
TO GROUND ROD

Reference Part No. Rod Cable Unit
code ø mm capacity mm2 weight kg

C142 158320 14,2 95 5 0,072
C162 158330 16 95 5 0,068
C174 158340 17,2 95 5 0,068
C205 158350 20 95 5 0,098

• • • Cuproaluminium

Meets BS1400

Meets BS1400

TO GROUND RODS SG

FOR GROUND RODS SG

• • • Gunmetal 

ERITECH CONNECTING CLAMP FOR CABLE
TO GROUNG RODS SG & SS

Reference code Part No. Rod ø Unit
mm weight kg

S-136-20 158440 20 5 0,070
• • • Copper/Steel - Cable capacity 70mm2
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ERITECH ROD® TO CABLE CLAMPS (type C)

Reference code Part No. Rod Unit
ø in mm weight kg

C38 158150 9,0-9,0 5 0,026
C12 158260 12,5-12,7 5 0,040
C58 158160 12,5-15,0 5 0,084
C34 158170 14,2-17,2 5 0,086
C19 156900 14,2-19,0 5 0,085
C20 156910 14,2-20,0 5 0,125
C1 158250 5 0,110

CP38 158155 Max 16 sq mm 50 0,04
CP12 158265 Max 25 sq mm 50 0,09
CP58 158165 Max 25 sq mm 50 0,10
CP34 158175 Max 25 sq mm 50 0,13

• • • Gunmetal

• • • Bronze Cond. size cross section

TAPE METAL SUPPORT FOR FOUNDATIONS OR
TRENCHES AND TAPE METAL WALL SUPPORT

Reference code Part No. Material Unit
weight kg

SSF-6-GS 107550 Galvanized steel 25 0,130
SSF-6-C 107560 Copper 25 0,140

• • • For tape below 6 mm thick

ERITECH® ROD TO TAPE LUG (SPLIT CLAMP)

Reference Part No. Description Unit
code weight kg

RCC10 710420 9,5 mm plain split Clamp 10 0,090
RCC16 710430 16 mm split Clamp (threaded) 10 0,340
SRC15 710440 14,2-15 mm plain split Clamp

(SCR) for solid copper rod 10 0,330
SRC20 710450 20 mm plain split Clamp

(SCR) for solid copper rod 10 0,300

• • • Gunmetal

GROUND ENHANCEMENT MATERIAL GEM

GEM 163670 1 11,500

Reference code Part No. Unit
weight kg

PREFABRICATED CROWSFOOT

Reference code Part No. Rod Unit
ø in mm weight kg

GF-302 503900 Tinned copper 1 5,500
30 x 2

107550107600

TAPE METAL SUPPORT FOR FOUNDATIONS OR
TRENCHES

Reference code Part No. Rod height Unit
mm weight kg

STBF-25-GS 107600 250 25 0,200
STBF-40-GS 107610 400 25 0,340

• • • Galvanized steel

• Keeps the tape in a vertical position

INSPECTION PITS

Reference Part No. Material Dimensions Unit
code mm weight kg

PIT03 710180 plastic 250x200x215 1 1,350
IP-900-C 103450 concrete 325x325x145 1 27

IP-R193x122MM 103470 Cast iron 210x140x120 1 7
IP-SQ-180-CI 103480 Cast iron ø180 1 2,400

710180Type C Type CP 103470

103450

Reference Part No. Dimensions & Designed to Unit
code No. of holes suit Earth Pit weight kg

Meets BS2874/BS1400

Meets
BS2874/BS1400

RCC10
SRC15
SRC20

RCC16

TAPE METAL WALL SUPPORT

ø 180 mm

ø 140 mm

100 mm

Conductor Capacity
Type C: Max 70 sq mm
Type CP: Max 25 sq mm

Refer to page 184 for 
further information

BEP25x5x300MM 545140 25x5x300 mm Concrete Earth Pit 1 0,300
12 holes IP-900-C(103450)

BEP25x5x200MM 545135 25x5x200 mm Plastic Earth Pit 1 0,260
8 holes PIT03(710180)

BEP25x5x150MM 545530 25x5x150 mm Cast Iron Earth Pit 1 0,150
6 holes IPR193(103470)

IP180(103480)

• • • Copper

EARTH BARS FOR INSPECTION PITS
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TOWER EARTH CLAMP

Reference code Part No. Unit
weight kg

TECLP-8-CU 710050 10 0,090

TECLP-8-AL 710060 10 0,058

• • • Copper - ø 8mm

• • • Aluminium - ø 8mm

B - BOND

Reference code Part No. ø mm Unit
weight kg

WPB010 710320 5 0,26

Reference code Part No. Unit
weight kg

BBBC 710260 25 0,12

ABBC 710250 25 0,60
• • • Aluminium - suit 26 mm max tape width

• • • Copper - suit 26 mm max tape width

WATER PIPE BOND

WATERMAIN PIPE BOND

• • • Copper

Reference code Part No. ø min. / max. Unit
weight kg

SPC-5080-S 107000 50/80 10 0,147
SPC-70120-S 107010 70/120 10 0,170
SPC-130180-S 107020 130/180 10 0,214

SPC-5080-C 107050 50/80 10 0,165
SPC-70120-C 107060 70/120 10 0,191
SPC-130180-C 107070 130/180 10 0,240

PIPE COLLARS

• • • Stainless steel - conductor, 6 to 11 mm

• • • Copper - conductor, 6 to 11 mm

FASTENERS FOR GUTTER RIM

Reference code Part No. Unit
weight kg

SGR-610-2 107230 10 0,067
• • • Copper - conductor, 6 to 10 mm

INSULATORS

Reference code Part No. Unit
weight kg

ISO40M10 551520 25 0,102
VFST10x40 593480 100 0,008

EQUIPOTENTIAL BARS

Reference Part No. Nr of Disconnect L W L Unit
code terminals links mm weight kg

DLUNI 545000 - 1 125 100 94 1 1,192
SEB-06 545010 6 0 400 100 94 1 1,642

SEB-06-DL 545020 6 1 475 100 94 1 2,400
SEB-10 545030 10 0 600 100 94 1 2,312

SEB-10-DL 545040 10 1 675 100 94 1 2,800
SEB-62-DL 545130 6 2 550 100 94 1 3,200
SEB-GER-08 545001 10 0,314

25 mm max.

25 mm max.

ø 6-11 mm

Reference code Part No. Unit
weight kg

BWPB 710310 20 0,12

AWPB 710270 20 0,08

• • • Copper 

• • • Aluminium

Meets BS1471/BS2874

Meets BS1400/BS1471

Meets BS1432 C101/BS970

Meets
BS1433/BS2874

UL 94
NFF 1611 F2

NB: terminals do include Nuts and Bolts

160mm

171mm

52mm173mm

40mm
ø

5mm

DLUNI

SEB

SEB-06-DLSEB-62-DL
SEB-GER-08

Meets BS1400

Meets NFC 17100/NFC 17102

VFST

ISO

7 x 25 mm2

1 x tape 30 x 3,5
1 x 8 mm ø

40

33

22

M10x30

M10x35

M10

Cu 50x5mm

w

l

40

12

33

33 33
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EQUIPOTENTIAL PLATE SET

Reference code Part No. Unit
weight kg

SEP 545190 1 1,02
• • • Tinned copper 100 x 5

EARTH BLOCKS

Reference code Part No. Unit
weight kg

EBL04 711460 10 0,090
EBL08 711470 10 0,158

DOUBLE CONNECTING PLATE

Reference code Part No. Conductor Rebar Unit
weight kg

CPD-2440 101100 10 mm dia or 40x4 24 mm dia 25 0,340
• • • Galvanized steel

Supporting plate for the connection of round 
conductors, diameter 10 mm, or flat conductors
up to 40 x 4 mm on rebars up to 24 mm ø.

EARTH BOSS

STATIC EARTHING

Reference code Part No. Length ø Unit
mm mm weight kg

500-10-E-BOSS 710160 50 50 1 -

L. 200 mm

25 mm

10,5 mm

• 16 connection points

Meets UL 94/NFF 1611 F2
100 mm

88 mm

20 mm

13 mm

13 mm

50 mm

20 mm

EBL08

EBL04

• • • Tinned brass

EBL04
- 3 x ø 5,2 mm
- 1 x ø 6,5 mm

EBL08
- 6 x ø 5,2 mm
- 2 x ø 6,5 mm

M10

80

60

40

10100

REBAR CLAMPS

Reference code Part No. Conductor Rebar Unit
weight kg

710160

165400

165620

710330

198400      5 ft = 1.5 m
198410     10 ft = 3 m
198420     20 ft = 6 m

B2610A

B2618B

B2671A

SEB001

B2610A 165410 Spring Clamp 1 0,144
B2671A 165620 Aircraft Grounding Clamp 1 1,140

A822SA111C-5 198400 Orange Coiled Cable, 5 ft (1.5 m) 1 0,450
A822SA111C-10 198410 Orange Coiled Cable, 10 ft (3 m) 1 0,540
A822SA111C-20 198420 Orange Coiled Cable, 20 ft (6 m) 1 0,820

B2618B 165400 Cable Reel Assembly 1 3,150
SEB001 710330 Static Earth Bar 1 0,260

Reference code Part No. Description Unit
weight kg

RC70 710325 8 mm dia 8-18 mm 1 0,340
RC100 710335 8 mm dia 18-38 mm 1 0,780
EK16 710355 25 mm2 25 mm-parallel 50 0,091
EK17 710365 25 mm2 25 mm-perpendicular 50 0,091

• • • Galvanized steel

RC EK

165410
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EYES BOLTS FOR COPPERBONDED
GROUND RODS

Reference code Part No. ø inch W H Unit
weight kg

EBR-58 710140 5/8” 68 96 5 -
EBR-34 710150 3/4” 68 96 5 -

GROUNDING RECEPTACLES 

These receptacles provide earth connections for the frames of planes, ships, tankers trucks, etc. 
eliminating their electrostatic charge and obtaining equipotentiality with the surrounding earth.

Parts are copper alloy, connections to the earth circuit can be made with CADWELD®.

Reference Part No. Attachment Depth ø B ø C Unit
gk thgiewAedoc

B165 165180 Cast 3/4” ball 4 1/2” 2 3/4”   1 0,800
B166 165220 Cast 3/4” rod 6 1/4” 4 3/4” 3 7/8” 1 2,100
B167 165230 Cast 1-1/2” rod 7 1/4” 6 1/2” 4 3/4” 1 7,000

DENSO TAPE (DT)

POTENTIAL EQUALIZATION CLAMP (PEC)

OXIDE INHIBITING COMPOUND

ERITECH COPPER BONDING STRAPS

OXINHIBCOMP 710220 1 0,314

A

B

Reference code Part No. Unit
weight kg

DT510   1024 10 m x 50 mm 1 0,760

Reference code Part No. Unit
weight kg

005,01009207001CEP

Meets BS1400

W

H

563540 MBJ 16-100-6 120 1.5 16 100 6,5 15 25 10 0,018
556620 MBJ 16-100-8 120 1.5 16 100 8,5 15 25 10 0,018
563550 MBJ 16-150-6 120 1.5 16 150 6,5 15 25 10 0,035
556630 MBJ 16-150-8 120 1.5 16 150 8,5 15 25 10 0,035
563300 MBJ 16-200-6 120 1.5 16 200 6,5 15 25 10 0,033
556640 MBJ 16-200-8 120 1.5 16 200 8,5 15 25 10 0,033
556650 MBJ 16-250-8 120 1.5 16 250 8,5 15 25 10 0,040
563320 MBJ 16-300-6 120 1.5 16 300 6,5 15 25 10 0,05
556660 MBJ 16-300-8 120 1.5 16 300 8,5 15 25 10 0,05
556940 MBJ 16-500-8 120 1.5 16 500 8,5 15 25 10 0,082
556670 MBJ 25-100-10 150 1.5 25 100 10,5 23 33 10 0,027
556680 MBJ 25-150-10 150 1.5 25 150 10,5 23 33 10 0,039
563340 MBJ 25-200-6 150 1.5 25 200 6,5 23 33 10 0,052
556690 MBJ 25-200-10 150 1.5 25 200 10,5 23 33 10 0,052
563430 MBJ 25-200-12 150 1.5 25 200 12,5 23 33 10 0,052
556700 MBJ 25-250-10 150 1.5 25 250 10,5 23 33 10 0,064
556710 MBJ 25-300-10 150 1.5 25 300 10,5 23 33 10 0,077
556950 MBJ 25-500-10 150 1.5 25 500 10,5 23 33 10 0,013
556720 MBJ 30-100-10 180 2 30 100 10,5 23 33 10 0,032
556730 MBJ 30-150-10 180 2 30 150 10,5 23 33 10 0,047
556740 MBJ 30-200-10 180 2 30 200 10,5 23 33 10 0,062
556750 MBJ 30-250-10 180 2 30 250 10,5 23 33 10 0,075
556760 MBJ 30-300-10 180 2 30 300 10,5 23 33 10 0,092
556960 MBJ 30-500-10 180 2 30 500 10,5 23 33 10 0,155
556770 MBJ 35-100-10 197 2.1 35 100 10,5 23 33 10 0,037
556780 MBJ 35-150-10 197 2.1 35 150 10,5 23 33 10 0,054
556790 MBJ 35-200-10 197 2.1 35 200 10,5 23 33 10 0,072
556800 MBJ 35-250-10 197 2.1 35 250 10,5 23 33 10 0,089
565000 MBJ 35-250-25 197 2.1 35 250 25,5 40 50 10 0,089
556810 MBJ 35-300-10 197 2.1 35 300 10,5 23 33 10 0,110
556970 MBJ 35-500-10 197 2.1 35 500 10,5 23 33 10 0,180
556820 MBJ 50-100-10 250 2.5 50 100 10,5 28 38 10 0,052
556830 MBJ 50-150-10 250 2.5 50 150 10,5 28 38 10 0,077
563350 MBJ 50-200-6 250 2.5 50 200 6,5 28 38 10 0,12
556840 MBJ 50-200-10 250 2.5 50 200 10,5 28 38 10 0,120
563440 MBJ 50-200-12 250 2.5 50 200 12,5 28 38 10 0,120
563360 MBJ 50-200-16 250 2.5 50 200 16,5 28 38 10 0,11
563370 MBJ 50-200-18 250 2.5 50 200 18,5 28 38 10 0,11
556850 MBJ 50-250-10 250 2.5 50 250 10,5 28 38 10 0,127
556860 MBJ 50-300-10 250 2.5 50 300 10,5 28 38 10 0,153
563390 MBJ 50-300-16 250 2.5 50 300 16,5 28 38 10 0,15
563400 MBJ 50-300-18 250 2.5 50 300 18,5 28 38 10 0,14
556980 MBJ 50-500-10 250 2.5 50 500 10,5 28 38 10 0,255
563560 MBJ 50-500-12 250 2.5 50 500 12,5 28 38 10 0,255

Part Reference code Intensity Thick. Section L Ø J T Unit
mmmmA.oN 2 mm mm mm mm weight kg

Reference code Part No. Unit
weight kg

022561081561
165230
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ERITECH® EARTH POINTS

• FIG. 1:  CADWELD® mould ref. 197130 can be used to make CADWELD welded 
connection of 1 or 2 conductors (cross-section up to 50 mm2 to the plate).

• FIG. 2: Steel bar attached at right angles to shank of earth plate by 
CADWELD welding.

• FIG. 3: Steel bar attached to end of earth plate by CADWELD welding.

• FIG. 4: 50 mm2 green: yellow insulated conductor attached to end of earth plate by
CADWELD welding.

TYPE B161 - B164 TYPE B162

TYPE DB

DB-8A 166090 M8 12,7 - 30 50 - 5 0,090
DB-10A 166120 M10 16 - 50 55 - 5 0,300
DB-12A 166150 M12 16 - 50 55 - 5 0,305
DB-16A 166180 M16 16 - 50 55 - 5 0,400
DB-8K 166100 M8 12,7 12 30 50 500 1 0,450
DB-10K 166130 M10 16 19 50 55 500 1 1,520
DB-12K 166160 M12 16 19 50 55 500 1 1,535
DB-16K 166190 M16 16 19 50 55 500 1 1,560
DB-8KS 166110 M8 12,7 12 30 50 500 1 0,440
DB-10KS 166140 M10 16 19 50 55 500 1 1,520
DB-12KS 166170 M12 16 19 50 55 500 1 1,505
DB-16KS 166200 M16 16 19 50 55 500 1 1,540

DB-10-C5005 166480 M10 - 50mm2 50 55 500 1 0,740
DB-10-C501 166490 M10 - 50mm2 50 55 1000 1 0,960
DB-10-C502 166500 M10 - 50mm2 50 55 2000 1 1,440

Fig. No. Reference code Part No. øA øB øC øD F L Unit
mm mm mm mm mm weight kg

TYPE DB

B161-8A 166000 4xM8 14 - 65 42 30 - 1 0,435
B161-10B 166030 4xM10 14 - 65 42 30 - 1 0,455
B164-12A 166060 4xM12 10,7 - 85 75 44,5 - 1 0,770

B161-8K 166010 4xM8 14 12 65 42 30 500 1 1,980
B161-10KA 166040 4xM10 14 12 65 42 30 500 1 1,040
B164-12K 166070 4xM12 10,7 12 85 75 44,5 400 1 1,080
B161-8KS 166020 4xM8 14 12 65 42 30 500 1 1,980

B161-10KM 166050 4xM10 14 12 65 42 30 500 1 0,850
B164-12KS 166080 4xM12 10,7 12 85 75 44,5 400 1 1,100

B161-10-C5005 166510 4xM10 - 50mm2 65 - 30 500 1 0,840
B161-10-C501 166520 4xM10 - 50mm2 65 - 30 1000 1 1,100
B161-10-C502 166530 4xM10 - 50mm2 65 - 30 2000 1 1,600

Reference code Part No. øA øB øC øD F G L Unit
mm mm mm mm mm mm weight kg

TYPE B161-B164

B-162-12A 166210 2xM12 10,7 - 45 85 75 44,5 - 5 0,400
B-162-12K 166220 2xM12 10,7 12 45 85 75 44,5 400 1 0,700
B-162-12KS 162230 2xM12 10,7 12 45 85 75 44,5 400 1 0,700

B-162-12-C5005 166540 2xM12 - 50mm2 45 85 75 44,5 500 1 0,820
B-162-12-C501 166550 2xM12 - 50mm2 45 85 75 44,5 1000 1 1,060
B-162-12-C502 166560 2xM12 - 50mm2 45 85 75 44,5 2000 1 1,560

Reference code Part No. øA øB øC D E F G L Unit
mm mm mm mm mm mm mm weight kg

TYPE B162

5
10 11
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FACILITY ELECTRICAL PROTECTION - EXOTHERMIC WELDING
• Cadweld Plus   

CADWELD PLUS – LEADING TECHNOLOGIES IN EXOTHERMIC WELDING

• Current carrying capacity equal to or greater than that of the conductor 
• Withstand repeated fault currents without failing during operation 
• Permanent, molecular bond that will not loosen or corrode, resulting in a connection with a lifetime equal to that of  
   the installation 
• Join copper to copper, copper to galvanized or plain steel, copper to copper clad steel, copper to bronze/ brass/    
   stainless steel, steel to steel, etc.
• No external power or heat source required
• Quality Assurance Inspection is easy and visual
• Minimal installation training required
• Exceed requirements of “IEEE® Std 837- Std. for Qualifying Permanent Connections Used In Substation Grounding”

The ultimate welded connection that will never loosen, corrode or increase in resistance.
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FACILITY ELECTRICAL PROTECTION - EXOTHERMIC WELDING

CADWELD PLUS – LEADING TECHNOLOGIES IN EXOTHERMIC WELDING

4 Simple Steps for permanently Welded Electrical Connections 
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FACILITY ELECTRICAL PROTECTION - LIGHTNING & 
SURGE PROTECTION FOR WIND TURBINES  

LIGHTNING & SURGE PROTECTION FOR WIND TURBINES

Graphic for demonstration purposes only
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FACILITY ELECTRICAL PROTECTION 

RFE have been involved in the lightning protection business for many years now offering products from leading international 
manufacturers nVent ERICO, A.N. WALLIS and J.Propster. In cooperation with these companies RFE offer an expertise across a 
wide range of applications for Lightning Protection Design. 

Using dedicated software our engineers can carry out an individual risk assessment to IS EN62305 for any type of installation and 
thereafter a complete design to the European standard or if required a design based on our unique ESE / Dynasphere lightning 
protection systems which can be seen on prestigious installations such as Farmleigh House in Dublin.

We offer advice on selection and installation of coordinated surge protection and all earthing equipment for your specific facility.

We carryout ground resistivity surveys and can address any poor soil conditions with the nVent ERICO GEM product which 
Conforms to IEC 62561-7. 

We provide both training and supply of the nVent ERICO CADWELD Exothermically Welded Connection. These connections are 
specified by engineers and consultants for many industries and installed by contractors and site owners large and small all over 
the world. With Over 100,000,000 field-proven connections installed around the globe by very satisfied customers, the “nVent 
ERICO CADWELD” name has become synonymous with “Exothermic Welding” from the classroom to the job site. nVent ERICO 
CADWELD continues to maintain a reputation for electrically superior connections that will never loosen, break, or corrode in most 
environments.

Over the years we have worked on projects such as Intel, Microsoft, Luas and Roche Pharmaceuticals and together with our 
experience and highly qualified engineers can offer you an unrivalled package of product and support.
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DEGREES OF PROTECTION  
• Degree of protection of the electrical equipment up to 
1000Va.c.and 1500V d.c.  

IP X X2
according to IEC 529 (1989) and EN 60529 (1991)

Protections of persons against contact with live parts. Protection of equipment against ingress of solid foreign bodies

CEE-symbol    Test

None

Against access with hand and ingress of solid objects greater than 50 mm

Against access with finger and ingress of solid objects greater than 12 mm

Against access with tools and ingress of solid objects greater than 2.5 mm

Against access with wires of strips and ingress of solid objects greater than 1 mm

Complete protection against contact with live parts and ingress of harmful
deposits of dust

Complete protection against contact with live parts and ingress of dust
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IP X X2
according to IEC 529 (1989) and EN 60529 (1991)

Protections against ingress of liquids

CEE-symbol    Test

None

Against vertically falling drops

Against drops of falling liquid at an angle up to 150 from the vertical

Against water falling in rain at an angle up to 600 from the vertical

Against water splashed from any direction (over 3600)

Against water jets from any direction (over 3600)

Against water projected in powerful jets as from heavy seas

Against immersion in water under defined conditions of pressure and time

Against continuous submersion in water
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DEGREES OF PROTECTION 

Degree of protection of the electrical equipment up to
1000Va.c.and 1500V d.c.

After 10 strokes, the enclosure
should show neither visible crack
of damage that might jeopardize
the protection degree IP X1 X2

Explanation
The standard NBN C20-001/A was valid until April, 1997. The tables mentioned above are classified according to the impact 
energy. The IPxx-X3 values and the IK-values can not just be compared to each other, because there exists a difference 
between then form of the hammer and the number of tryouts. In that case, it is impossible to set up a conversion table. 
Notice that no value was defined to replace the IPxx-11. If a shock resistance recommendation. 
The IK-value is shown with a figure of two numbers to exclude the confusion with the IPxx-X3 value.

According to NBN C20-001
Impact strength
Hammer Mass (kg)                      Fall (m)                   Impact energy (J)

Protection against external mechanical damage
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X3 According to EN 50102
Impact strength
Hammer Mass (kg)                       Fall (m)                 Impact energy (J)
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Protection against external mechanical damage
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Distributors of Electrical Switchgear, Control, 
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Mission Statement

RFE CATALOGUE

RFE (Reg Farrell Engineering Limited) prides itself as a “Solution Provider” incorporating
only high quality products. Our people are trained, qualified and well experienced engineers

who are always willing to spend time with our customers to acquire a thorough understanding
of their application. The result in all cases is a solution, which will meet technical as well as

financial requirements of the customer. Our objectives are based on an 
on-going partnership with our customers.     

RFE (Reg Farrell Engineering Ltd.) Unit 19, Oak Road Business Park, Western Industrial Estate, Dublin 12, D12 XW50.

Associated Memberships
Electrical Manufacturers and

Distributors Association 
of Ireland

National Standards 
Association of IrelandMember of Achilles Supply-Line
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